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ABSTRACT 

In 1995, the Environment Agency for England and Wales developed urban runoff 

treatment wetlands at two selected locations in Outer London. The systems have been 

monitored for a wide range of parameters including heavy metals, suspended solids and 

BOD over a period of two years. Seven storm events were also monitored. The ability of 

micro-organisms, isolated from the rhizosphere of wetland plants collecte~ at both 

systems, to tolerate and accumulate heavy metals has also been investigated. 

This study has demonstrated that constructed wetland treatment systems are capable of 

reducing the pollutant loadings associated with urban runoff, and that such systems can 

be successfully established within urban areas. During dry weather, pollutant 

concentrations and loadings were typically low and associated removal efficiencies 

highly variable. However, during storm events, pollutant loadings increased and 

removal efficiencies improved, with mean removal efficiencies of 71 % for Zn, 69% for 

Pb and 81 % for Cr at the Dagenham wetland. An exception to this was for suspended 

solids which showed an overall increase of 99% during storm events. Several design and 

operational issues have been identified and addressed during the course of the 

monitoring programme, and recommendations for the improved design and operation of 

urban runoff treatment wetland systems have been made. 

A range of micro-organisms, isolated from both wetland systems, were able to tolerate 

elevated Zn and Pb concentrations. Two strains (Beauveria bassiana and Rhodotorula 

mucilaginosa) were selected for further work. Both strains could accumulate Zn and Pb, 

with B. bassiana showing a high capacity to bind Pb (maximum concentration of 

136mgPb/g cells dry weight). Comparison of the growth of B. bassiana at 4°C and 30°C 

suggested that processes of microbial metal accumulation may occur throughout the 

year in treatment wetlands. The presence of Pb inside hyphae of B. bassiana, associated 

with hyphae walls and in the surrounding medium was confirmed. This study has found 

that micro-organisms isolated from urban runoff treatment wetlands can tolerate and 

accumulate Zn and Pb, and the application of these results to wetland treatment 

processes is discussed. 
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CHAPTER ONE GENERAL INTRODUCTION 

1.1 Background 

Urban growth and development, through the construction of buildings, roads and other 

impermeable surfaces, alters the natural hydrological cycle, changing peak flow 

characteristics and the volume and quality of runoff (Revitt et al., 1999). In the UK, 

urban areas are generally designed so that surface water drains directly to the closest 

watercourse as quickly as possible to prevent flooding. However, this approach ignores 

the potential pollutant loads generated from urban runoff and their impacts on receiving 

waters. 

The use of constructed wetland systems to treat urban runoff is an emerging technology 

in the UK, with preliminary studies reporting the efficient removal of a range of 

pollutants from the water column (Mungur et ai., 1998, Shutes et al., 1997, Cooper et 

a!., 1996). However, this treatment procedure still involves some uncertainty as the 

conventional approach of designing·a constructed wetland for treating wastewater of a 

characteristic quality and quantity is inappropriate for urban runoff as both the pollutant 

loads and hydrological responses are highly variable. There are currently no established 

design and performance criteria for constructed wetlands for the treatment of urban 

runoff. The Environment Agency for England and Wales (EA) has shown considerable 

interest in the use of urban runoff treatment wetlands, primarily as a treatment facility 

but also as an opportunity for enhancing the environment by creating a new habitat in 

urban areas. 

Constructed wetland treatment systems are also known to be an ideal environment for a 

wide range of micro-organisms, and their microbial diversity and numbers have been 

reported as being comparable to those of natural wetland systems (Duncan and 

Groffman, 1994). In recent years, particularly within industry, there has been 

considerable interest in metal sorption by a range of biomass types as a cost-effective 

process for removing metals from wastewater (Zhang et al., 1998). However, the metal 

removal capability of micro-organisms in constructed wetland treatment systems has not 

been investigated. 



It is against this background that the Urban Pollution Research Centre (UPRC) at 

Middlesex University, in collaboration with the Environment Agency for England and 

Wales, Thames Region, undertook an investigation into the design and treatment 

performance of constructed wetlands receiving urban runoff. The results of this study 

are presented in this thesis. This work also complements and further develops previous 

studies carried out within the UPRC on the use of macrophytes for heavy metal control 

(Zhang 1990), and the use of constructed wetland systems to treat both highway runoff 

(Mungur, 1997) and airport runoff (Chong et at., 1999). Current UPRC studies aim to 

gain an understanding of processes of removal occurring within wetland systems, and 

include investigations into the degradation of hydrocarbons using wetland lysimeters, 

and the role ofbiofilms in hydrocarbon remediation. 

1.2 Aims of the research programme 

The aims of this research programme, which were developed in collaboration with the 

Environment Agency for England and Wales, Thames Region, are:-

• to investigate the physical, chemical and biological processes which occur in 

constructed wetlands designed for the treatment of urban runoff, in order to obtain an 

understanding of the processes of pollutant degradation, uptake and bioaccumulation 

by different wetland components. Particular emphasis being placed on operational 

monitoring of the wetlands, with specific regard to water quality and bioaccumulation 

assessment programmes. 

• to assess the water quality improvement performance achieved by two constructed 

wetlands, using both systems as research and development test beds to evaluate their 

potential use for further similar projects. 

• to develop recommendations for the design and management of constructed wetlands 

for the treatment of urban runoff. 
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• to obtain a scientific understanding of the mechanisms and processes of removal and 

immobilisation of heavy metals by constructed wetland substrates, plant and microbial 

species, involving laboratory experiments to complement fieldwork. 

1.3 Outline of thesis 

This thesis is presented in six chapters including this Introduction. Chapter two presents 

a literature review of the use of wetlands as wastewater treatment systems, together with 

a review of the metal sorption ability of micro-organisms. In Chapter three, the two 

wetland systems monitored are described, and field methodology and laboratory 

experiments and analytical techniques are given. In Chapter four the results and 

statistical analysis of data collected at both treatment wetlands during dry weather and 

wet weather conditions over a two year monitoring programme are presented. In 

Chapter five, the results of a range of experiments carried out to determine the ability of 

micro-organisms isolated from both systems to accumulate Zn and Pb are presented and 

discussed. Chapter six summarises the findings of this research, and presents 

recommendations for further research. 

1.4 Conferences 

During the period of this research papers were presented at the following conferences. 

• Sixth International Conference on Wetland Systems for Water Pollution Control, 

Aguas de Sao Pedro-SP, Brazil, 27 September-2 October 1998. 

• Fifth Symposium on the Biogeochemistry of Wetlands, Royal Holloway College, 

University of London, 16-19 September 1997. 

• Fourth International Conference on Trace Metals in the Aquatic Environment, Kuala 

Lumpur, Malaysia, 19-23 May 1997. 
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• London Freshwater Group (Summer Meeting), Middlesex University, London, 21 

June 1996. 

• Seventh European Postgraduate Conference on Urban Runoff and Water Quality of 

Receiving Waters, Elspeet, Holland, 6-10 May 1996. 

1.5 Publications 

The following papers were published. Those papers that have been peer reviewed are 

marked with an asterisk (*). 

Scholes, L.N.L., Shutes, R.B.E., Revitt, D.M., Purchase, D. and Forshaw, M. (1999). The 

Removal of Urban Pollutants by Constructed Wetlands During Wet Weather. Water 

Science and Technology, 40, 333-340 (*). 

Revitt, D.M., Shutes, R.B.E., Scholes, L.N.L. (1999). The Use of Constructed Wetlands 

for Reducing the Impacts of Urban Surface Runoff on Receiving Water Quality. In: 

Impacts of Urban Growth on Surface Water and Ground Water Quality. 1. B. Ellis (ed) , 

lARS Press, Wallingford, 349-356 (*) 

Scholes, L.N.L., Shutes, R.B.E., Revitt, D.M., Forshaw, M. and Purchase, D. (1998). The 

Treatment of Metals in Urban Runoff by Constructed Wetlands. The Science of the Total 

Environment, 214, 211-219 (*). 

Shutes, R.B.E., Revitt, D.M., Mungur, A.S. and Scholes, L.N.L. (1997). Design of 

Wetland Systems for the Treatment of Urban Runoff. Water Science and Technology, 35, 

19-25 (*). 

Shutes, R.B.E., Revitt, D.M., Mungur, A.S. and Scholes, L.N.L. (1997). Design of 

Wetland Systems for the Treatment of Urban Runoff. Water Quality International, 

March/April 1997,35-38. 



Scholes, L.N.L. and Gallagher, P. (1996). The Public Perception and Wildlife Benefits of 

a Wetland System for the Treatment of Urban Runoff. International Association on TJ"ater 

Quality, Specialist Group on the Use of Macrophytes for Water Pollution Control 

Newsletter, No. 15,6-7. 

Scholes, L.N.L. (1996). The Sustainable Management of Urban Runoff. Proceedings of 

the Erasmus Postgraduate Conference on Urban Runoff, Elspeet, Holland, 6-10 May 

1996. 

Scholes, L.N.L., Shutes, R.B.E., Revitt, D.M., Forshaw, M. and Purchase, D. (1995). 

Constructed Wetlands and Sustainable Environmental Management in the UK. 

International Association on Water Quality, Specialist Group on the Use of Macrophytes 

for Water Pollution Control Newsletter, No. 13, 11-13. 
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CHAPTER 2 WETLAND W ASTEW ATER AND URBAN RUNOFF 

TREATMENT SYSTEMS 

2.1 Wetlands as wastewater treatment systems 

2.1.1 Natural and constructed wetland wastewater treatment systems 

The criteria for defining a wetland appear to vary greatly both between authors and 

countries. However, wetlands are generally considered to be areas which are wet for long 

enough to alter the biological, chemical and physical properties of the soil due to flooding, 

and to exclude plant species that cannot grow in saturated soils, such as marshes, fens, 

bogs, swamps, saltmarshes and mangroves (Kadlec and Knight, 1996). Wetlands are 

highly productive habitats which receive, hold and recycle nutrients, and support a wide 

variety of vegetation and a diverse fauna (Smith, 1989). They perform many valuable 

functions including flood control, sediment stabilisation and groundwater recharge. In 

addition, they provide an important habitat for wildlife, in particular wildfowl (Merritt, 

1994). However, over the last 20 years wetlands have been receiving increasing attention 

due to their ability to improve water quality (Hammer and Bastian, 1989). They provide 

effective treatment for many types of water pollution, effectively removing or converting 

large quantities of pollutants from point sources and non-point sources, including organic 

matter, suspended solids, heavy metals and excess nutrients, at a relatively low cost. This 

involves processes such as sedimentation, filtration, physical and chemical 

immobilisation, microbial interactions and uptake by vegetation. 

Although both natural and constructed wetlands may act as efficient water treatment 

systems, there are several reasons why it is more advantageous to construct wetlands for 

wastewater treatment. Natural wetlands are now recognised as valuable resources which 

are under threat; California has lost 91 % of its wetlands over the past 200 years; France 

has lost 67%, and Greece and Italy 63% and 66% respectively (Anderson, 1996). These 

losses are mainly due to the introduction of drainage procedures for agricultural purposes 

and the construction of roads and ports. Hence the protection of remaining sites is now an 
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issue of increasing public concern. Many natural wetlands are sites of national importance 

as wildlife habitats, for example, for migrating and resident birds. There may also be 

conflict over use if a natural wetland recharges groundwater which is a source of drinking 

water. The use of constructed wetlands avoids such potential conflicts over use (Ewel, 

1987; Olson, 1992). Constructed wetlands are man-made, involving saturated substrates, 

emergent and submergent vegetation, animal life and water for human use and benefit 

(Hammer and Bastian, 1989). It is possible to exercise more control over constructed 

wetlands, such as the establishment of a well defined substrate composition, type of 

vegetation and flow pattern. In addition, constructed wetlands offer several further 

advantages including site selection, flexibility in sizing and control over hydraulic 

pathways and retention times. Hence, the use of constructed wetlands is the preferred 

option in the use of wetlands as wastewater treatment systems. 

2.1.2 Pollutant removal processes 

The removal of pollutants by constructed wetland treatment systems is the result of a 

complex combination of biological, chemical and physical processes. It is now realised 

that the representation of wetlands as simple sinks or biological filters does not adequately 

reflect the complex set of interactions involved in the removal of pollutants from the water 

column, and the role of wetlands as a wastewater treatment systems. Although the main 

removal processes are understood, there remains a need to understand how the processes 

of pollutant removal occur and interact in a wetland, and to what extent (Mackney, 1990). 

The major removal mechanisms are outlined in the following sections, and are 

summarised in Table 2.1. 

2.1.2.1 Physical processes 

Sedimentation is the removal of particulate matter from the water column due to 

gravitational settling. The process is most effective on sediments larger than lOllm with 

specific gravities greater than 1.0 and begins to occur when the flow is <0.2m!s (Merritt, 

1994). The removal of suspended solids is an important wastewater treatment process 

for several reasons. Suspended solids cause turbidity in the water column which 
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attenuates light penetration, thereby reducing photosynthesis. If suspended solids are 

rich in organic matter, high levels of biochemical oxygen demand result, decreasing 

dissolved oxygen content. High levels of suspended solids can also cause river and 

stream beds to silt-up (Hemond and Benoit, 1988). However, perhaps the most 

important reason for the removal of suspended solids from the water column is due to 

the association between particulate matter and a range of pollutants such as heavy 

metals, nutrients, pesticides and bacteria (Duncan, 1995). Conditions for sedimentation 

are enhanced in wetlands as dense stands of reeds, or gravel substrate, reduce flow 

velocity (Reinelt and Homer, 1995), turbulence and also inhibit formation of wind 

generated waves (Kadlec and Knight, 1996). 

Table 2. 1 Principal pollutant removal mechanisms in constructed wetland 

wastewater treatment systems. 

Removal processes Pollutants removed 

Physical 

Sedimentation 

Filtration (litter layer) 

Adsorption 

Volatilisation 

suspended solids and associated pollutants 

suspended solids and associated pollutants 

heavy metals, phosphates, pesticides, organics 

Chemical 

Specific adsorption 

Precipitation 

Biological 

Biological uptake 

Nitrification and denitrification 

Microbially-mediated oxidation 

and reduction 

ammoma 

phosphates, heavy metals 

phosphates, heavy metals 

phosphates, nitrates, ammonia, heavy metals 

ammonia, nitrates 

heavy metals 

It was initially believed that the enhanced pollutant removal efficiency of wetlands was 

partly due to the suspended solids being removed by the physical filtration of 

wastewater through dense stands of vegetation. However, studies have shown that due 

to a combination of plant stem diameter, particle diameter and water velocity, the 

collection efficiency of such a sieving mechanism is almost negligible (Kadlec and 
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Knight, 1996). Wetland vegetation does, however, improve the removal of suspended 

solids through the buffering of incoming wastewater which decreases flow rate thus , 

enhancing conditions for sedimentation and reducing risk of resuspension of already 

settled sediments (Brix, 1996; Wong and Geiger, 1997). In addition, the mechanical 

trapping of sediments occurs in the litter layer. 

Adsorption involves the binding of dissolved or particulate substances onto suspended 

solids, vegetation and settled bottom sediment, and can be either chemical (known as 

specific adsorption; see Section 2.1.2.2) or physical. Physical adsorption occurs when a 

positively charged metal ion binds to a negatively charged site on the adsorption surface 

due to electrostatic forces (Harrison and de Mora, 1996). This bonded cation may be 

displaced by a different cation which has a greater electrostatic attraction for the binding 

site in a process known as cation exchange, and therefore adsorption is not always a 

permanent process. However, it is an important mechanism in removing a range of 

pollutants such as phosphorus, heavy metals, pesticides and organics from the water 

column. Once adsorbed to suspended solids pollutants can be removed from the water 

column by sedimentation. Further processes of transformation and/or degradation may 

then occur within the deposited sediment (see Sections 2.1.2.2 and 2.1.2.3). 

Volatilisation is the converSIOn of a liquid or solid to a vapour. Volatilisation of 

ammonia can occur in wetlands. Ammonium compounds may be lost from the water 

column by this process following conversion to ammonia (Cooper et al., 1996). This 

only occurs under alkaline conditions (pH >9), which do not usually occur in a wetland 

environment. However, algal blooms can temporarily elevate pH and therefore 

volatilisation may at times be an important wetland removal process. 

2.1.2.2 Chemical processes 

Specific adsorption is the process whereby adsorbed substances are held in place by 

chemical bonds, resulting in the formation of a complex which is more stable than that 

formed by physical adsorption. Phosphates and heavy metals specifically adsorb to 

hydrous Fe and Al oxides, clays and organic molecules, by processes such as ligand 

exchange and chelation. Further processes, such as adsorption of ionic hydrates to 
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suspended solids followed by sedimentation, results in the removal of a range of 

pollutants from the water column. The overall ability of a wetland to either physically or 

specifically adsorb pollutants is limited by the sorptive capacity of the suspended solids, 

sediments and vegetation present (Hemond and Benoit, 1988). 

The precipitation of insoluble compounds from the water column, again coupled with 

sedimentation, is another important wetland removal process. Pollutants such as 

phosphates and heavy metals will form insoluble complexes. Phosphates may be 

removed from solution by precipitation of insoluble Fe, Al and Ca phosphate and as 

insoluble organics (Hemond and Benoit, 1988). Heavy metals precipitate out as 

hydroxides, carbonates, phosphates and other salts. Precipitation, followed by 

sedimentation, results in the transfer of pollutants from the water column to the 

sediment, where further transformation processes may occur. 

2.1.2.3 Biological processes 

Many wetland plants and micro-organisms can bioaccumulate a range of pollutants such 

as those containing phosphorus, nitrogen (Brix, 1996) and heavy metals (Zhang et a!., 

1990). Emergent vegetation primarily takes up pollutants from the sediment, floating 

vegetation removes pollutants directly from the water column, and submerged, rooted 

vegetation takes up pollutants from both the sediment and the water column (Barko and 

Smart, 1980). Roots and rhizomes are the main storage zones in emergent and 

submergent macrophytes, with lesser amounts being stored in the leaves (Kadlec and 

Knight, 1996). For plant uptake to occur vegetation must be actively growing, and 

therefore climate may dictate the importance ofbioaccumulation as a pollutant removal 

process. For example, in a tropical climate bioaccumulation may be a year' round 

removal process reflecting the continuous growing season, whereas in temperate 

climates uptake by vegetation occurs only in spring and summer, with vegetation dying 

back in the autumn and winter. Studies have shown that prior to this winter die-back, 

much of the nutrients and heavy metals stored in stems and leaves are translocated to the 

roots and rhizomes, and are therefore not released to the water column. The stored 

nutrients are used for new growth the following season (Wetzel, 1993), whereas the 

heavy metals remain in the below-ground section until root/rhizome death, when they 
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are then incorporated into the sediment (Kadlec and Knight, 1996). Although plants do 

not bioaccumulate during autumn and winter months in a temperate climate. micro

organisms such as fungi, bacteria and actinomycetes, many of which are dependent on 

plants as a carbon source or as an attachment site, remain active in the wetland 

throughout the year and will continue to participate in pollutant uptake processes. 

However, there has been little research into assessing the seasonal microbial biomass of 

wetlands, and into quantifying the amount and type of pollutants that microbes can 

accumulate/transform within a wetland environment. 

Nitrification is the microbially mediated oxidation of ammonia to nitrate, and is the 

main ammonia reducing mechanism in many wetland systems. It is a two step process, 

in which ammonia is firstly oxidised to nitrite followed by further oxidation to nitrate 

(Kadlec and Knight, 1996). The first step is mediated primarily by the bacteria 

Nitrosomonas, and the second by Nitrobacter. The processes release energy which is 

used by the bacteria to synthesise new cells. Nitrification only occurs in the presence of 

oxygen and Cooper et al. (1996) recommend that dissolved oxygen concentrations 

should be > 1mg/1. The minimum temperature for nitrification to occur reflects the 

growth requirements of Nitrosomonas and Nitrobacter which do not grow below 

temperatures of 5°C and 4°C respectively. The optimal pH range for this process to 

occur is 7.5-8.6, although systems can be acclimatised to nitrify at a lower pH values 

(Cooper et a!., 1996). 

Denitrification is the reduction of nitrate to nitrogen, a process which occurs under 

anoxic conditions. Several genera of bacteria are capable of nitrate reduction, the most 

common of which are Bacillus, Enterobacter, Micrococcus, Pseudomonas and Spirillum 

(Kadlec and Knight, 1996). Denitrification is a two step process, involving the reduction 

of nitrate to nitrite, followed by the reduction of nitrite to nitric oxide, nitrous oxide and 

nitrogen, with most being lost as free nitrogen gas (Cooper et al., 1996). Because 

nitrogen is permanently lost from the wetland, this process can continue indefinitely 

without damaging the system. As with nitrification, optimal conditions for 

denitrification reflect the optimal growth conditions of the bacteria involved. Organic 

matter is required as a carbon source, the optimal pH range is 7-8 and denitrification 

occurs only very slowly, if at all, below 5°C (Cooper et al., 1996). Many of the genera 

involved in denitrification are facultative anaerobes, whereby they switch to aerobic 
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metabolism in the presence of free oxygen. Because the use of free oxygen yields more 

energy than the use of nitrate, these microbes will not denitrify in the presence of free 

oxygen, and therefore anoxic conditions are necessary for this process to occur. 

Within wetland substrates there are both aerobic zones, which tend to be rich in organic 

matter, and anaerobic zones, which tend to be dominated by inorganic material. Both 

zones support a wide range of micro-organisms, of which metal-oxidising bacteria and 

sulphate-reducing bacteria, found in the aerobic and anaerobic zones respectively, form 

important components (Cooper et aI., 1996). The microbially-mediated oxidation of 

ferrous iron by bacteria such as Thiobacillus ferooxidans (Fortin et aI., 1995), followed 

by precipitation of ferric iron as ferric iron oxyhydroxide is well understood (Webb et 

aI., 1998), and the mechanism involved in the oxidation and subsequent precipitation of 

a range of other metals, such as Pb, Zn, Cu, Ni, Ag and Au, is thought to be similar 

(Cooper et aI., 1996). 

The reduction of sulphate occurs under anaerobic conditions, resulting in the production 

of H2S. The most common micro-organisms involved in the process are the bacteria 

Desulfotomacuium and Desulfovibrio (Fortin et aI., 1995). H2S ionises to give S2- which 

readily reacts with dissolved metals, precipitating them as insoluble sulphides. It is 

suggested that the precipitation of metals as sulphides rather than as oxhydroxides is 

more desirable, as the precipitation of metal oxyhydroxides increases acidity (Webb et 

aI., 1998; Eger, 1994), which may cause the resolubilisation of precipitated metals, 

whereas the reduction of sulphate results in an increase in alkalinity (White et aI., 1997; 

Eger, 1994). Another advantage is that, since sulphates are precipitated within the 

sediment, they are less susceptible to resuspension (Cooper et aI., 1996). 

2.1.3 Current use of constructed wetland treatment systems 

Interest in constructed wetland treatment systems began in Germany in the 1970's 

following work by Kikuth and Seidel, and was further developed in the 1980's in several 

European countries, namely Denmark, France, Belgium, Austria, the Netherlands, Sweden 

and the UK (Cooper et ai., 1996; Berezowsky, 1995). At this time the UK Water Industry 

became interested in reed bed systems for the treatment of domestic sewage from small 
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villages and constructed its first system for this purpose in 1985. There are now more than 

400 systems in operation in the UK alone (Cooper and Green, 1995). The majority of 

these systems are sub-surface flow systems (Section 2.3.1) for the secondary and tertiary 

treatment of domestic sewage, and therefore it is these studies which have generated the 

most reliable amount of data on constructed wetland treatment performance. In general, 

the experience gained from wetland systems has shown that BOD removal is 80-90%, 

total N removal is 30% and total-P removal is 30-40% (Cooper, 1993). Constructed 

wetlands are also popular in the USA; a database set up by the US EPA in 1991 listed over 

200 wetland treatment systems (Brown, 1994). The USA experience differs from that in 

Europe in that the majority of these sites are large surface flow wetlands designed to treat 

municipal wastewater from towns and cities (Cooper et ai., 1996; Wood, 1994). Using 

results from the EPA wetland database, Knight et al. (1993) calculated overall removal 

efficiencies of 50-900/0 for BOD, 40-94% for total suspended solids, 30-98% for total 

nitrogen and 20-90% for total phosphorus. Constructed wetland treatment systems are also 

currently being used in many countries, including Australia, China, Egypt, Brazil, India, 

and South Africa. 

The use of constructed wetlands to treat domestic wastewater is now considered a 

relatively mature technology (Hiley, 1994), and these systems are increasingly being 

employed for the treatment of a range of industrial effluents. However, many wetland 

treatment systems have had variable success, indicating that further research is required 

before both the pollutant removal mechanisms and treatment capabilities of constructed 

wetlands are fully understood (Mackney, 1990). The European Guidelines 1990, which 

have been revised by Cooper et al. (1996), the Construction Industry Research and 

Information Association (CIRIA) report 'Design and Management of Constructed 

Wetlands for the Treatment of Wastewater' (CIRIA, 1997) and the 'The Design and 

Performance of Vegetated Treatment Systems for Highway Runoff - Review and 

Feasibility Study' (Halcrow, 1996) provide recommendations for designing constructed 

wetlands in temperate climates. However, there are no published guidelines for systems in 

tropical climates. 
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The variation in treatment efficiency is possibly due to the early enthusiasm for wetlands, 

which where seen as sustainable, low cost alternatives to conventional systems, offering 

robustness, and simplicity in design and operation. This led to a large number of systems 

being constructed, without any scientific basis to their design. Reports in the literature 

agree that pollutant removal efficiencies in wetlands are site specific, and performance 

varies with parameters such as wetland hydrology, type of pre-treatment, soil type (surface 

flow wetlands) or media type (sub-surface flow wetlands), type and nature of plant coYer 

and hydraulic loading rate (Gersberg et al., 1984; Tomljanovich and Perez, 1989; Kadlec 

and Knight, 1996). Constructed wetlands must be designed as natural integrated 

ecosystems, since many of the components are interdependent. For example, wetland 

plants depend on microbial activity (which they support with organic matter) for nutrient 

regeneration, reSUlting in their availability from organic detrital and soil sources. Most 

evaluations of wetlands have been based on input/output analyses, with little attention 

being paid to the physical, biological and chemical processes occurring within the 

wetland. As a result, there is very little quantitative or qualitative information on the rates 

of these processes and the factors that affect them, making the optimisation of treatment 

performance difficult at the current time. 

Considerable research is now being carried out into the wetland treatment of a wide 

variety of wastewater types. Constructed wetlands can be used for the treatment of 

intermittent, episodic or continuous high or low volume flows of wastewater from a 

variety of sources including mine wastewater, landfill leachate, dairy waste, pulp mill 

effluent, and agricultural, urban, highway and airport runoff (Lan et al., 1992; Martin et 

al., 1998; Karpiscak et al., 1998, Tettleton et al., 1993; Higgins et al., 1993; Revitt et al., 

1999; Ellis et al., 1994, Chong et al., 1999). Wherever wastewater treatment contains 

biologically or chemically active substances, it is appropriate to undertake treatment using 

constructed wetlands, either on their own or in combination with conventional systems 

(CIRIA, 1997). 
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2.1.4 Comparison of conventional systems and constructed wetland systems for the 

treatment of wastewaters 

The fundamental difference between conventional and wetland wastewater treatment 

systems is that in conventional systems, wastewater is treated in highly managed, energy 

intensive environments, whereas in wetland systems treatment occurs at a comparatively 

slow rate in essentially unmanaged environments (Wood, 1991). The consequences of this 

are that conventional systems require a more sophisticated infrastructure with associated 

equipment but less land than wetland systems. Conventional systems are subject to greater 

operational control and less environmental influence than wetland processes. Also with 

conventional systems, discrete biological and chemical processes can be specifically 

controlled and regulated, which is only partly possible in constructed wetlands where 

cleaning processes are integrated both temporally and spacially (Brix, 1993). Constructed 

wetland wastewater treatment systems offer several direct advantages such as low 

maintenance requirements, enabling them to be sited in isolated areas, and low 

technology, so that highly skilled and trained operators are not required. Constructed 

wetlands are robust systems, usually more flexible and less susceptible to variations in 

loadings than conventional treatment works (Mungur, 1997). Construction costs are not as 

low as originally believed but the low energy requirements of wetland treatment systems 

result in significant operational savings. Constructed wetland treatment systems also offer 

indirect benefits such as providing the wildlife and recreational benefits commonly 

associated with natural wetland systems. Furthermore, they are an example of sustainable 

environmental management fulfilling the requirements of Agenda 21, which was 

developed at the United Nations Conference on Environment and Development 

(UNCED, 1993) (Scholes et aI., 1995). 
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2.2 Nature and Impact of Urban Runoff 

2.2.1 Characteristics of urban runoff 

The development of buildings, roads and other infrastructure using impermeable materials 

results in the loss of the natural water retention properties which are provided by soils and 

vegetation (Merritt, 1994). Such urbanisation alters the natural hydrological cycle, 

changing peak flow characteristics and the volume and quality of the runoff (Revitt et at., 

1999). Traditionally, development sites have been engineered so that surface water is 

drained directly to the closest watercourse as quickly as possible. Such a system ignores 

the potential pollution loads generated from rainfall runoff and their impacts on receiving 

waters (Mungur et aI., 1994). Concern about the quality and management of urban runoff 

increased in the 1970's following several studies in the USA on the water quality of urban 

runoff which showed that higher pollutant levels are associated with more intensive 

development. Construction erosion can generate high levels of suspended solids and urban 

runoff pollutant levels can be comparable to secondary treated wastewater effluent 

(Livingston, 1989). 

One of the most significant effects on the water quality in watercourses receiving input 

from surface water outfalls is due to the 'first flush' phenomenon, often associated with 

urban catchments. During this process, anoxic sediments which have built up within 

sewers, especially after dry periods, are discharged and can have a serious effect on 

receiving waters. Surveys of several rivers in East London, carried out by the National 

Rivers Authority (now the Environment Agency for England and Wales), have shown that 

the most important factor suppressing the river system is the water quality derived from 

surface water outlets (Scholes et al., 1995). The flow from these outlets consists primarily 

of urban runoff from impervious surfaces and can result in a restriction of aquatic 

macro invertebrate fauna to pollution tolerant families. In Florida, studies have shown that 

the 'first flush', corresponding to the first 2.5 cm of runoff, carries 90% of the pollutant 

load in a storm event (Livingston, 1989). The traditional pollution dilution approach 

involving urban rivers also creates excessive flows in the receiving watercourse which 

may cause erosion and flooding further downstream. Effects are increased by large 

quantities entering at a specific point causing disturbance of the substrates and a 
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consequent resuspenslOn and remobilisation of settled sediments (Bascombe, 1991). 

Hence, this form of control treatment involving pollution dilution for urban runoff is now 

being discouraged. 

2.2.2 Constituents of urban runoff 

The quality of urban drainage waters tends to be highly variable even within a single 

catchment area. The quantity of pollutants derived from a single catchment is determined 

by a number of factors including land use, characteristics of the drainage system and 

catchment area, the nature and frequency of storms and the weather conditions between 

storms (Merritt, 1994). The principal pollutants in urban runoff are biochemical and 

chemical oxygen demand, suspended solids, heavy metals, hydrocarbons, de-icing salts, 

faecal coliforms and particulate pollution. These pollutants originate from a range of 

sources such as vehicle and tyre wear, losses from vehicle lubrication systems, vehicle 

exhaust emissions, road surface wear, atmospheric deposition, deicing materials, spillages 

and litter (Halcrow, 1996, Maltby et al., 1995). Pollutants accumulate rapidly on 

impervious surfaces and are readily washed-off by rain into receiving waterbodies. In 

addition to monitoring these determinands, Brodie (1989) recommends that the minimum 

water quality analysis that should be performed for characterisation of urban runoff should 

also include pH, dissolved oxygen, ammonia, nitrates, total organic carbon and 

phosphates. All surface runoff generates a pollutant load, although runoff from roads and 

highways is of most concern. Highways may occupy only 5-80/0 of a catchment area but 

can contribute 50% of suspended solids, 16% total hydrocarbon and 35-750/0 of heavy 

metals (Ellis and Revitt, 1991). Winter gritting and road surface wear are the two most 

important sources of inpipe sediment (CIRIA, 1986). Highway runoff is an important 

source of potentially toxic contaminants in freshwaters (Hoffman and Quinn, 1987). The 

most frequently detected contaminants in a nation wide survey of urban runoff in the 

United States included copper, lead, zinc, chromium, cadmium and nickel, and the 

polyaromatic hydrocarbons phenanthrene, naphthalene, pyrene and fluoranthene (Cole et 

al., 1984). Table 2.2 shows the ranges of concentrations reported by various authors for 

some of the principal pollutants in runoff from urban areas, suburban roads and 

motorways, in comparison with values for rainfall in rural areas. 
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Table 2. 2 Levels of pollutants in different runoff types and rainwater (f.1g1l). 

BODs 

Suspended solids 

Cu 

Pb 

Zn 

Cd 

* = mg/l 

Rural rainfall 

(Ilg/l)i 

0.04-5.4 

2-9 

4.2-150 

0.03-0.7 

i = taken from Kadlec and Knight, (1996) 

2 = taken from Mungur, (1997) 

3 = GromaireMertz et al.. (1999) 

Suburban roads Motorways 

(llg/l)2 (llg/l)2 

11-40* 110-5700* 

8-25* 12.2-32* 

10-120 50-690 

10-150 340-2410 

20-1900 170-3550 

2.2.3 Use of constructed wetlands to treat urban runoff 

Urban runoff 

5-40 

50-150 

300-500 

0.5-3.0 

The concept of treating urban runoff is still new, and most studies have focused on the 

development and use of detention basins for both flood control and the removal of 

pollutants (Ellis and Revitt, 1991). It is not possible to treat urban runoff using 

conventional treatment systems, as the highly variable pollutant load and volume makes it 

both too expensive and too difficult to deal with. However, natural wetlands world-wide 

are recognised as playing an important role in mitigating the effects of severe storm 

events. They can perform a variety of functions including storage of stormwater, reduction 

of flood flows and velocity, reduced erosion and increased sedimentation, and 

modification of pollutants (Livingston, 1989). This information in combination with the 

success of constructed wetlands in treating other forms of wastewater has greatly increased 

interest in the feasibility of using constructed wetland treatment systems as a 'natural' 

solution to the problems of urban runoff. 

Research has indicated that, under prevailing conditions, both natural and constructed 

wetlands receiving urban runoff have attained high removal efficiencies. Ellis (1994), 

examining data from experimental reedbeds, found removal rates of up to 45% for 

nutrients, 83.1 % for COD, 89.5% for BOD and 99.9% for faecal coliforms. A constructed 

wetland system receiving urban runoff from a 1200 ha catchment area was reported to 
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have achieved removal efficiencies of 64% for suspended solids, 48% for Cr, 31 % for Cu, 

880/0 for Pb, 200/0 for Ni and 33% for Zn (Meiorin, 1989). Schiffer (1989) examined heavy 

metal removal in a wetland receiving urban runoff and found 40% removal for Cr, 87.5% 

for Cu, 83.30/0 for Pb, 250/0 for Ni and 66.7% for Zn. A constructed wetland system 

treating stormwater from a catchment area of 900 ha was reported to provide removal rates 

of 950/0 for suspended solids, 75% for nitrates, 37% for ammonia and 90% total 

phosphates (Livingston, 1989). Mungur et al. (1998) reported removal rates of 99.3%, 

97.40/0, 97.l % and 99.2% for Cd, Cu, Pb and Zn respectively, during a storm event for a 

wetland system receiving runoff from both a housing development and a bypass. 

However, the use of constructed wetlands to treat urban runoff involves a large degree of 

uncertainty, as there are limited data available on relatively new systems. It is now 

accepted that, due to the hydrological and pollutant load variability of urban runoff, the 

conventional approach of designing a constructed wetland based on an effluent of a 

characteristic quality and flow, as in the case of domestic wastewater treatment, is 

inappropriate. There are currently no established design and performance criteria for 

constructed wetlands for the treatment of urban runoff. Due to the variations in both the 

quantity and quality of urban runoff, it is recommended that wetland systems should be 

designed to accentuate the numerous pollutant removal mechanisms and hence maximise 

treatment. Information currently available is sufficient for system design to reduce targeted 

pollutants but inadequate to optimise design and operation for consistent compliance. 

However, as the number of systems increases and more data becomes available current 

recommendations and guidelines are continually being updated and revised. The available 

information for the design of constructed wetlands for the treatment of wastewater is 

discussed in the following sections. 
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2.3 Design of constnlctcd wetland wastewater treatment systems 

2.3.1 Types of !1ystellls 

Constructed wetland treatment systems can be divided into three types; surface flow 

systems, horizontal sub-surface flow systems and vertical sub-surface flow systems 

(Figures 2.1, 2.2 and 2.3). These may be used individually, in combination with each 

other or as an addition to conventional wastewater treatment systems (CIRIA, 1997). 

Surface flow, or free-water systems, are wetlands in which water primarily flows above 

the ground surface and through the litter layer (Merritt, 1994, Figure 2.1). They simulate 

natural marshes, employing shallow channels and basins, planted with emergent, 

submergent and/or floating vegetation through which water flows at shallow depths and 

at low velocities. 

Distribution Pipe 

Figure 2. 1 Diagram of a surface flow wetland system (taken from Kadlec and 
Knight, J 996). 

Surface flow systems tend to have four features in common; an inlet device, the wetland 

basin itself, wetland plants and an outlet device (Kadlec and Knight, 1996). However, 

there is a wide variety of configurations for each of these features, and therefore overall 

system design can vary greatly Overland flow systems are easier to construct, are less 

demanding in terms of sediment requirements as the on-site substrate is often 

satisfactory, and have a simpler inflow structure than other system types. The principal 

design criteria are retention time, water depth, organic and hydraulic loading rates and 

aspect ratio (length:width) (Crites, 1994) They are potentially easier to maintain because 

hydraulic conductivity is not as critical as for other systems and continual surface 

flooding prevents colonisation by most unwanted plants. Also, surface flow systems 
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more closely resemble a natural reedbed, therefore offering a better quality wildlife 

habitat. 

A constructed horizontal sub-surface flow system is a wetland in which wastewater flows 

horizontally through a lined basin or channel which is filled with a permeable substrate. 

This is planted with wetland plants, and flow remains below the media surface (George 

and Kemp, 1996, Figure 2.2). They are often constructed with a bed of gravel, making 

them more comparable to conventional biological filters than natural wetland systems. 

Distribution Pipe 
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Adjustable 
Stand Pipe 

Figure 2. 2 Diagnlill of a subsurface flow wetland system (taken from Kadlec and 
Knight, 1996) 

The water saturated substrates are generally anaerobic, except for the aerobic 

rhizospheres created by the leakage of oxygen from the root hairs and the transfer of 

oxygen from the atmosphere across the air-water interface. The rhizospheres support a 

diverse microbial community, which are essential for the removal and degradation of 

many pollutants. Treatment occurs during contact between the wastewater and the media 

surfaces and rhizospheres. As a greater percentage of this active zone is anaerobic in 

sub-surface flow systems, they have different performance characteristics to surface flow 

systems. For example, horizontal sub-surface flow systems remove more BOD and 

suspended solids per un1t area than a surface flGW system (Steiner and Freeman, 1989). 

Sub-surface flow systems theoretically require less land than surface flow systems 

because they incorporate a deeper active zone (CIRIA, 1997). However, they are more 

expensive to construct due to the cost of media, which usually has to be specially 

imported, and the complexity of inlet structures. Sub-surface flow systems are 

susceptible to blockage and a constant flow rate is necessary to prevent ponding and 

overland flow, hence they are more difficult to maintain. Theoretically, no effluent is 

exposed at the surface of the wetland and wildlife has less opportunity to come into 

contact with pollutants The risk of insect vectors and odours is also eliminated (Reed 
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and Brown, 1995). The principal design criteria for sub-surface flow systems are 

retention time, solids and BOD loading rates, and substrate depth and grade (Crites, 

1994). Overloading, surface nooding and media plugging (in particular by metal 

hydroxide precipitates and invasive weeds) have frequently been reported to reduce the 

effectiveness and loading rate treatment efficiency of these systems. 

Vertical sub-surface flow systems have similar properties to horizontal sub-surface flow 

systems except that wastewater flows vertically up or down through the bed. Wastewater 

is generally introduced intermittently to the bed surface and then allowed to gradually 

drain vertically down through the substrate (Cooper e/ al., 1996, Figure 2.3). In vertical 

upflow systems wastewater is fed in at the base of the system, and passes up through the 

bed (Farahbakhshazad and Morrison, 1998, Rowe, 1998). In vertical downflow systems 

dosing is timed so that the bed drains completely and refills with air before the next 

dosing occurs. This, in combination wit h the splashing caused by the rapid dosing of the 

bed, increases oxygen levels within both the wastewater effiuent, and the system itself. 

As a result the ability of vertical sub-surf~lCC flow systems to remove pollutants through 

aerobic processes, such as nitrification, is greatly increased in comparison to both surface 

and sub-surface horizontal flow systems which tend to be oxygen limited. However, they 

are not as efficient in the removal of suspended solids and are therefore usually followed 

by a horizontal flowbed. 

Solid pipe 

Perforated pipe 
( -110mm) 
for aeration 

Aeration pipe 
( -110mm) 

Approx 1 every 4m2 

1 .... slope 

KEY 0 
D 
m .. 
~ 

large stones 

'sharp' sand 

6mm washed 
pea-gravel 

12 mm round, 
washed gravel 

3(H;() mm round, 
washed gravel 

Perforated pipe 

Free draining 
outlet 

Figure 2. 3 Diagnull of a vertical now wdland system (taken from Cooper, 1990). 

The selection of system type is usually based on a variety of factors such as pollutant 

removal requirements, land availability, substrate cost and climate Although, as already 



the most important factor in determining system choice is the size, shape and cost of the 

available land. Surface flow systems require more land than sub-surface flow systems due 

to hydraulic loading requirements. Hence, surface flow wetlands are usually large, long, 

narrow systems, whereas sub-surface systems require a smaller, more compact area (Reed 

and Brown, 1995; Steiner and Freeman, 1989). For both horizontal surface and sub

surface flow system designs it has been possible to demonstrate a correlation between 

performance (% removal of key pollutants) and surface area per population equivalent 

and between performance and wastewater strength (CIRIA, 1997). Sub-surface flow 

systems are usually more expensive to construct due to the cost of excavation, and 

replacing on-site soil with a permeable bed substrate which may constitute over 50% of 

the total construction costs (Brown, 1994). However, surface flow systems are more 

susceptible to freezing in cold climates, reducing effective water depth, retention time and 

preventing surface reaeration (Kadlec, 1989). In a sub-surface flow system the litter layer 

insulates the bed, reducing freezing effects (Steiner and Freeman, 1989). 

2.3.2 Sizing of beds 

All constructed wetlands are attached-growth biological reactors (Watson and Hobson, 

1989). Performance for biologically mediated reactions, such as organic degradation, 

nitrification and adsorption, can be described by 1 st order plug flow kinetics if steady state 

conditions are assumed. Reactions are first order when the rate of change of the reactant 

(in this case the pollutant) is proportional to the amount of the reactant present. Reaction 

rates and constants are determined experimentally and appear site specific. Rates have 

been reported for BODs only. The basic relationship is: 

Ce 
- = exp[-Krt] 
Co 

where Ce = effluent concentration, mg/l 

Co = influent concentration, mg/l 

KT = temperature-dependent, first-order reaction rate constant, days-I 

t = hydraulic residence time, days 

However, in wetland systems steady state conditions are not characteristic and 

modifications to this relationship are necessary. Various authors (e.g. Kadlec and Knight, 
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1996, Reed and Brown, 1995; Watson et al., 1989) have produced general models by 

manipulating this equation to incorporate more parameters. 

2.3.2.1 Surface Area 

Brix et al. (1989) recommend the use of the following equation, derived from the above 

relationship, to establish the wetland surface area required for surface flow systems-

AI = Qd (In Co - In Ct ) 

1 K
BOD 

Ah = surface area of bed, m2 

Qd = daily average flowrate of sewage, m3/d 

Co = daily average BODs of the feed, mg/l 

C t = required daily average BODs of the effluent, mg/l 

KSOD = rate constant, mid 

KSOD is the rate constant of the biodegradation process and should therefore vary only with 

temperature. However, various researchers have back-calculated this 'constant' from their 

own data, resulting in a range of values. Values calculated from UK and Austrian data for 

the treatment of domestic sewage generally range from 0.067-0.1, with lower values in 

winter for the treatment of domestic sewage (Cooper, 1990). Researchers in Denmark 

have calculated KSOD values of 0.083 ± 0.017 for 49 systems (Schierup et a!., 1990). For 

the design of systems receiving normal strength domestic sewage with a BODs in the 

range of 150-300mg/l, the value ofKBoD has generally been set at 0.1 in the UK (Cooper 

et a!., 1996), resulting in an area of approximately 5m2/pe for the secondary treatment of 

domestic sewage and 1m2/pe for tertiary treatment. CIRIA (1996) recommendations are 

similar, recommending design areas of 5-10 m2/pe for secondary treatment of domestic 

wastewater, and 0.4-2.0 m2/pe for tertiary treatment. 

For both horizontal sub-surface flow and vertical flow systems, it has been recommended 

that the cross-sectional area is calculated using a form of Darcy's Law which describes the 

flow regime in a porous media (CIRIA, 1997). The equation is as follows 
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Kf dH 
ds 

Ac = cross sectional area of the bed m2 

Qs = average flow rate of sewage m3/s 

Kf = hydraulic conductivity of the fully-developed bed mls 

liJ: = slope of the bed mlm 

When applying Darcy's Law, it is essential to accurately determine the hydraulic 

conductivity of the selected media to avoid undesirable surface flow, and several authors 

have therefore recommended that safety factors are incorporated into the initial design to 

allow for possible changes in media conductivity with time (Johansen and Brix, 1996, 

Reed and Brown, 1995). Using Darcy's Law, CIRIA (1998) recommend a design area of 

3.7-5m2/pe for secondary treatment of domestic wastewater and 1-2m2/pe for tertiary 

treatment using horizontal sub-surface flow systems, and areas of 1m2/pe for BOD 

removal only and 2m2/pe for both BOD removal and nitrification in vertical flow systems. 

The latter figures are also recommended by Cooper et al. (1996). For vertical flow systems 

providing treatment for <100 people, Grant (1995) recommends that the system should 

involve two vertical flow beds which are sized using the following equation: 

AI = 3.6p°.35 + 0.6P 

AI = surface area of the first vertical flow bed (m2) 

P = population equivalent 

The surface area of the second vertical flow bed (Az) should be 50% of AI if the sewage is 

from a septic tank, and 60% if no septic tank is used. 

For surface flow systems it is not necessary to consider the hydraulic conductivity of the 

media. However, Reed and Brown (1995) recommend using Manning's equation for 

hydraulic design with the inclusion of factors to account for resistance caused by dense 

stands of vegetation. Kadlec and Knight (1996) do not recommend design areas for either 
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horizontal or vertical flow systems, suggesting the use of general models to estimate 

design parameters using site specific characteristics. They also emphasise that, if using a 

wetland with high removal efficiencies as a design model for a similar system, it is 

essential to also take into account operational and ecosystem characteristics of the 

successful wetland as these aspects can also determine system success or failure. 

As mentioned in Section 2.2.3, it is now believed that the use of the design approaches 

outlined above, which are calculated for an effluent of a typical quality and flow, may not 

be suitable for urban runoff treatment wetland design as both the hydrology and pollutant 

load of urban runoff are highly variable. Also, such design approaches are based on BOD 

as the key parameter to be removed and this is not generally the most important pollutant 

in urban runoff. Various recommendations have been put forward which try to take into 

account the variability of urban runoff. Wong and Somes (1995) have developed a method 

involving the stochastic generation of runoff sequences which are fed into a wetland 

behaviour simulation, resulting in a design chart which enables the selection of the 

appropriate storage volume and outlet characteristics on the basis of along-term data set. 

Halcrow (1993) recommends systems be designed to retain the design storm event for a 

minimum of 30 minutes. The design storm event is the critical event involving a short 

intense storm following a dry period which mobilises the maximum pollutant load with 

highest inflows entering a system when the receiving watercourse flow is at a minimum. 

Persson et al. (1998) recently put forward a model to determine the hydraulic efficiency (a 

value which combines measures of flow uniformity and effective utilisation of storage 

volume) of stormwater wetland systems. This enables the effect of variations in wetland 

design, such as overall shape, location of inlet/outlet structures and basin morphology to 

be evaluated. Lawrence and Breen (1998) developed a process based model which can be 

adapted to local catchment conditions, with the wetland size and design being guided by 

the critical pollution reduction requirement recommended for the protection of 

downstream waters. Revitt et al. (1999) recommend that the system should be designed to 

retain the average storm event, which can be calculated from average rainfall, runoff 

coefficient and catchment area, for a minimum of 3-5 hours and preferably 10-15 hours to 

achieve good removal efficiencies. A maximum retention time of 24 hours has also been 

suggested (Shutes et al.. 1999). A final approach which has been used to size the surface 

area of wetland systems is based on a requirement of between 1-5% of the catchment area 

(Kadlec and Knight, 1996). It has been suggested that with adequate pre-treatment this 
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may be reduced to 0.20/0 of the catchment area (Ha1crow, 1993). Although, Tilley et al. 

(1998) recommend using this as approach as a rough guide for wetland size in the initial 

design stages only as, for example, runoff from a predominantly industrial catchment area 

will contain higher loadings, and therefore require a larger wetland area, than runoff from 

a similar sized residential catchment area. 

However, none of these approaches are universally agreed. There is no consensus as to 

optimal system design, water depth, substrate type or vegetation, and therefore the use of 

constructed wetlands to treat urban runoff currently involves a large degree of uncertainty. 

2.3.2.2 Length and width 

The length:width ratio (L: W) is critical with regard to minimising hydraulic short

circuiting and maximising wastewater contact with the entire area of surface flow systems 

and cross-sectional area of sub-surface flow systems. For surface flow systems, Steiner 

and Freeman (1989) recommend a L:W of at least 10:1 to ensure plug flow conditions, 

and an L:W of 1 or less for sub-surface flow systems. Watson and Hobson (1989) are in 

general agreement with these figures, although they suggest that for sub-surface flow 

gravel beds the ratio can be as high as 3: 1. CIRIA (1997) recommends even higher L: W 

ratios for sub-surface flow systems, with values of between 4: 1 to 10: 1. 

2.3.2.3 Depth of water and bed sediment/substrate 

The recommended water depths for surface flow systems vary but the general consensus 

appears to be that water depth should be shallow at the inlet, to allow emergents to become 

established, and should not exceed 1m at its deepest point as few reed species can grow at 

depths greater than this (Merritt, 1994). Variation in water depth, from shallow marsh to 

open water, may also provide important new wildlife habitats (Shutes et al., 1997). CIRIA 

(1996) recommend a bed depth of 20 cm for surface flow systems, although over time this 

will increase as the litter layer builds up. 
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The bed depth of sub-surface flow systems should be selected to match the depth of root 

penetration to ensure that all flow is within the root zone, maximising treatment in the 

aerobic rhizosphere (Watson et al., 1989). This would mean that systems planted with 

Phragmites or Scirpus should not exceed 60 cm, and beds planted with Typha should not 

exceed 30 cm, as below these depths roots and rhizomes start to weaken. Almost all sub

surface systems in the UK are 0.6m deep and this is the average bed depth recommended 

by several authors (Cooper et aI., 1996, ClRIA, 1997, Johansen and Brix, 1996), although 

recommendations for inlet depth varies from 0.3-0.6m with the outlet depth being 

relatively deeper to accommodate the slope of the base of the bed. Maximum root and 

rhizome penetration can take up to 3 years to establish (Boon, 1985) and periodic draining 

is recommended in the autumn of the first two years to encourage downwards growth. A 

sufficient rooting depth is also required to prevent physical damage to the plants during 

high velocity inflows and freezing conditions (Shutes et aI., 1997). However, these 

recommendations assume that roots and rhizomes always penetrate to such depths. This 

may not always be the case as research carried out on sub-surface flow systems in the 

USA found that penetration was limited to the top 30cm irrespective of the plant species 

used (Reed and Brown, 1995). 

Recommendations for the bed depth of vertical sub-surface flow systems range from as 

much 3-4m (ClRIA, 1997) down to 0.5-0.8m (Cooper et aI., 1996). The latter figure 

reflects the average bed depth of most vertical sub-surface flow systems in the UK. 

2.3.2.4 Surface and bed slopes 

Many of the early treatment systems were built with a sloping surface. However, this has 

resulted in a range of problems such as overland flow in sub-surface flow systems, erosion 

of the bed surface, uneven growth of reeds and difficulty in the use of flooding to control 

weeds. It is therefore now recommended that a level surface is used (Wood, 1991; Cooper, 

1990). 

For sub-surface flow systems, ClRIA (1996) recommend a base slope from inlet to outlet 

of between 1 and 5% to aid water movement through the media. Steiner and Freeman 

(1989) proposed a base slope of less than 20/0 for a sub-surface system, based on the initial 

hydraulic conductivity of the substrate according to Ergun's equation (a form of Darcy's 
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Law which adds a term to account for turbulent flow), and a slope of 0.5% in surface flow 

systems to enable the draining of cells for maintenance. Johansen and Brix (1996) also 

suggest using Darcy's law to calculate both bed width and slope of a sub-surface flow 

system. In the UK, a base slope of 0.5-1 % is usual, although values as high as 8% have 

been used (Cooper et ai., 1996, Wood, 1991). 

2.3.3 Pre-treatment 

It was originally thought that pre-treatment was unnecessary and that screened or 

unscreened wastewater could be applied directly to wetland treatment systems (Cooper 

and Green, 1994). However, this caused problems such as the inlet blocking, blocking of 

the beds and odour. Now almost all wetland treatment systems are preceded by an 

appropriate preliminary treatment component. Several studies have shown that wetland 

systems receiving domestic sewage have a higher performance if preceded by a settlement 

tank or a septic tank, which can reduce influent wetland BOD loads by 20-300/0 (Cooper et 

ai., 1996). 

Although urban runoff has different pollutant characteristics to domestic sewage, some 

form of pre-treatment is essential to prevent the beds from becoming blocked. Preliminary 

treatment can remove most heavy, large and floating debris by simple physical processes 

(Merritt, 1994). This is typically achieved using filters such as screens, trash racks, litter 

rakes and oil booms which trap large and floating obj ects and silt traps where the heaviest 

material, such as road grit, settles out. Shutes et al. (1997) recommend the use of 

pretreatment systems such as oil and grit interceptors, which can capture 70-90% of 

suspended particles >O.lmm and provide an outflow containing less than 0.1 ppm oil. If 

space is available, the inclusion of settlement tanks or wetland forebays with additional 

booms are recommended to reduce the initial flush of sediments into the wetland, to 

prevent siltation in the inlet zone and to attenuate high velocity flows. Pre-treatment is 

therefore considered to be an essential component of an urban runoff constructed wetland 

treatment system, allowing for an even greater degree of treatment than is possible by the 

use of constructed wetlands alone. 
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2.3.4 Media employed in the construction o/wetland treatment systems 

2.3.4.1 Role of substrates 

The choice of wetland substrates can be an important factor in determining whether a 

wetland treatment system is a success or failure. The physical and chemical natures of 

wetland soils and sediments vary greatly and determine many wetland 'conditions' such 

as nutrient retention, chemical transformations, porosity and permeability (Faulkner and 

Richardson, 1989). In a sub-surface flow system selected media must allow for a 

sufficiently high hydraulic conductivity (Kr) so that wastewater can flow fast enough to 

enable treatment without backing up and causing overland flow. Substrates can influence 

treatment capability through detention time, provision of contact surfaces between 

micro-organisms and wastewater, and oxygen availability. The media can provide 

reactive surfaces for the complexing of ions and other compounds, attachment sites for 

microbes which directly or indirectly utilise pollutants, support for emergent and 

submergent vegetation, and a source of nutrients for plant growth. They also provide a 

habitat in which benthic invertebrates can live, and a source of organic matter on which 

they can feed (Kadlec and Knight, 1996). The choice of substrate usually depends on 

cost, treatment requirements and system design. Organic soil has a high ion-exchange 

capacity, exhibiting a strong affinity for heavy metals (Yousef et aI., 1994), whereas 

inorganic soils have a greater capacity to retain phosphorus (Ewel, 1987). The hydraulic 

conductivity of the media will determine whether flow is mainly above the surface 

(surface flow system) or can permeate through the media (sub-surface flow system). 

Substrate types include organic soils, clay soils, sand, gravel and crushed rock (of 

various sizes and compositions) or mixtures of these various types. 

30 



2.3.4.2 Hydraulic conductivity 

Soils are a combination of mineral and organic solids, water and open pore spaces. The 

spatial arrangement of these determines the soil structure and pore size which in tum 

significantly affect hydraulic conductivity (Faulkner and Richardson, 1989). Hydraulic 

conductivity is the rate at which water moves through the substrate. It is by far the most 

important factor influencing pollutant removal ability in sub-surface flow systems where 

removal processes are confined to the root zone. The pollutant removal ability of a 

substrate is a function of media-wastewater contact time; the lower the hydraulic 

conductivity the greater the contact time between wastewater and the media and the 

higher the pollutant removal efficiency of the media. However, substrates with a low 

hydraulic conductivity are poorly permeable and therefore their use in sub-surface flow 

systems tends to result in undesirable surface flow (Cooper, 1993). 

Soil types can be broadly divided into organic soils (>20% organic matter) and mineral 

soils «12% organic matter). Organic soils occur when the rate of organic matter 

deposition is greater than the rate of decomposition, and they have a lower pH, bulk 

density, and nutrient availability than mineral soils. Mineral soils are divided into clay 

soils and sandy soils, the classification depending on a range of factors such as particle 

size. Clays have the finest particle size resulting in an extremely low hydraulic 

conductivity and high adsorption capacity which increases the removal potential of 

pollutants such as phosphates and heavy metals (Kadlec and Knight, 1996). However, 

clay soils should be used with care as a lowering of pH can release adsorbed pollutants. 

Sandy soils have larger mineral particles which are more chemically inert decreasing the 

ability to bind nutrients but increasing the hydraulic conductivity. Most wetlands are 

initially dominated by mineral soils. However, as the wetland matures the organic 

content increases and soils will eventually become organic (Kadlec and Knight, 1996). It 

was initially believed that the hydraulic conductivity of a constructed wetland would 

increase over time, as decaying rhizomes would leave a series of open channels 

permeating the substrate (Boon, 1985). However, this was not found to be the case, and it 

is now recommended that the design hydraulic conductivity is equal to that of the 

selected media (Cooper et aI., 1996). It is essential that the hydraulic conductivity of the 
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on-site substrate is measured, and that, if the soil has a low conductivity, it is replaced 

with a more porous soil or with gravel. 

Wetland plants grow optimally in deep rich soil, which allows maxImum root 

penetration. However, the use of soil as a growth media has caused problems in many 

sub-surface flow systems, where the low Kr results in overland flow, channelling and 

scouring of the bed surface. This can result in some areas being water starved, affecting 

plant growth, and hence reducing treatment ability (Cooper, 1990). The use of gravel, 

either on its own or in combination with soil is now widely recommended (CIRIA, 1997, 

Cooper et al., 1996). Gravel increases both hydraulic conductivity and acts as a silt trap 

during storm events (Mungur et al., 1994). Howard et al. (1989) recommend gravel as 

the most suitable substrate for constructed wetlands stating that it provides adequate root 

growth, high conductivity and superior permeability. Soils have Kr values of 10-5 m/s or 

less whereas a uniform gravel bed in the range of 3 mm-6 mm or 5-10 mm will have an 

initial K f value of 10-3m/s or higher. Table 2.3, taken from Cooper (1990), lists the 

approximate hydraulic conductivities for a range of media types. 

Table 2. 3 Typical Kf values for a range of soil types. 

Soil texture 

Fine to coarse gravel 

Fine to coarse sand 

Karst limestone 

Sandstone 

Silt, loess 

Glacial till 

Unweathered marine clay 

Shale 

Typical Kfvalue (m/s) 

10-3 -1 

10-7 -10-2 

10-4-10-2 

10-8 -10-4 

10-9 -10-5 

10-12_10-4 

10-12 -10-9 

10-13 -10-9 

CIRIA (1996) recommends the use of 10 mm graded gravel as a support media in sub

surface systems. A coarser gravel (4-10 cm stones) should be used at the inlet and outlet 

gabions to reduce clogging. The use of gravel has been successful, and initial concerns 

that gravel beds would be gradually blocked by solids do not appear to have been borne 

out. Gravel systems in the UK are still performing well after 8 years of operation 
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(Cooper et al., 1996), and studies in the USA of gravel beds aged 2-5 years found that 

solids represented only 20/0 of the available void space (Reed and Brown, 1995). 

Analysis of the composition of these solids found them to be at least 800/0 inorganic 

matter, the primary source of which was believed to be fines associated with the media. 

Therefore, it is recommended that gravels are washed before use (Brown, 1994; Cooper 

etal.,1996). 

When using media such as gravel or pulverised fuel ash (PF A) which are lacking in 

nutrients, it is recommended that a small amount of standard fertiliser is added at 

planting time. Once established the plants should find enough nutrients in the sewage 

feed. Other wastewater types may require fertiliser initially, however, once the plants are 

established nutrients should be available through regeneration of the associated litter 

layer. Nutrient poor peat based organic soils are not recommended due to their acidic 

nature, and nutrient poor clays may be too compact for root penetration. It is 

recommended that prior to use all components of a substrate mixture should be analysed 

for hydraulic conductivity, buffering capacity, pH, plant nutrient levels and microbial 

activity (Cooper et al., 1996). 

2.3.5 Sealing and lining 

If there is any risk that ground water may become contaminated through seepage from the 

treatment system, the bed should be sealed with an impermeable liner. The cheapest liner 

is the use of on-site clays. The performance of clay as a liner is related to how pure and 

fine the particles are. Omidi et al. (1996) state that if the saturated hydraulic conductivity 

of the on-site substrate is 10-7 cm S-1 it will form a suitable liner, whereas Cooper et al. 

(1996) recommend a minimum hydraulic conductivity of 10-8 cm S-I. The clay should be at 

least 300 mm thick, and carefully compacted to eliminate cracks (Merritt, 1994). If the 

clay lining is too thin, deep rooted plants may penetrate it, or it may leak if allowed to dry 

out. Covering the clay with a layer of organic soil will help prevent drying out. However, 

Omidi et al. (1996) noted that only two desiccation cycles greatly increased the 

permeability of clay liners, and therefore its is recommended to avoid using clay in 

wetlands that have a highly fluctuating water level. 
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If the hydraulic conductivity of the on site media is greater than Ixl0-8 cm S-I then it is 

suggested that a plastic liner or membrane, such as high density polyethylene (HDPE) or 

low density polyethylene (LDPE), is used (Cooper et al., 1996). Also widely used are 

liners made from bentonite (a very fine clay) sandwiched between a geotextile fabric. 

Sheet liners have the advantage of being easily transported and handled. They vary in their 

tear resistance and lifespan, though most types are likely to work satisfactorily for 20-25 

years if fitted and treated properly. The main concern with liners is their vulnerability to 

puncture, and therefore it is recommended that liners are laid out over a layer of sand or 

matting 150 mm deep, and protected by at least the same depth of substrate above 

(Merritt, 1994). Concrete has also been widely used to create water tight tanks and ponds. 

An engineer should be consulted for all but very small ponds, and wetlands of an area 

>3m2 should incorporate metal or PVC joints. Despite being a very robust material, 

concrete will crack if, for example, the ground subsides, and, as with other kinds of liners, 

leaks can be very difficult to trace and repair. Fresh concrete is toxic, and therefore newly 

constructed sites should either be washed or allowed to weather before being planted 

(Merritt, 1994).· 

2.3.6 Water level control 

2.3.6.1 Inlet structures 

It is essential to try to achieve an even distribution at the inlet in order to establish a good 

distribution of flow across the width of the bed and to avoid short-circuiting of wastewater 

(Cooper, 1990). Inlet design is more critical in sub-surface systems than surface flow 

systems to prevent scour and overland flow. Inflow can be distributed by gravity or 

pressurised flow; gravity-fed flow is preferable because it does not require energy input, 

reducing operation and maintenance costs. In wetlands treating urban runoff, a storm event 

can result in large volumes entering a system in a short period of time and ideally a 

distribution system is required to slow such high velocities. Ellis (1994) recommends that 

flow velocities should not exceed 0.3-0.5 ms- I at the inlet to achieve effective 

sedimentation, and that flows exceeding 0.7 ms -I will damage plants. 
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A number of different designs have been used in the UK, and choice of structure usually 

depends on wastewater characteristics and cost (Kadlec and Knight, 1996). For horizontal 

sub-surface flow systems, CIRIA (1996) recommends a pipe with tees or orifices which 

can be adjusted to produce an even distribution. The size of the pipes and tees will be 

dictated by the flow rate but the pipe is usually 70-150 mm diameter for small systems, 

with orifices at least 5 cm diameter to prevent plugging by solids, and feed points no more 

than 5m apart. Wire mesh gabions 0.5 m wide, containing evenly graded stones in the 

range 50-200 mm, reduce velocity of the incoming flow and help to reduce hydraulic 

short-circuiting. The inlet zone stones also serve as a secondary distribution zone, 

allowing the level of water across the bed to be equalised. If gravel is used as the bed 

media, it is possible that the use of the inlet zone stones may be avoided because of the 

porous nature of the gravel bed. 

For surface flow systems a simple pipe or weir, with baffle zone, will reduce hydraulic 

short-circuiting and enable an even distribution across the bed (CIRIA, 1997). Castellated 

weirs are not recommended as they are expensive to construct and maldistribution of flow 

is often caused by material collecting in the castellations. Tipping troughs are another 

alternative which have been used successfully on small beds. It is essential that the inlet 

distributor be easily cleaned, for example by flushing. 

2.3.6.2 Outlet Structures 

Wetland outlet design is important for maintaining flow in the system and for monitoring 

flow rate. However, it is the control of water levels within the wetland which is the most 

important function of the outlet structure. The optimal water level is based on 

requirements for plant growth, hydraulic residence time and maintenance. The simplest 

and cheapest outlet design which provides water level control is a swivel pipe. This design 

consists of a length of plastic pipe set in a concrete dam with a moveable 90° bend 

attached to the upstream end. By moving the bend away from the vertical the level can be 

lowered. A calibrated water level marker enables the water height to be set more precisely. 

This design is suitable for most low flow wetlands. Another method is a vertical outlet 

pipe made up of a series of socketted sections which can be added or removed to raise or 

drop the water level. Pipes can easily become blocked by debris so it is recommended to 
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use a pipe with a large bore. Another widely used design uses boards that drop into a 

grooved spillway (stoplog sluice) or a chamber (monk sluice). Stop logs are not ideal 

because they tend to leak and make accurate control of water level difficult. The water 

may also drop a large distance at a fast rate resulting in scouring of the bed surface. 

However, this design has the advantage of being able to cope with relatively high rates of 

flow. It is recommended that the outlet arrangement allows the water level to be 

manipulated up to 200 mm above the bed surface and down to the base of the bed (liner 

level) for maintenance and management (Cooper, 1990). A recommended method of 

outlet control from sub-surface flow wetlands is a slotted or perforated pipe buried in a 

coarse gravel (CIRIA, 1997, Kadlec and Knight, 1996). The 1990 European guidelines 

recommend that, when using a soil medium, a 0.5m wide stone collector is used with a 

slotted pipe running along the base to prevent substrate being washed out into the 

receiving waters. If a gravel substrate is used this structure may not be necessary. 

In designing a wetland for the treatment of urban runoff, it is important to take into 

account the potential impact of storm flooding. Where flooding of adjacent land is not 

acceptable and the wetland is not sufficiently large to cope with predicted storm events 

then an additional spillway must be incorporated into the design. In determining the size 

of the spillway it is necessary to take into account factors such as the size and nature of the 

catchment area, the storage capacity of the wetland, predicted frequencies and durations of 

storm events, and the discharge capacity of any sluices. Water flows and turbulence tend 

to be exaggerated around sluices and spillways, greatly increasing the potential for 

erosion, and therefore susceptible beds and banks should be protected. 

2.3.6.3 Retention time 

The retention time, defined as the average time that water occupies a given volume, is one 

of the most important considerations in the design of constructed wetland wastewater 

treatment systems (Kadlec and Knight, 1996). The length of time that water remains in the 

wetland can determine both the level of treatment of the wastewater and the types of 

pollutant removed. Generally, the longer the wastewater remains in the wetland, the more 

time there is for the various wetland pollutant removal processes to occur and the better 

the quality of the effiuent leaving the system. Considerations affecting the residence time 
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include the length and width of a system, the vegetation, substrate porosity, hydraulic 

conductivity, depth of water, flow velocity and the slope of the bed. Water depth and 

substrate depth are the most important factors determining retention time in surface and 

sub-surface flow systems respectively. Several authors (Kadlec, 1989; Reed et al., 1988; 

Kadlec and Knight, 1996) have produced general models to calculate theoretical residence 

times. The following model is based on the first order kinetic relationship discussed in 

Section 2.3.2.1 (Watson and Hobson, 1989): 

t = 
LWdn 

Q 

where t = residence time, days 

L = length of system (parallel to flow path), m 

W = width of system, m 

d = design depth of system, m 

n = porosity of the system 

Q = hydraulic loading rate of the system, m3/day 

Design estimates of residence time should take into account water losses due to 

evapotranspiration and seepage to ground water, as well as gains due to rainfall. 

Estimates of required retention time for effective treatment vary greatly. CIRIA (1997) 

suggests a retention time of 16-24 hours for high performance treatment in surface flow 

systems, 2-24 hours for sub-surface horizontal flow systems and 1-12 hours for sub

surface vertical flow systems. Suggested retention times for the treatment of municipal 

wastewater range from 5 days to 14 days (Watson and Hobson, 1989). Guidelines for 

wetlands treating stormwater runoff in Florida require a minimum retention time of 120 

hours, with no more than half the treatment volume discharged in 60 hours, whereas in 

Maryland a detention time of 24 hours for a stormwater treatment wetland is 

recommended (Livingston, 1989). As discussed in Section 2.3.2.1, Revitt et al. (1999) . 

recommend a minimum retention time of 3-5 hours and preferably 10-15 hours for 

efficient treatment of urban runoff, and Shutes et al. (1999) suggest a maximum retention 

time of 24 hours. 
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2.3.6.4 Evapotranspiration 

Evapotranspiration is the loss of water as a result of plant transpiration, coupled with 

evaporation from soil and water bodies (Merritt, 1994). Evapotranspiration is strongly 

diurnal and seasonal. Evapotranspiration causes concentration of contained pollutants and 

slows the flow which increases the retention time. Anoxic conditions and effluent 

deterioration may also result. These are the opposite to the effects caused by rainfall which 

produces dilution and increased flow. Evapotranspiration may be a limiting factor in some 

arid areas where the rate of evapotranspiration exceeds total water inflow (Kadlec and 

Knight, 1996). 

2.4 Plants 

2.4.1 Role of vegetation 

Hydrophytes are plants adapted to wetlands. The most commonly used hydrophytes in 

wastewater treatment wetlands are Typha (reedmace; cattails), Scirpus (bulrush), 

Phragmites (common reed), Carex (sedges), Lemna (duckweed), Phalaris (reed canary 

grass) and Juncus (rush). However, less than 1 % of the possible aquatic plants have been 

utilised in constructed wetlands (Kadlec and Knight, 1996). 

Wetland vegetation can be split into two main groups; floating plants and rooted plants 

(Figure 2.4). Floating plants can be divided into those that float on the surface and those 

that float in the water column. Rooted plants are divided into emergents (those that have 

leaves that float or are above the surface), and submergents. Plant species combinations 

should be individual to each wetland and it is important to select species in relation to the 

local hydrological, nutrient and substrate conditions. 
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Figure 2. 4 Major life forms of aquatic macrophytes. A = free-floating at surface; B = 
free-floating beneath surface; C = emergent (e.g. Typha [atifoUa); D = with floating 
leaves; E = submerged (taken from Mungur, 1997). 

Wetland vegetation has several functions, both direct and indirect. Firstly, and perhaps the 

most important for wastewater treatment, wetland plants have the ability to transport 

atmospheric oxygen through their leaves and down into their roots (hence their ability to 

grow in anaerobic conditions) (Brix and Schierup, 1989). Oxygen leaks out from the roots 

and results in thin aerobic zones around each root hair, which is known as the rhizosphere 

(Figure 2.5). The rhizosphere is the site of oxidation reactions in the otherwise mainly 

anaerobic sediment and supports large microbial populations that modify nutrients, metals 

and other compounds (Brix, 1996). The stems and leaves within the water column also 

provide a large surface area for the attachment of microbial populations. Many 

macrophytes have an extensive network of roots, penetrating down to a depth of 

approximately O.6m, which help stabilise the sediment and reduce erosion. As discussed in 

Section 2.1.2.1, physical filtering of wastewater through stands of vegetation is not a 

significant removal process. However, the density of vegetation does enhance removal 

efficiencies through the buffering of incoming flow, reducing flow velocity thereby 

enhancing conditions for sedimentation. 



ROOT HAIR ENLARGED 

Figure 2. 5 '''etland plants have the ability to transport oxygen to support their roots 
growing in anaerobic substrates (taken from Hammer and Bastian. 1989). 

There is also direct uptake of pollutants by the macrophytes. for example nutrients. which 

are used for growth. and hea\')' metals which are stored primarily in the below ground 

parts of the plant \\"here they can be accumulated to high le\'els without causing damage, 

The bioaccumulation of metals and nutrients does result in remoyal of pollutants from the 

water colunm, HO\C\:ever. these tend to be minor remoyal mechanisms in comparison to 

adsorption of metals and phosphates by the sediment. and nitrification and denitrifcation 

of ammonia and nitrates by micro-organisms in the sediment. Se\'eral authors haye 

reported that metal accumulation is preferential in the order roots>rhizomes>lea\'es 

(Zhang, 1990; MW1gur et aI., 1995 and 1 998~ Kadlec and Knight. 1996). Howe\'er. 

although the roots tend to ha\'e the highest concentration of metals. they only account for a 

small proportion of the total plant biomass and therefore it is the rhizomes that are actually 

the largest store, 



2.4.2 Planting and establishment 

Reeds will potentially grow on all but the hardest and softest of substrates, especially 

where there are high levels of nutrients (Merritt, 1994). It is important when introducing 

vegetation to a new or existing wetland that the most appropriate species are selected. 

Only species that are typical of the local area and adapted to the site should be introduced. 

It is also important to identify plants that may be good for wastewater treatment and are 

not weed or alien species that produce undesirable environmental change by out

competing native plants and destroying habitat (Chambers and McComb, 1994). Other 

factors influencing species selection are expected water quality, normal and extreme water 

depths and maintenance requirements (Kadlec and Knight, 1996). At present, evidence 

suggesting that treatment performance varies between wetland macrophytes, in either 

surface flow or sub-surface flow systems, is inconclusive so selection can be made on the 

basis of growth potential, survivability and cost of planting and maintenance. 

Constructed wetlands have been planted using various types of propagules; seedlings 

grown in a greenhouse, rhizome sections, clumps of reeds and sowing seed. All these 

methods have been successful but some are preferred. Propagation has been shown to be 

very successful using seedlings, which can easily be planted by hand (Cooper et al., 1996). 

The Institute of Terrestrial Ecology recommend the use of seedlings because they provide 

more rapid cover than the other methods (Cooper, 1990). At the end of the first growing 

season a wetland planted with seedlings has substantially more cover, more uniformity of 

cover and a greater density of shoots (Cooper, 1990) with a usual survival rate of greater 

than 80% (Kadlec and Knight, 1996). Clumps of reeds have also proved to be successful. 

Several beds have used 20 cm2 clumps of reeds from natural wetlands at distributions of 1 

clump 1m2
• In all cases the reeds survived and became successfully established but they 

tended not to spread outwards as rapidly as seedlings. This is also the case with the use of 

rhizome sections. Ye et al. (1997) recommend the use of seed as it has the advantage that a 

large number of genotypes can be used to create the wetland population, which could be 

very valuable in terms of long term establishment and survival. Kadlec and Knight (1996) 

recommended that seeds are derived from local, native stock, and that approximately 

1.2x 106 seeds are required per hectare. Parr (1987) suggests that seeds should be collected 

from fertile stands in NovemberlDecember, germinated in February/March with the aim of 
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planting as seedlings in May/June. A density of 4 seedlings/m2 should be enough to obtain 

a good coverage by autumn, though the CIRA (1996) report recommends a planting 

density of 4-8 plants/m
2 

for surface systems and a density of 4-6 plants /m2 for sub-surface 

systems. Kadlec and Knight (1996) quote typical planting densities of 2-6 plants/m2 for 

Phragmites and 1-2 plants/m2 for Typha and Scirpus. It is possible to plant from March to 

the end of October but the most successful establishment has taken place with those 

planted in May/June. The time of year that planting is carried out may also determine the 

type of propagule selected. 

Most reeds spread through their rhizomes (underground stems) extending across and 

through the substrate, with the aerial buds that form the plants growing at the rhizome tips. 

For the first month these buds are fed entirely with nutrients from the rhizome (Haslam, 

1994). New roots then begin to grow and nutrients are absorbed for further growth. Under 

suitable conditions a clump of reeds can spread at a rate of 1.5m per year. Dense cover is 

essential for efficient treatment to occur through direct pollutant uptake, for attachment of 

microbial populations and to promote the settlement of suspended solids. When the reeds 

die back in winter a dense coverage will form a thick litter layer providing further 

treatment and odour control (CIRIA, 1997). Establishment of the litter layer takes 1-5 

years, however it is possible to speed up the process by 'importing' a litter layer of straw 

approximately 10 cm thick in mid winter (Kadlec and Knight, 1996). Because reeds often 

grow in single species stands, they are susceptible to years of poor growth resulting from 

pest infestation or fungal infections. It is essential that the rhizomes always have access to 

water or the plants will die (Cooper, 1990). It is especially important to monitor water 

levels throughout the first growing season as young plants can be killed by even shallow 

flooding, whilst for older reeds at least the top third must be protruding above the water. 

However, if the bed is not flooded terrestrial plants are likely to become established and 

compete with the reeds (Section 2.5.2). 
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2.5 Routine management and maintenance 

Constructed wetland treatment systems have a great advantage over conventional 

wastewater treatment systems in that they do not require the same skilled, intensive 

management and maintenance. However, some maintenance is required to keep the system 

performing optimally. The establishment of a workable management and maintenance 

plan should form an essential part of both the initial design and costing process, enabling 

both a regular maintenance programme and a prompt response to any unforeseen problems 

to be implemented. 

2.5.1 Sediment removal 

Initial settlement of suspended solids and associated micropollutants is an important 

wetland process. Settlement tanks or trenches need to be emptied regularly to sustain this 

wetland pollutant removal mechanism and to prevent resuspension of already settled 

sediments under increased flow conditions. Settlement tanks should therefore be designed 

to make dredging as easy as possible by, for example, providing a concrete approach. Silt 

should then be transported to landfill sites or an area where the possible high metal load 

will not cause further pollution problems. 

2.5.2 Weed control 

The use of a level bed surface is recommended to allow flooding for weed control (Wood, 

1991). Weeds cause problems in constructed wetlands due to their rapid proliferation and 

the fact that in spring weeds start to grow earlier than some reed species, such as 

Phragmites, resulting in the shading of the reed shoots, retarding their growth (Cooper, 

1990). Terrestrial plants are generally intolerant of saturated soils during the growing 

season and can be killed if shallowly flooded for two or three days during Mayor June 

(Merritt, 1994). Larger more robust plants such as docks or brambles may require 

prolonged or repeated flooding. However, prolonged flooding at other seasons may also 

make reeds more susceptible to fungal attacks and disease, thus checking their growth. For 

reed beds planted in spring/summer, weed control should be carried out by flooding to a 
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depth of 5 cm for the first 3 months of establishment. This will prevent most species from 

growing and allow the reeds to establish. For beds planted the previous autumn flooding 

should be delayed until the new reed spikes are through and flooding should not result in 

their submergence. A similar period of flooding in the second growing season may be 

beneficial. It should not be necessary to flood for weed control after this. 

2.5.3 Plant harvesting 

There is not complete agreement on the question of plant harvesting. On senescence, reeds 

may release nutrients and heavy metals stored in their leaves and shoots and it was 

originally believed that, if left unharvested, the build up of dead plant material may result 

in increased pollutant levels within the wetland (Merritt, 1994). However, harvesting is no 

longer believed to be as beneficial for several reasons. The harvesting of reeds would 

disturb sediments, causing resuspension and remobilisation of more pollutants than 

harvesting itself removes (Merritt, 1994). Studies have suggested that prior to senescence 

nutrients and metals stored in the leaves are translocated to the rhizomes which do not die-

off in winter, thereby minimising pollutant release. Herskowitz (1986) reported that an 

average of only 2.5% of the total phosphorus removal in a surface flow wetland was 

achieved by harvesting. Ye et al. (1997) reported that little of the accumulated metal in 

Phragmites australis was translocated from the below ground part of the plants to the 

shoots and that therefore harvesting as a way of removing metals from the wetland system 

would be ineffective. Furthermore, the dead plants decompose to form the litter layer, 

which can bind metals (Sobolewski, 1996), acts as a sieve trapping suspended solids and 

associated pollutants, and insulates the bed preventing it from freezing in winter (Brix, 

1996). 

2.5.4 Monitoring 

Wetland treatment systems need to be sampled sufficiently frequently for the operating 

authority to be confident that the required effluent standard is being achieved. For 

example, the minimum levels of data required to make an assessment of the performance 

of a constructed wetland treating domestic sewage are the levels of BOD, suspended 



solids, ammonical-N in the influent and effluent, flow rate treated or population equivalent 

served, and surface area (CIRlA, 1997). The system should be inspected on at least a 

weekly basis to begin with, but after 2 or 3 growing seasons this may be reduced (Cooper, 

1990). For sub-surface systems in particular, it is necessary to regularly inspect inlet and 

outlet flow control mechanisms to remove debris and set the correct water level. Routine 

monitoring and analysis of data is also important to establish and quantify the performance 

of components, processes, rates and designs, so that future systems can be designed and 

managed optimally. Hence further monitoring, such as the evaluation of the roles of soils, 

plants, micro-organisms and hydrological regimes, is recommended. 

2.6 Wetlands and micro-organisms 

Wetlands are known to provide ideal environments for a wide range of micro

organisms, providing a ready supply of carbon and other nutrients for growth. In 

addition, wetland plants and sediments provide ideal substrates for the attachment of 

micro-organisms. Studies of the microbiology of both constructed and natural wetlands 

have found microbial diversity and numbers were comparable (Duncan and Groffman, 

1994), with bacteria being the most abundant group (4.6x106 cfu/g) , followed by 

actinomycetes (1.3x105 cfu/g) and then fungi (4.0x104 cfu/g) (Hatano et aI., 1993 and 

1994). These values are lower than typical soil counts, by approximately 2-3 orders of 

magnitude. Constructed wetland treatment systems are often viewed as a 'natural' 

microbial degradation systems, where the aim is to maximise contact time between 

micro-organisms and wastewater. Micro-organisms are involved in many important 

pollutant removal processes such as the breaking down of organic matter, nitrification 

and denitrification, binding of heavy metals, and indirectly causing precipitation of 

metals as insoluble salts which can then be further bound up into the sediment by 

physico-chemical reactions (Sections 2.1.2.1 and 2.1.2.2). Both aerobic and anaerobic 

micro-organisms are involved in these processes of pollutant removal, degradation and 

immobilisation. 

Unlike organic pollutants, metals cannot be degraded to harmless products but persist in 

the environment. Micro-organisms have developed a range of resistance mechanisms to 

deal with metal toxicity such as extracellular precipitation, intracellular accumulation, 
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oxidation and reduction reactions, and binding to the cell surface and extracellular 

polysaccharides (Brierley, 1990). Analysis of heavy metal impacted soil microbial 

communities found that although heavy metals adversely affected biomass, metabolic 

activity and diversity, Pb and Cd resistant strains were found (Roane and Kellogg, 

1996). It is thought that the presence of metals generates a strain selection or strain 

acclimation. However, it is not uncommon to find strains resistant to heavy metals in 

uncontaminated sites indicating that metal tolerance may be a widespread phenomenon. 

The ability of micro-organisms to tolerate high sediment concentrations of heavy metals 

has also been demonstrated to be associated with the 'shelter' effect of sediment and its 

organic matter content, whereby mechanisms such as adsorption, chelation and 

precipitation result in the binding of metals consequently lowering their bioavailability 

(Montuelle et aI., 1994). Babich and Stotzky (1986) reported that the limited toxic effect 

of high metal concentrations could be explained by the organic content of the sediment, 

demonstrating that organic composition of a specific growth medium influences the 

toxicity of the heavy metal tested. A study by Montuelle et al. (1994) also found that 

only 16% of isolates from a contaminated site were able to grow on agar containing a 

similar concentration of metals. However, it should be noted that the chemical forms of 

the metal in the sediment were probably different from those in the medium, where the 

soluble toxic fraction was more available. 

2.7 Metal sorption by biomass materials 

Conventional processes for the treatment and disposal of heavy metal contaminated 

wastes include chemical precipitation, electrode deposition and ion exchange, chemical 

oxidation and reduction, filtration, electrochemical treatment, membrane technologies 

and evaporation recovery (Zhang et al., 1998; Pradhan and Levine, 1995; Williams et 

aI., 1998). Such techniques have been shown to be either ineffective or are too 

expensive for large volumes of dilute wastewater. In addition, when successful these 

techniques tend to generate large quantities of highly caustic sludges. Hence, over the 

past 15 years, interest in the phenomenon of metal sorption by biomass as a cost

effective process for removing heavy metals from wastewater has greatly increased as 

its potential has become apparent (Zhang et al., 1998; Volesky and Holan, 1995). 

Sorption is usually a combination of biosorption, which is the physico-chemical binding 
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of metals to biological constituents, and bioaccumulation, which is defined as the 

metabolism-dependent intracellular uptake. Hence, biosorption can occur on both living 

and dead cells, whereas bioaccumulation occurs in living cells only (Gadd, 1990). The 

majority of studies have used either the microbial waste by-products of industrial 

processes or marine algae as the biomass, due to both economics and their ready 

availability. Seaweeds such as Ascophyllum and Sargassum have been reported to 

accumulate 300/0 of their dry weight in Pb and Cd, whereas the mycelia of fungi such as 

Rhizopus and Absidia have been reported to bind up to 25% of their dry weight for a 

range of heavy metals including Pb, Cd, Cu, Zn, and U (Volesky and Holan, 1995). 

Certain micro-organisms can perform as well as, or even better than, activated charcoal 

and ion exchange resins. Azab and Peterson (1989) reported that Aspergillus niger and 

Mucor ramanniunus exhibited higher sorption capacities for Cd than activated charcoal 

and an ion exchange resin, and Penicillium is reported to be approximately 14 times 

more efficient at accumulating Ra than activated carbon (Kapoor and Viraraghavan, 

1995). Karavaiko et al. (1996) also reported that the Au biosorption efficiencies of a 

range of micro-organisms including Aspergillus terreus, Rhizopus arrhizus, and waste 

biomass producers of neomycin, gentamicin and ristomycin (94-98.8%) were 

comparable to that of activated carbon (98.8%). A further benefit was suggested in a 

study by Sing and Yu (1998) which found that unlike ion-exchange resins, which are 

negatively affected by the presence of various organic solvents, the presence of some 

organic solvents such as ethanol had a positive effect on the Cu adsorption capacity of 

Phanerochaete chrysosporium. Some micro-organisms are reported to be able to 

selectively scavenge certain metals from a mixed element solution, whereas others are 

able to bind a range of different metals. Another advantage of many biomass types is 

that sorbed metals can be readily desorbed by chelating agents such as EDT A, mineral 

acids (HCI and HN03) and K, Na and Ca salts, enabling both the recovery of metals and 

reuse of the biomass. 

2. 7.1 Biosorptiol1 

Biosorption by a microbial biomass is a function of the chemical composition of the 

cells it consists of (Holan and Volesky, 1995). It involves several mechanisms which 

differ, both quantitatively and qualitatively, according to the biomass used. Some of the 
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main mechanisms are ion exchange, physical adsorption, chelation, ion entrapment and 

diffusion through cell walls and membranes as a result of concentration gradients. There 

are several chemical groups that can attract and sequester metals in biomass, such as the 

acetomido groups of chitin (structural polysaccharides of fungi), amino and phosphate 

groups in nucleic acids, amino, amido, sulphydryl and carboxyl groups in proteins, and 

hydroxyls in polysaccharides (Volesky and Holan, 1995). However, the presence of 

these groups does not necessarily mean accessibility for sorption, due to steric or other 

barriers. Metal uptake can be a result of physico-chemical deposition via adsorption or 

precipitation. There are two types of adsorption - physical adsorption which occurs 

more readily but can easily be desorbed, and chemisorption, involving the formation of 

chemical bonds and less easily desorbed. Physical adsorption occurs as a monolayer, in 

comparison to chemisorption which has multilayer characteristics (Macaskie and Dean. 

1990). Metals can be deposited on the cell surface or within the cell wall structure. This 

may result in the rupturing of the cell wall, increasing cell permeability and therefore 

resulting in intracellular accumulation due to exposure of internal bonding sites (Gadd, 

1990). Studies· have shown that more metal is associated with the cells than can be 

accounted for by the number of available binding sites, indicating that the initial metal

ligand binding sites act as a nucleation site around which further metal is then deposited. 

It has also been shown that some fungi can adsorb insoluble metal compounds e.g. 

sulphides (Gadd, 1990). Mucor flavus, Aspergillus niger, Penicillum notatum and 

Fusarium soiani could all remove Fe(OH)3 from acid mine drainage, and when M. 

flavus was grown with PbS for 2-5 day it converted the compound to a fine even 

suspension which was then completely adsorbed after 7 days (Wainwright et aI., 1986). 

It is thought that biosorption occurs in two phases. The first phase is an initial fast 

reaction mechanism based predominantly on chemisorption, which may then be 

followed by residual and much slower additional metal deposition, indicating a different 

secondary metal binding mechanism. This may also be followed by a third slower phase 

of intracellular accumulation, depending on both the type of micro-organism and metal. 

Estimated times for each process to occur vary greatly, ranging from <4 seconds to 20 

minutes for the initial biosorption to occur (Kuyucak and Volesky, 1988; Huang et ai., 

1990; Zhang et ai., 1998), with processes of additional metal deposition and 

intracellular uptake reaching equilibrium in 1-4 hours (Strandberg et aI., 1981; Pradhan 

and Levine, 1995). However, this depends on a wide range of factors, as discussed in 
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Section 2.7.3. Several studies have found that the amount of metal accumulated varies 

with cell density. A higher cell density removes a greater amount of metal from 

solution, however, the amount of metal accumulated per gram of cells decreases with 

increasing cell density (Junghans and Straube, 1991; Horikoshi et al., 1981). This lower 

uptake can be explained by adhesion between the cells at increasing cell densities 

reducing the relative amount of surface area available for binding (Kapoor and 

Virarahgavan, 1995; Kurek et al., 1982). 

Both living and dead cells can accumulate metals. The majority of biosorption studies 

have been carried out using dead biomass for several reasons (Kapoor and 

Viraraghavan, 1998). Firstly, dead biomass is more readily available, as a by-product 

from certain industrial processes such as the production of antibiotics (Penicillium) and 

brewing (Saccharomyces cerivisciae). Non-viable cells are not sensitive to adverse 

conditions such as high pH, temperature fluctuations, metal toxicity and low nutrient 

availability. It is also easier to desorb metals from dead cells enabling the biomass to be 

reused, as opposed to living cells were metals may be locked up intracellularly in living 

tissues. The biosorptive capacity of dead biomass may be greater than, equal to or less 

than the amount accumulated by living cells depending on both the type of micro

organism and the metal. However, living cells can offer several advantages in that they 

may also accumulate metals intracellularly, often to a higher concentration than dead 

cells (Gadd, 1990). Living cells can also precipitate metals in and around the cells walls, 

and in the external medium by various products of metabolism. 

Kurek et al. (1982) examined the biosorption of Cd by soil micro-organisms III 

comparison with the involvement of other soils constituents in the same process. The 

study found that when the same mass of bacterial cells, clay and sand were incubated 

separately in media containing IOllg/ml Cd, bacterial cells removed the largest quantity 

of Cd, with dead cells removing more than living cells. However, although the bacterial 

biomass used in the experiment was similar to that found in the top layer of soil, the 

amount of sand and clay was much lower than in a typical soil. When the three 

constituents were used in approximately the same amount as they occur in soil and 

incubated separately, then clay removed most Cd (800/0), and the cells removed 40%. 

This study also looked at Cd removal by a range of other soil micro-organisms (seven 

bacteria and four fungi) and found that all 11 strains were capable of removing 
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substantial amounts of Cd from the medium (40.5-90.0% of total Cd added). It was 

concluded that microbial sorption, particularly that of dead cells, could be an important 

factor for immobilising Cd in the soil environment and determining Cd availability to 

plants. 

2.7.2 Bioaccumulation 

Bioaccumulation is the metabolic-dependent uptake of metals, and can therefore only 

occur in living cells. It is usually a slower process than biosorption, and is generally a 

less significant process in terms of the overall amount of metal accumulated. Many 

metals are essential for growth and metabolism (e.g. Cu, Fe, Zn, Co, Mn) and micro

organisms can therefore accumulate them intracellularly from low external 

concentrations, although the mechanisms by which this occurs are complex and not 

fully understood (Gadd, 1990). Increases in metal concentrations beyond these essential 

requirements can result in cell lysis and loss of viability (Pradhan and Levine, 1995). 

However, many micro-organisms can tolerate levels greatly exceeding these threshold 

values, which they do in two main ways. Firstly, prevention of intracellular 

accumulation by precipitating metals on the cell wall, thereby protecting sensitive 

intracellular structures. Secondly, by binding metals and storing them intracellularly in a 

non-toxic form. Metals may be compartmentalised and/or converted to safer forms by 

precipitation or binding. Metals such as Ag, Co, Zn, Mg, Mn and K are often located in 

vacuoles, bound to low-weight polyphosphates. Some yeasts are reported to 'oxidatively 

detoxify' TI to TI02 within mitochondria which can then be excreted from cells (Gadd, 

1990). 

A common response to metal exposure in many micro-organisms is the induction of 

intracellular, low-molecular weight, cysteine-rich, metal-binding proteins called 

metallothioneins, which have functions in the detoxification, storage and regulation of 

intracellular metal ions (Hughes and Poole, 1989). Metallothioneins may be induced by 

one metal and not another. They are known to be induced by Cu, Zn and Cd, and are 

reported to be able to bind Cu, Cd, Au, Ag, Hg and Zn. Fungal pigments have also been 

implicated in metal resistance and accumulation. Many extracellular fungal products can 

also complex or precipitate metals. Citric acid is an effective chelator (Hughes and 

50 



Poole, 1989) and oxalic acid can interact with metals to form insoluble oxalate crystals 

both around cell walls and in the medium (Murphy and Levy, 1983). The production of 

H2S is common in many micro-organisms, and can confer metal resistance by the 

precipitation of insoluble metal sulphides in and around cell walls (Gadd and Griffith, 

1978). However, recent studies carried out by Tsezos et al. (1997) on sorption sites of 

Pd, Y, Ag and Ni by 3 microbial strains (Arthobacter spp., Pseudomonas mendocina 

and Alkaligenes eutrophus) suggest that localisation of sorbed metals could be metal 

dependent rather than strain dependent. 

2.7.3 Factors affecting uptake 

The amount of metal accumulated varies greatly depending on a wide range of factors 

such as pH, competing ions, aerobic/anaerobic conditions, temperature, metal, species, 

age of culture and even on cell form within the same organism. pH affects the solution 

chemistry of the metals, the activity of functional groups in the biomass as well as the 

competition of metallic ions for the binding sites. At pH 4-5 almost all metallic species 

are ionised as cations, and the carboxylate groups of the proteins in the cell wall will be 

largely disassociated generating negatively charged cell surfaces. As the pH increases, 

some of the aminophosphate groups and lipoproteins of the cell wall are hydrolysed thus 

making some of the sites unavailable for metal binding (Pradhan and Levine, 1995). At 

low pH «3), Zhang et al. (1998) reported that H+ ions compete with metal ions for the 

adsorption sites. However, the optimal pH range varies greatly between different micro

organisms and metals. For example, U uptake by Rhizopus, Asperigillus and Mucor was 

optimal at pH 4-5 and substantially inhibited at pH 2.5, but uptake of U by Penicillium 

remained the same over a pH range of 2.5-9.5, indicating differences in fungal cell wall 

behaviour (Kapoor and Viraraghavan, 1995). The same researchers suggest that 

preferential sorption of metals by various fungal species may be attributed solely to 

variations in the fungal cell wall characteristics, whereby different cell wall polymers 

have different functional groups and different charge distributions and therefore 

different metal-binding affinities (Morely and Gadd, 1995). 

Competing ions, such as other metals and ligands, can affect uptake by direct 

competition for adsorption sites, or through precipitation, e.g. of phosphates and 
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hydroxides. If the stability constants of the metal-ligand complexes are greater than the 

stability constants of the metal-biosorption site on the cell wall surface then biosorption 

will be considerably reduced. Several workers have reported that the biosorption of 

metals is relatively unaffected within a temperature range of 4-30DC (Gadd, 1990; 

Horikoshi et a!., 1981), unlike bioaccumulation which is inhibited at low temperatures 

as metabolic processes slow down. Tobin et al. (1984) found that higher uptake capacity 

tended to be observed for larger ions, and sorption has been reported to be preferential 

according to both ionic radius and charge with the order of metal binding stability 

decreasing in the order of Pb>Cu>Ni>Co>Zn>Cd>Fe>Mn>Mg. Mechanisms of 

sorption also greatly depend on whether cells are dead or alive, and if alive, whether 

they are growing (Gadd, 1990), with the genetic, biochemical and cellular 

characteristics of the biomass affecting binding mechanisms of the targeted metals. 

Townsley and Ross (1986) reported that Cu sorption by Aspergillus niger was 2.5 times 

greater in growing cultures than non-growing cultures. Zajic and Chiu (1972) found U 

uptake by Penicillium was culture age dependent, with 5 day old cultures being twice as 

effective as 15 day old cultures. Possible explanations for this are changes in cell

surface chemistry and morphology with age. Uptake by cells was also reported to be 

dependent on contact time and the initial metal ion concentrations (Kapoor and 

Virarahgavan, 1995). Hence, comparisons between studies are not always straight 

forward as many of the above factors vary greatly between different experiments. An 

additional problem in sorption studies is that some metals form microprecipitates, and 

the interpretation of results becomes complicated due to the fact that a collection of 

metal species is not due to sequestration only. Pb in particular, has a complex solution 

chemistry, and at pH>5 the formation of Pb(N03)2Pb(OH)2 and Pb(N03)25Pb(OH}~ 

complexes can destort sorption results (Volesky and Holan, 1995, Zhang et a!., 1998). 

2.8 Fungi and yeast 

Fungi are non-photosynthetic hyphal eukaryotes which absorb all their required 

nutrients from the substrate or host (Carlile and Watkinson, 1994). The hyphae, \vhich 

grow apically, exert a mechanical force which can penetrate a leaf cuticle (Subramanian. 

1983) and enable the efficient colonisation of substrates. Yeasts do not usually produce 
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hyphae but are also considered to be fungi on the grounds that they are plants that live 

by absorbing organic materials rather than by photosynthesis. They are generally 

unicellular and reproduce by budding though they may, on occasion, produce hyphae. 

The main factors affecting growth and activity are temperature, light, pH, moisture 

content and aeration. Growth is also affected by the availability of nutrients and trace 

metals, such as sulphur, phosphorus, potassium, zinc, boron, and the availability of 

carbon sources. However, many fungi and yeasts appear to be fairly robust, growing 

well in the pH range 3-11, and are capable of using a variety of carbon sources. They 

have the ability to grow in environments heavily contaminated with pollutants such as 

heavy metals and hydrocarbons. In a study of yeasts in sediments and soil, the highest 

total yeast counts were recorded at the most polluted sites (Vadkertiova and Slavikova, 

1994). 

The distribution of fungi and yeasts in soil appears to be both quantitatively and 

qualitatively variable, and may relate to differences in soil type and porosity, organic 

content, rainfall, pH, oxygen level, temperature and level of contamination (Montuelle 

et aI., 1994; Sage et aI., 1997). Both fungi and yeast are of great practical importance. 

Fungi are important in the breakdown and recycling of organic plant matter 

(decomposition of animals/micro-organisms is mainly carried out by bacteria), and their 

metabolic diversity has been exploited by the pharmaceutical industry for the production 

of antibiotics, enzymes and hormones (Carlile and Watkinson, 1994). Yeasts are present 

in soils in much lower numbers than bacteria, fungi and actinomycetes, and therefore are 

not thought to be as important in breaking down organic matter. However, they have 

been used for thousands of years in brewing and baking, and remain an important aspect 

of research in these industries. 

2.8.1 Biosorption by fungi and yeast 

As stated in Section 2.7, for reasons of both economics and ready availability many 

biosorption studies have focused on the metal-binding capacities of waste biomass by

products of the fermentation and pharmaceutical industries. These include a range of 

fungi such as Rhizopus and Absidia (steroid transforming fungi), Penicillium (antibiotic 

production), and yeasts, for example, Saccharomyces cerevisiae (brewing industry). 
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Table 2.4 identifies the metal binding ability of several metals by a range of fungi and 

yeast. The values vary greatly both between metals and biomass types. This is partly due 

to the fact that there is no uniform methodology for establishing metal-binding capacity. 

and therefore as discussed in Section 2.7.3, comparisons between studies are not always 

meaningful. However, it can be concluded that many types of both fungi and yeast haye 

great potentials as cheap and efficient sorbents for a range of metals. 

Table 2. 4 Some reported metal uptake values for a range of fungi and yeasts 

Biomass type Metal Metal uptake Reference 

Absidia orchidis (f) Pb 351 mg/g Holan and Volesky, 1995 

Penicillium chrysogenum (f) Pb 122 mg/g Niu et al., 1993 

Rhizopus nigricans (f) Pb 166 mg/g Holan and Volesky, 1995 

Rhizopus arrhizus (f) Pb 104 mg/g Tobin et al., 1984 

Saccharomyces cerevisiae (y) Zn 14-40 mg/g Volesky and May-Phillips, 1995 

Candida tropicalis (y) Cu 2-61 mg/g Junghans and Straube, 1991 

Rhizopus arrhizus (f) Zn 20 mg/g Tobin et a!., 1984 

Penicillium chrysogenum (f) Zn 6.5 mg/g Niu et a!., 1993 

Aspergillus niger (f) Pb 10.1 mg/g Kapoor and Viraraghavan, 1998 

Saccharomyces cerevisiae (y) Cu 3-43 mg/g Junghans and Straube, 1991 

Saccharomyces cerevisiae (y) U 55-140 mg/g Volesky and May-Phillips, 1995 

Rhodotorula spp (y). Cu 3-49.1 Junghans and Straube, 1991 

Penicillium chrysogenum (f) Cd 56 mg/g Holan and Volesky, 1995 

Rhizopus arrhizus (f) Cr 31 mg/g Tobin et a!., 1984 

Saccharomyces cerevisiae (y) Cu 17-70 mg/g Volesky and May-Phillips, 1995 

Rhizopus arrhizus (f) Ni 18 mg/g F ourest and Roux, 1992 

Rhodotorula mucilaginosa (y) Cu 14.3 mg/g Norris and Kelly, 1979 

Aspergillus niger (f) Ag 22.3 mg/g Mullen et a!., 1992 

Aspergillus niger (f) Cd 3.2 mg/g Kapoor and Viraraghavan, 1998 

Rhodotorula mucilaginosa (y) Cd 4.7 mg/g Norris and Kelly, 1979 

Rhodotorula glutinis (y) U 21-37 mg/g Horikoshi et a!., 1981 

Rhodotorula rubra (y) Ag 9.6 mg/g Kierans et al., 1991 

Key: (f) = fungus 

(y) = yeast 

).+ 



Polysaccharides represent about 90% of the fungal cell wall, and are present both as 

crystalline polysaccharides which fonn the cell wall 'skeleton', for example chitin and 

beta-glucans, and amorphous polysaccharides which fonn the 'cement' and 

carbohydrate component of extracellular enzymes (Farkas, 1979). The polysaccharides 

are complexed with proteins, lipids and pigments to fonn a multilaminate micro fibular 

structure. Phosphodiester and carboxyl groups confer the electrical potential to the cell 

wall. Fungal cell walls contain chitin and chitosan, both of which have been shown to 

sequester metal ions. Unlike bacteria, fungal cell walls contain little protein and 

therefore chitin is likely to be the main Lewis base which is active in the cell wall 

(Zhang et a!., 1998). Chitin is a linear polymer of the acetylated amino sugar N-acetyl

glucosamine, and chitosan is the deacetylated derivative of chitin (Carlile and 

Watkinson, 1994). Chitin contains amine groups which bond with metals. The fungal 

cell wall can be thought of as a porous structure, and it has been suggested that both 

chemically bound and physically entrapped metals may act as nucleation sites for the 

further deposition of metals in the cell wall (Farkas, 1979). Tsezos and Volesky (1982) 

hypothesised that U biosorption by inactive fungal biomass involved firstly the 

fonnation of a complex between dissolved metal ions and chitin chains inside the cell 

wall, followed by the adsorption of additional U by the chitin network, close to that 

complexed by the chitin nitrogen. Finally hydrolysis of the U-chitin complex and 

precipitation of the hydrolysis product in the cell wall was thought to occur. 

This is supported by work done by Zhang et a!. (1998) on the accumulation of Pb by 

inactive Rhizopus nigricans, the cell wall of which contains 58% chitin. They found that 

blocking the chitin complexation sites reduced Pb uptake, whereas conversely 

increasing the amount of chitin complexation sites by deacetylating R. nigricans to fonn 

chitosan structures resulted in increased uptake. This study also demonstrated that the 

Pb uptake capacity of pure chitin was 13mg/g. However, uptake experiments 

demonstrated that R. nigricans was capable of accumulating as much as 74 mg/g of Pb. 

This value is far greater than that accumulated by pure chitin alone, confinning 

additional processes must be occurring. The amount of both chitin and chitosan in the 

cell wall can change during growth, and may account for the observed changes in metal 

accumulation with age. However, Volesky and Holan (1995), in a review of the 

biosorption of heavy metals, state that chitin and chitosan are not the major metal-
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binding compounds and suggest that phosphate, hydroxyl and sulphydryl groups are 

equally as important. 

2.8.2 Isolates utilised in laboratory experiments 

A range of micro-organisms were isolated from the rhizosphere of plants collected at the 

Dagenham and Brentwood wetland systems. Two of these isolates were then studied in 

detail to determine their ability to tolerate and accumulate heavy metals. These were 

identified as the fungus Beauveria bassiana and the yeast Rhodotorula mucilaginosa, 

and are described in the following sections: 

2.8.2.1 Beauveria bassiana 

Beauveria bassiana is classified as an ascomycete fungus (personal communication: Dr 

J. Stephen, Center for Environmental Biotechnology, University of Tennessee, USA, 

1998). Ascomycete fungi are higher fungi, classified as such through the presence of 

cross-walls in their hyphae (Carlile and Watkinson, 1994). 

Beauveria bassiana is an entomopathogenic fungi (insect fungal parasite) of the 

migratory grasshopper (Melanoplus sanguinipes) (Bidochka and Khachatourians, 1993), 

and has been studied as a biopesticide against a range of insects such as grasshoppers 

(Inglis et aI., 1997), rice hispa (Hazarika and Puzari, 1997) and Colorado beetles 

(Subramanian, 1983). B. bassiana produces elastolytic proteases which electrostatically 

adsorb to free carboxyl groups on the insect cuticle proteins and breakdown the cuticle, 

thus enabling penetration by fungal hyphae (Bidochka and Khachatourians, 1994). B. 

bassiana is common in soil (Shimazu and Sato, 1996; Chandler et aI., 1997). It is a very 

robust fungus, being able to tolerate low sugar content, certain fungicides 

(Cyclohexamide (see Section 5.3) and Kasumin Bordeaux), elevated levels of CuC12, 

and can grow well over a pH range of 4-11 (Shimazu and Sato, 1996). Fargues et al. 

(1997) also reported that isolates from a variety of locations grew well over a wide 

temperature range of 8-30DC. Its abilities to biotransform hydrocarbons (Pietz et al.. 

1997) and warfarin (Cannell et al., 1997) have also received attention. B. bassiana is 
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grown on an industrial scale for the production of the antibiotic Beauvericin a , 

cyclohexadepsipeptide mycotoxin which has insecticidal properties and can induce 

apoptosis in mammalian cells (Logrieco et aI., 1998), and also for the production of 

numerous insecticides (Volesky, 1990). 

2.8.2.2 Rhodotorula mucilaginosa 

Rhodotorula mucilaginosa is a basidomycete yeast (personal communication: Dr J. 

Stephen, Center for Environmental Biotechnology, University of Tennessee, USA, 

1998). Rhodotorula species have been isolated from a wide range of environments, 

including polluted soil (Middelhoven and Spaaij, 1997), streams (Pecanha et aI., 1996), 

lakes (Slavikova et aI., 1992), leaf surfaces (Middlehoven, 1997), acid mine drainage 

waters (Ehrlich and Fox, 1967), gold-mine effluents (where it was studied for its ability 

to assimilate ammonia (Andrade et aI., 1995)), and silver resistant strains from 

photographic sludge (Belly and Kydd, 1982). Vadkertiova and S1avikova (1994) found 

that Rhodotorula spp. formed a higher proportion of total yeast populations of both lake 

sediments and soil in summer in comparison to autumn counts. However, one species of 

Rhodotorula, R. rubra, was only isolated in soils during autumn. The proportion of 

Rhodotorula remain fairly consistent between sediment and soil samples, with four 

Rhodotorula species and two Rhodotorula species composing 15% and 16% of the total 

yeast popUlation during summer in sediment and soil samples, respectively. Sage et al. 

(1997) reported that R. rubra was one of two yeasts more often isolated from heavily 

polluted sites than lightly polluted ones. 

Rhodotorula spp. are known to degrade hydrocarbons (Subramanian, 1983), cresol 

(Middelhoven and Spaaij, 1997), and have been used in catalysing the hydrolysis of 

certain acids used in the synthesis of antibiotics (Subramanian, 1983). They also form a 

major component of slime in paper pulp mills. Rhodotorula spp. are coloured pink by 

carotenoid pigments, and studies have highlighted the potential of R. rubra to be used as 

a source of pigment and protein feed for aquacultured animals (Hari et aI., 1992). The 

ability of certain species to accumulate Ag, Cd, U and Cu has also been investigated 

(see Table 2.4). 
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2.8.3 Summary of biosorption by fungi and yeast 

The ability of many species of fungi and yeast to accumulate and precipitate metals via 

a wide range of mechanisms has been clearly demonstrated. Recent studies have focused 

on the potential and practical application of microbial sorption as an efficient and cost 

effective method of removing metals from industrial effluents. However, the potential of 

fungi and yeast to remove and immobilise heavy metals as a treatment process in 

constructed wetland treatment systems receiving urban runoff has not been investigated. 
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CHAPTER 3 SAMPLING LOCATIONS, MATERIALS AND METHODS 

3.1 Site descriptions 

3.1.1 The Brentwood wetland 

Both constructed wetlands were constructed between January and April 1995. This site 

is at Brentwood, a small town situated to the north east of London (Grid reference: 

5585, 1928). The constructed wetland site includes a horizontal sub-surface flow system 

under normal flow conditions and a surface flow system in storm conditions. There is 

also an adjacent area of natural wetland (surface flow system) (Figs. 3.1, 3.2 and 3.3). 

The wetland system is built on the site of a flood basin receiving flow from a SWO 

(surface water outlet), which drains a catchment area of 150 ha, before joining the River 

Ingreboume close to its source. At this point urban runoff constitutes the majority of 

flow within the River Ingreboume. The wetland system has a total surface area of 360m2 

during low flow conditions. The constructed wetland has a surface area of 144m2 and 

the natural wetland (which consists of a channel dug into the flood basin (see Fig. 3.1)) 

has a surface area of 60m2. However, during storm events the natural wetland can flood 

into the surrounding flood basin which has an area of approximately 2800m2. 

Background water analyses carried out by the National Rivers Authority (now the 

Enviromnent Agency for England and Wales) of runoff discharging from the SWO 

identified elevated BOD levels (up to 75 mg/l) and heavy metal concentrations, 

especially lead and zinc (maximum concentrations of 195 Jlg/I and 132 Jlg/l 

respectively). Runoff initially enters a settlement zone which reduces the water velocity 

and encourages settlement of suspended solids. Under normal flow conditions water 

passes through both the constructed wetland planted with Phragmites australis and 

through the natural wetland, colonised by Typha latifolia. The water level is controlled 

throughout the wetland by stoplogs. Both the constructed wetland and the natural 

wetland discharge into a combined outlet chamber before rejoining the River 

Ingreboume. 



KEY: 

81-87 = LOCATION OF SAMPLING SITES 
SWO = SURFACE WATER OUTFALL 
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Figure 3. 1 Diagnlillmatic representation of the Brentwood wetland (scale: 
2cm=12m) 

Figure 3.2 View from the final settlement tank looking back through the 
constructed wetland component (planted with Pltr([J;lIlites (lustra/is) towards the 

initial settlement tank, Brentwood wetland. 
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Figure 3.3 View across final settlement tank looking into the natural wetland 
component (colonised by Typha /at~l()/i(/), Brentwood wetland. 

3.1.2 The Dagen/will wet/ant! 

This site is at Dagenharn, East London, and is located on the Wantz stream (Grid 

reference : 5502, 1842) . The Wantz is a small watercourse which receives substantial 

discharges from the surrounding 440 ha urban catchment area Water quality data 

collected by the National Rivers Authority prior to the construction of the wetland 

indicated elevated levels of BOD (up to 69.4 rng/l) and of heavy metals (total Pb 285 

~g11 and total Zn 5 50 ~lg/ l) . The watercourse exhibits flashy characteristics during storm 

events owing to the highly impermeable nature of the catchment area, resulting in a 

visible deterioration in water quality . The wet land is 250m long and is built in a 

specifically widened area of the stream. A series of weirs control the flow into three 

separate beds to prevent hydraulic shol1-circuiting and to increase aesthetic appeal (Fig . 

3.4,3 .5 and 3.6) . In front of the first weir is a settlement zone for the initial removal of 

suspended solids . The first bed is planted with 7)Jpho lo/ijolia followed by two bed 

planted with Ph/'aglJli/es w/s//'ulis, all at a planting density of 41m2 

61 



KEY: 

01-D5 = LOCATION OF SAMPLING SITES 

SEDIMENTAT ION TANK 
IGRADIENT 1 IN 10) 

WETLAND NO.1 

WE IR 
STRUCTURE 

WETLAND NO.2 WETLAND NO.3 

Figure 3.4 Diagrammatic represcntation of the Dagenham wetland (scale: 2cm = 

40m) 

FigUl"e 3.5 Vicw lool(ing down stream across the settlement tank and the start of 
bed 1 (planted with Typh([ /(/I(j()/i{/) 



Figure 3. 6 View along wetland system looking up through bed 2 (planted with 
Phragmites australi.,·) up to end of bed 1 (planted with Typha latifolia). 

3.2 Sampling programme 

Twelve sampling sites were identitied, seven at Brentwood (labelled Bl - B7; Fig. 3.1) 

and five at Dagenham (labelled 0 I-OS; Fig. 3.4) These sampling sites were selected to 

cover all sections of each wetland treatment system in order to assess the performance of 

the individual wetland components, as well as that of the overall system. Sampling was 

carried out at bi-monthly intervals between October 1995 and October 1997 . In addition, 

samples were also collected during seven storm events, of which three storm events were 

recorded at the Oagenham we tl and (I May 1996, 25 August 1997 and 28 ovember 

1997) and four storm events we re reco rded at the Brentwood wetland (25 August 1997, 

8 October 1997, 28 No ve mber 1997 and 26 I\!fay 1998) . 



3.3 Sample collection and field measurements 

3.3.1 Water and sediment samples 

Duplicate samples of water and sediment were collected from approximately the same 

position at each of the sample sites shown in Figures 3.1 and 3.4. Water samples were 

collected in acid washed (l0% nitric acid) plastic bottles, and then stored at 4°C until 

analysis could be carried out. In addition, extra water samples were collected at each of 

the sample sites at Dagenham for analyses of trihalomethanes (carried out by the 

Environment Agency, Thames Region). Surface sediment samples were collected using 

either a plastic scoop or a sediment grab, transferred to plastic bags and stored in a 

freezer until analyses could be carried out. 

3.3.2 Plant samples 

Plants were collected four times (seasonally) between 1997-98 for tissue metal analysis. 

This involved the collection of Typha latifolia from the inlet of the first bed at 

Dagenham and Phragmites australis from the inlet of the constructed wetland at 

Brentwood. These were carefully removed using a fork to ensure sufficient sections of 

roots and rhizomes were collected, transferred to large plastic bags and stored in a 

freezer until analyses could be carried out. 

3.3.3 Other parameters 

Dissolved oxygen content (pHOX 62 meter), temperature (pHOX 62 meter) and pH 

(Checkes pH meter) were recorded at each sample site and on each occasion. Flow 

velocity (Ott propeller meter) was also measured at each of the sample sites at the 

Dagenham wetland and at B2, B5 and B6 at the Brentwood wetland, together with the 

water cross-sectional parameters to enable the calculation of flow rate (l/s). 
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3.3.4 Microbiological sampling 

The samples for the microbial work were collected from the plant rhizospheres on 27 

November 1996. This involved the collection of plants from five locations. The sites 

and species are as follows: 

Brentwood - the constructed wetland (Phragmites australis) 

- the natural wetland (Typha latifalia) 

Dagenham - bed 1 (Typha latifalia) 
" 

- bed 2 (Phragmites australis) 

- bed 3 (Phragmites australis) 

Plants were carefully removed with a sterile trowel, placed in sterile bags for transport 

to the laboratory and analysed within four hours of collection. 

3.4 Determination of retention time 

The retention time was determined by measuring the length of time a fluorescent dye 

added to the flow at the inlet of the system took to appear at the outlet. In this case the 

dye used was Rhodamine WT (recommended by the Environment Agency). The amount 

of dye to be added was determined by the flow recorded at the inlet to each wetland 

system, with the maximum permissible concentration of Rhodamine WT being lSmg/l. 

Retention times were measured on two occasions at each wetland during dry weather 

flow conditions. 

3.5 Extraction procedures for heavy metals 

The measurement of total heavy metals in water (~g/l), sediment (~glg) and plants 

(~g/g) involved the digestion of the sample with concentrated nitric acid followed by 

analysis using either Graphite Furnace Atomic Absorption Spectroscopy (GF AAS) or 

Inductively Coupled Plasma Atomic Emission Spectroscopy (ICP-AES). Acid digestion 

was necessary to solubilize heavy metals by oxidizing organic matter and releasing 



bound metals. The procedures for acid digestion of each sample type are described in 

the following sections. 

3.5.1 Water samples 

Duplicate water samples (lOOml) were placed in acid washed (l0% nitric acid) teflon 

beakers, to which 1 ml of nitric acid was added, and then evaporated to dryness on a 

sand bath at 100°C. The residues were dissolved in 1 % nitric acid, filtered through a 

Whatman No. 42 filter paper and made up to a final volume of 100ml. The extracted 

samples were analyzed for Pb, Cu, Cd, Cr and Ni by Graphite Furnace Atomic 

Absorption Spectroscopy, and for Zn by Inductively Coupled Plasma Atomic Emission 

Spectroscopy. 

3.5.2 Sediment samples 

Sediment samples were dried in an oven at 100°C for 24 hours, ground in a mortar and 

pestle, and sieved to a fraction of less than 250 /lm. Duplicate 5g samples of sediment 

were weighed out,placed in acid washed (10% nitric acid) teflon beakers, and digested 

by adding 25ml of concentrated nitric acid and evaporating to dryness on a sandbath at 

100°C. The residues were dissolved in 1 % nitric acid, filtered through a Whatman No. 

42 filter paper and made up to a final volume of 100ml. The extracted samples were 

analyzed for Pb, Zn, Cu, Cd, Cr and Ni by Inductively Coupled Plasma Atomic 

Emission Spectroscopy. 

3.5.3 Plants 

Plant samples were washed thoroughly with tap water to remove all attached sediment 

and separated into 3 parts comprising the roots, the rhizomes and the leaves. The 

separate plant components were oven dried at 100°C for 24 hours and ground in a 

mortar and pestle. Duplicate samples were weighed out, placed in acid washed (10% 

nitric acid) teflon beakers and digested with 10mI of concentrated nitric acid. The 
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residues were made up to a final volume of 100ml using the same procedure as for the 

water and sediment samples. The extracted samples were analyzed for Pb, Zn, Cu, Cd, 

Cr and Ni by Inductively Coupled Plasma Atomic Emission Spectroscopy. 

3.6 Metal Determination 

3.6.1 Inductively Coupled Plasma - Atomic Emission Spectroscopy 

Inductively Coupled Plasma - Atomic Emission Spectroscopy (ICP-AES) (Perkin Elmer 

Model Plasma 40 Spectrometer) was used to determine the total metal concentrations of 

Pb, Zn, Cu, Cd, Cr and Ni in sediment and plant samples, and of Zn in the water 

samples. The published detection limits ofPb, Zn, Cu, Cd, Cr and Ni were 40, 3, 1,2,3 

and 7 Ilg/l , respectively (Fifield and Kealey, 1989). The procedural blank was used as 

the calibration blank, and each sample was analysed three times with instrumental 

parameters at the default setting. 

3.6.2 Graphite Furnace Atomic Absorption Spectroscopy 

Graphite Furnace Atomic Absorption Spectroscopy (GFAAS) (Perkin Elmer Zeeman 

Atomic Absorption Spectrometer, Model 4110 ZL) was used to determine the total 

metal concentrations of Pb, Cu, Cd, Cr and Ni in water samples. The detection limits 

given in the literature were 0.05, 0.02, 0.003, 0.01 and 0.1 Ilg/1 for Pb, Cu, Cd, Cr and 

Ni, respectively (Fifield and Kealey, 1989). However, those determined in the 

laboratory (calculated as 3 x standard deviation of a procedural blank) were 0.18, 0.45, 

0.27, 0.15, and 0.21 Ilg/l for Cd, Pb, Cr, Ni and Cu, respectively. The fact that these 

values were higher than the published limits of detection was thought to be associated 

with the fact that the GF AAS was located in a open laboratory rather than in a clean 

room. Each sample was analysed three times with the instrumental parameters at default 

setting, including the use of a mixed matrix modifier (Mg(N03)2·6H20 and NH4H2P04 ) 

in the determination of total Pb concentrations. For each metal a procedural blank was 
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run as a sample, and the concentration of metal detected in the blank subtracted from the 

sample concentration to allow for possible contamination during sample preparation. 

3.6.3 Analysis of standard reference material 

Certified water and sediment reference materials were analysed to determine the 

efficiency of the extraction procedures outlined in Sections 3.5.1 and 3.5.2. The 

reference materials used were Surface Water (SPSWl) and Chinese Stream Sediment 

(GBW 07311), both of which were supplied by Promochem Ltd, Welwyn Garden City. 

Herts, England. These reference materials were selected as the quoted certified metal 

concentrations were within the range of values recorded in water and sediment samples 

collected at both sites during the monitoring programme. Table 3.1 gives the metal 

concentrations determined for each of the reference materials in comparison with the 

certified values. 

Table 3. 1 Mean metal concentrations determined in standard reference materials 
using routine extraction procedure in comparison to certified values (±SD) 

Zn Cd Cr Ni Cu Pb 

Surface Water Sample (fig/I) 

detemlined values 19±2.8 O.5±O.O 1.8±O.28 9.9±1.9 21.4±2.3 2.9±O.17 

certified values 20±1 O.5±O.OJ 2.0±O.OJ 10±O.1 20±1.O 5±O.1 

Chinese Stream Sediment sample (fig/g) 

detemlined values 250±10.7 4.6±O.3 9±O.9 40.2± \.9 44±3 436±34 

certified values 373±21 2.3±O.2 40±4 14.3±J.5 79±4 636±34 

The values determined for the surface water reference material using the routine method 

agreed well with the certified values except for Pb where a comparison of the values 

indicated an extraction efficiency of only 580/0. As the values for the other metals 

compared well, it was thought that this lower extraction efficiency for Pb may be a due 

to a problem with the reference material. To test this hypothesis, the extraction 

procedure was repeated on a Pb standard solution (5Ilg/l) which resulted in an Pb 

extraction efficiency of 83%. Although this value is less than the extraction efficiencies 

reported for the other metals it is considerably greater than the extraction efficiency 

reported for the reference material, supporting the suggestion that the lower extraction 

value is associated with the reference material itself rather than with the extraction 

procedure. 
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The values determined for the sediment reference material using the method vary 

markedly from the certified values (Table 3.1). The determined values given in the 

Table are the mean of four separate samples; two of the samples involved the digestion 

of 5 g of reference material, and two samples involved the digestion of 109 of reference 

material. The SDs associated with the mean values indicate that the concentrations 

determined were consistent for all four samples. The reference material originates from 

China, and although the UK supplier states in their brochure that total dissolution 

techniques were used in the certification procedure, the company was not able to 

provide any further information on the extraction process. It is thought that possible 

differences in the extraction procedures employed are an explanation for the differences 

between the certified and determined values. 

3.7 Other chemical and physical analytical techniques 

3.7.1 Chlorides, nitrates, phosphates and sulphates 

The concentrations of chlorides (mg/l), nitrates (mg/l), phosphates (mg/l) and sulphates 

(mg/l) in water samples were determined using Ion Chromatography (Dionex series 

2000i chromatograph). 50~1 of sample was injected from the sample loop into an AS4 

column, and analysed at a flow rate of 2mllminute at a pressure of 1800psi. The eluant 

used was a solution of sodium carbonate and sodium hydrogen carbonate. 

3.7.2 Biochemical Oxygen Demand (BODJ 

BODs is a measurement of the amount of oxygen required by micro-organisms to 

biodegrade the organic matter in a sample, and gives an indication of the level of 

organic pollution. To determine BODs, each water sample was first diluted by a factor 

of 4 with dilution water (a nutrient solution, containing calcium chloride, iron chloride, 

magnesium sulphate and phosphate buffer solution, saturated with oxygen) to ensure 

excess dissolved oxygen was present during the whole experiment. The dissolved 

oxygen content was immediately measured using a Checkmate DO meter (mg/l). 
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Samples were then incubated in the dark at 20°C and after 5 days the oxygen content 

was again measured using the same instrument. The difference between the initial and 

the final dissolved oxygen contents represented the BOD5 value of the sample following 

incorporation of the dilution factor. 

3.7.3 Total Ammonia 

The concentrations of total ammonia (mg/l) were determined using Nessler's method 

which is based on converting the ammonia present in the sample to a coloured complex 

(Hg2NH213) by the addition of Nessler's reagent. The intensity of the colour, which is 

proportional to the concentration of ammonia, was measured by comparison with 

Lovibond colour standards. 

3.7.4 Unionised Ammonia 

When ammonia is dissolved in water the following equilibrium is set up: 

NH3 + H20 <=> NH/ + OH-

As the pH increases the concentration of free ammonia (NH3), which is more toxic to 

aquatic life, increases. The concentration of Unionised Ammonia (Ilg/l) present. in a 

sample was determined using the following calculation (Surface Waters (River 

Ecosystem) (Classification) Regulations, 1994): 

.. dAm . T IAmm ·a/(10 10 o (10055-(00324 * t)-pH)) Umonlse moma = ota om. + . . . 

where t = temperature (oC) 

3. 7.5 Suspended solids 

To determine the concentrations of suspended solids, 500ml water samples were 

vacuum filtered through a pre-weighed filter paper (Whatman No.42) which had been 

washed in distilled water and dried at 100°C for 24 hours. After filtering of the sample, 

the filter paper was again dried at 100°C for 24 hours, and then reweighed. The 
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difference between the initial and the final mass of the filter paper gave the mass of 

suspended solids in the sample. 

3.7.6 Trihalomethanes 

To determine the concentration of total trihalomethanes in water samples collected at 

each of the sampling locations at the Dagenham wetland, water samples were sent to the 

Environment Agency F obney Laboratory for analysis using Gas Chromatography with 

Electron-Capture Detector. 

3.8 Microbial methodology 

3.8.1 Initial isolation procedure 

1 g of soil was scraped from the roots of each plant using a sterile spatula, and suspended 

in sterile saline (9mls). These solutions were serially diluted down to 10-7 using sterile 

saline. Replicate plates of the 10-4-10-7 dilutions were plated out on 3 kinds of media: 

glycerol yeast extract agar (glycerol 35g, yeast extract 4g, NaN03 2g, KH2P04 Ig, 

MgS04.7H20 0.5g, FeS04.7H20 O.Olg, agar 15g in 1 litre distilled water), actinomycete 

isolation agar and Rao and Subrahmanyan's agar (Dietz and Thayer, 1980) and 

incubated at 30°C for 7 days. 1.6mlll of the antifungal agent cycloheximide (lOOOmg/l) 

was added to each of the media prior to autoclaving. Three different media were used to 

enable the isolation of a range of colony types, and to examine whether the type of 

medium affected the total numbers of micro-organisms isolated from each plant 

rhizosphere. A number of strains representing a range of morphologies were selected to 

be screened for metal tolerance, and were stored on glycerol yeast extract agar slants at 

4°C. The isolates were selected on the basis that they represented a range of colony 

types. 
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3.8.2 Selection of metal tolerant colonies 

Actinomycete isolation agar (Dietz and Thayer 1980), selected for ease of use, was 

spiked with either Zn or Pb at the concentrations (/lg/g) shown in Table 3.2 

Table 3. 2 Concentrations of Zn and Pb (l-lg/g) used to identify metal tolerant 
colonies. 

Minimum concentration 

Mid-point concentration 

Maximum concentration 

Zn 

30 

400 

800 

Pb 

40 

200 

400 

Zn and Pb were selected for the metal tolerance experiments as these were found to be 

the metals present in the highest concentrations in the sediments at both wetlands. The 

concentrations chosen correspond to the minimum, mid-point and maximum values 

which had been recorded at the two sites prior to the commencement of the 

microbiological experiments. 

Zn and Pb, as nitrate salts, were dissolved in 10 ml of distilled water and sterile filtered 

before being added to the autoclaved media. The addition of metal caused some 

precipitation at higher concentrations but at this stage, where the aim was to identify 

isolates that could tolerate metals, this was not considered a problem. The isolated 

strains were streaked on replicate spiked plates (four colonies/plate), and incubated at 

30°C for 7 days. Growth of each colony on the various metal concentrations was 

recorded as good, medium, present or absent. Based on these results, seven strains were 

selected for further work. However, the growth of five of the seven isolates was 

inconsistent on the spiked medium. These were therefore discarded, and the experiments 

described below concentrated on the establishing the ability of the two remaining 

isolates to tolerate and accumulate metals. 
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3.8.3 Selection of media for metal experimental work 

To assess the performance of the selected strains it was first necessary to identify an 

appropriate medium for the experimental work. The selected media needed to fulfil two 

criteria; firstly that the metals must dissolve completely at a pH of 6.5-8 (pH range 

measured in the wetland systems), and secondly, that the medium used was a defined 

medium so that results were directly attributable to the isolates being studied and were 

not the effects of an 'ingredient' of unknown composition. Following a review of the 

literature, in which no suitable media were identified, a large number of different media 

were tested. As a result, a modified glycerol asparagine (GA) medium based on the 

work by Dietz and Thayer (1980) was selected. The modified GA medium contained 

Asparagine 1.14g, glycerol 20ml, MOPS (3 [N-Morpholino] propanesulfonic acid) 

1.37g and agar 20g in 1 litre distilled water, pH 7.0-7.4. 

3.8.4 Experimental procedures 

3.8.4.1 Identification of selected isolates 

Both isolates were submitted to the Public Health Laboratory Service, Mycology 

Reference Unit, Bristol, where samples were identified using in-house methods based 

on isolate morphology. Samples were also sent to Dr. John Stephen, Center for 

Environmental Biotechnology, University of Tennessee, USA, to confirm the results of 

the initial identification by 5.8s and 18s rDNA sequencing. 

3.8.4.2 Assessment of the level of metal tolerance 

The level of Pb and Zn tolerance of the two selected strains was determined using the 

minimum inhibition concentration (MIC) technique. Plates of GA medium were spiked 

with progressively higher metal concentrations of Pb or Zn to identify the concentration 

which completely inhibited growth of the isolate. 



3.8.4.3 Determination of metal-uptake ability of selected isolates 

The aim of the this experiment was to detennine the amount ofPb or Zn accumulated by 

each strain, and how this varied with time. Over a period of three weeks, the metal 

associated with the cells, the cell mass and the viable count were detennined at the start 

of the experiment (viable count only) and at intervals of 1 day, 7 days, 14 days and 21 

days. The cells counts were detennined by viable count on GA medium. 

The experimental procedure involved 100ml acid washed flasks containing 50ml of GA 

broth. For each strain, the experiment consisted of the following set of flasks for each of 

the designated time periods: 

2 x isolate control (isolate but no metals) 

2 x Pb spiked (Pb + isolate) 

2 x Zn spiked (Zn + isolate) 

1 x Pb control (Pb but no isolate) 

1 x Zn control (Zn but no isolate) 

The flasks were incubated in a shaker incubator at 30°C. After 1 day, the first set of 

flasks were removed from the incubator and the viable count determined. The broth was 

then vacuum filtered through autoclaved, preweighed Q-MA filters (particle retention 

0.6/-lm). The filters and collected cells were dried at 105°C to a constant weight to 

detennine cell mass. The cells and associated filter were then digested in 10ml 

concentrated nitric acid (see Section 3.5.1) and analysed for Pb or Zn by Inductively 

Coupled Plasma Atomic Emission Spectroscopy. Additional filters were also digested as 

blanks. The above procedure was repeated after 7 days, 14 days and 21 days. The 

concentrations of metals used to spike the broth are shown in Table 3.3. 

Table 3. 3 Concentrations of Zn and Pb (J.1g/g) used in metal-uptake ability 
experiment. 

Isolate A 

Isolate B 

Zn 

200 

100 

Pb 

100 

40 
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3.8.4.4 Effect of metals on colony growth at different temperatures 

The aim of this experiment was to examine how metals affect colony growth at different 

temperatures [4°C and 30°C]. Plates of each isolate were grown-up on GYEA media for 

7 days to obtain good growth. A series of small squares (approximately 1cm2) were cut 

out of each plate, and placed colony side down on replicate plates of GA which were 

spiked with either Pb (40~g/g, 200~glg or 400 ~g/g) or Zn (30~g/g, 400~g/g or 

SOO~g/g), or were the control. The areas of colonies were measured at regular intervals 

to assess colony growth at the different temperatures. 

3.8.4.5 Effect of metals on cell morphology 

The aim of this experiment was to examine the effects ofPb and Zn on cell morphology 

using Scanning Electron Microscopy (SEM). Both isolates where grown up on plates of 

GA spiked with Pb or Zn at the concentrations shown in Table 3.4. 

Table 3. 4 Concentrations of Zn and Pb (p.1g/g) used to spike plates for examination 
of isolates using Scanning Electron Microscopy. 

Isolate A 

Isolate B 

Zn 

SOO 

lS00 

100 

Pb 

400 

SOO 

40 

Isolates were also grown up on control plates. Samples were prepared for SEM analysis 

by Dr. Tony Brain, Electron Microscopy Unit, Kings College, University of London. 

This involved freeze-drying in liquid nitrogen (-195.S0C), and coating with gold to 

prevent charging of the sample during analysis. Samples were examined using scanning 

electron microscopy (Cambridge Instruments, Stereoscan 240), with an accelerating 

voltage of 25 kY. Measurements of hyphal width and cell width of isolates A and B. 

respectively, were recorded on Pb spiked plates, Zn spiked plates and control plates to 

detennine if cell morphology was different in the presence of metals. Between 55 and 

72 measurements were made per plate. 
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3.8.4.6 Transmission electron microscopy and x-ray analysis 

To determine the distribution of heavy metals in isolate A, cross-sections of the hyphae 

were examined using transmission electron microscopy. Isolate A was grown on GA 

media spiked with either Pb (600/lg/g and 800/lg/g) or Zn (1800/lg/g), or the control 

plates. The samples were also prepared by Dr. Tony Brain, Electron Microscope Unit, 

Kings College, University of London, by fixing the specimens with osmium tetroxide, 

staining with uranyl acetate and lead citrate and embedding in Spurr's resin. Samples 

were cut using a microtome to a thickness of 60-70nm. The samples were examined 

with a Philips EM301 G Transmission Electron Microscope operated at an accelerating 

voltage of 80kV. X-ray analysis was used to determine if any electron dense areas were 

the result of metal accumulation. Samples were again prepared by Dr. Tony Brain, and 

x-ray analysis was carried out by Dr. Alice Warley, The Rayne Institute, St. Thomas' 

Hospital, London, using a transmission electron microscope (Zeiss EMIOC) operating at 

an accelerating voltage of 80kV. 
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CHAPTER 4 AN ASSESSMENT OF THE TREATMENT 
PERFORMANCE OF TWO CONSTRUCTED 
WETLANDS RECEIVING URBAN RUNOFF. 

Following the results of surveys carried out on several rivers in London which identified 

urban runoff as a major factor suppressing river water quality, and as part of the 

implementation of local Agenda 21, the Environment Agency for England and Wales, 

Thames Region, (EA) decided to build full-scale experimental wetland treatment 

systems at two selected sites receiving urban runoff (Scholes et al., 1995). These 

systems have been monitored for a wide range of parameters including heavy metals, 

suspended solids and nutrients over a two year period, which has included a routine 

bimonthly monitoring programme and the sampling of 7 storm events. 

Unfortunately, due to vandalism, it was not possible to leave automatic sampling 

equipment on site and therefore the sampling programme involved the collection of grab 

samples only. Water and sediment samples were collected at bimonthly intervals and 

plants were collected seasonally (for methods see Chapter 3). Sampling of storm events 

involved the collection of water samples at the inlet and outlet only, as it was often not 

possible to enter the system during storm events due to flooding. 

The results are discussed with respect to system design, and comparisons are made 

between the performance of the systems during dry weather and during storm events. 

Recommendations are made to improve the treatment efficiency of the two studied 

systems, and also for the design and management of future urban runoff treatment 

wetlands which will be used by the EA at a national level. 

4.1 Total aqueous metal concentrations recorded at the Dagenham and 
Brentwood wetlands 

In this section total aqueous metal concentrations recorded at the Dagenham and 

Brentwood wetlands during dry weather (Section 4.1.1) and during wet weather 

(Section 4.1.2) are presented and discussed. 
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4.1.1 During dry weather conditions 

Tables 4.1 and 4.2 show the mean concentrations (±SD) recorded at each sampling 

point at both the Dagenham (D1-DS) and Brentwood (BI-B7) wetlands during dry 

weather. The SDs show that concentrations of all the metals are highly variable which 

is characteristic of urban runoff (Wong and Soames, 1995). 

Table 4. 1 Mean total aqueous concentrations (J.1g/l) of metals (±SD) at each 
sampling point during dry weather over the two year monitoring programme at 
the Dagenham wetland. 

Zn Cd Pb Cr Ni Cu 

Dl 48.6±4S.4 1.3±2.0 3.4±3.8 3.4±2.6 SO.2±46.7 9.S±7.1 

D2 84.1±93.6 2.0±2.7 10.0±13.0 3.S±2.9 40.S±28.0 16.2±lO.3 

D3 47.1±34.6 1.2±1.4 6.3±4.9 2.1±1.6 2S.3±14.1 13.1±8.3 

D4 34.0±26.2 1.7±2.7 4.7±4.3 2.6±3.8 24.3±lS.O 12.4±8.2 

DS 31.4±18.3 O.7±O.S 6.3±9.0 1.7±l.S 19.8±13.9 18.S±14.7 

Table 4. 2 Mean total aqueous concentrations (J.1g/l) of metals (±SD) at each 
sampling point during dry weather over the two year monitoring programme at 
the Brentwood wetland. 

Zn Cd Pb Cr Ni Cu 

B1 22.4±16.4 1.2±1.8 S.2±4.7 O.9±O.8 lO.7±6.7 8.8±6.8 

B2 S2.9±6S.6 1.2±1.8 S.2±4.9 1.0±1.1 8.1±S.3 13.0±12.3 

B3 23.6±27.1 O.6±O.S 2.7±3.S O.8±1.1 7.9±6.8 10.S±lO.8 

B4 31.0±37.S 1.4±1.9 3.S±3.6 O.8±l.O 8.2±S.8 9.6±8.7 

BS 18.0±14.7 O.7±O.6 2.9±4.7 O.8±1.1 6.8±4.6 8.S±9.6 

B6 S6.1±90.8 2.2±2.1 2.7±2.7 O.8±O.7 6.4±4.4 8.S±7.1 

B7 19.9±16.1 O.8±O.8 3.6±3.4 1.2±1.3 6.2±4.3 lO.1±10.S 

Although metal concentrations during dry weather were generally low, on some 

sampling dates elevated values were reported at both sites. For example, samples 

collected on 6 March 1996 at site Dl (Dagenham wetland) exhibited a Ni concentration 

of 173 Jlg/I (see Appendix 1). The second highest Ni concentration recorded at this site 

was 6S Jlg/l. During low flow conditions metals may enter the drainage system either as 
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a result of a spillage, for example from a garage or from other activities such as car 

washing. Under these conditions, metals accumulated on impervious surfaces could be 

mobilised and transported to the wetlands producing unexpected elevated 

concentrations. The existence of these peak metal concentrations are also a factor in the 

large standard deviations associated with the mean concentrations. The fact that such 

elevated concentrations were recorded during dry weather also emphasises the need for 

a robust year-round treatment system capable of coping with a wide range of 

concentrations under different conditions. 

Table 4.1 shows that although concentrations were variable, all the metals except Ni 

show an increase in concentration from Dl (upstream site, Dagenham wetland) to D2 

(settlement tank). This could be due to problems both with the management and 

maintenance plan, and with the design of the system. The former was not established 

until the sec0I?-d year of the monitoring programme, and the settlement tank was not 

emptied until June 1997. By this time, partly due to the erosion of stream banks, 

stripped of vegetation during the construction of the system, the settlement tank had 

completely filled with sediment. As will be discussed in Section 4.8, the settlement 

tank contains the maximum mean sediment concentrations for all the metals and this is 

thought to be an important factor influencing the increases in aqueous metal 

concentrations. The fact that the highest metal concentrations tended to be recorded in 

the settlement tank throughout the two year monitoring programme indicates that this 

component of the wetland system does enhance the transfer of metals from the water 

column to the sediment. However, the increases in aqueous metal concentrations 

indicate it is also a source, suggesting that the settlement tank is under-sized to prevent 

the resuspension of already settled sediments and associated pollutants, or that it is too 

infrequently maintained. 

Another problem at the Dagenham wetland is that it is not a secure area. It is located on 

a flood plain with open access to the pUblic. As a result of either direct dumping in the 

system or as a result of debris being washed downstream in storm events, a range of 

objects such as supermarket trolleys, tyres and a bike were recorded in the settlement 

tank. All of these items could contribute to increases in metal concentrations. 
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From Dl (inlet) to D5 (outlet) there is an overall decrease in Zn Cd Cr and Ni , , 

concentrations but Cu and Pb show an overall increase. In surface waters, Pb is 

adsorbed to suspended particles (Reinelt and Homer, 1995), and Cu is associated with 

organic matter (Sobolewski, 1996). Hence, the variable removal of suspended solids 

and BOD could be a factor in the overall increases of the these two metals (see Section 

4.6). Comparison of sites D2 and D3 indicates changes in concentrations from the 

settlement tank to the outlet of the first bed planted with Typha latifolia. All of the 

metal concentrations show an overall decrease from D2 to D3, in contrast to the 

changes in concentrations associated with the second and third beds (D3 to D4 and D4 

to D5 respectively) where mean metal concentrations show both increases and 

decreases. Both of these beds are planted with Phragmites australis, and a possible 

factor in this variable pattern is the incomplete plant cover in the Phragmites beds. 

These reeds were never as dense as in the Typha bed due to problems with initial 

establishment. This situation was further compounded by the grazing activity of horses. 

The construction of a fence has been recommended, and agreed by the Environment 

Agency, and will prevent horses from grazing the' Phragmites which should fully 

recover as the system matures. 

Table 4.2 shows the mean aqueous metal concentrations at each sampling point during 

dry weather at the Brentwood wetland over the two year monitoring programme. Again 

the SDs indicate that the concentrations are variable which is thought to be associated 

with the same factors described above for the Dagenham wetland. It can be seen for all 

the metals, and particularly for Ni, that concentrations tend to be lower than those 

recorded at the Dagenham wetland. This may be associated with Dagenham being a 

larger, industrial and residential catchment area, whereas Brentwood has a smaller 

catchment area which is only residential. Mean inlet concentrations (B2) are greater 

than those at the upstream site for Zn, Cr and Cu only which may indicate that the 

upstream site also receives some urban runoff. This was not previously thought to be 

the case. 

All of the metals show a decrease in mean concentration from B2 (inlet) to B3 (inlet to 

the constructed wetland) suggesting that the settlement tank does result in a decrease in 

metal concentrations. This is considered to be due to its ability to reduce inflow 
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velocity and thereby enhance the conditions for the settlement of suspended solids and 

associated pollutants. 

The changes in metal concentrations associated with the constructed wetland (B3 to 

B4) tend to show an overall increase, whereas changes in concentration from B2 (inlet) 

to B5 (outlet of the natural wetland) (the inlet to the natural wetland was not 

monitored) show an overall decrease in mean concentrations of all the metals. 

However, the B2 to B5 concentrations represent the changes in concentrations 

associated with both the natural wetland and the settlement tank and the latter has 

already been shown to demonstrate a positive metal removal efficiency. The retention 

time of the natural wetland is greater than that of the constructed wetland (see Section 

4.7) which may explain its greater efficiency in comparison to the constructed wetland 

where the location of the inlet directly opposite the outlet is thought to encourage 

hydraulic short-circuiting. Overall (between B2 and B6), the wetland system shows a 

reduction in mean concentrations for all of the metals except for Zn and Cd. Zn and Cd 

have a greater affinity for the dissolved phase than the particulate phase (Morrison et 

at., 1984) and this may explain their overall increase in concentration in comparison to 

the overall decrease in the mean concentrations ofPb, Cr, Ni and Cu. 

4.1.2 During wet weather conditions 

Table 4.3 gives the mean aqueous metal concentrations recorded during storm events at 

the inlet and outlet of the Dagenham and Brentwood wetlands (three storm events at 

Dagenham and four storm events at Brentwood). There is an increase in the magnitUde 

of the mean concentrations of all the metals during wet weather in comparison to the 

mean concentrations during dry weather, except for Ni at the Dagenham wetland. 

Table 4. 3 Mean total aqueous concentrations (f.lg/l) of metals (±SD) at each 
sampling point during storm events at the Dagenham and Brentwood wetlands. 

Zn Cd Pb Cr Ni Cu 

Oagenham wetland 

01 279.2±305.8 5.4±4.7 25.9±8.2 6.9±6.3 33.0±24.6 29.4±16.9 

05 55.2±45.1 1.9±3.0 12.4±67 2K=J.8 29.7±26.2 17.6±19.8 

Brentwood wetland 

B2 136.4±875 2.3± 1.8 55.8±40.0 7.9±5.5 10.7±6.5 28.5:=1 1.5 

B6 1054±17.8 2.4±2.2 37.4±~3.5 4.8±:!2 8.7±9.7 19.4±12.7 
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As in dry weather, mean storm event concentrations tend to be higher at the Dagenham 

site compared to Brentwood, except for mean Pb and Cr concentrations which are 

higher at Brentwood. The elevation in the concentrations of all metals during wet 

weather (except for Ni at Dagenham) clearly indicates the mobilisation of metals from 

within the catchment area. The large standard deviations associated with these mean 

values illustrate the large variations in metal concentrations between storm events. This 

variation is associated with a wide range of factors such as the length of the antecedent 

dry period, the catchment characteristics (Merritt, 1994) and the relative time of 

sampling within the storm event (see Section 4.3.2). Despite this variability in the 

concentrations, for each of the metals at both of the wetlands there is an overall 

decrease in mean concentration from the inlet to the outlet during storm events. The 

only exception is for Cd at the Brentwood wetland which shows a slight increase in 

mean concentrations which may be associated with the mobility of this metal. 

4.1.3 Comparison with previous data 

Table 4.4 shows the mean inlet concentrations for both wetlands during the dry weather 

monitoring period and during storm events in comparison with values reported for yard 

and street runoff in a study carried out in central Paris (GromaireMertz et aI., 1999), 

characteristic values for urban runoff in Denmark (Hvitved-lacobsen et aI., 1994) 

values for rainwater and for runoff from undeveloped land (Bascombe, 1991; Kadlec 

and Knight, 1996) and the Dangerous Substances and Freshwater Fisheries Directive 

(Council of European Communities, 1976 and 1978 respectively). 

Dry weather mean concentrations for Zn, Cd, Pb and Cu are comparable to the values 

reported at the lower end of the range for rainwater/undeveloped sites. During storm 

events, concentrations generally increase for all metals and are comparable to values 

given for yard, street and urban runoff. Table 4.4 also shows that during storm events at 

Dagenham, mean Cd concentrations can exceed the values set out in the Dangerous 

Substances Directive (Council of European Communities, 1976) and this metal is 

therefore of particular concern. The mean storm event concentrations of the other 

metals do not exceed these water quality criteria at either site. However, water metal 

concentrations of this magnitude are known to have a chronic effect, resulting in 
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elevated concentrations in sediments, plants and other biota (Wood and Shelly, 1999; 

Mulliss, 1994; Section 4.7 and 4.8). 

Table 4.4 Mean inlet total aqueous metal concentrations (,...g/l) at both wetlands in 
comparison to values reported for other studies and the dangerous substances 
water quality directive (,...g/l). 

Dagenham Brentwood Yard Street Urban Rainwater/ 

runoff runoff runoff undeveloped 

d.w. W.w d.w. w.w 

Zn 48.6 279.2 52.9 136.4 57-1359 246-3839 300-500 20-415 

Cd 1.3 5.4 1.2 2.3 0.2-1.3 0.3-1.8 0.5-3.0 <0.5-1.8 

Pb 3.4 25.9 5.2 55.8 49-225 71-523 50-150 <5-36 

Cu 9.5 29.4 13.0 28.5 13-50 27-191 5-40 <5-16 

Cr 3.4 6.9 1.0 7.9 

Ni 50.2 33.0 8.1 10.7 

Key: d. w. = dry weather mean concentrations at the inlet 

w.w. = wet weather mean concentrations at the inlet 

4.2 Metal loadings during dry weather and wet weather conditions at the 
Dagenham and Brentwood wetlands 

Dangerous 

substances 

directive 

2000 

5 

250 

112 

250 

200 

Although the concentrations discussed in the preceding section reveal some interesting 

trends, the data will also be analysed in terms of metals loadings which represent the 

actual changes in the mass of the pollutant through the wetland system and therefore 

give a clearer indication of the treatment performance. Loadings are calculated using 

the following equation:-

Where: 

L=CxQ 

L = pollutant loading (Jlg/s) 

C = Pollutant concentration (Jlg/l) 

Q = Flow rate (lIs) 
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As discussed in Section 4.1, metal concentrations vary widely between sampling dates. 

This variability is also evident in the loading data where it appears to be magnified due 

to variations in flow, both between the wetland components and between sampling 

dates (see Appendix II). Table 4.5 shows the mean inlet loadings recorded during dry 

weather and storm events at the inlet of the Dagenham and Brentwood wetlands. 

Table 4. 5 Mean metal inlet loadings (±SD) during dry weather and storm events at 
the Dagenham and Brentwood wetlands. 

Dagenham wetland Brentwood wetland 

mean inlet load mean inlet load mean inlet load mean inlet load 

(mg/s) (mg/s) (mg/s) (mg/s) 

dry weather storm events dry weather storm events 

Zn 1.58±1.52 45.18±10.26 O.84±1.19 24.13±26.00 

Cd O.O4±O.O7 1.73±1.64 O.Ol±O.12 O.30±O.18 

Pb O.11±O.11 7.58±8.01 O.O8±O.12 8.53±6.74 

Cu O.38±O.33 lO.72±12.19 O.16±O.14 4.46±3.00 

Ni 1.73±1.77 14.15±17.36 O.10±O.O8 1.55±O.99 

Cr O.12±O.10 3.28±4.18 O.Ol±O.Ol 1.18±O.82 

The data clearly indicate that there is a substantial increase in metal loadings during 

storm events compared to dry weather, which is associated with both increases in 

concentration (Table 4.3) and flow rate (see Appendix II). This elevation in metal loads 

is consistent for both catchment areas, with loadings increasing by a factor of between 

8 and 118. As with the concentration data, inlet loadings tend to be higher at the 

Dagenham wetland which is thought to be related to the land use within the respective 

catchment areas as discussed in Section 4.1. An exception to this is the mean storm 

event Pb inlet loading which is marginally higher at Brentwood than at Dagenham. 

This higher Pb loading is reflected in the sediment metal data, with the maximum Pb 

sediment concentrations being recorded at Brentwood (see Section 4.8). 

To ascertain whether the differences between metal loadings at the inlet during dry 

weather and storm events are significantly different, the data were examined using two 

different statistical approaches. These are described in the following subsections. 
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4.2.1 Explanation of the adopted statistical approaches 

For the statistical analysis of the data, it was decided to use parametric tests wherever 

possible as these are more powerful than nonparametric tests. To use parametric tests 

certain assumptions must be met (Samuels, 1990); firstly that the samples are random 

samples taken from their respective populations, and that the samples are independent of 

each other. Secondly, that population distributions are approximately normal. The 

collection of samples was carried out over a two year period, such that the collection of 

samples at one sampling point did not affect the collection of samples at another 

sampling point. Therefore all samples are considered to be randomly obtained and 

independent. To test for a normal distribution, the distribution of the data at each of the 

sampling points for each of the parameters was tested using the Ryan-Joiner test for 

normality (Minitab 10.5, Microsoft Windows v3.11). In this test, the null hypothesis 

states that there is no difference between a normal distribution and the distribution of the 

data set. The null hypothesis is rejected at p<0.05. If the data were found to be not 

normally distributed, they were transformed using an appropriate transformation. Where 

it was not possible to transform the data to a normal distribution, or to use the same 

transformation for all data sets, a nonparametric test was used. Although this is less 

powerful on a small data set, it is still valid. Table 4.6 summarises the determined 

distributions for the metal loadings, and identifies the transformations required to 

achieve a normal distribution. 

Table 4. 6 Distribution of the raw data set (metal loadings) and transformations 
carried out. 

Dagenham wetland 

distribution of raw data transformation 

Zn not normally distributed loglO 

Cd not normally distributed logiO 

Pb not normally distributed loglO 

Cr not normally distributed loglO 

Ni not normally distributed logIO 

Cu not normally distributed loglO 

Brentwood wetland 

distribution of raw data 

not normally distributed 

not normally distributed 

not normally distributed 

not normally distributed 

normally distributed 

not normally distributed 

transformation 

loglO 

loglO 

loglO 

logiO 

logiO 
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The normally distributed data were then subj ected to the parametric statistical 

approaches outlined below:-

• t -tests - these involve formulating as a hypothesis a statement that the means of the 

two populations being compared do not significantly differ, and then assessmg 

whether the data are consistent or inconsistent with this hypothesis. The null 

hypothesis is that there is no difference between metal loadings at the inlet during 

dry weather and storm events, and is rejected at p < 0.05. 

• comparing mean dry weather data to each storm event individually. Dry weather 

values are considered to be significantly different from the storm event value if the 

value of the dry weather mean added to twice the SD is less than the inlet value 

recorded during the storm event. This enables each storm event to be examined 

individually, highlighting differences both between each storm event and between 

the different parameters within storm events. 

4.2.2 Results of the statistical analyses carried out on dry weather and wet weather 
total metal loadings 

Table 4.7 gIves the results of t-tests carried out to examme whether there was a 

significant difference between mean inlet loadings during dry weather and storm events, 

rather than comparing dry weather loadings to each storm event individually. The t-tests 

were calculated using the unpooled method to calculate the standard error as outlined by 

Samuels (1989). 

The results of the t-tests (Table 4.7) indicate that there is a significant difference 

between the inlet loadings during dry weather and storm events for Zn, Cd, Pb and Cu at 

the Dagenham wetland and for all six metals at the Brentwood wetland. This difference 

is due to an increase in loadings and is expected during wet weather conditions as a 

result of the mobilisation of pollutants deposited within the catchment area (Mulliss et 

aI., 1996). However, for Cr and Ni at the Dagenham wetland, there is not enough 

evidence to rej ect the null hypothesis that there is no difference in inlet loadings. 

Although three storm events were monitored at Dagenham, it was only possible to 

collect flow data for two of the events and therefore dry weather loads are being 
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compared to the metal loads of only two storm events at this site (four storm events 

were monitored at the Brentwood wetland). The loadings of both metals did not show a 

substantial increase at the inlet during the first storm event, although the inlet loadings 

of Cr and Ni did show a large increase during the second storm event (see Appendix II). 

As a result of the difference between the inlet loadings of the two storm events, there is 

not enough evidence to support the alternative hypothesis. 

Table 4. 7 Results of t-tests and 2SD+mean to examine for significant differences 
between inlet loadings during dry weather and storm events. 

Dagenham wetland Brentwood wetland 

t-test 2SD+mean t-test 2SD + mean 

Zn p<O.05 yes p<O.05 yes 

Cd p<O.05 yes p<O.05 yes 

Pb p<O.05 yes p<O.05 yes 

Cr p>O.05 1 of2 (1) p<O.05 yes 

Ni p>O.05 1 of2 (1) p<O.05 yes 

Cu p<O.05 yes p<O.05 yes 

Key: Values in brackets denote which of the stOIDl events were not significantly different from the dry 

weather values. 

The above explanation is supported by the second statistical approach which compares 

the dry weather values to each storm event individually. There is again strong evidence 

that Zn, Cd, Pb and Cu inlet loadings significantly differ during dry weather and storm 

events at the Dagenham wetland, and for all metals at the Brentwood wetland (Table 

4.7). The inlet loadings of Ni and Cr only differ significantly from the second and not 

from the first storm event at the Dagenham site. This could indicate that the approach of 

comparing dry weather data to the individual storm events is a more useful approach for 

a data set of this size. The reason for the difference in Ni and Cr loadings between the 

two storm events at the Dagenharn wetland is unclear but it is possible that elevated 

loadings entering the system were missed. 

87 



4.3 Metal removal efficiencies during dry weather and wet weather conditions at 
the Dagenham and Brentwood wetlands 

To enable comparisons to be made both between the removal of different metals and , 

the removal of metals by each wetland system, a series of removal efficiencies were 

calculated for various components of both wetlands, and for each system as a whole. 

These were calculated as follows:-

B 100 
RE = 100 - ( - x- ) 

A 1 

where: RE = removal efficiency (%) 

B = total metal outlet loading (Ilg/s) 

A = total metal inlet loading (Ilg/s) 

4.3.1 Metal removal efficiencies during dry weather 

Removal efficiencies were calculated for each of the components of the Dagenham 

wetland, and for three of the components of the Brentwood wetland (flow was not 

monitored at each sampling point at this site). The components for which the removal 

efficiencies were calculated are as follows:-

Dagenham wetland 

D1-D2 = removal by settlement tank 

D2-D3 = removal by bed 1 (planted with Typha latifalia) 

D3-D4 = removal by bed 2 (planted with Phragmites australis) 

D4-D5 = removal by bed 3 (planted with Phragmites australis) 

D1-D5 = total removal for overall wetland system (inlet to outlet) 

Brentwood wetland 

B2-B5 = removal by initial settlement tank + natural wetland 

B5-B6 = removal by final settlement tank 

B2-B6 = total removal for overall wetland system (inlet to outlet) 
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Tables 4.8 and 4.9 summarise the dry weather removal efficiencies for each wetland 

component, as well as the total removal efficiencies for each system. The performances 

of all the components are highly variable, with some apparently substantial increases in 

metal loadings. However, it is important to emphasise that these values are calculated 

from very low loadings and the actual changes in concentrations associated with 

negative removal efficiencies are generally very small. 

Table 4. 8 Mean percentage metal removal efficiencies with SD for each 
component, as well as the whole system, during dry weather at each wetland. 

Zn Cd Pb Cr Ni Cu 

Dagenham wetland 

settlement tank -132±255 -234±543 -747±1705 -36±155 8±49 -79±123 

bed 1 16±88 -24±137 -110±346 35±42 24±33 -10±87 

bed 2 24±45 -27±77 -6±85 -20±84 9±28 10±37 

bed 3 -55±121 -28±116 -56±102 O±54 12±22 -95± 110 

inlet to outlet -31±170 -48±107 -27S±631 34±51 28±66 -125±227 

Brentwood wetland 

natural wetland 63±27 12±87 64±26 43±32 46±34 57±32 

final settlement tank -885±2060 -644±1115 -371±512 -195±366 -6S±68 -1l6±lS0 

inlet-outlet -93±323 -322±612 -12±130 -18±1l1 21±66 24±43 

Table 4. 9 Range of percentage metal removal efficiencies for each component, as 
well as that for the whole system, during dry weather at each wetland. 

Zn Cd Pb Cr Ni Cu 

Dagenham 

s.t. -694 to 48 -1463 to 6 -4603 to -13 -378 to 55 -69 to 73 -345 to 14 

bed 1 -182t085 -349 to 93 -946 to 95 -47 to 84 -27 to 59 -144 to 68 

bed 2 -69 to 68 -193 to 55 -191 to 89 -157 to 75 -21 to 50 -53 to 56 

bed 3 -282 to 40 -273 to 97 -209 to 80 -111 to 59 -15t049 -303 to 49 

inlet to outlet -437 to 78 -266 to 97 -1784 to 72 -44 to 86 -116t085 -681 to 19 

Brentwood 

natural wetland 15 to 97 -207 to 93 31 to 97 -30 to 82 -17 to 97 -15 to 92 

final s.t. -6348 to 2 -3495 to 8 -1429 to 54 -1150t032 -180 to 31 -479 to 81 

inlet-outlet -975 to 90 -1810 to 62 -311 to 94 -317 to 67 -143 to 94 -26 to 99 

Key: s.t. = settlement tank 

89 



Despite the large negative removal efficiencies recorded on occaSIOn none of the , 

increases in loadings and concentrations associated with these negative removal 

efficiencies resulted in values that exceed the water quality directives given in Table 4.4. 

A factor in the negative removal efficiencies and associated large standard deviations is 

the way in which some of the removal efficiencies themselves were determined. In the 

calculation of loadings, metals that were occasionally not detected were assigned the 

working limit of detection (calculated as 3xSD of a procedural blank (see Section 

3.6.2)) as a concentration to enable the use of as much data as possible. Where such a 

value was assigned at the outlet of a system or component a positive removal efficiency 

could be demonstrated for that metal. However, when such a value occurred at the inlet 

to a component or system the resulting removal efficiency indicated a substantial 

increase in mass of the particular metal. This is because the limits of detection were 

such low concentrations that even a small increase resulted in a substantial negative 

removal efficiency because the removal efficiency was calculated relative to a low 

concentration base. The range of removal efficiencies (Table 4.9) also demonstrates that 

each component has resulted in metal removal from the water column at some stage in 

the 2 year monitoring programme, except for Pb removal by the settlement tank at 

Dagenham which at its best resulted in a 13% increase. This highly variable 

performance is associated with the typically low concentrations monitored over the 2 

year period. However, the maximum dry weather concentrations for Zn, Cd and Cr at 

Dagenham and Zn and Cr at Brentwood corresponded to their highest removal 

efficiencies recorded during dry weather. The maximum inlet concentrations for the 

other metals corresponded to net positive removal efficiencies ranging from 19-80%, 

except for the maximum Pb and Cu concentrations at Dagenham which corresponded to 

an overall increase. 

These data were further analysed to examine whether differences between the removal 

efficiencies of each component of each system were significantly different. The 

distribution of the removal efficiencies for each component were first examined using 

the Ryan-Joiner test for normality. Although the Ni removal efficiencies at the 

Dagenham wetland and the Cu removal efficiencies at the Brentwood wetland were 

normally distributed for each component this was not the case for the other metals. It 

was therefore decided that a nonparametric test should be used to examine all of the data 

enabling comparisons between both the individual components for each metal, and 
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between the metals themselves (values in Table 4.10 in brackets give the p values 

calculated using ANOV A for metals that were nonnally distributed). The data were 

examined using the Kruskal-Wallis test, which is a nonparametric alternative to the 

ANOV A, and involves ranking data and then detennining the degree of overlap between 

populations. The null hypothesis states that there is no significant difference between 

the removal efficiencies of each component, and it is rejected at p<0.05. Table 4.10 

shows the p-values for each metal calculated using the Kruskal-Wallis test as outlined 

by Kitchens (1987). 

Table 4. 10 Results of the Kruskal-Wallis test to examine for significant differences 
between the removal efficiencies of each component. 

Dagenham wetland Brentwood wetland 

Zn 0.031 0.000 

Cd 0.454 0.002 

Pb 0.157 0.001 

Cr 0.440 0.000 

Ni 0.807 (0.786) 0.001 

Cu 0.059 0.035 (0.005) 

Where the Kruskal-Wallis test indicated that there was a significant difference between 

the removal efficiencies of each component, Tukey's Honestly Significantly Different 

(HSD) test was carried out to see which components differed from which. The results of 

the Kruskal-Wallis test strongly indicate that the removal efficiencies of each 

component at the Dagenham wetland do not significantly differ from each other, with p

values ranging from 0.059 for eu to 0.807 for Ni. This is probably associated with the 

highly variable performance of each component due to the typically low metal 

concentrations found during dry weather. The exception to this is Zn with a p-value of 

0.031. However, the results of the Tukey's HSD test did not find the removal 

efficiencies of any of the components to be significantly different at the 0.05 

significance level. These different outcomes calculated from the Zn data are thought to 

be due to the fact that, although the removal efficiencies of each component covered a 

wide range, the Kruskal-Wallis test identified that the removal efficiencies of the first 

and second beds were similar to each other and were higher than those of the settlement 
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tank and the final bed. However, these differences were not great enough to support 

rejection of the null hypothesis using Tukey's HSD. 

At the Brentwood wetland there is a significant difference between the components for 

all the parameters. The results of Tukey's HSD indicated significant differences 

between the removal efficiencies of the final settlement tank and those of the natural 

wetland and the total removal efficiencies of the system for Zn, Pb, Cr, and Ni. For Cd, 

the removal efficiencies of the natural wetland component were significantly different 

from those of the final settlement tank and the total removal efficiencies, and for Cu 

there was a significant difference between the removal efficiencies of the natural 

wetland component and the final settlement tank only. To summarise, the results of 

Tukey's HSD indicated that: 

• the performances of the natural wetland component and the whole system were 

significantly better than that of the final settlement tank for Ni, Cr, Pb and Zn. 

• the performance of the natural wetland component alone was significantly better 

than that of both the final settlement tank and the total system for Cd, and 

significantly better than the final settlement tank only for Cu. 

Table 4.2 shows that the natural wetland component (B2-B5) results in a decrease in 

mean concentrations for all the metals. As discussed in Section 4.1, this is thought to be 

associated with a number of factors; 

• the value for the natural wetland component also includes the removal of pollutants 

by the initial settlement tank 

• the size of the natural wetland III companson to the constructed wetland and 

differences in retention time (see Section 4.7). 

However, when the data are converted into loadings this reduction is enhanced due to 

the fact that the flow monitored at the outlet of the natural wetland (B5) tended to be 

less than that measured at either the inlet (B2) or the outlet (B6). The mean flow values 

were for B2, B5 and B6 14±6 lis, 9±5 lis, and 15±11 lis respectively. The difference in 

flow volumes between B2 and B5 is thought to be primarily due to the fact that although 

there was flow leaving the constructed wetland component it was at a velocity which 
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was too low to measure and also due to the fact that the natural wetland could 

retain/detain incoming flow. The fact that flow leaving the constructed wetland was too 

low to measure is also a factor in the apparent poorer performance of the final settlement 

tank. Since the contribution of the constructed wetland to the pollutant loadings entering 

the final settlement tank could not be calculated, removal efficiencies for the final 

settlement tank were based on the loadings entering this component for the natural 

wetland only. However, the outlet value used, B6, is actually the combined outlet of the 

constructed wetland and the natural wetland following passage through the final 

settlement tank. Although flow from the constructed wetland was typically very low, the 

fact that it cannot be included as part of the inlet loadings into the final settlement tank 

is of importance, particularly when removal efficiencies are calculated from such low 

concentrations. 

4.3.2 Metal removal efficiencies during storm events 

As explained previously, it was only possible to collect samples at the inlet and outlet 

locations of each of the wetlands during storm events (Section 4). Table 4.11 shows the 

mean removal efficiencies for the two fully monitored storm events at the Dagenham 

wetland and for the four monitored storm events at the Brentwood site. 

Table 4. 11 Mean percentage metal removal efficiencies (±SD) during storm events 
at the Dagenham and Brentwood wetlands. 

Site Zn Cd Pb Cu Ni Cr 

Dagenham wetland 71±39 72±38 69±19 66±38 34±4 81±21 

Brentwood wetland -20±94 4±51 16±51 8±71 22±62 23±36 

At Dagenham, the removal efficiencies are generally higher and more consistent in 

comparison with those at the Brentwood wetland (Table 4.11). The higher treatment 

ability of the Dagenham wetland could be due to several factors. The Dagenham 

wetland has a greater surface area than that of the Brentwood system, with a surface area 

of 1750m2 in comparison to a minimum area of 360m2
• These treatment areas represent 

0.040/0 and 0.001 % of the respective catchment areas although, as the Dagenham 

wetland is located on a flood plain and the Brentwood wetland in a flood basin, both 
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systems expenence flooding increasing the potential surface area at both sites. Inlet 

metal concentrations and loadings tend to be higher at the Dagenham site during storm 

events (Tables 4.1, 4.2 and 4.5), supporting the results of a study by Mungur et al. 

(1997), which reported increased removal efficiencies with increasing inlet load. 

The variability between the removal efficiencies of the two storm events at Dagenham 

could be associated with the fact that the two events monitored at this site were of very 

different magnitudes. Although the flow monitored at the inlet during the May storm 

event (1/5/96) was almost twice the mean dry weather value (60 lis in comparison to 34 

lis), the inlet flow monitored during the August storm event (25/8/97) was 452 lis (over 

13 times the mean dry weather flow). The two events were also characterised by 

different metal concentration patterns; 

• Zn and Cd concentrations were higher during the May storm event 

• Cr, Ni and Cu concentrations were greater during the August storm event 

• Pb concentrations showed little variation between the two events 

This suggests that each storm event should be examined separately, and that to gain a 

fuller understanding of processes of metal removal it would be necessary to monitor 

further storm events of different magnitudes. 

Changes in flow volumes during storm events also affect removal efficiencies in another 

way particularly at the Dagenham site. As shown in Table 4.3, all metals show a 

decrease in mean concentration between the inlet and the outlet during storm events at 

both sites (except for Cd at Brentwood). However, for both fully monitored storm 

events at Dagenham, flow at the inlet exceeded that at the outlet by 230/0 and 35% 

respectively. This was due to the fact that the Wantz stream is a narrow watercourse 

with high banks until it reaches the wetland system where the stream has been widened 

and the banks graded to a gentle slope. As a result, during increased flow this area 

floods resulting in the differences in flow between the inlet and outlet, which leads to 

increased metal removal efficiencies when calculated from loads in comparison to 

concentrations. Such results also indicate that it may be advisable to include a by-pass 

channel as part of the design of urban runoff treatment wetland systems to cope with 

increases in flow during storm events. 
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As with the dry weather monitoring, another important factor influencing the treatment 

ability of the Dagenham wetland system during storm events has been the delay in the 

establishment and operation of the management and maintenance plan. The most 

significant effects on treatment performance are thought to have arisen from the delay in 

the emptying of the settlement tank and the damage caused to the Phragmites beds by 

horses grazing the plants (see Section 4.1). The management and maintenance plan is 

now in operation, and metal removal efficiencies are expected to improve as these issues 

are dealt with. However, it is strongly recommended that the design of future systems 

includes a management and maintenance system as part of the initial wetland budget to 

ensure that a prompt response can be made to any problems that may arise. 

The mean removal efficiencies gIVen III Table 4.11 for the Brentwood wetland 

summanse the treatment performance of this system for four storm events (on 25 

August 1997, 8 October 1997,28 November 1997 and 26 May 1998). Important factors 

here are the variations between the storm events themselves and also the differences in 

the way in which the storms were monitored. For the first event monitored in August 

1997, it was already raining when sampling commenced. Samples were collected with 

no delay between the inlet and outlet samples, and calculated removal efficiencies 

indicate that only Pb and Cr were removed, with removal efficiencies of 19% and 9% 

respectively. For the second storm event (October, 1997), sampling began just as 

rainfall commenced, and the changes in both the metal loadings and the flows at the 

inlet and outlet to the system during this event are shown in Figs. 4.1 and 4.2. 

The maximum loadings for all the metals were recorded at the inlet 22 minutes into the 

storm event, and the corresponding maximum loadings at the outlet, for most metals, 

occurred after 73 minutes. This suggests that the retention time for this system under 

these conditions was approximately 50 minutes, and, based on this retention time, the 

removal efficiencies are as follows: Zn 55%, Pb 62%, Cu 85%, Ni 77%, Cr 630/0. In 

contrast, an overall increase in Cd of 3% was observed which indicates that Cd may be 

mobilised at a different rate. The data in Figures 4. 1 and 4.2 also clearly show the 

significant effect that the relative time of sampling between inlet and outlet may have 

on metal removal efficiencies, demonstrating the value of monitoring the profile of the 

storm event. 
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Figure 4. 1 Changes in total metal loadings and flow at the inlet during the October 
storm event at the Brentwood wetland 
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Figure 4. 2 Changes in total metal loadings and flow at the outlet during the 
October storm event at the Brentwood wetland 
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final storm event at Brentwood was sampled in May 1998. Although it was raining 

heavily when the sampling of this storm event commenced, it could be seen that water 

levels within the wetland were falling. A total of six samples were collected (three at 

the inlet and three at the outlet) over a period of 65 minutes. Unlike the profile of the 

October storm event, this series of samples did not indicate any clear pattern in the 

timing of the maximum pollutant loadings recorded at the inlet and outlet. The 

maximum loadings of Zn, Pb and Cr were recorded at the inlet in the first sample 

collected (0 minutes into the storm event), whereas maximum loadings of Cd, Ni and 

Cu at the inlet were recorded 50 minutes into the event. The maximum loadings of Zn, 

Pb, Cr, Ni and Cu at the outlet were recorded 20 minutes into the storm event whereas 

the maximum Cd loading was recorded at the outlet 65 minutes into the storm event. 

As the data do not enable the estimation of a possible retention time for this storm, 

removal efficiencies were calculated using the approximate 50 minute retention time 

used for the previous two storm events to enable comparisons to be made between 

events. However, removal efficiencies calculated using this retention time show that 

only Zn was removed (290/0), with Cd, Pb, Cr, Ni and Cu all showing an overall 

mcrease. 

The magnitude of the storm events is considered to influence the removal efficiencies. 

During the first three storm events monitored at Brentwood, inlet flows increased from 

a dry weather mean value of 14 lis to 117 lis, 92 lis and 135 lis respectively. Although 

these are all substantial increases in comparison to the dry weather mean value, they 

are all of an approximately similar magnitude. However, the inlet flows recorded 

during the final May storm event ranged from 211 - 286 lis, which are approximately 

twenty times the dry weather mean value and more than twice the previously recorded 

storm event maximum value. The negative removal efficiencies for most of the metals 

under these conditions suggest that this system is perhaps undersized to cope with an 

event of this magnitude. During the final May storm event, the flows measured at the 

inlet during the collection of the first two samples were markedly less than those 

recorded at the outlet (see Appendix II). This is thought to reflect the fact that the storm 

hydrograph was in a recessional phase during the collection of samples. The greater 

flow volume at the outlet may also indicate that the natural wetland is receiving runoff 

from surrounding agricultural land. Flow measured at the outlet was comparable to that 
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at the inlet during the collection of the third set of samples, and this may be a result of 

the flow volume equalising through the system as the storm event recedes. 

As was observed with the metal concentrations recorded during the storm events at the 

Dagenham wetland, there was no clear pattern in elevation of concentration between 

the metals, with maximum and minimum concentrations being recorded during 

different events. For example, the maximum Pb, Cr and Cu concentrations were 

recorded during the October storm event, the maximum Cd and Ni concentrations were 

recorded during the August storm event, and the maximum Zn concentration was 

recorded during the May storm event. 

The monitoring of the Brentwood site during both dry weather and storm events has 

highlighted problems with the design which are also affecting treatment performance 

and therefore need to be addressed. Firstly, the runoff entering the system directly 

discharges into the initial settlement tank which results in a visible deterioration in 

water quality during storm conditions due to the resuspension of previously settled 

particles. The installation of a stilling structure such as a gabion at the inlet to dissipate 

high flow velocities has been recommended. Secondly, the inlet to the constructed 

wetland component is directly opposite the outlet encouraging hydraulic short

circuiting and therefore reducing the treatment efficiency of this component. The 

effects of this can be most clearly seen following a storm event when the Phragmites 

were bent over in the direct path between the inlet and outlet. It is recommended that 

future systems have several inlet and outlet feed points, or that they are at least off-set 

to avoid this problem. It has been recommended that baffles should be placed within 

the constructed wetland to disperse flow across the entire bed. The absence of these 

design criteria could be an explanation of why this treatment wetland system including 

a subsurface flow component did not, as would be expected, perform better than the 

Dagenham wetland system which consisted of surface flow only. The variations in 

concentration and flow between the four storm events, in combination with the 

highlighted design problems are thought to be the primary factors influencing the 

variable performance of the Brentwood system. 
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4.4 Dissolved oxygen concentrations, temperature and pH recorded at the 
Dagenham and Brentwood wetlands 

Table 4.12 identifies the mean values (±SD) of dissolved oxygen (DO), temperature and 

pH recorded over the two year monitoring programme at each sampling point at each of 

the two wetlands. 

Table 4. 12 Mean values (±SD) of dissolved oxygen, temperature and pH at each 
sampling point during dry weather over the two year monitoring programme at 
the Dagenham and Brentwood wetlands. 

Dissolved oxygen (mg/l) Temperature (0C) pH 

Dagenham 

Dl 6.01±2.02 13.7±4.8 7.4±O.S 

D2 6.20±1.81 14.0±4.7 7.4±O.6 

D3 S.OO±1.98 13.9±4.S 7.4±O.4 

D4 6.48±2.07 13.4±4.6 7.4±O.4 

DS 8.23±2.84 14.1±4.9 7.3±O.3 

Brentwood 

Bl 8.12±2.S1 13.2±S.9 7.4±O.S 

B2 7.99±2.76 13.4±S.4 7.4±O.6 

B3 8.S1±2.90 13.1±S.4 7.S±O.S 

B4 6.34±3.74 12.3±4.3 7.4±O.3 

BS 7.23±2.33 12.9±S.4 7.S±O.3 

B6 7.8S±2.49 12.9±S.4 7.7±O.2 

B7 8.12±2.47 13.3±S.3 7.6±O.S 

DO concentrations show little variation over the period of the monitoring programme, 

with mean DO concentrations showing an overall increase (D1-DS) at the Dagenham 

wetland but an overall decrease at the Brentwood wetland. Mean inlet DO 

concentrations are higher at the Brentwood wetland than at the Dagenham wetland, 

which may be associated with the fact that pollutant concentrations monitored at this 

site are generally lower than those at the Dagenham site (Tables 4.1,4.2 and 4.3). Mean 

temperatures recorded are similar at both sites reflecting that the sampling of both 

wetlands always took place on the same day. The SDs associated with the mean 

temperatures indicate the seasonal temperature variations. pH values also show little 

variation, either between sampling trips, sampling points or the wetlands themselves, 

with all values well within the 6-9 pH range set down in the Directive for the Protection 
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of Coarse Freshwater Fish (Council of European Communities, 1978). These parameters 

were measured during dry weather conditions only. 

4.5 Concentrations of BODs, suspended solids, chlorides, nitrates, phosphates, 
sulphates, trihalomethanes and total and unionised ammonia 

4.5.1 During dry weather conditions 

The mean concentrations (±SD) of BODs, suspended solids, chlorides, nitrates, 

phosphates and sulphates at each sampling point during dry weather over the two year 

monitoring programme are shown in Tables 4.13 (for Dagenham) and Table 4.14 (for 

Brentwood) . 

At Dagenham, mean concentrations of BOD showed little variation between the 

sampling points, although the mean concentrations at D3 were slightly higher. This 

could be associated with the fact that the bed immediately before the D3 sampling site 

had the densest plant growth, with decomposing plant matter contributing to the higher 

BOD values at this site. Mean BOD concentrations at Brentwood also showed little 

variation between the sampling points except at B3 where concentrations were slightly 

higher, possibly due to flow directly discharging into the first settlement tank and 

causing resuspension of organic matter. However, the differences between these 

concentrations are not large, and the SDs show that within the variability of these 

concentrations such a conclusion can only be tentative. 

Table 4. 13 Mean concentrations (±SD) of BODs, suspended solids, chlorides, 
nitrates, phosphates and sulphates at each sampling point during dry weather over 
the two year monitoring programme at the Dagenham wetland. 

BODs suspended solids chlorides nitrates phosphates sulphates 

(mg/I) (mg/I) (mg/I) (mg/I) (mg/I) (mg/I) 

Dl 7.1±4.8 86.6±117.5 95.7±24.1 41.7±28.6 2.0±O.9 90.1±23.7 

D2 7.4±5.1 57.7±54.0 91.9±22.1 43.2±29.5 1.7±O.8 lO1.8±49.5 

D3 9.3±8.8 34.5±24.6 92.5±27.2 29.4±9.5 1.7±O.7 89.4±31.3 

D4 7.5±5.3 40.5±31.2 91.9±37.3 31.0±12.1 1.7±O.8 83.3±29.1 

D5 7.8±5.3 28.1±20.0 94.7±33.3 29±10.6 1.8±O.6 87.5±31.7 
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Table 4. 14 Mean concentrations (±SD) of BODs, suspended solids, chlorides, 
nitrates, phosphates and sulphates at each sampling point during dry weather over 
the two year monitoring programme at the Brentwood wetland. 

BODs (mg/l) suspended solids (mg/I) chlorides (mg/I) nitrates (mg/I) phosphates (mg/I) sulphates (mg!l) 

Bl 8.0±5.5 27.8±25.2 150±80.1 23.2±7.1 0.2* 16-.S±SS.4 

B2 S.5±6.1 54.7±40.2 92.7±25.9 21.3±4.3 0.6* 1444:r53.3 

B3 IO.O±7.2 41.3±22.S 91.9±23.0 21.1±5.2 O.S±O.6 153.5±57.9 

B4 7.5±5.2 26.0±19.6 SO.3±22.1 18.7±5.S 0.1 * ISI.9±66.5 

BS 8.4±6.3 43.2±2S.7 95.9±37.4 30.4±33.6 0.3* 154.7±79.3 

B6 7.8±4.8 37.9±25.7 91.8±30.9 19.6±5A 0.5±OA 148.8±69.1 

B7 7.9±S.9 36.0±28.2 110.6±S7.9 2 1.2± 7.2 0.2* 149.3±73.8 

* - only recorded once 

The mean concentrations of suspended solids showed an overall decrease at both the 

Dagenham (D1-D5) and Brentwood wetlands (B2-B6). Mean concentrations at 

Dagenham were reduced to a value less than the 35mg/l maximum discharge level 

permitted by the Urban Wastewater Treatment Directive (Council of European 

Communities, 1991). However, mean concentrations at the outlet of the Brentwood 

wetland just exceeded this value, despite the fact that the mean inlet concentration at the 

Brentwood wetland (54.7mg/l) was lower than that at the Dagenham wetland 

(86.6mg/I). In addition, the Brentwood wetland has two settlement tanks which should 

enhance suspended solid removal. The difference in total surface area of the two 

systems may be significant (Section 4.3.2) with the Dagenham wetland having almost 

five times the surface area of the Brentwood system. The large SD associated with the 

mean suspended solids concentration at D 1 is mainly due to a single elevated 

concentration of 350mg/1 recorded on 4 April 1997. This pattern of generally low 

concentrations with occasionally elevated values during dry weather was also noted in 

the metal concentration data (Section 4.1.1). However, it is important to note that many 

of the mean concentrations of suspended solids exceed the 35mg/1 maximum discharge 

(Council of European Communities, 1991) at both wetland systems in dry weather. 

Mean concentrations of chlorides at both sites were similar (Tables 4.13 and 4.14) with 

neither site showing any marked increase or decrease between the inlet and the outlet. It 

was noted that the chloride concentrations did not show any marked increase during the 

winter months as would have been expected due to the application of rock salt to roads 

as an anti-icing agent (Halcrow, 1996). Elevated chloride concentrations during winter 
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have been recorded at a wetland receiving highway runoff (Protection of the Water 

Environment Using Balancing Facilities - Second Interim Report on Monitoring 

Results, 1999). The absence of any increase in chloride concentrations at these sites 

suggests that rock salt is not heavily applied within these catchment areas. 

Mean nitrate concentrations showed an overall decrease at both sites (DI-DS and B2-

B6), with a greater decrease being recorded at Dagenham compared to Brentwood. This, 

again, may be associated with the respective sizes of the wetland systems. At the 

Brentwood site, both the mean nitrate concentration and SD at BS were noticeably 

higher than the other recorded values. This was due to a single elevated concentration of 

130.0Smg/l recorded on the 11 September 1997 at this sampling point. The next highest 

concentration recorded at this sampling point was 33.30mg/1. It is interesting to note that 

elevated concentrations of Zn (309.Sllg/I) and Cd (S.Sllg/l) were recorded at the next 

sampling point (B6), and elevated concentrations of total ammonia at B2 (1.167mgN/I), 

B3 (l.868mgN/I), BS (l.868mgN/I) and B6 (3.0mg/l) were also recorded on this same 

sampling visit suggesting that a pollution event was occurring. The inlet flow rate on 

this occasion (6 lis) was the lowest value recorded during the whole two year 

monitoring programme, indicating that there had been no rainfall recently within the 

catchment area and supporting the hypothesis that, even during dry weather, activity 

within the catchment area can mobilise pollutants resulting in elevated concentrations. 

At the Dagenham wetland, mean phosphate concentrations at the inlet (D 1) equalled the 

maximum discharge level permitted according to the Urban Wastewater Treatment 

Directive (91/271/EEC 1998) of 2mg/1. However, the mean concentrations then showed 

a slight decrease through the system, to a mean concentration of 1.8mg/l at the outlet 

(DS). Phosphates are typically associated with the particulate phase (Revitt et al., 1999), 

and this small decrease may therefore be associated with the decrease in the mean 

concentrations of suspended solids previously reported. The main sources of phosphates 

are thought to be washing powders (Tebbut, 1992) from washing machines that are 

wrongly plumbed into the surface water system instead of the sewer system. At the 

Brentwood site, mean phosphate concentrations were lower than those recorded at the 

Dagenham wetland. In fact, at five of the seven sites including the inlet (B2), 

phosphates were only recorded on a single occasion. suggesting that phosphates were 

not of particular concern at this site. 
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Mean sulphate concentrations showed little variation between sampling points at either 

site, although there was a slight increase below the settlement tank at the Dagenham site 

(D2) suggesting that it may be acting as a source rather than a sink for this detenninand. 

Comparison of sulphate concentrations between the two wetlands indicates that 

concentrations at Brentwood tend to be much greater than at Dagenham throughout the 

whole system. Sulphates are naturally occurring, and the differences in concentrations 

between the two sites are thought to reflect differences in local geology between the two 

catchment areas. 

Additional water samples were collected at each of the sampling points at the 

Dagenham wetland commencing in September 1996 (a total of seven sampling visits) 

and were analysed at the Environment Agency's Fobney Laboratory for trihalomethanes 

(THMs) using Gas Chromatography with Electron Capture Detector. This additional 

analysis was perfonned as background water quality analysis carried out by the EA prior 

to construction of the wetland system reported elevated concentrations of THMs at a site 

upstream of the wetland system. The main source of THMs is the chlorination of water 

containing organic matter (Tebbut, 1992). Chlorinated water is used in garages within 

the catchment area for the cleaning of car parts. Values in excess of the total THMs 

standard of 150~g/1 (EU Drinking Water Directive, 98/83/EC) were recorded upstream 

of the wetland prior to the construction of the site; 151~g/1 on the 9 August 1995, 

158~g/l on the 16 January 1995 and 161~g/l on the 20 July 1994. However, none of the 

THM concentrations in any of the samples collected during this study exceeded this 

150~g/1 value (Table 4.15). Although the concentrations did vary at each sampling 

point, mean concentrations decreased from inlet to outlet (DI-D5), indicating that 

wetland systems are capable of decreasing the concentration of THMs. THMs were not 

monitored at the Brentwood site. 
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Table 4. 15 Mean concentration (±SD) of Trihalomethanes Total ammonia and 
Unionised ammonia at each sampling point during dry we~ther over the nv'o year 
monitoring programme at the Dagenham and Brentwood wetland. 

Trihalomethanes Total Ammonia Unionised ammonia 

(/-1g/l) (mgN/l) (/-1gN/I) 

Dagenham 

Dl 47.6±16.9 0.35±0.27 2.86±2.67 

D2 41.5±20.8 0.44±0.45 4.42±6.67 

D3 35.3±18.1 0.34±0.31 2.95±4.94 

D4 36.2±18.7 0.47±0.66 3.52±4.68 

D5 29.9±25.4 0.29±0.23 1.77±1.88 

Brentwood 

Bl 0.21±0.28 1.94±2.28 

B2 0.28±0.33 3.15±4.74 

B3 0.34±0.52 4.46±7.39 

B4 0.28±0.28 2.08±2.62 

B5 0.31±0.52 2.80±4.60 

B6 0.46±0.86 6.66±13.64 

B7 0.24±0.19 4.60±9.28 

Mean dry weather concentrations of total ammonia and unionised ammonia showed an 

overall decrease from the inlet to the outlet at the Dagenham wetland and an overall 

increase from the inlet to the outlet at the Brentwood sites. At both sites, mean 

concentrations demonstrated considerable variability throughout system. As for the dry 

weather metal concentrations, both total and unionised ammonia showed an increase in 

mean concentration from D 1 to D2 in the Dagenham wetland indicating that the 

settlement tank was contributing to the total and unionised ammonia concentrations. 

Both parameters showed a decrease in concentration between the inlet and the outlet of 

the Typha bed, an increase between the inlet and the outlet of the first Phragmites bed, 

and a decrease between the inlet and the outlet of the second Phragmites bed. The 

performance of the different beds is thought to be associated with the different density 

of plants in each bed. The first T)pha bed having the best coverage, followed by the 

second and third beds planted with Phragmites. However, the second bed appeared to 
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result in an overall increase in mean concentrations in comparison to the third bed which 

showed an overall decrease suggesting that there were other factors involved. 

In relation to water quality standards, neither the mean concentrations of total ammonia 

or unionised ammonia exceeded the values set down in the Freshwater Fisheries 

Directive (Table 4.17). However, total ammonia concentrations exceeding these criteria 

were recorded on three occasions at different sites (see Appendix I) again demonstrating 

that elevated concentrations can occur during dry weather, which is a matter of concern. 

At the Brentwood site, mean concentrations of total and unionised ammoma were 

similar to the values reported at Dagenham. However, mean concentrations of both 

parameters showed an overall increase between the inlet and outlet (B2-B6). Both the 

initial and final settlement tanks (B2-B3 and B5-B6) resulted in a mean increase in both 

total ammonia and unionised ammonia. This may also indicate that the settlement tanks 

are oxygen limited, and the ammonia is not being oxidised. This does not appear to 

agree with the dissolved oxygen data which show little difference between the dissolved 

oxygen concentrations before and after the settlement tanks at both sites. However, the 

dissolved oxygen measurements were always taken just below the water surface and 

they may decrease with depth within the tank. The poorer performance of the 

Brentwood system in dry weather in comparison to that of the Dagenham system may 

again be related to the differences in surface area between the two sites. 

4.5.2 During wet weather conditions 

Table 4.16 gives the mean concentrations (±SDs) of BODs, suspended solids, chlorides, 

nitrates, phosphates, sulphates and total ammonia at the inlet and outlet of each wetland 

during three storm events at Dagenham and four storm events at Brentwood. As for the 

metal data, the standard deviations indicate the differences between the individual storm 

events. 

At Dagenham, all the parameters showed a decrease in mean concentration on passing 

through the wetland system except for suspended solids \\'hich showed an o\"erall 

increase. This is thought to be partly associated with the delays invol\'ed in the 
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emptying of the settlement tanle This became completely filled with sediment before it 

was emptied, and was an obvious source of resuspension. Other factors were the 

problems which occurred with the initial establishment of the Phragmites in the second 

and third beds, and the damage to the plants and the disturbance of sediments caused by 

grazing horses. All these issues are now being resolved through the implementation of a 

management and maintenance plan, and it is hoped that further monitoring of the system 

will indicate the benefits of these remedial measures. At the Brentwood site, mean 

concentrations of BODs, suspended solids and chlorides showed a decrease, whereas the 

mean concentrations of nitrates, sulphates and total ammonia all showed an increase. 

However, at both sites the differences between most of the inlet and outlet 

concentrations were small, and there do not appear to be any clear distinctive trends. 

Table 4. 16 Mean concentrations (±SD) of BODs, suspended solids, chlorides, 
nitrates, phosphates and sulphates at the inlet and outlet during storm events at 
the Dagenham and Brentwood wetlands. 

BODs suspended chloride nitrate phosphate sulphate Total 

(mg/I) solids (mg/l) (mg/l) (mg/I) (mg/I) ammoma 

(mgll) (mgN/l) 

Dagenham 

Dl 9.7±6.8 3S.3±47.0 63.9±39.0 23.2±8.9 1.0±0.7 SS.7±2S.8 0.S8±0.23 

DS 8.8±7.1 41.8±38.7 S6.7±28.6 17.1±1.2 0.9±0.6 4S.0±lS.3 0.29±0.21 

Brentwood 

B2 9.3±10.3 100.6±64.8 69.S±77.7 12.3±7.S 0.2* 47.6±22.1 0.17±0.07 

B6 8.3±9.2 96.S±S2.4 47.0±41.0 12.9±8.4 0.2±0.2 S7.2±32.4 0.23±0.12 

* = only recorded once 

Table 4.17 gives the mean concentrations (±SD) of BODs, suspended solids, chlorides, 

nitrates, phosphates, sulphates and total ammonia at the inlet during dry weather and 

storm events at both wetlands, in comparison to values reported by studies in the 

literature and for appropriate water quality standards. It can be seen that, at both sites, 

there was little difference between mean BOD concentrations during dry weather and 

during storm events, and that the concentrations of chlorides, nitrates, phosphates and 

sulphates showed a clear decrease between the different conditions with lower values in 

wet weather conditions. 
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Table 4. 17 Mean concentrations (±SD) of BODs, suspended solids, chlorides, 
nitrates, phosphates, sulphates and total ammonia at the inlet during dry weather 
and storm events at the Dagenham and Brentwood wetlands, in comparison to 
values reported for other studies and water quality criteria. 

BOD 

Suspended solids 

Chlorides 

Nitrates 

Phosphates 

Sulphates 

Total ammonia (as N) 

d.w. = dry weather 

w. w. = wet weather 

Dagenham 

wetland 

(mg/l) 

d.w. W.w. 

7.1 9.7 

86.6 35.3 

95.7 63.9 

41.7 23.2 

2.0 1.0 

90.1 55.7 

0.35 0.58 

a = Urban Wastewater Treatment Directive 

b = Freshwater Fisheries Directive 

c= GromaireMertz et aI., 1999 

d = Ellis and Revitt, 1991 

e = Surface Water Abstraction Directive 

f = Ellis 1993 

Brentwood Other studies Water quality 

wetland (mg/l) standards 

(mg/l) (mg/l) 

d.w. W.w. 

8.5 9.3 9-143c 25a 

54.7 100.6 22-490 c 35 a 

92.7 69.5 159-2174 d 200 e 

21.3 12.3 50 b 

0.6 0.2* 0.02-4.30 f 2a 

144.4 47.6 

0.28 0.17 0.2-4.6 f 0.78 b 

It was expected that BOD concentrations would increase during wet weather due to the 

mobilisation of particles with associated organic matter. However, mean BOD 

concentrations do not show a marked elevation at either site during storm events, 

supporting the view that using design guidelines for sewage treatment wetlands based 

on the removal of BOD may not be appropriate for urban runoff treatment wetlands. The 

mean concentrations of chlorides, nitrates, phosphates and sulphates were lower during 

storm events than during dry weather. This is thought to be associated with the fact that 

these pollutants are not deposited widely within the catchment area, and are typically 

not principal components of urban runoff (except possibly chlorides during winter 

months). Therefore, during rainfall events the concentrations of these parameters 

decrease due to the dilution effects of increased flow, and do not show the same pattern 
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of increase in concentration due to mobilisation of accumulated pollutants that has been 

seen for metals. 

The mean concentrations of suspended solids showed a marked reduction during storm 

events at Dagenham but an approximate doubling during wet weather at the Brentwood 

wetland. As described in Section 4.2, rainfall had begun prior to the commencement of 

sampling for all the storm events at the Dagenham site, and it is possible that early 

elevated concentrations of suspended solids were missed. At the Brentwood site, the 

mean inlet concentration of suspended solids increased during storm events as expected 

due to the mobilisation of particles accumulated on impervious surfaces during the 

antecedent dry period. 

In comparison to values for urban runoff reported in other studies, the concentrations of 

BODs, chlorides and total ammonia recorded at both sites tend to be lower or at the 

lower end of the reported range suggesting that these pollutants are not of primary 

importance as components of the pollutant load within either catchment area. In 

contrast, the mean concentrations of phosphates and suspended solids are both well 

within the range of values recorded by other authors. The mean concentrations of 

suspended solids exceeded water quality standards during both dry weather and storm 

events which is of great concern. The concentrations of THMs and unionised ammonia 

were not determined during storm events at either site. 

4.6 Loadings of BODs, suspended solids, chlorides, nitrates, phosphates, sulphates, 
trihalomethanes and total and unionised ammonia 

Although the changes in concentrations within each wetland system, and between dry 

and wet weather conditions highlight some interesting trends, the data also need to be 

examined in terms of pollutant loadings as these refer to changes in the actual masses of 

the pollutants. Loadings were calculated as described in Section 4.1, and mean inlet 

loadings (±SD) during dry and wet weather of BODs, suspended solids, chlorides, 

nitrates, phosphates, sulphates, total ammonia, unionised ammonia and trihalomethanes 

for both wetlands are given in Table 4.18. 
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Table 4. 18 Mean loadings (±SD) of BODs, suspended solids, chlorides, nitrates, 
phosphates, sulphates, total ammonia, unionised ammonia and trihalomethanes at 
the inlet during dry weather and storm events at the Dagenham and Brentwood 
wetlands. 

Dagenham wetland Brentwood wetland 

d.w. W.w. d.w. W.w. 

(g/s) (g/s) (g/s) (g/s) 

BOD 0.23±0.15 1.70±0.92 0.11±0.09 2.04±3.l7 

Suspended solids 3.62±4.9 2.97±3.86 0.95±1.l9 l8.63±19.l9 

Chlorides 3.50±0.85 7.25±2.33 1.22±0.12 9.66±10.33 

Nitrates 1.64±1.10 4.56±3.64 0.28±0.12 1.77±0.96 

Phosphates 0.08±0.02 0.08±0.00 

Sulphates 3.30±0.88 7.95±5.27 1.99±1.11 6.91±3.33 

Trihalomethanes 1.58±0.7l 

Total ammonia (as N) 0.01±0.01 0.09±0.08 3.60±3.98* 26.00±13.00* 

Unionised ammonia 0.12±0.10* 

* = mg/s 

d. w. = dry weather 

w.w. = storm event 

As for the metals data, all of the parameters, except for suspended solids at the 

Dagenham wetland, showed a noticeable increase in loadings during storm events in 

comparison to the dry weather values. However, the increase in loadings of these 

parameters is primarily due to the increased flow associated with storm events (see 

Appendix II) as mean concentrations tended to remain approximately the same or show 

a decrease between dry weather conditions and storm events (Table 4.17). This is in 

contrast to the metal data where increased loadings tended to be associated with both 

increases in concentration and flow. The exceptional case of the suspended solids 

loadings at Dagenham, which showed a decrease in mean loadings during storm events 

despite the increased flow, supports the proposition that the initial elevated suspended 

solids loadings were missed as sampling commenced after the start of the rainfall 

events. Loadings increase by factors of between 2 and 20 although mean loadings of 

phosphates at Dagenham remained approximately equal. The elevation of storm event 

loadings was greater for metals with enhancement factors of between 8 and 118. This is 

thought to demonstrate the fact that the input of parameters such as nitrates and 
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phosphates into the wetland systems was of a more continuous nature, whereas the input 

of metals was more intennittent as their mobilisation and transportation into 

watercourses depended primarily on rainfall within the catchment areas. 

Dry weather loadings for all the parameters were higher at Dagenham than at 

Brentwood, whereas stonn event loadings for BOD, suspended solids and chlorides 

were greater at Brentwood than Dagenham. The higher loadings of BOD at Dagenham 

may be due to organic matter associated with the higher loadings of suspended solids. 

Loadings of nitrates, sulphates and total ammonia were higher at Dagenham than 

Brentwood. This was partiCUlarly true for nitrates and total ammonia reflecting the 

higher concentrations of these parameters at Dagenham, with the higher ammonia 

loadings suggesting that there could be a higher frequency of 'wrong connections' in 

this catchment area than within the Brentwood catchment. 

4.6.1 Statistical analysis of BODs, suspended solids, chlorides, nitrates, phosphates, 
sulphates and total ammonia loadings during dry weather and wet weather conditions 

Following the approach used for the metals data, it was decided to analyse this data 

further to examine whether differences between the loadings ofBOD5, suspended solids, 

chlorides, nitrates, phosphates, sulphates and total ammonia during dry weather and 

stonn events were significantly different. Two different statistical procedures, involving 

the use of t-tests and comparison of mean dry weather data to each individual stonn 

event were applied. Both these approaches have been explained in Section 4.2.1. 

Table 4.19 summarises the distributions of BOD5, suspended solids, chlorides, nitrates, 

phosphates, sulphates and total ammonia during dry weather, and identifies the 

transfonnations carried out where necessary. 

Table 4.20 describes the results of t-tests carried out to examine whether there was a 

significant difference between inlet loadings during dry weather and stonn events, in 

contrast to comparing dry weather loadings for each storm event individually. The 

values in brackets in Table 4.20 denote which of the stonn events were not significantly 

different from the dry weather values, where 1 = the first storm monitored at the site. 2 

= the second storm event monitored etc. It is interesting to note that this varies for 
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different parameters, which is thought to be associated with factors such as the length of 

the antecedent dry period, activity within the catchment area and, as demonstrated by 

Figs 4.1 and 4.2, the relative times of sampling at the inlet and outlet within each storm 

event. 

Table 4. 19 Distribution of BODs, suspended solids, chlorides, nitrates, phosphates, 
sulphates and total ammonia, and transformations carried out. 

Dagenham wetland Brentwood wetland 

raw data transformation raw data transformation 

BOD normal not normal log10 

Suspended solids not normal log10 not normal log10 

Chloride normal not normal log10 

Nitrates normal normal 

Phosphates normal not enough samples 

Sulphates normal normal 

Total ammonia (N) normal not normal square root* 

* = values <1 resulted in -ve log values, and therefore a square root transformation was used. 

Table 4. 20 Results of t-tests and 2SD + mean to examine for significant differences 
between inlet loadings during dry weather and storm events. 

Dagenham wetland Brentwood wetland 

t-test 2SD + mean t-test 2SD + mean 

BOD p>O.05 yes p<O.05 20f4(land3) 

Suspended solids p>O.05 no p<O.05 3 of4 (1) 

Chloride p>O.05 yes p<O.05 3 of 4 (2) 

Nitrates p>O.05 1 of2(1) p<O.05 3 of 4 (2) 

Phosphates p>O.05 no not enough samples 

Sulphates p>O.05 lof2(1) p<O.05 2 of 4 (1 and 2) 

Total ammonia p>O.05 yes p<O.05 3 of 4 (2) 

At the Dagenham wetland, the results of the t-test indicate that there are no significant 

differences between the inlet loadings during dry weather and storm events for all of the 

parameters (Table 4.20). However, comparison of the mean dry weather loads to those 

of each storm event individually suggests that there is a significant difference for BOD, 

chlorides and total ammonia, and between dry weather loads and the second storm event 

for nitrates and sulphates. This could be due to the fact that the t-test is based on 
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comparing mean values and due to a combination of the high variability within both the 

dry weather and the storm event data sets and the small sample sizes. 

Results of the t-tests at the Brentwood site suggest that there is a significant difference 

between the dry weather and storm event loadings for all of the parameters, except for 

phosphates. Phosphates were only detected twice at the inlet during the whole 

monitoring programme; during dry weather (1 July 1996) and during the 25 August 

1997 storm event. The mean concentrations tended to remain approximately similar or 

show decreases during storm events at both sites, and therefore the significant 

differences at this site are thought to be primarily associated with increased flow during 

storm events. At Brentwood, the inlet flow increased from the mean dry weather value 

of 14± 7 lis by factors of 8, 7, 10 and 21 for each of the four storm events respectively. 

At Dagenham, although the inlet flow increased compared to the mean dry weather flow 

(34±5 lis) by a factor of 13 during the second storm event, the inlet flow during the first 

storm event was only twice the mean dry weather flow. This is an explanation of the 

higher mean inlet loads at this site for some of the parameters (Table 4.18). This 

explanation is also supported by the other statistical approach which suggests that four 

of the six parameters are not significantly different for the second storm event which 

had the lowest inlet flow of the four storm events (9211s), whereas all of the parameters 

are significantly different for the 4th storm event which had the highest inlet flow of the 

four events (28211s). This is in contrast to the metals data which indicated that there was 

a significant difference between loadings during dry weather and storm events for all of 

the metals irrespective of the flow, except for Cr and Ni at the Dagenham wetland. 

4.6.2 Removal efficiencies of BOD5, suspended solids, chlorides, nitrates, 
phosphates, sulphates, trihalomethanes and total and unionised ammonia during dry 
weather 

Dry weather removal efficiencies based on loadings were calculated for each of the 

components of the Dagenham wetland, and for 3 of the components of the Brentwood 

wetland (flow was not monitored at each sampling point at this site). The components 

for which the removal efficiencies were calculated are as follows:-
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Dagenham wetland 

D 1-D2 = removal by settlement tank 

D2-D3 = removal by bed 1 (planted with Typha latifalia) 

D3-D4 = removal by bed 2 (planted with Phragmites australis) 

D4-D5 = removal by bed 3 (planted with Phragmites australis) 

D1-D5 = total removal for overall wetland system (inlet to outlet) 

Brentwood wetland 

B2-B5 = removal by initial settlement tank + natural wetland 

B5-B6 = removal by final settlement tank 

B2-B6 = total removal for overall wetland system (inlet to outlet) 

I 

Tables 4.21 and 4.22 summarise the dry weather removal efficiencies for each of these 

components, as well as the total removal efficiencies for each system. As for the dry 

weather metal removal efficiencies, the removal efficiencies of BODs, suspended solids, 

chlorides, nitrates, phosphates, sulphates and total ammonia at both sites are highly 

variable, which is again considered to be related to the generally low recorded 

concentrations (Tables 4.13 and 4.14). Although many of the mean values for each 

component are negative at the Dagenham wetland, the mean removal efficiencies for the 

whole system for all of the parameters are positive, except for chloride which shows a 

small increase. At the Brentwood wetland it appears that the natural wetland shows-the 

best performance, reporting the highest removal efficiencies for all of the parameters. 

The value for the 'natural wetland component' also includes the performance of the 

initial settlement tank, and removal efficiencies calculated from loadings are enhanced 

by the fact that the flow leaving the natural wetland is generally lower than that at the 

inlet. This generally low flow value at the outlet of the natural wetland also affects the 

removal efficiencies of the final settlement tank, where differences in low 

concentrations are magnified by any variation in flow volume between the inlet and the 

outlet of the final settlement tank. In addition, as the flow from the constructed wetland 

was too low to be measured, loadings from this component could not be included in the 

inlet value used for the calculation of removal efficiencies of the final settlement tank. 

However the outlet value used in the calculation of removal efficiencies for the final , 

settlement tank does include loadings from the constructed wetland component as B6 is 
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the combined outlet for both the natural wetland and constructed wetland components. 

Although flow was always very low during dry weather, the fact that the contribution 

from the constructed wetland to pollutant loadings entering the final settlement tank is 

not included in the inlet value for the calculation of removal efficiencies but is included 

as part the outlet value may further explain the apparent poor perfonnance of the final 

settlement tank. 

Table 4.21 Mean percentage removal efficiencies and SD for BODs, suspended 
solids, total and un ionised ammonia and trihalomethanes for each component, as 
well as the whole system, during dry weather. 

BOD Suspended Total Unionised Trihalomethanes 

solids ammoma ammoma 

Dagenham wetland 

settlement tank 8±42 -36±62 -17±53 -36±151 22±17 

bed 1 -40±108 3±62 -52±123 -277±687 -4±20 

bed2 -35±166 -44±113 -129±477 -109±374 -8±37 

bed 3 -12±79 -88±256 8±41 -17±131 17±39 

inlet to outlet 23±48 35±45.3 20±45 6±74 32±37 

Brentwood wetland 

natural wetland 33±33 40±39 39±29 -48±213 

final settlement tank -87±81 -30±79 -211±381 -399±454 

inlet to outlet -17±85 18±35 -50±167 -449±1063 

Table 4. 22 Mean percentage removal efficiencies and SD for chlorides, nitrates, 
phosphates and sulphates for each component, as well as that for the whole system, 
during dry weather. 

Dagenham wetland 

settlement tank 

bed 1 

bed 2 

bed 3 

inlet to outlet 

Brentwood wetland 

natural wetland 

final settlement tank 

inlet to outlet 

Chloride 

4±10 

-17±23 

9±20 

-10±23 

-4±13 

37±22 

-73±44 

-2±41 

Nitrate 

-26±56 

2±48 

-3±42 

-3±34 

11±46 

27±30 

-51±52 

3±45 

Phosphate 

19±31 

-23±45 

12±19 

-8±28 

12±26 

Sulphate 

-17±65 

-12±52 

11±23 

-10±19 

1±23 

36±25 

-75±42 

-4±43 
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In comparison to the mean total removal efficiencies at the Dagenham site, only two of 

the seven parameters for which removal efficiencies could be calculated show a positive 

value at the Brentwood site. This is thought to be associated with both the generally 

lower concentrations and loadings recorded at the Brentwood wetland, which increases 

the variability within the data sets, and also with previously mentioned factors such as 

differences in the design and total surface area of the respective systems (Section 4.3.2). 

Tables 4.23 and 4.24 show the ranges of removal efficiencies reported for each 

component, as well as the range of removal efficiencies for the whole system, over the 

two year monitoring programme. It can be seen that all of the components have resulted 

in the removal of each parameter except for the final settlement tank which at its best 

did not alter BOD and sulphate loadings (0% removal efficiency) and resulted in a slight 

increase in unionised ammonia (-2%). 

Table 4. 23 Range of percentage removal efficiencies for BODs, suspended solids, 
total and unionised ammonia and trihalomethanes for each component, as well as 
the whole system, during dry weather. 

BOD Suspended Total Unionised Trihalomethanes 

solids ammoma ammoma 

Dagenham wetland 

settlement tank -60 to 55 -102 to 63 -133 to 15 -375 to 57 2 to 39 

bed 1 -271 to 80 -101 to 83 -322 to 84 -2077 to 87 -32 to 22 

bed 2 -472 to 83 -247 to 94 -1483 to 72 -1161 to 68 -72 to 22 

bed 3 -173 to 87 -652 to 84 -55 to 73 -353 to 95 -38 to 75 

inlet to outlet -44 to 82 -16 to 96 -62 to 69 -130 to 93 -19 to 73 

Brentwood wetland 

natural wetland -28 to 79 -30 to 80 -19 to 83 -582 to 91 

final settlement tank -240 to 0 -168 to 67 -1265 to 17 -1296 to-2 

inlet-outlet -217 to 60 -24 to 83 -529 to 54 -3595 to 49 
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Table 4. 24 Range of percentage removal efficiencies for chlorides, nitrates, 
phosphates and sulphates for each component, as well as that for the whole system, 
during dry weather. 

Chloride Nitrate Phosphate Sulphate 

Dagenham wetland 

settlement tank -11 to 20 -125 to 22 -29 to 51 -157 to 50 

bed 1 -59 to 28 -69 to 70 -93 to 36 -127 to 62 

bed 2 -34 to 35 -79 to 42 -20 to 41 -36 to 52 

bed 3 -46 to 25 -52 to 47 -79 to 19 -43 to 24 

inlet to outlet -21 to 19 -44 to 75 -16t048 -38 to 45 

Brentwood wetland 

natural wetland -14 to 66 -35 to 61 -26 to 65 

[mal settlement tank -154 to 2 -132 to 66 -155 to 0 

inlet-outlet -64 to 56 -73 to 63 -89 to 54 

The data in Tables 4.21 and 4.22 were analysed further to detennine whether differences 

between the removal efficiencies of each component were significant. The distribution 

of the removal efficiencies of each component was initially examined using the Ryan

Joiner test for nonnality. The removal efficiencies of chlorides, nitrates and THMs at 

the Dagenham wetland, and the removal efficiencies of suspended solids, chlorides and 

nitrates at the Brentwood wetland were nonnally distributed. However, as the 

distribution of the other parameters was not nonnally distributed it was decided to use a 

nonparametric test (Kruskal-Wallis test) so that all the data could be analysed in the 

same way, and thus enable comparisons between all of the parameters. ANOVA was 

also carried out on the nonnally distributed parameters (values in Table 4. 25 in 

brackets) and it can be seen that although these values do differ from the results of the 

nonparametric test, the significance of the result is not altered. As can be seen from the 

p-values reported in Table 4.25, there is only sufficient evidence to reject the null 

hypothesis of no significant difference between the removal efficiencies of each 

component for chlorides at the Dagenham wetland, whereas there is strong evidence of a 

significant difference for all of the parameters at the Brentwood wetland, except for 

suspended solids. 
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Table 4. 25 Results of Kruskal-Wallis test for significant differences between the 
removal efficiencies of each component. 

BOD 

Suspended solids 

Chloride 

Nitrates 

Phosphates 

Sulphates 

Total ammonia 

Unionised ammonia 

Trihalomethanes 

Dagenham wetland 

0.713 

0.700 

0.017 (0.034) 

0.738 (0.616) 

0.096 

0.181 

0.418 

0.649 

0.334 (0.303) 

Brentwood wetland 

0.000 

0.079 (0.087) 

0.000 (0.000) 

0.004 (0.000) 

0.000 

0.000 

0.008 

Where the Kruskal-Wallis test indicated that there was a significant difference between 

the removal efficiencies of each component, Tukey's HSD test was carried out to see 

which component differed from which. The results indicated that at the Brentwood 

wetland the removal efficiencies of the natural wetland component and of the total 

system for BOD, total ammonia and nitrates were significantly different from those of 

the final settlement tank. Secondly, that the removal efficiencies of the natural wetland 

significantly differed from the final settlement tank for unionised ammonia, and that the 

removal efficiencies of all the components were significantly different from each other 

for chlorides and sulphates. To summarise, the results of the Tukey's HSD indicated 

that at Brentwood: 

• the natural wetland component showed the highest removal efficiencies 

• the final settlement tank showed the lowest removal efficiencies 

Again, as mean concentrations showed little variation between the components, 

differences in flow are thought to be an important factor in these results. 

At the Dagenham wetland, Tukey's HSD indicated that there was a significant 

difference in the removal of chloride between the first bed (planted with r.~pha) and the 
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second bed (planted with Phragmites). It is surprising that removal efficiencies appear 

to significantly differ between components for only one of the parameters, but this 

apparent difference may be due to the denser plant cover in the first bed in comparison 

to that in the second and third beds. 

4.6.3 Removal efficiencies of BODs, suspended solids, chlorides, nitrates, 
phosphates, sulphates and total ammonia during storm events 

During storm events, samples were collected from the inlet and outlet only. Table 4.26 

shows the mean removal efficiencies for the two fully monitored storm events at the 

Dagenham wetland and for the four storm events at the Brentwood site. 

Table 4. 26 Mean percentage removal efficiencies of BODs, suspended solids, 
chlorides, nitrates, phosphates, sulphates and total ammonia during storm events 
at the Dagenham and Brentwood wetlands. 

BOD Suspended Chlorides Nitrates Phosphates Sulphates Total 

solids ammoma 

Dagenham 24±4 -99±98 32±21 44±19 -9± 30±6 38±58 

Brentwood 15±33 -4±38 11±37 -17±33 48* -22±16 -59±96 

* = one storm event only 

At the Dagenham wetland, the mean removal efficiencies of BOD were similar during 

both dry weather and storm events which could be associated with the fact that, despite 

the differences in flow between dry weather and storm events, mean BOD 

concentrations were similar (Table 4.13). Although suspended solids appeared to show a 

substantial increase at this site, the outlet concentrations recorded during both fully 

monitored storm events did not exceed the water quality standard of 3Smg/1. However, 

loadings did show an increase and this is thought to be associated with delays in the 

implementation of the maintenance and management plan (Section 4.1). The mean 

removal efficiencies of total ammonia, chlorides and nitrates have increased in 

comparison to the dry weather values which is thought to be associated with the higher 

loadings during storm events, whereas the mean removal efficiencies of phosphates 

decreased during stonn events which may be related to the net negative removal of 

suspended solids. 
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The mean removal efficiencies at the Brentwood site were lower than those at the 

Dagenham site, with only the removal of BOD and chloride showing a positive removal. 

Again, as with the metal removal efficiencies the standard deviations indicate the 

variability of the removal efficiencies between the individual storm events which are 

associated with the factors previously discussed in Section 4.3.2. 

At the Brentwood wetland, the highest removal efficiencies for BOD5 (48%», suspended 

solids (260/0), chlorides (37%) and nitrates (28%) were recorded during the first storm 

event (25 August 1998), when samples at the inlet and outlet were collected with no 

time delay. The calculated removal efficiency for phosphate during this storm event was 

48%, but this was the only storm event where phosphate removal efficiency could be 

calculated. This is in contrast to the removal efficiencies calculated for the metals data 

during this storm event which indicated that only Pb and Cr showed a positive removal. 

For the next three storm events removal efficiencies were calculated based on a possible 

retention time of 50 minutes which was based on the results of the metals analysis from 

the 8 October 1997 storm event. However, analysis of the data for BOD, suspended 

solids, chlorides, nitrates, phosphates, sulphates and total ammonia did not reveal a 

similar trend of maximum loadings at the inlet followed by maximum loadings at the 

outlet approximately 50 minutes later. This can be seen from Table 4.27, which gives 

the time in minutes into the storm events that the maximum loadings of BOD, 

suspended solids, chlorides, nitrates, sulphates and total ammonia occurred at the inlet 

and outlet to the wetland system. However, although these parameters do not appear to 

behave in a similar way to the metals, it is interesting to note that during both storm 

events the maximum loadings at the inlet and outlet of the wetland occurred at similar 

times to each other for BOD and suspended solids, and also at similar times to each 

other for chlorides, nitrates and sulphates suggesting that these pollutants may be 

behaving in similar ways with respect to each other (Table 4.27). Suspended solids rich 

in organic matter could explain the correlation between maximum BOD and suspended 

solids loadings, whereas chlorides, nitrates and sulphates are known to be highly mobile 

which may explain their similar behaviour patterns. The differences in the patterns of 

loadings between the various parameters could be attributed to factors such as 

differences in their mobilisation rates, and differences in the behaviour of pollutants in 

the wetland system, resulting in different retention times for individual pollutants or 
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pollutant groups. The fact that the maXImum loadings of chlorides, nitrates and 

sulphates at the outlet during the 26 May 1998 storm event occur before the maximum 

loading at the inlet is thought to be associated with the fact that the storm event was 

receding when sampling commenced. 

Table 4. 27 Time into storm event of maximum loadings at the inlet and outlet. 

8110/97 26/5/98 

maXImum maXImum maXImum maXImum - -

load at inlet load at outlet load at inlet load at outlet 

BOD 71 minutes 107 minutes o minutes 20 minutes 

Suspended solids 39 minutes 107 minutes o minutes 20 minutes 

Chlorides 22 minutes 28 minutes 50 minutes 45 minutes 

Nitrates 22 minutes 28 minutes 50 minutes 45 minutes 

Sulphates 22 minutes 28 minutes 50 minutes 45 minutes 

Total ammonia 97 minutes 73 minutes o minutes 45 minutes 

These results clearly demonstrate the value of monitoring the profile of storm events in 

an attempt to understand the complex behaviour of pollutants within different storms. 

The use of automatic sampling equipment is strongly recommended to enable the 

performance of both these treatment wetlands, and future systems, to be fully evaluated 

during stonn events of different magnitudes. 

4.7 Retention times of the Dagenham and Brentwood wetland systems in different 
seasons 

To determine the retention times of both systems, each wetland was dosed with 

Rhodamine WT dye (for methods see Section 3.4). Dosing was carried out twice at 

each site during dry weather conditions and the results are given in Table 4.28. 

The results show that during dry weather conditions the retention time of both wetland 

systems during summer and winter was shorter than expected, with values noticeably 

lower than the 3-5 hour retention time recommended by Revitt et aI., (1999) (see 

Section 2.3.2.1). At the Dagenham wetland, the low retention time was thought to be 
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associated with both the damage caused by graZIng horses and the establishment 

problems of the Phragmites. The low retention time at the Brentwood site is thought to 

be mainly due to the smaller size of the system. 

Table 4. 28 Retention times of the Dagenham and Brentwood wetlands during dry 
weather conditions in summer and winter (minutes). 

Dagenham wetland 

Brentwood wetland 

constructed wetland component 

natural wetland component 

ND = not defined as no flow through system 

Summer 

120 

ND 

125 

Winter 

76 

62 

120 

At the Dagenham wetland the retention time is considerably greater during summer 

(120 minutes) than during winter (76 minutes) which is thought to be associated with 

the greater plant density during summer months. At the Brentwood site there is a little 

difference between the summer and winter retention times of the natural wetland 

component. This could be due to the fact that, during low flow conditions, flow 

through the natural wetland tended to be restricted to a narrow channel which was 

densely colonised by Typha latifolia. In winter, although the Typha died back, the 

channel remained full of senesced plants which also acted to retard flow hence the 

similar summer and winter retention times for this component. The retention time of 

the constructed wetland component was approximately half that of the natural wetland 

component during winter, which is thought to be primarily due to hydraulic short

circuiting resulting from the location of the outlet being directly opposite the inlet to 

the bed. 

4.8 Sediment metal analysis 

Sediment samples were collected at bimonthly intervals at the following sampling 

points within and adjacent to the Dagenham and Brentwood wetlands: 
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Dagenham wetland 

D 1 = upstream site 

D2 = settlement tank 

D3 = end of the first bed (planted with Typha) 

D4 = end of the second bed (planted with Phragmites) 

D5 = end of the third bed (planted with Phragmites) 

Brentwood wetland 

B 1 = upstream site 

B3 = first settlement tank 

B4 = final settlement tank 

B7 = downstream site 

The results of the sediment metal analyses indicate that concentrations vary both 

between sites and between sampling points within each wetland system. Tables 4.29 and 

4.30 give the mean concentrations of metals (±SD) recorded for each sampling point at 

each wetland. It can be seen that concentrations tend to be higher at Dagenham than 

Brentwood, reflecting the generally higher pollutant loadings at this site. At the 

Dagenham wetland, mean concentrations tend to decrease in magnitude in the order 

Zn>Pb>Ni>Cu>Cr>Cd, whereas aqueous metal concentrations during both dry weather 

and storm events showed a decrease in magnitude in the order Zn>Ni>Cu>Pb>Cr>Cd 

(Tables 4.1 and 4.3). The fact that Pb is accumulated in higher concentrations in the 

sediment when it tends to be present in lower aqueous concentrations than Ni and Cu is 

attributed to its strong association with the particulate phase (Morrison et ai., 1984). 

Similar trends were also noted at the Brentwood wetland where at Bland B7 mean 

concentrations in the sediment decreased in the same order of magnitude (Table 30). At 

B3 and B4 the order of decrease in sediment metal concentration was 

Zn>Pb>Cu>Ni>Cr>Cd which is thought to reflect the fact that the mean Cu 

concentration is greater than the mean Ni concentration in flow entering the system 

(Table 4.2). Again, the mean sediment concentrations of Pb at all the sampling points 

are greater than the mean Cu and Ni sediment concentrations. However, another factor 

at this site is that during storm events mean aqueous metal concentrations decreased in 

the order of Zn>Pb>Cu>Ni>Cr>Cd (Table 4.3). This elevation in aqueous Pb 

122 



concentrations III relation to Ni and eu is responsible for the higher Pb sediment 

concentrations, and also helps to explain the maximum Pb sediment concentrations 

recorded at this site when for the other parameters the highest aqueous and sediment 

concentrations are generally recorded at the Dagenham wetland. 

Table 4. 29 Mean sediment metal concentrations (±SD) at each sampling point for 
the Dagenham wetland (p.tg/g). 

Cr Zn Cd Pb Ni Cu 

Dl 31.1±11.3 239.3±146.0 5.7±1.7 132.5±46.5 60.7±28.2 58.5±18.7 

D2 67.5±42.3 451.9±308.0 7.4±2.8 226.2±94.3 97.8±52.2 107.5±43.3 

D3 29.4±14.6 141.1±95.4 5.4±1.2 78.8±38.5 52.6±27.8 45.8±20.1 

D4 38.1±15.0 218.9±124.0 6.5±1.5 106.8±16.3 82.0±28.1 56.0±11.3 

D5 26.4±15.9 271.9±311.9 4.3±2.3 106.5±80.4 70.9±41.8 51.4±48.3 

Table 4. 30 Mean sediment metal concentrations (±SD) at each sampling point for 
the Brentwood wetland (p.tg/g). 

Cr Zn Cd Pb Ni Cu 

Bl 9.1±2.7 131.0±84.9 4.4±0.8 62.2±12.4 58.7±36.1 38.2±9.1 

B3 20.5±11.8 292.0±209.7 5.6±1.2 218.4±84.5 47.9±40.3 71.1±22.5 

B4 21.0±8.3 320.1±213.4 6.4±1.6 215.9±48.9 51.5±35.0 65.0±24.3 

B7 17.5±9.9 201.1±139.2 5.3±1.6 147.6±94.9 88.7±89.1 43.6±21.9 

In comparison to values identified for low, moderately high and high levels of sediment 

metal contamination (Table 4.31), mean metal sediment concentrations are comparable 

to those associated with moderately high and highly contaminated sediment, reflecting 

the input of urban runoff into both systems. 

Table 4. 31 Values given for low, moderate/high and high levels of sediment metal 
contamination (p.tg/g) (Swedish Environment Protection Agency, 1991). 

Low levels 

Cd 0.2-0.7 

Pb 5-30 

Cu 10-25 

Cr 10-25 

Ni 10-30 

Zn 70-175 

Moderatelhigh levels 

0.7-2.0 

30-100 

25-50 

25-75 

30-75 

175-300 

High levels 

2-5 

100-400 

50-150 

75-300 

75-300 

300-1000 

1'1" 
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Although the mean sediment concentrations of Zn and Cr recorded at the upstream site 

(B 1) are within the range of values reported for low levels of sediment metal 

contamination, mean concentrations of Pb, Ni and Cu fall into the 'moderatelylhigh' 

contaminated category, and mean concentrations of Cd are in the 'high' category. This 

suggests that the River Ingreboume may also receive urban runoff inputs upstream of 

the wetland system. 

Figure 4.3 shows the mean concentrations for each metal in the different components of 

the Dagenham wetland. The highest values for all metals can be seen to be associated 

with the settlement tank (D2). This indicates that, although there have been problems 

with resuspension, the settlement tank is still effectively removing metals from the 

water column. 

At the Brentwood wetland, maximum mean concentrations of Pb and Cu were recorded 

in the initial settlement tank, with the maximum concentrations of Cr, Zn and Cd being 

recorded in the final settlement tank. This again suggests that both settlement tanks are 

capable of removing suspended solids and associated pollutants from the water column 

and retaining them in the sediment (Fig. 4.4). The mean maximum concentration of Ni 

was recorded at the downstream site (B7), suggesting that Ni is being transported 

through the system and accumulating in downstream sediment. However, the mean 

concentration of Ni in the sediment at the upstream site was also higher than the mean 

sediment concentrations within the system. This suggests that Ni may be entering the 

receiving stream from an unknown source, which is responsible for the elevated levels 

at B 7, rather than preferential Ni transport through the system. This is also supported by 

the fact that the maximum mean concentration of Ni during dry weather was recorded at 

the upstream site (B 1), rather than in flow entering the system via the surface water 

outlet (B2). 
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Figure 4. 4 Mean concentrations of metals in the sediment at each sampling poin t 

at the Brentwood wetland. 
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4.8.1 Statistical analysis o/sediment metal concentrations at the Dagenham and 
Brentwood wetlands 

To examine whether any of the differences between total metal concentrations at each 

sampling point were significant, it was decided to analyse the data further. As with the 

water pollution data, the first step was to examine the distribution of the data sets at 

each sample point using the Ryan-Joiner test for normality. Table 4.32 lists the 

distribution of the raw data sets and the transformations carried out. 

Table 4. 32 Results of the Ryan-Joiner test on sediment metal concentrations at 
each site, and transformations carried out 

Dagenham wetland Brentwood wetland 

raw data transformation raw data transformation 

Cr not normal not transformable not normal log10 

Zn not normal square root normal 

Cd not normal not transformable normal 

Pb normal not normal square root 

Ni not normal square root not normal log10 

Cu not normal square root not normal log10 

It was not possible to transform the Cr and Cd data sets at the Dagenham wetland to a 

normal distribution (possibly due to the small size of the data sets), and therefore for 

these two groups a nonparametric test was used. The normally distributed data were 

analysed using ANOV As. The ANOV A is a parametric test based on means which 

determine whether a number of populations are significantly different given the 

variation within those populations. The results of the ANOV As for each metal at each 

site are given in Table 4.33. 
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Table 4. 33 Results of ANOV As to test for significant differences between sediment 
metal concentrations at each sampling site at both the Dagenham and Brentwood 
wetlands. 

Dagenham wetland Brentwood wetland 

Cr 0.008* 0.002 

Zn 0.071 0.069 

Cd 0.002* 0.025 

Pb 0.000 0.000 

Ni 0.100 0.293 

Cu 0.000 0.021 

* = Kruska1-Wallis test applied as data not nonnally distributed 

Where the ANOV A indicated that there was a significant difference between the 

concentrations of metals in the sediment, Tukey's HSD was carried out detennine where 

these differences lay. The results of the Tukey's HSD test indicated that at the 

Dagenham wetland, Cr concentrations at D2 significantly differed from those at D5, Cd 

concentrations at D2 and D4 significantly differed from those at D5, and Pb and Cu 

concentrations at D2 significantly differed from those at all the other sampling points. 

At the Brentwood wetland, Tukey's HSD indicated that the Cr and Pb concentrations at 

B 1 were significantly different from those at all other sampling points, Cd 

concentrations at B 1 were significantly different from those at B4, and that Cu 

concentrations at B3 were significantly different from those at B7. To summarise, the 

results of Tukey's HSD indicated that; 

• At the Dagenham wetland, the settlement tank contains significantly higher metal 

concentrations for Cr (in comparison to D5), Cd (in comparison to D5), and Pb and 

Cu (in comparison to all four other sites). 

• At the Brentwood wetland, B 1 has significantly lower concentrations of Cr and Pb 

(in comparison to all other sites) and Cd (in comparison to B4), and that Cu 

concentrations at B7 were significantly lower than those at B3. 

These results indicate that at the Dagenham wetland the settlement tank is accumulating 

the highest concentrations of metals and is therefore functioning as a treatment facility 

despite the associated problems of resuspension. The results also show that, at the 
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Brentwood site, B 1 has significantly lower concentrations of Cr, Pb and Cd reflecting 

the fact that this site is thought to receive urban runoff only occasionally. There was not 

enough evidence to rej ect the null hypothesis for no significant difference between 

sediment metal concentrations for Zn and particularly Ni at either site. In the case of Zn 

this is thought to be associated with the fact that Zn is a very abundant and widespread 

metal in both catchment areas. It is the metal present in the highest aqueous 

concentrations during both dry weather and storm events at both sites, and in sediments 

at all sampling points. This suggests that it is readily accumulated and that therefore 

despite the noticeably higher concentrations in the settlement tanks at both sites, these 

observed differences are not significantly different. The ranges of Ni concentrations at 

each sampling point show a good deal of overlap within the respective wetland systems. 

This suggests that no individual component dominates the removal process, and that Ni 

may be behaving in a different manner to the other metals. 

Another important point is that, although the maximum mean concentrations of all the 

metals were recorded in the settlement tank at the Dagenham wetland, the maximum 

concentrations of Zn (1035)lg/g) and Cu (171)lg/g) were actually recorded at D5 on 26 

June 1997. On the same sampling visit, the sediment concentrations of Cr (62.8)lg/g), 

Cd (10)lg/g) and Pb (270)lg/g) were also greatly elevated at D5 in comparison to their 

mean values at this site (Table 4.29). This is thought to be associated with the fact that 

the settlement tank was emptied at Dagenham a few days prior to 26 June 1997 

sampling date. Following the emptying of the settlement tank, the concentrations of all 

the metals at this sampling point decreased. However, this decrease in the settlement 

tank also corresponds to an increase in all the metals at most of the sampling points 

downstream of the settlement tank, and in particular at D5. It is thought that the 

desludging of the settlement tank resulted in the resuspension of contaminated 

sediments. These sediments then settled out through the wetland, with the settlement of 

progressively finer particles occurring further down the system. The relationship 

between decreasing particle size and increasing pollutant concentration (Salomons and 

Forstner, 1984) could be an explanation for the increase in metal concentration at the 

sampling point at the end of the system. These results clearly demonstrate that although 

the emptying of the settlement tank resulted in a marked decrease in metal 

concentrations in this component, great care must be taken during the emptying process 

to prevent contaminated sediments being transported through the downstream system. 
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4.9 Plant metal analysis 

Plants were collected seasonally over one year of the monitoring programme (spring 

1997 - winter 1998) for tissue metal analysis . This involved the collection of T."'pha 

latifolia from the inlet of the first bed at the Dagenham wetland, and Phragmites 

australis from the inlet of the constructed wetland at Brentwood. Plants were di vided 

into three sections comprising the roots, rhizomes and leaves. Total metal analysis of 

plant tissue showed that concentrations tended to vary both between the roots, rhizomes 

and leaves of each species, between the species themselves and seasonally. 

Figures 4.5 and 4.6 show the mean metal concentrations in the roots, rhizomes and 

leaves of Typha and Phragmites for the four collected sample sets. The plant tissue data 

show that for all of the metals in Typha, and for Pb, Cu, Cr and Cd in Phragmites , metal 

uptake decreases in the order roots>rhizomes>leaves. This order of uptake has also been 

reported previously (Mungur et af., 1995, Zhang et al., 1990). For Zn and Ni in 

Phragmites , metal uptake decreased in the order roots>leaves>rhizomes. The higher 

concentration of Zn in the leaves of Phragmites may be associated with the fact that Zn 

is the most abundant metal in both the sediment and water samples indicating its 

common occurrence within the catchment area, and the higher leaf Zn concentrations 

may be due to dry deposition. The higher Ni leaf concentrations are more difficult to 

explain. 
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Figure 4. 5 Mean metal concentrations in the roots, rhizomes and leaves of Typha 

latifolia collected from the Dagenham wetland. 
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4.9.1 Statistical analysis of plant tissue metal concentrations 
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The data were analysed further to examme whether any of the differences in metal 

concentrations between the roots , rhizomes and leaves were statistically significant. 

Each data set was tested for normality using the Ryan-Joiner test , and where necessary 

the appropriate data transfonnations were carried out. Table 4.34 lists the distributions 

of the data sets, and transformations carried out where necessary. 

Table 4. 34 Distribution and transformation carried out on plant components 

T)pha latifolia Phragmites australis 

leaves rhizomes roots leaves rhizomes roots 

Cr ND ND ND ND ND ND 

Zn loglO 10glO 10g l O ND ND ND 

Cd ND ND ND ND ND ND 

Pb ND ND ND 10glO loglO logl O 

Ni ND ND ND ND ND ND 

Cu ND ND ND square root square root square root 

ND = nOlmally distributed 
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ANOV As were carried out on the nonnally distributed data to test for significant 

differences between the components of each species. The results of the ANOV As are 

listed in Table 4.35. 

Table 4.35 Results of ANOVAs to test for significant differences between plant 
components. 

Typha latifolia Phragmites australis 

Cr 0.103 0.067 

Zn 0.059 0.018 

Cd 0.004 0.002 

Pb 0.030 0.000 

Ni 0.001 0.079 

Cu 0.009 0.015 

Where the ANOVA indicated that there was a significant difference, Tukey's HSD was 

carried out to detennine which component differed from which. The results indicated 

that for the Phragmites the concentrations of Zn, Cd and Pb in the roots were 

significantly different from those in the leaves and rhizomes, whereas for Cu, root 

concentrations were different from those in the leaves only. For Typha, Cd, Ni and Cu 

concentrations in the roots were significantly different from those in the leaves and 

rhizomes, whereas Pb concentrations in the roots significantly differed from those in the 

leaves only. There was insufficient evidence to support a significant difference between 

the concentrations in any of the components for Zn in Typha, Ni in Phragmites and for 

Cr in both species. Cr is typically present as Cr3
+, particularly in the presence of organic 

matter (Kadlec and Knight 1996). The ionic radius of Cr3
+ (0.63A) is smaller than the 

ionic radii of Zn (0.74A), Cd (0.97A), Pb (1.20A), Ni (0.69A) and eu (0.72A) (Weast 

and Astle, 1979), all of which are typically present in surface waters as divalent ions 

(Kadlec and Knight, 1996), and this size difference may be a factor in the more equal 

distribution of Cr concentration through the whole plant, in contrast to the other metals 

whose greater ionic size may prevent them from being transported as far. Howeyer, 

although the results of the statistical analysis seem to confinn that the metal 

concentrations in the roots are significantly higher than those in the rhizomes and leaves 

for most metals, it is important to remember that as the roots only fonn a small fraction 
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of the total plant biomass and leaves die-back in winter, it is actually the rhizomes 

which are the most important component for long-tenn storage in plants. The 

importance of the rhizome in metal bioaccumulation was demonstrated in a study by 

Zhang et al. (1990) in which metal concentrations in Typha latifalia were converted to 

metal loadings using biomass ratios. In this study plant biomass ratios were not 

detennined, however, it is suggested that future plant bioaccumulation studies should 

include this as part of the analyses. 

Table 4.36 gives the total seasonal plant tissue metal concentrations (sum of the root, 

rhizome and leaf components) of Typha latifalia and Phragmites australis. From Table 

4.36 it can be seen that both species show marked seasonal variations in metal 

concentrations. Both Typha and Phragmites tend to contain highest concentrations in 

summer, followed by spring and winter, with lowest concentrations of all metals 

recorded in plants collected in autumn. The fact that the lowest metal concentrations 

were recorded in the autumn samples could be associated with die-back at the end of the 

growing season releasing metals at the time of the autumn sampling. Some of the 

released metals are then bound-up by the dead organic matter which may remain 

attached to the living plants (winter sampling). 

Table 4. 36 Seasonal plant tissue metal concentrations for Typha latifolia 
(Dagenham) and Phragmites australis (Brentwood). 

Plant tissue metal concentrations C/lg/g) 

Spring Summer Autumn Winter 

Tt. P.a. Tt. P.a. Tl. P.a. Tt. P.a. 

Cr 23.5 7.2 52.1 11.5 6.8 2.3 11.3 4.2 

Zn 571.1 346.8 775.4 404.7 150.7 165.6 167.6 318.8 

Cd 31.2 6.2 21.4 10.4 9.0 4.4 12.8 8.7 

Pb 153.7 52.5 224.6 107.5 32.7 35.9 65.7 106.2 

Ni 76.8 ND 98.8 85.4 62.5 74.9 104.6 142.6 

eu 93.8 125.6 135.1 109.6 22.8 23.7 79.4 76.2 

Key: rl. = Typha latifalia, 

P.a. = Phragmites australis 

ND = not defmed 
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When metal concentrations recorded in each species are considered relative to each 

other, Typha contains higher concentrations of metals than Phragmites in the spring and 

summer months, whereas in autumn and winter, concentrations of most metals are 

higher in Phragmites than in Typha (Table 4. 36). A possible explanation for this could 

be that the Phragmites has a longer growing season than the Typha, actively 

accumulating metals after the Typha has started to die-back in autumn, and then starting 

to grow earlier in the year. This may also suggest that it is advisable to include a mix of 

plant species in constructed wetland design to maximise the potential metal 

bioaccumulation. 

4.10 Summary of results 

This study demonstrates that two full-scale experimental wetland treatment systems, of 

differing design and surface area, were capable of reducing the pollutant loads 

associated with urban runoff. The results show that, during dry weather conditions, the 

concentrations of all the monitored pollutants were generally low and removal 

efficiencies were highly variable. During storm events, metal loadings increase, due to 

increases in both metal concentrations and flow rate, and removal efficiencies improve. 

The removal of BOD and nutrients also tended to be higher during storm events. 

However, the removal of suspended solids showed a mean net negative removal 

efficiency during storm events at both sites. The magnitUde of storm events was found 

to be an important factor in removal efficiencies, with the Brentwood wetland system 

appearing to be undersized to treat the largest storm event recorded at this site. 

Higher removal efficiencies were recorded at the Dagenham wetland, which is thought 

to be associated primarily with the fact that it has a greater surface area and that it 

received higher inlet loadings than the Brentwood wetland. The results also 

demonstrate that, despite problems of resuspension, the settlement tanks at both sites 

are efficient metal sinks, with these components tending to contain the highest mean 

sediment metal concentrations recorded at each wetland. 

Plant tissue metal concentrations were found to vary both seasonally and between the 

species themselves suggesting that it may be advisable to include a mix of plant species 
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to maXimise metal bioaccumulation in wetlands receIvmg metal contaminated 

wastewater. Both sites have suffered from several management and maintenance issues 

which could not be resolved immediately due to delays in the establishment of a 

management and maintenance plan. Such a plan is now in operation and removal 

efficiencies are expected to improve as recommendations made as a result of this study 

are implemented. 



CHAPTER FIVE INVESTIGATION INTO THE ABILITY OF MICRO
ORGANISMS ISOLATED FROM URBAN WETLANDS 
TO ACCUMULATE HEAVY METALS 

Wetlands offer an ideal environment for a range of micro-organisms, providing organic 

matter, nutrients, and a diversity of attachment sites in both aerobic and anaerobic 

environments. Micro-organisms may be involved in a number of pollutant removal 

processes occurring in wetland treatment systems, and their roles in processes such as 

the degradation of organic matter, nitrification and denitrification are now well 

understood (Cooper et a!., 1996). 

The general ability of a wide range of bacteria, fungi and actinomycetes to bind heavy 

metals is well established (Holan and Volesky, 1995; Nakajima and Sakaguchi, 1986). 

More recently, researchers have been investigating the use of micro-organisms in the 

bioremediation of heavy metal contaminated wastewaters (Kapoor and Viraraghavan, 

1998; Zhang et a!., 1998). However, the ability of micro-organisms isolated from full

scale constructed wetlands to accumulate heavy metals has received little attention. It is 

believed that this process may be an important year round pollutant removal process in 

the treatment of urban runoffby constructed wetland systems. 

The results of laboratory experiments discussed in this Chapter describe the ability of 

selected fungal isolates to tolerate and accumulate Pb and Zn, and the effects of these 

metals on the growth of isolates at different temperatures. The location of Pb 

accumulated by one of the isolates is reported. 

5.1 Isolation of micro-organisms from the Dagenham and Brentwood wetlands 

Samples for microbial analyses were collected from the rhizosphere of wetland plants at 

both sites. The locations and species from which the micro-organisms were obtained 

were:-
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Dagenham wetland inlet to bed 1 (Typha latifolia) 

inlet to bed 2 (Phragmites australis) 

inlet to bed 3 (Phragmites australis) 

Brentwood wetland inlet to constructed wetland (Phragmites australis) 

inlet to natural wetland (Typha latifolia) 

The initial aim of the study had been to isolate actinomycetes, as a survey of the 

literature had indicated that actinomycetes possessed a higher metal binding capacity in 

comparison to bacteria and fungi (Nakajima and Sakaguchi, 1986). Hence, the media 

selected for the initial isolation were those recommended for aerobic mesophillic 

actinomycetes, to which the antifungal agent cycloheximide had been added. Table 5.1 

gives the number of colony forming units per gram (cfu/g) of wet sediment at each 

location on each type of medium. 

Table 5.1 Number of colony forming units per gram (wet weight) isolated from 
each location on glycerol yeast extract agar (GYEA), Rao and Subrahmanyan's 
agar (RSA) and Actinomycete Isolation Agar (AlA) 

Dagenham 

Typha latifolia (bed 1) 

Phragmites australis (bed 2) 

Phragmites australis (bed 3) 

Brentwood 

Phragmites australis 

(constructed wetland) 

Typha lalifolia 

(natural wetland) 

GYEA 

3.0xl06 

5.1xl06 

7.9xl06 

RSA 

9.3xl06 

1.5xl07 

1.1xl07 

3.9xl06 

AlA 

1.5xl06 

2.0xl06 

2.1xl06 

F or the Dagenham wetland, there was little variation in the number of micro-organisms 

isolated from both of the Phragmites australis beds (beds 2 and 3) within each medium. 

However, the total number of micro-organisms was slightly lower in the samples 

collected from the rhizosphere of Typha latifolia (bed 1). A possible explanation for this 

lower number of micro-organisms is that the T.vpha latifolia plants were collected from 

the inlet of the first bed next to the settlement tank, which at the time of sampling was 

136 



completely full and spilling sediment into the first bed. The settlement tank generally 

contained the highest sediment metal concentrations (see Section 4.8), and it is thought 

that these may be responsible for the lower total counts recorded at this site. The total 

number of colonies isolated was lowest using Actinomycete Isolation Agar (AIA), 

followed by Glycerol Yeast Extract Agar (GYEA), with the highest number of colonies 

being recorded on Rao and Subrahmanyan's Agar (RSA), suggesting that AIA is the 

most specific medium. The number of micro-organisms isolated with AlA compared 

well with the results of a study by Hatano et al. (1993) in an investigation of the 

microbial population of constructed wetland cells receiving domestic wastewater. The 

study reported actinomycete counts of 2.5xl06 cfu/g in the rhizosphere of Typha 

angustifolia, and 1.3xl06 cfu/g in the rhizosphere of Phragmites australis (both 

expressed as wet weight). 

At the Brentwood site, there was a clear difference between the two locations, with the 

total number of micro-organisms isolated from the rhizosphere of Typha latifolia 

(natural wetland) being consistently higher than the total number of micro-organisms 

isolated from the rhizosphere of Phragmites australis (constructed wetland) on each of 

the different media. This difference in the number of micro-organisms is considered to 

be associated with several factors. The natural wetland was in existence before the 

constructed wetland component was built. Consequently, its microbial popUlation has 

had the opportunity to develop and become more established in comparison to the 

constructed wetland which was less than two years old when the samples for the 

microbial analysis were collected. Typha latifolia in the natural wetland is growing in a 

soil substrate in comparison to the Phragmites australis in the constructed wetland 

which is planted in a gravel substrate that would initially be deficient in organic matter 

and nutrients. The differences between the macrophyte species may also contribute to 

the differences in microbial numbers. Wetland macrophytes can transport oxygen to 

their roots which diffuses into the substrate enabling the survival of aerobic micro

organisms in an otherwise anaerobic environment. Oxygen diffusion is therefore 

thought to be an important factor determining the size of the microbial popUlation. 

McKee et al.. (1989) reported that Typha glauca had a greater potential for root aeration 

than Phragmites australis. which may affect the distribution of microbial popUlations 

between the two macrophyte species. A review by Brix (1996) has also suggested that a 

factor influencing root oxygen release rates was specific species differences. 
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5.2 Screening of isolates for metal tolerance 

Following the initial isolation procedures approximately 27 strains from each location 

were screened for metal tolerance. A total of 136 colonies representing a range of 

morphologies were examined. These colonies were streaked out on replicate plates of 

Actinomycete Isolation Agar spiked with either Pb or Zn at concentrations which 

corresponded to the minimum (40~gPb/g or 30~gZnlg), mid-point (200~gPb/g or 

400~gZnlg) and maximum (400~gPb/g or 800~gZnlg) sediment metal concentrations 

which had been recorded at the two wetland sites prior to the collection of samples for 

the microbial analyses (see Section 3.8.2). 

Of the 136 isolates, the number of strains that could tolerate 400~gPb/g, 200~gPb/g and 

40~gPb/g were 76, 91 and 100, respectively. For 800~gZnlg, 400/lgZnlg and 30/lgZnlg, 

the numbers were 9, 21 and 86, respectively. These results suggest that the ability of 

micro-organisms to tolerate Pb and Zn is widespread at low concentrations, with the 

numbers of isolates decreasing as the metal concentration increases. It appears that 

substantially more isolates can tolerate 400/lg/g Pb (76 isolates) than 400/lg/g Zn (21 

isolates). This may indicate that Zn is more toxic to wetland microbial popUlations than 

Pb. However, it is important to remember that the conditions in the laboratory are 

different from those in the field. For example, the chemical form of the metal used in the 

laboratory medium could well be different from that in the wetland sediments, which 

may affect its bioavailability (Montuelle et al., 1994), and therefore any conclusions 

made here are only tentative. Such a difference between the laboratory and field 

conditions could also be an explanation of why 50 isolates and 36 isolates did not grow 

on even the lowest concentrations of Zn and Pb, respectively. 

5.3 Identification of selected isolates 

Seven isolates were initially selected for further investigation due to their ability to 

tolerate Zn and Pb, and the fact that they were of differing morphologies to each other. 

However, five of the seven selected strains showed inconsistent metal tolerances 

(appearing to become less tolerant) and were discarded. The subsequent experiments 

concentrated on the two remaining isolates (labelled A and B). Isolate A forms a white, 
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filamentous, raised colony approximately 10mm in diameter with white aerial 

mycelium. It was isolated from the rhizosphere of Typha latifolia collected from the 

inlet of the first bed at the Dagenham wetland. Isolate B forms a circular, pink, flat 

colony approximately Smm in diameter. It has a smooth, glistening surface with an 

entire edge, and was isolated from the rhizosphere of Typha latifolia collected from the 

inlet to the natural wetland at the Brentwood system. 

It was initially thought that both isolates were actinomycetes due to the fact that they 

were isolated using selective media recommended for actinomycete isolation. In 

addition, the growth of each strain was not inhibited by the use of the antifungal agent 

cycloheximide (1.6mlll of a 1000ppm solution). Samples were sent to the Public Health 

Laboratory, Mycology Reference Laboratory, Bristol, England, UK for identification 

and based on morphology studies, isolate A was identified as the ascomycete fungus 

Beauveria bassiana, and isolate B was identified as a basidomycete fungus of the 

Rhodotorula sp. 

Both isolates were also sent to the Center for Environmental Bioteclmology, University 

of Tennessee, USA, for identification using DNA sequencing. The DNA sequences 

amplified from the two isolates were then compared to reference sequences held on a 

national database. These comparisons revealed a 100% match between the S.8S rDNA 

sequences of Beauveria bassiana (Shih et aI., 1996) and isolate A and between the 18s 

rDNA sequences of Rhodotorula mucilaginosa (Cai et aI., 1996) and isolate B. This 

confirms the results of the morphological identification of isolate A as Beauveria 

bassiana and that of isolate B as Rhodotorula sp., but further identifies isolate B to the 

species level as Rhodotorula mucilaginosa. 

5.4 Assessment of the level of metal tolerance 

The levels of Pb and Zn tolerances for B. bassiana and R. mucilaginosa were 

determined using the minimum inhibition concentration (MIC) teclmique (see Section 

3.8.4.2). The inoculum size (cfulml) was determined at the start of the experiment for 

each strain. The experimental results are listed in Table S.2 and indicate that despite the 

lower colony count, B. bassiana has a much greater tolerance of both Pb and Zn in 
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comparison to R. mucilaginosa. It is interesting to note that both strains appear to be 

able to tolerate approximately twice as much Zn as Pb, suggesting that, in contrast to the 

results of the initial isolation procedure, Pb appears to have a greater toxic effect than 

Zn on these selected isolates (Section 5.2). 

Table 5.2 Inoculum size (cfu/ml) and the minimum inhibition concentrations 
(MIC) of R. mucilaginosa and B. bassiana. 

R. mucilaginosa 

B. bassiana 

Number of cfu/ml 

4.5xl06 

4.3xl05 

Minimum Inhibition Concentration 

Pb (Ilg/g) 

40-100 

800-1000 

100-200 

1800-2000 

The MIC values for B. bassiana of 800-1000llgPb/g and 1800-2000llgZnlg are 

approximately double the maximum metal levels recorded in the sediment at both 

wetlands, and exceed the range of metal concentrations recorded for highly 

contaminated sediment (Table 4.30, Section 4.8) for both metals, indicating that this 

strain is extremely robust. 

The levels tolerated by R. mucilaginosa are at the lower end of the ranges of values 

reported for Pb and Zn in wetland sediments at both sites. This apparently lower 

tolerance of elevated metal concentrations is thought to be associated with several 

factors. Studies in the literature have reported that the abilities -of micro-organisms to 

tolerate elevated heavy metal sediment concentrations are due to the sheltering effect of 

sediment and its organic matter content. The sheltering effect can involve a range of 

processes such as adsorption to clay particles (Kurek et aI., 1982), chelation and 

precipitation (Montuelle et aI., 1994), all of which bind-up heavy metals effectively 

protecting micro-organisms from their toxic effects. Laboratory studies have 

demonstrated that the organic composition of the experimental medium influences 

heavy metal toxicity (Babich and Stotzky, 1986), and in a different study only 16% of 

the strains isolated from a river sediment containing high Cd concentrations where able 

to grow in the laboratory on a medium containing similar concentrations (Montuelle et 

aI., 1994). Such an effect could explain why the growth of R. mucilaginosa in the 

laboratory is inhibited at concentrations much lower than those typically recorded at 
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sites receiving urban runoff (Table 4.29, Section 4.8). However, another factor could be 

the removal of phosphates from the medium in order to avoid the precipitation of added 

metals (see Section 3.8.3). This may have compromised the growth of R. mucilaginosa, 

affecting its ability to tolerate metals under laboratory conditions. 

5.5 Investigation into the effects of Zn and Pb on cell viability of B. bassiana and 
R. mudiaginosa, and the ability of both isolates to accumulate these metals 

To examine the effects of Pb and Zn on the survival of the two selected isolates and to , 

determine their ability to accumulate these metals, a series of experiments were carried 

out as outlined in Section 3.8.4.3. 

5.5.1 The effects of Zn and Pb on cell viability of B. bassiana 

The results shown in Table 5.3 identify the viable counts determined at the start of the 

experiment, immediately after the flasks were inoculated (shown as the initial count), 

and then at each of the subsequent time intervals (shown as the final count). The 

percentage increase or decrease in cell viability between the initial count, and that 

determined after the relevant time period (one, seven, fourteen or twenty-one days) was 

calculated (0/0), and these values are also shown in Table 5.3. 

Table 5. 3 Mean viable counts (cfu/ml) (±SD) for B. bassiana after different time 
intervals (duplicate samples). 

Control Zn-spiked (2OOllg/g) Pb -spiked (100Ilg/g) 

initial count final count ~ initial count final count ~ initial count final count 

Day I 7.9±O.3xIO' 2.7±0.8xI0' 241 3.8±2.3xIO' 2.1±0.7xIO' -45 4.3±1.3xIO' 1.7±1.4xI0' 

Day 7 4.6±0.4xIO' 9.5±7.8xIOJ -79 4.3±5.6xIO' 1.4± 1.2 xl 0' -67 5.4±1.8xI0' 2.4±I.4xIOJ 

~ 

-60 

-96 

Day 14 6.9±l.IxIO' 1.6±I.4xI0' -77 3.!±1.3xIO' 1. 7±0. 8x 10' -95 S.8±0.8xI0' !8.0±9.9 -99.97 

Day 21 4.5±0.7xl0' 5.1±4.0xIO' 13 3.4± 1 .4x! 0' 6.8±7Axl0' -80 5 A±O.4x 1 0' O.O±O.O -100 

Key: Control - unspiked, inoculated flasks 
Zn-spiked = spiked and inoculated flasks 
Ph-spiked = spiked and inoculated flasks 

It can be seen that the flasks were inoculated with a similar number of cells to within an 

order of magnitude. After one day, the viable count in the control flasks has shown a 

marked increase (241 %) reflecting the growth of B. bassiana in unstressed conditions. 

However, the growth of B. bassiana in the flasks spiked with Zn or Pb showed that both 

metals were inhibiting further growth of the isolate, with decreases in cell viability of 
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45% and 60%, respectively. The decrease is greater in the Pb spiked flask, despite the 

lower Pb concentration (lOOJlgPb/g in comparison to 200JlgZnlg), supporting the results 

of the MIC experiment which found that Pb was more toxic to this isolate than Zn (see 

Section 5.4). 

Following the increase in viability recorded after one day, the viable count of the control 

flasks showed mean decreases of 79% and 770/0 after seven and fourteen days, 

respectively, before showing an increase of 13% after twenty-one days. The decreases 

recorded in the control flasks is suprising. However, a possible explanation is that the 

medium used is very simple, and that the elevated growth rate recorded on day one may 

have exhausted the nutrient supply, resulting in the decreases in viability reported after 

seven and fourteen days. Following death, cells may begin to undergo autolysis, 

resulting in the release of nutrients, which may explain the increase in viability reported 

after twenty-one days. The viable counts continue to fall in both the Zn spiked and Pb 

spiked flasks, with the viable count in the Pb spiked flasks being reduced to Ocfulml 

after twenty-one. days underlining the inhibitory effects of Pb on the growth of this 

isolate. 

The large SD associated with some of the mean viable counts indicates that the growth 

rates in some of the replicate flasks were quite different. These differences are thought 

to be primarily due to the fact that flasks were inoculated from a plate rather than fro·m a 

broth. This technique was used as B. bassiana tends to grow in pellets in a liquid 

medium rather than as an even suspension of cells which made it difficult to inoculate 

all of the flasks with a similar number of cells. However, using the inoculum from a 

plate means that a mixture of different growth stages may be selected, and hence result 

in differences between replicate flasks. 

5.5.2 Metal accumulation by B. bassiana 

Tables 5.4 to 5.7 give the results of the experiments carried out to determine metal 

accumulation by B. bassiana over one day, seven days, fourteen days and twenty-one 

days, respectively. Each Table gives the mean mass of cells collected from the replicate 

flasks over the exposure period, the mean concentration of metal associated with the 

extracted acidic solution, the mean concentration of metal associated with the cells and 
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the mean pH of the replicate flasks. Three sets of controls were established as described 

in each Table. In addition, blank filters were digested and analysed for Pb and Zn. The 

blank filter lost a mean mass of 1.04±0.39mg (average of seven filters) during the 

filtering process which was thought to be due to the loss of fibres caused by the filtering 

and rinsing procedure itself. To compensate for this, 1.04mg was added to all of the cell 

masses. The amount of Zn and Pb associated with the blank filters is also given in the 

Tables, and it can be seen that values were consistently <1 ~g/l for either metal. The 

amount of metal associated with the filter following the filtering of the uninoculated 

metal-spiked flasks ( Controls B and C) varied between the different exposure periods 

used in the experiment, which is thought to be due to the differences between individual 

filters. The mean metal concentration of the extracted acidic solution was adjusted by 

subtracting the amount of metal associated with the relevant control filter to allow for 

this possible, though relatively minor, source of accumulation. This adjusted value is the 

value given in each Table (as concentration associated with extracted acidic solution), 

and is also the value used to calculate the amount of metal accumulated per gram of 

cells. 

Table 5.4 indicates that after one day the mass of cells in both the Zn and Pb spiked 

flasks is markedly less than in the control flasks. This is thought to be due to the 

inhibition of cell growth by the metals, which was also indicated by the results of the 

viable count experiment (Table 5.3). The amount ofPb and Zn associated with the cells 

from the unspiked flasks (control A) was low in comparison to the values for cells 

collected from the spiked flasks for both metals, particularly for Pb. The amount of 

metal associated with cells collected from the Zn spiked flask was 21 times the amount 

associated with the cells collected from unspiked control A and 53 times the amount in 

the spiked but uninoculated control B. The amount of Pb associated with the cells 

collected from the Pb spiked solution was 619 times greater than the amount in the 

unspiked control flask and over 2000 times the amount associated with the spiked but 

uninoculated control C. These results strongly indicate that B. bassiana is capable of 

accumulating Zn, and to a much greater extent, Pb. The Zn concentrations are at the 

lower end of the range of values reported for the accumulation of this metal by a range 

of fungi and yeasts, whereas the Pb concentrations recorded are well within the range of 

values quoted in the literature (see Table 2.4, Section 2.8.1). Several other studies have 

also reported a greater binding capacity for Pb in comparison to other metals for a range 
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of biomass types, which may be related to its large atomic weight and ionic radius 

(Mattchuska and Straube, 1993, Pradhine and Levine 1995 Gabriel t I 1994 H 1 " ea., ,0 an 

and Volesky, 1995). 

Table 5.4 Accumulation of Zn and Pb (±SD) by B. bassiana over a one day 
exposure period (duplicate samples). 

cell mass Metal concentration associated Metal concentration 

(mg) with extracted acidic solution associated with cells 

Zn (flgll) Pb (flgll) Zn (mg/g) Pb (mg/g) 

Control A 6.25±3.52 1.48±0.89 0.93±0.34 0.23±0.01 0.20±0.16 

Zn 200)lg/g 2.20±0.26 10.22±2.69 4.76±1.79 

Pb 100)lg/g 2.66±0.83 326.27±84.85 123.74±6.92 

Control B 12.55 0.09* 

ControlC 9.13 0.06* 

Filter blank 0.37 0.97 0.002* 0.006* 

pH 

7.0±0.0 

6.4±0.0 

6.9±0.0 

6.4 

6.9 

Key: Control A - flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 

* = amount of metal associated with filter (mg/g) 
- = not determined 

The accumulation of metals by the isolate, in addition to substantial decreases in cell 

viability, could be interpreted in different ways. It could indicate that biosorption 

(metabolic-independent accumulation) was the primary mechanism of metal 

accumulation, whereby, for example, binding ofPb to cell walls caused them to rupture, 

resulting in both cell death and high levels of metal accumulation following the 

exposure of new, internal binding sites (Gadd, 1990). However, these results could also 

indicate that bioaccumulation (metabolic-dependent accumulation) was the major 

mechanism for metal accumulation, whereby cells bioaccumulated metals intracellularly 

to such a degree that a rapid reduction in cell viability resulted. However, the results of 

the experiment do not provide enough evidence to conclude whether biosorption or 

bioaccumulation is the more important mechanism in B. bassiana. 

The pH of the medium prior to any inoculation or spiking was 7.0. After one day the pH 

of the control remained unchanged (Table 5.4). The pH of both the inoculated and 

uninoculated flasks spiked with Pb had decreased slightly (from pH 7.0 to 6.9), whereas 

the pH of both the inoculated and uninoculated flasks spiked with Zn had decreased 

from 7.0 to 6.4 (Table 5.3). A fall in pH on the addition of metal salts was also noted by 

Jones and Muehlchen (1994) and Mattchuska and Straube (1993) but was not explained. 
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As both the inoculated and uninoculated spiked flasks showed a similar fall in pH, it 

could be ascertained that this reduction was not due to the growth of the isolate. In 

addition, as the amount of metal removed from the uninoculated spiked flask was low in 

comparison to the amount removed by the inoculated spiked flask it could be 

determined that the removal of metal was not directly due to changes in pH, and was not 

occurring independently of the inoculum. Despite the fact that a greater reduction in pH 

was recorded in the Zn-spiked samples than the Pb spiked samples, Zn did not appear to 

have a greater toxic effect than Pb, which may have been expected due to the 

relationship between decreasing pH and increasing metal toxicity (Table 5.3). 

After seven days, increases in cell masses were recorded in all of the flasks (Table 5.5). 

The mean mass was greatest for the control flasks, followed by the Zn spiked flasks 

which was markedly higher than the mean cell mass of the Pb spiked flasks. These 

results again indicate that Pb was more toxic to this isolate than Zn. The large standard 

deviation associated with the mass of cells from the flask spiked with Zn was probably 

due to the lower initial inoculum size of one of the replicate flasks (Table 5.3). The 

amount of Zn removed from the spiked medium had increased after seven days 

corresponding to the increase in celt' mass whereas the amount of Pb removed from the 

solution remained almost exactly the same despite the slight increase in cell mass. The 

amount of Zn accumulated per gram of cells increased whereas the amount of Pb per 

gram of cells showed a decrease. The pH of the control and the Pb spiked flasks 

remained the same between day one and seven but the pH of the inoculated Zn spiked 

flask exhibited a small decrease to 6.2. 

Table 5.5 Accumulation of Zn and Pb (±SD) by B. bassiana over a seven day 
exposure period (duplicate samples). 

cell mass Concentration associated 

(mg) with the extracted acidic solution 

Zn (Ilg/l) Pb (Ilg/I) 

Control A 13.91±5.68 0.7±0.25 l.74±0.33 

Zn 200llg/g 1 0.07± 10.55 43.97±28.51 

Pb IOOllg/g 3.35±1.53 326.15± 135.06 

Control B 10.93 

ControlC 11.05 

Filter blank nd 0.41 

Key: Control A = flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one tlask) 
Control C = tlask containing broth + Pb only (one flask) 
>I< = amount of metal associated \\,Ith tilter (mg/g) 

Concentration associated with 

cells 

Zn (mg/g} Pb {mg!'g} 

0.06±0.04 0.14±0.08 

6.39±3.86 

98.39±4.54 

0.07* 

0.08* 

nd 0.003 * 

- not determined 
nd = not detected 

pH 

7.0±0.1 

6.2±0.1 

6.9±O.0 

6.4 

6.9 
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After fourteen days, the mass of cells in the control flasks continued to increase whereas 

the cell masses in the Zn and Pb spiked flasks remained approximately the same as 

those determined after seven days growth. The amount of Zn removed from the spiked 

medium showed a small increase from day seven to fourteen, whereas the amount of Pb 

removed per gram of cells (dry weight) increased substantially over the same time 

period. The fact that a greater amount of metal was accumulated by approximately the 

same cell mass could indicate that the initial binding of the metal to the cell components 

acts as a nucleation site around which further metals are then deposited (see Section 

2.8.1). 

Table 5.6 Accumulation of Zn and Pb (±SD) by B. bassiana over a fourteen day 
exposure period (duplicate samples). 

cell mass Concentration associated 

(mg) with the extracted acidic solution 

Zn (!:l:g/l) Pb (!:l:gll) 

Control A 18.52±0.61 0.84±0.45 2.15±2.33 

Zn 200/lg/g 10.5l±2.93 57.25±31.78 

Pb 100/lg/g 3.11±0.78 447.52±306.32 

Control B 4.91 

Control C 24.28 

Filter blank nd 0.61 

Key: Control A = flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 
nd = not detected 

Concentration associated pH 

with cells 

Zn (mg/g) Pb (mg/g) 

0.04±0.02 0.11±0.22 6.7±0.0 

5.23±1.57 6.2±0.1 

135.83±64.52 6.9±0.0 

0.03* 6.4 

0.16* 6.9 

nd 0.004* 

After twenty-one days, the mean cell mass in the control had decreased considerably 

compared to day fourteen. The mean mass of cells from the Zn-spiked flasks showed a 

slight increase whereas the mean mass of cells from the Pb-spiked flasks also showed a 

decrease. The decreases in mass are thought to be associated with cell lysis, with the 

amount of Pb removed from solution dropping presumably as cells break-up and the 

precipitated metal is no longer associated with the cell mass. The cell mass of the Zn 

spiked flasks showed an increase in one of the replicate flasks (flask A) from fourteen to 

twenty-one days to 19.96mg, whereas the cell mass in the other replicate flask (flask B) 

decreased to 3.91mg over the same exposure period, resulting in the large SD seen in 
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Table 5.7. A noticeable difference in viable counts was also reported between the two 

flasks after twenty-one days (Table 5.3), which suggests that the cells in flask A were 

better able to tolerate elevated Zn concentrations than those in flask B. This could be 

due to the origin of the inoculum, which came from a plate rather than a broth, whereby 

a mixture of different growth stages may have been selected with the effects of heavy 

metals varying between these growth stages (Kapoor and Viraraghaven, 1995). 

Table 5.7 Accumulation of Zn and Pb (±SD) by B. bassiana over a twenty-one day 
exposure period (duplicate flasks). 

cell mass Concentration associated 

(mg) with extracted acidic solution 

Zn (f.lg/l) Pb (Ilgll) 

Control A 7.67±1.98 1.56±0.87 0.57±0.29 

Zn 200f.lg/g 11.94±11.35 32.76±32.85 

Pb lOOf.lg/g 1.57±1.08 105.89±98.14 

Control B 15.70 

Control C 37.62 

Filter blank 0.54 0.68 

Key: Control A = flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 

Concentration associated 

with cells 

Zn (mg/g) Pb (mg/g) 

0.19±0.06 0.07±0.02 

2.62±0.26 

60.42±20.94 

0.011 * 

0.26* 

0.004* 0.005* 

pH 

6.9±0.0 

6.2±0.2 

6.9±0.0 

6.4 

6.9 

Several studies in the literature have found that as cell mass increases, the amount of 

metal removed from the solution also increases, but the actual amount of metal 

accumulated per gram of cell decreases (Horikoshi et aI., 1981, Junghans and Straube 

1991, Gadd 1993). It is thought that as cell density increases, the adhesion between cells 

reduces the relative amount of surface area available for binding. In this study, although 

higher cell mass corresponded to a higher amount of metal removal from solution ·it also 

corresponded to a higher amount of metal per gram of cells. The mass of cells used in 

the experiment may have influenced the result. For example, the cell mass used in the 

study by Junghans and Straube (1991) ranged from 100-600 mg for four species of 

yeast, whereas, the mean cell masses used in this study range from 2.20-1 1. 94mg and 

1.57-3.35mg for the Zn and Pb spiked samples respectively (Tables 5.4-5.7). 
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5.5.3 The effects of Zn and Pb on the cell viability of R. mucilaginosa 

Table 5.8 gives the results of the viable counts carried out in the inoculated flasks at the 

start of the experiment (initial count) and at each subsequent time interval (final count) 

to detennine the effects of metals on the viability of R. mucilaginosa. 

Table 5.8 Mean viable count (cfu/ml) (±SD) for R. mucilaginosa after different time 
intervals ( duplicate samples). 

Control Zn-spiked Pb-spiked 

(lOOflg/g) (40flg/g) 

initial count tinal count ~ initial count final count ~ initial count final count 0/0 

Day J 2.0±0.3x I 0' 4.7±0.6xIO' 135 J.5±0.1 x 10' J.8±0.6x J 0" -88 J.5±0. 7xl 0' 5.6±4.0xIO' -96 

Day 7 J.8±0.5xIO' 5.8±2.9xIO' 222 2.2± J.Ox I 0' 3.9±J.OxI0" --100 J.5±0.lxIO' 4.9±S.2xIO' -100 

Day 14 3.1±0.9xIO' 4.8±0.lxI07 55 J.9±0.1 x 10' 3.2x1O' --100 J.9±0.6xlO' 5.2±2.5xIO' -100 

Day 21 J.9±0.OxIO' 2.8±0.5xIO' 47 3.2±J.lxI07 56±31 --100 2.4±0.6xIO' * 

Key: Control unspiked and maculated flasks 
Zn-spiked = spiked and inoculated flasks 
Pb spiked = spiked and inoculated flasks 

It can be seen from the Table that all the flasks were inoculated with a similar number of 

cells to within an order of magnitude. The initial inoculation of 107 cfu/ml was 

approximately 3 orders of magnitude greater than the initial viable counts in the B. 

bassiana experiment (Table 5.3). After one day the viable count of the control had 

increased by 1350/0, which is thought to reflect the growth of R. mucilaginosa under 

unstressed conditions. After seven days, the viability had continued to increase (222%). 

However, the rate of increase then started to fall, with increases of 55% and 47% after 

fourteen days and twenty.,.one days respectively, presumably as the nutrient supply 

began to be used up. 

These increases are in clear contrast to the changes in cell viability reported for the Zn 

and Pb-spiked flasks after one day which show substantial decreases of 88% and 96%, 

respectively, clearly demonstrating the toxic effects of these metals (Table 5.8). As with 

B. bassiana, Pb appears to have a greater inhibitory effect on R. mucilaginosa than Zn. 

It is also interesting to note that the percentage decreases in viability were greater for R. 

mucilaginosa after one day (Table 5.8) in comparison to B. bassiana (Table 5.3), despite 

the lower concentrations of Pb and Zn used in this experiment. This underlines the 

lower tolerance of R. mucilaginosa, as previously indicated in Section 5.4. The viability 

continued to fall throughout the course of the experiment in both the Zn and Pb spiked 
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flasks, with a viable count of only 56cfu/ml being recorded in the Zn-spiked flasks after 

twenty-one days. 

The greater ability of B. bassiana to tolerate Zn and Pb in companson to R. 

mucilaginosa after one day, despite the higher metal concentrations used in the B. 

bassiana experiment, may be explained by factors such as: 

• differences in morphology - B. bassiana is a filamentous fungus and R. 

mucilaginosa is a yeast, and therefore B. bassiana is thought to have a greater 

surface area for binding metals, thereby preventing the potential damage caused by 

intracellular accumulation, compared to R. mucilaginosa. 

• cell wall composition - in most filamentous fungi, chitin and glucans are important 

components of cell walls, whereas the major components of the cell walls of yeasts 

are glucans and mannans (Carlile and Watkinson, 1994), and metal binding affinity 

may vary between these different cell wall polymers (Morley and Gadd, 1995). 

• production of extracellular products - B. bassiana is known to produce citric and 

oxalic acids (Bidochka and Khachatourians, 1991) and R. mucilaginosa is reported 

to produce a fucose-containing extracellular polysaccharide (Golubev and Churkina, 

1997). Differences in the metal-binding capacity of such products may explain 

differences in the ability of these isolates to tolerate and accumulate metals. 

5.5.4 Metal accumulation by R. mucilaginosa 

The results of the experiments carried out to determine the amount of Pb and Zn which 

could be accumulated by R. mucilaginosa are described in Tables 5.9 to 5.12. The data 

in the Tables are set-out as previously outlined for B. bassiana (Section 5.5.2). The 

lower metal concentrations (100~gZn/g and 40~g/gPb) were selected to represent 

concentrations which did not totally inhibit growth (Section 5.4), whilst still being 

readily detectable using ICP-AES. Table 5.9 indicates that after one day the mass of 

cells in the control flasks was over twice the cell mass in the Zn-spiked flasks and 

almost three times the mass in the Pb spiked flasks, reflecting the inhibitory effects of 

both metals on the growth of R. mucilaginosa, and that Pb was comparatively more 

toxic than Zn. 
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Table 5.9 Accumulation of Zn and Pb (±SD) by R. mucilaginosa over a one day 
exposure period (duplicate flasks). 

cell mass Concentration associated 

(mg) with extracted acidic solution 

Zn (Jlg/I) Pb (Jlg/l) 

Control A 23.39±4.57 1.34±0.36 0.84±0.26 

Zn 100~g/g 9.12±1.34 103.71±23.98 

Pb 40~g/g 8.23±1.03 132.47±5.66 

ControlB 7.64 

ControlC 17.53 

Filter blank 0.16 1.61 

Key: Control A - flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 

Concentration associated pH 

with cells 

Zn (mg/g) Pb (mg/g} 

0.06±0.03 0.04±0.02 7.1±0.1 

11.3±0.96 6.7±0.0 

16.28±2.72 6.9J:0.0 

0.05* 6.7 

0.12* 6.9 

0.001 * 0.01 * 

The amount of Zn associated with cells from unspiked flasks (control A) remained low 

throughout the entire experiment, with a maximum mean value of 1.34Jlg/1. However, 

the amount of Pb associated with these cells, although still relatively low, showed a 

gradual increase throughout the experiment from 0.84-7.61 Jlg/l. The reason for this is 

not clear. Similar amounts of Zn and Pb were removed from the spiked media after one 

day (Table 5.9). When calculated as the amount of metal removed per gram of cells (dry 

weight), the amount of Zn and Pb associated with cells from the spiked flasks was 188 

times and 407 times higher respectively than the amount associated with cells from the 

unspiked control flasks (control A), and 226 times and 135 times higher respectively 

than the amount of Zn and Pb associated with filters through which an uninoculated Zn 

or Pb spiked solution was filtered (controls B and C). These results indicate that R. 

mucilaginosa was also capable of accumulating both Zn and Pb. The amount of Zn 

accumulated per gram of cells is approximately twice the amount associated with B. 

bassiana after the same time period, despite the lower Zn concentration used in this 

experiment. This may be related to the higher cell mass of R. mucilaginosa in 

comparison to that used in the B. bassiana experiment. However, the amount of Pb 

associated with R. mucilaginosa is almost eight times less than that associated with a 

lower mass of B. bassiana, suggesting that the explanation is much more complex. The 

initial pH of the medium prior to spiking or inoculation was 7.0. After one day the pH of 
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the control and Pb spiked flasks had remained approximately the same, with the pH of 

the Zn spiked solution having decreased slightly further which is a similar pattern to that 

reported for the B. bassiana experiments. 

After seven days (Table 5.10) the mean cell mass in the control flasks had remained 

approximately the same whereas the masses in the Zn and Pb spiked flasks had shown a 

decrease. The amount of Zn associated with the cells fell by over 50% whereas the 

amount of Pb increased by 285%. This suggests that Zn accumulation by R. 

mucilaginosa is metabolic-dependent, with Zn being accumulated primarily within 

living cells. Hence, as the viability of the isolate decreases (as indicated by Table 5.8), 

the amount of Zn removed from the spiked medium also decreases. The Mg2+ transport 

systems of both the yeast Saccharomyces cerevisiae and the bacteria Escherichia coli 

have been reported to take-up Zn2
+, amongst other ions (Portier and Palmer, 1989), and 

this may be a possible mechanism for Zn accumulation by R. mucilaginosa. 

Table 5.10 Accumulation of Zn and Pb (±SD) by R. muci/aginosa over a seven day 
exposure period (duplicate flasks). 

cell mass Concentration associated 

(g) with extracted acidic solution 

Zn (~g/l} Pb (~g/l} 

Control A 22.04±2.94 0.78±0.13 1.68±0.21 

Zn 1001lg/g 7.72±1.39 49.00±0.52 

Pb 4Ollg/g 7. 13±0.04 331.29± 19.09 

Control B 9.71 

ControlC 27.21 

Filter blank nd 0.55 

Key: Control A = flask containing broth + isolate only 
Control B = flask containing broth + Zn only (only one flask) 
Control C = flask containing broth + Pb only (only one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 
nd = not detected 

Concentration associated pH 

with cells 

Zn (mg/g} 

0.04±0.01 

Pb (mg/g) 

0.08±0.00 7.7±0.2 

6.44±1.09 6.8±0.1 

46.49±2.45 7.0±0.0 

0.07* 6.7 

0.18* 7.1 

nd* 0.003* 

In contrast to the Zn results, the amount of Pb accumulated by the cells showed a large 

increase from one to seven days. As discussed for B. bassiana in Section 5.5.2, it is 

possible that the initial accumulation of Pb acted as a nucleation site around which 

further metals were then deposited. The amount of Zn accumulated by both strains per 

gram of cells is approximately the same after seven days, however, the amount of Pb is 
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less than twice that reported for B. bassiana. The pH in the control has increased to 7.7, 

but has remained approximately the same in the Pb and Zn spiked flasks. The reason for 

the increase in pH reported for the control is unclear. 

After fourteen days the mean cell mass of the control remained approximately the same, 

whereas those in the Zn and Pb spiked flasks both fell slightly. The amount of Zn 

removed from the spiked medium had also decreased which supports the theory that Zn 

accumulation may be primarily a metabolic-dependent process. The amount of Pb 

removed from the spiked medium also showed a decrease. However, this could be due 

to lysis of cells following death which resulted in the release of metals back into 

solution. An alternative explanation is that precipitated metals are no longer associated 

with cell matter and are therefore not collected by the filter. The pH of all the flasks fell 

slightly, and the pH in the inoculated spiked flasks remained similar to that of the 

uninoculated spiked flasks. Therefore, it is thought that any changes in metal 

accumulation are not directly due to changes in pH as the amount of metal accumulated 

by the filters themselves (controls B and C) remains very low in comparison to values 

reported for the cells. 

Table 5.11 Accumulation of Zn and Pb (±SD) by R. muci/aginosa over a fourteen 
day exposure period (duplicate flasks). 

cell mass Concentration associated 

(mg) with extracted acidic solution 

Zn (~gl1) Pb (~g/l) 

Control A 21. 11±0.21 0.36±0.08 3.2±2.84 

Zn 1001lg/g 6.72±O.lS 33.32±11.29 

Pb 4Ollg/g 6.79±0.64 216.78±2S.10 

Control B nd 

ControlC 22.S7 

Filter blank 

Key: Control A = flask containing broth + isolate only 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 
nd = not detected 

Concentration associated 

with cells 

Zn (mg/g) Pb (mg/g) 

0.02±0.00 0.lS±0.14 

4.98±1.79 

31.92±0.67 

nd* 

0.1S* 

pH 

7.4±0.1 

6.S±0.0 

6.8±0.0 

6.6 

6.9 
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After twenty-one days the mass of cells in all of the flasks had shown an increase (Table 

5.12). This is particularly surprising in the case of the Zn spiked flasks \vhere the viable 

count decreased dramatically to only 56 cfu/ml The increase l·n mass b . d . may e aSSOCIate 

with the fact that, of all the Zn and Pb spiked flasks, the twenty-one day replicate flasks 

were inoculated at a slightly higher cfu/ml value than the other flasks (Table 5.8). It is 

also possible that the non-viable yeast cells had not yet lysed, resulting in the low viable 

count with a mass similar to that at the earlier stages of the experiment. 

Table 5.12 Accumulation of Pb and Zn (±SD) by R. mucilaginosa over a twenty-one 
day exposure period. . 

cell mass Concentration associated 

(mg) with extracted acidic solution 

Zn (I:!g/l) Pb (I:!g/l) 

Control A 26.15 0.91 7.61 

Zn lOOl1g/g 8.82±0.42 26.55±2.14 

Pb 4Ol1g/g 8.09±0.35 236.64±6.79 

ControlB 2.96 

Control C 15.16 

Filter blank 0.10 1.10 

Key: Control A = flask containing broth + isolate only, 
Control B = flask containing broth + Zn only (one flask) 
Control C = flask containing broth + Pb only (one flask) 
* = amount of metal associated with filter (mg/g) 
- = not determined 

Concentration associated 

with cells 

Zn (mg/g} Pb (mg/g} 

0.03 0.29 

3.02±0.39 

29.26±0.44 

0.02* 

0.10* 

0.0007* 0.007* 

pH 

7.6 

6.7±0.1 

6.7±0.1 

7.0 

6.9 

The amount of Zn removed from the spiked medium was the lowest for day twenty-one 

which correlates with the lowest viable count recorded. However, the fact that this value 

did not fall to approximately zero suggests that some Zn was also accumulated by 

biosorption, as well as metabolic-dependent mechanisms. The amount of Pb removed 

from the solution increased in comparison to the value after fourteen days probably due 

to the increase in cell mass whereas the amount of Pb removed per gram of cells 

remained approximately the same. The pH in the control flasks had increased slightly in 

comparison to that recorded after fourteen days. The pH in the Zn and Pb spiked flasks 

remained approximately the same. Over the course of the experiment the greatest 

variation in pH was recorded in the control flasks, ranging from pH 7.0-7.7, which may 

be associated with differences in growth of the isolate in unspiked and spiked 
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conditions. The addition of Zn tended to have a greater effect on pH than the addition of 

Pb. This pattern was also noted in the B. bassiana experiment. 

Overall, the amounts of Zn accumulated per gram of cells by R. mucilaginosa (3.02-

11.3mg/g) and B. bassiana (2.62-6.39 mg/g) were of similar ranges. However, there is a 

clear difference in the amount of Pb accumulated per gram of cells between the two 

strains, with the amount accumulated by R. mucilaginosa (l6.28-46.49mg/g) being 

substantially lower than that accumulated by B. bassiana (60.42-l35.83mg/g). 

Differences between the amounts of metals accumulated by each strain are thought to be 

associated with a wide range of factors such as differences in morphology, cell wall 

composition and structure, type, concentration, ionic radius and atomic weight of the 

selected metal, production of extracellular products and mechanisms of cell transport 

and compartmentation (Gadd, 1993; Section 5.5.3). Although the ability of both strains 

to accumulate Zn and Pb (and in particular the accumulation of Pb by B. bassiana) has 

been clearly demonstrated, it is difficult to speculate at this stage which of these factors 

are primarily responsible for the differences in the amount of Zn and Pb accumulated by 

each isolate. 

5.6 The effects of Zn and Pb on colony growth of B. bassiana and R. mucilaginosa 
at different temperatures 

The aim of these experiments were to examine the effects of Pb and Zn on colony 

growth, and to determine whether the responses of the isolates to these metals varied 

with temperature. 

5.6.1 The effects of Zn and Pb on the colony growth of B. bassiana at different 

temperatures 

Figure 5.1 shows the growth of squares of B. bassiana colony (see Section 3.8.4.4), 

expressed as colony area, at 30°C on replicate plates that were spiked with progressively 

higher concentrations of Zn in comparison to the growth on unspiked plates (control). 

The concentrations selected were those used in the initial isolation procedure, and 



corresponded to the mImmum (30)lgZnJg), midpoint (400)lgZnJg) and maxImum 

(800)lgZnJg) concentrations recorded at both wetland sites when samples for microbial 

analyses were collected. The initial sizes of the colonies were approximately the same 

for all the plates (~160mm2). B. bassiana showed the best growth rate on the control 

plates, with colony growth decreasing on the Zn spiked plates in the order 400)lg/g > 

30)lg/g > 800)lg/g (Fig. 5.1). It is surprising that a higher colony growth was recorded 

for colonies exposed to a Zn concentration of 400)lg/g compared to 30)lg/g. However. 

the difference is not marked. In addition, the initial squares of colony may contain parts 

of the colony which were at different stages of growth. It is possible that the squares 

used on the 30)lg/g Zn spiked plates were from an older part of the colony than those 

used on the 400)lg/g Zn spiked plates which could explain the slower growth rate. 

Although growth on the Zn spiked plates is inhibited in comparison to the control, 

colony growth was clearly visible on all of the spiked plates. After thirty-five days, the 

colony surface area on the spiked plates was 66%, 76% and 58% of the growth recorded 

on the control, for' Zn concentrations of 30)lg/g, 400)lg/g and 800)lg/g respectively. 

This indicates that B. bassiana is very robust with even the highest Zn concentration 

reducing the colony size by less than 50%. 
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Figure 5. 1 Growth of B. bassiana on control and Zn-spiked plates at 30°C. 
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Figure 5.2 shows the results of B. bassiana on plates spiked with Pb (40Jlg/g, 200Jlg g. 

400!lg/g) in comparison to the growth on unspiked control plates at 30°C. The initial 

colony sizes were similar on all the plates. Good growth was recorded on all of the 

plates with colony growths on the spiked plates after 10 and 21 days showing little 

difference from those of the control. After 21 days, although the growths recorded on 

plates spiked with Pb concentrations of 200Jlg/g and 400 Jlg/g remained almost the 

same as those on the control, the growth on plates spiked with a Pb concentration of 

40Jlg/g was greater suggesting that low concentrations ofPb are actually stimulating the 

growth of B. bassiana. The stimulation of growth of various biota by heavy metals has 

also been reported in the literature; 2mM Zn resulted in an initial stimulation of growth 

of Rhizobium (Leung, 1992), whereas a Cd concentration of 10Jlg/l was reported to 

stimulate the growth of some algal species (Kadlec and Knight, 1995). 
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Figure 5. 2 Growth of B. bassiana on control and Pb-spiked plates at 30°C. 

The stimulation of growth observed in this study may be associated with enhanced 

growth in an attempt to colonise a new, uncontaminated substrate. After thirty-five days, 

the colony size on plates spiked with a Pb concentration of 40Jlg/g was 230/0 greater than 

that of the control, whereas the colony sizes on both the 200!lg/g and 400Jlg/g Pb spiked 

plates were 96% of the size of the control. All these results indicate that B. bassiana is 
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highly metal tolerant. Throughout the course of the experiment, the colony sizes on the 

Pb spiked plates appear to be greater than those reported for the Zn spiked plates 

(Figures 5.1. and 5.2). The colony size on plates spiked with Zn at a concentration of 

400J.1g/g was 991mm
2 

after a period of thirty-five days, which is markedly less than the 

colony size of 1248mm2 recorded on plates spiked with the same concentration of Pb. 

This is surprising as the results of the minimum inhibition concentration experiment 

(Section 5.4) indicated that B. bassiana has a much greater tolerance to Zn compared to 

Pb. However, the actual minimum inhibition concentrations for both Zn and Pb were 

considerably greater than the concentrations used in this experiment, and differences in 

both the response of the isolate to higher metal concentrations and the effect of higher 

metal concentrations on the isolate could be an explanation of this different result at 

lower metal concentrations. 

Figures 5.3 and 5.4 show the results of the growth of B. bassiana when exposed to the 

same concentrations of Zn and Pb but incubated at 4°e as opposed to 30 oe. The growth 

of the isolates on all of the plates showed a clear lag phase lasting between ten and 

twenty-one days. The lag phase at 300e was considerably shorter as after ten days, 

colonies on all the plates were showing a clear increase in size (Figures 5.1 and 5.2). 

The longer lag phase of the colonies incubated at 4°e is thought to be due to the lower 

temperature. Between ten and twenty-one days, colonies on all of the plates began to 

show a marked increase in size, and continued to grow strongly over the next fourteen 

days until the end of the experiment. 
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Figure 5.4 Growth of B. bassiana on control and Pb spiked plates at 4°C. 

Growths of the colonies on the Zn spiked plates at 4°C (Figure 5.3) differed from those 

at 30°C in that at 4 °C the growths of the control and plates spiked with a Zn 

concentration of 30llg/g were very similar. Growth on plates spiked with a Zn 

concentration of 400llg/g was similar to that on 800llg/g plates, but both measurements 

were markedly lower than the growths on the control and 30llgZnlg plates. The sizes of 

the colonies recorded after thirty-five days at 4°C were 74% (control), 110% (Zn 

30llg/g), 66% (Zn 400llg/g) and 89% (Zn 800Ilg/g) of the colony areas recorded for the 

same Zn concentrations when plates were incubated at 30°C. 

Growths of B. bassiana on the Pb spiked plates (Figure 5.4) differed from those at 30°C 

in that the lowest Pb concentration did not appear to stimulate growth. After thirty-five 

days, the colony sizes on the control and on plates spiked with a Pb concentration of 

40Jlg/g were approximately the same, followed by, in decreasing size, the growth on 

plates spiked with 200llg/g and 400llg/g of Pb. In comparison with the growths on 

plates incubated at 30°C, the growths at 4°C were again lower but still substantial after 

35 days, comprising 740/0 (control), 62%(Pb 40llg/g), 70% (Pb 200llg/g) and 88% (Pb 

400Jlg/g) of the growth recorded for the same Pb concentrations at 30°C. 

These results indicate that, although the lag phase is longer, the growth of B. bassiana 

on plates spiked with Zn and Pb is reduced by less than 40% at "+°C in comparison to 
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growth at the same metal concentrations at 30°C. This is of great interest with respect to 

the year round treatment ability of constructed wetland treatment systems receiving 

urban runoff. The minimum water temperature recorded at the locations where samples 

were collected were 5.3°C (21st January 1997) and S.6°C (21st January 1997) at the 

Dagenham and Brentwood wetland sites respectively. At the Dagenham site, where flow 

is generally low, the temperature at the sediment surface would be approximately the 

same as that in the overlying water, with sediment temperature increasing relative to the 

water temperature with increasing sediment depth. Therefore, it could be assumed that 

the sediment temperature (at least at the time when samples were collected) was at a 

minimum of 5.3°C. Studies in the literature have suggested that at temperatures of 4-SoC 

the activity of nitrifying and denitrifying bacteria is very slow, if occurring at all 

(Cooper et at., 1996). However, the results of this study suggest that this may not be the 

case for all micro-organisms, with B. bassiana continuing to both grow and tolerate 

metals at 4°C (66%-110% and 62-88% of the growth recorded at 30°C for Zn and Pb, 

respectively). 

5.6.2 The effects of Zn and Ph 011 the colony growth of R. muci/aginosa at different 
temperatures 

Figure 5.5 shows the growths of R. mucilaginosa on plates spiked with a Zn 

concentration of 30f.1g/g, a Pb concentration of 40f.1g/g and on unspiked control plates 

incubated at 30°C. The growth of R. mucilaginosa was inhibited at the other metal 

concentrations (400f.1g/g and 800f.1g/g for Zn and 200f.1g/g and 400f.1g/g for Pb) used in 

the B. bassiana experiment (Section 5.4), and therefore these concentrations were not 

included in this experiment. 

It can be seen that the growth rate of R. mucilaginosa was not high on any of the plates. 

It is interesting to note that, as with B. bassiana at 30°C, a Pb concentration of 40 f.1g/g 

appeared to stimulate growth. However, even this stimulated growth resulted in only a 

doubling of the colony size over a thirty-five day period, in comparison to the II-fold 

increase in colony size exhibited by B. bassiana at the same Pb concentration. This 

comparison of colony growth of B. bassiana and R. mucilaginosa, under the same 

nutrient conditions, at the same temperature and in the presence of the same 
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concentrations of Zn (30J.lg/g) or Pb (40J.lg/g), clearly demonstrate the greater tolerance 

and robustness of B. bassiana to these concentrations of Zn and Pb. 
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Figure 5.5 Growth of R. mucilaginosa on control, Zn and Ph-spiked plates at 30°C. 

Figure 5.6 shows the growths of R. mucilaginosa on plates spiked with the two 

concentrations of either Zn or Pb in comparison to the growth on unspiked plates at 4°C. 

Very little growth occurred, even on the control, suggesting that the growth of this strain 

was negligible at 4°C. 
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5.7 Examination of the effects of Zn and Pb on morphology using Scanning 
Electron Microscopy. 

B. bassiana and R. mucilaginosa were examined using Scanning Electron Microscopy 

(SEM) to investigate the effects of Zn and Pb on morphology. Figures 5.7-5.9 represent 

scanning electron photomicrographs of B. bassiana growing on an unspiked plate, and 

on plates spiked with 800~gZnJg or 400~gPb/g , respectively. Figure 5.7 shows the 

branching hyphae of B. bassiana growing on unspiked medium. The hyphae vari ed in 

diameter along their length but tended to appear quite rounded. In contrast, the hyphae 

appeared to be narrower and had a dried-out appearance on plates spiked wi th Zn 

(Figure 5.8) and Pb (Figure 5.9), suggesting that the presence of both metals affects the 

morphology of B. bassiana . Similar colony morphology was observed on plates spiked 

with higher concentrations of Zn and Pb (data not shown). 

Figure 5.7 Scanning electron photomicrograph of B. bassiana grown on unspiked 

medium. 
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Figure 5.S Scanning electron photomicrograph of B. bassiana grown on plates 
spiked with SOO,-,gZn/g. 

Figure 5.9 Scanning electron photomicrograph of B. bassiana grown on plates 
spiked with 400,-,gPb/g. 

Figures 5.10 and 5.11 show the growths of R. mucilaginosa on an unspiked medium 

(control) and on a medium spiked with 40~gPb/g . Figure 5.10 shows both individual 

cells and colonies growing on a control plate. The individual cells appear to be smooth 

and rounded, whilst those in the colony appear to be surrounded by some kind of 

extracellular product. R. mucilaginosa is known to produce fucose-containing 

extracellular polysaccharides (Golubev and Churkina, 1997), and these are visible in th 

photon1icrograph. 
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Figure 5.10 Scanning electron photomicrograph of R. mucilaginosa grown on 
unspiked medium. 

The growth of R. mucilaginosa on plates spiked with 40~gPb/g is shown in Figure 5.11 . 

Cells appear to be less densely packed in comparison to the control. The colonies did 

not appear to be as extensive as those on the control plate, and the presence of the 

extracellular polysaccharide is not as apparent. The surfaces of the individual cells also 

had more wrinkled/dimpled appearances than those in the control. The growth and 

appearance of R. mucilaginosa on a medium spiked with 1 OO~gZnlg was similar to that 

on the Pb spiked plate (data not shown). 

Figure 5.11 Scanning electron photomicrograph of R. l1lucilagillosa grown on 

plates spiked with 40,.a.gPb/g. 
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In an attempt to quantify the differences in growth between isolates growing on an 

unspiked medium and a medium spiked with Zn or Pb, a series of measurements of 

either hyphal width or cell width were made for B bassiana or R 'I' , , mUCI agmosa, 

respectively. Table 5.13 lists the mean widths of hyphae (±SD) of B. bassiana growing 

on an unspiked medium, and on media spiked with either Zn (at concentrations of 

800)lg/g and 1800)lg/g) or Pb (at concentrations of 400)lg/g and 800)lg/g). Between 55 

and 72 measurements of hyphae width were made for each plate. 

Table 5.13 Mean width (f.lm) (±SD) of hyphae of B. bassiana grown on an unspiked 
medium, in comparison to growth on a medium spiked with either Zn or Pb. 

Control Zn 800)lg/g Zn 1800)lg/g Pb 800)lg/g 

Hyphal width 2.84±O.62 1.58±O.37 2.27±OAO 1.74±OAO 1.44±O.27 

The data in Table 5.13 shows that the hyphae growing on the control plates have the 

greatest mean width followed by, in order of decreasing size, hyphae growing on plates 

spiked with 1800)lgZnlg>400)lgPb/g>800)lgZnlg>800)lgP.b/g. It is surprising to note 

that the mean width of hyphae growing on plates spiked with the highest concentration 

of Zn (l800)lg/g) was greater than that growing on lower concentrations of both Zn and 

Pb. It is possible that the elevated metal concentrations may be resulting in strain 

acclimation or selection. Therefore, whilst overall growth is greatly reduced, some cells 

are better able to tolerate such elevated concentrations, thereby enabling growth similar 

to that of the control. The width of hyphae growing on plates spiked with either 800)lg/g 

Zn or Pb was reduced by 51 % and 56%, respectively, in comparison to growth of the 

control. This indicates that a reduction in hyphal width is associated with the presence 

of both metals and that Pb has a greater effect than Zn, which supports the results of the 

experiments reported in Sections 5A, 5.5 and 5.6. 

Table 5.14 gives the mean widths (±SD) of individual cells of R. mucilaginosa growing 

on an unspiked medium, and those growing on media spiked with lOO)lgZnlg and 

40)lgPb/g. The results suggest that the presence of both Zn and Pb result in an apparent 

increase in cell size, which is more marked for the medium spiked with Pb. 
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Tabl~ 5.14 Me~n w~dth (,..,m) (±SD) of cells of R. mucilaginosa grown on an 
unsplked medIUm, III comparison to growth on a medium spiked with either Zn or 
Pb. 

Control Zn 100Jlg/g Pb 40Jlg/g 

Cell width 2.89±0.39 3.22±0.52 3.52±0.54 

The increased size of cells on the Pb spiked medium supports the findings of the colony 

growth experiment which also found that the same concentration of Pb stimulated 

growth (Section 5.6). However, growth stimulation was not observed on Zn-spiked 

plates, and the explanation for the greater size of cells on both metal spiked plates is 

unclear. It is recommended that future research should include further investigation in 

this area to enable these results to be fully understood. 

To determine whether any of the differences in hyphae and cell widths between the 

control, Zn and Pb spiked plates for B. bassiana and R. mucilaginosa were significantly 

different, the data were examined statistically. The distribution of each data set was first 

tested for normality using the Ryan-Joiner test (Minitab 10.5, Microsoft Windows 

v3.11), as described in Section 4.2.1. However, it was not possible to transform all the 

data sets for B. bassiana to a normal distribution using the same transformation and 

therefore it was decided to analyse the data using a Kruskal-Wallis test (nonparametric 

test). As the raw data sets for R. mucilaginosa were normally distributed, the data sets 

were analysed using ANOVA (parametric test). 

The results of the Kruskal-Wallis test indicate that the differences between the hyphal 

width of B. bassiana on unspiked and spiked medium were statistically significant (p = 

0.000). The data were analysed further using Tukey's Honestly Significantly Different 

test (Tukey's HSD). These results indicated that the width of the hyphae on the control 

was significantly different from the hyphae growing on all the other plates, as were the 

hyphae growing on plates spiked with a 1800llgZnlg and 400JlgPb/g. Hyphae growing 

on plates spiked with 800JlgZnlg and 800JlgPb/g were not significantly different from 

each other, but were significantly different from all other groups. To summarise, the 

results of the statistical analysis strongly suggest that the width of hyphae sho\\/ 

significant differences between the plates, decreasing in width in the order control> Zn 
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1800Jlg/g > Pb 400Jlg/g > Zn 800Jlg/g = Pb 800Jlg/g (where> means significant~y 

greater than). 

The results of the ANOV A on the cell widths of R. mucilaginosa strongly support the 

alternative hypothesis that the hyphae growing on unspiked and spiked media are 

significantly different (p = 0.000). The data were also analysed using Tukey's Honestly 

Significantly Different test (Tukey's HSD). The results indicated that each of the data 

sets were significantly different from each other, with the width of cells decreasing in 

size in the order Pb 40Jlg/g > Zn 100Jlg/g > control (where> means significant~y greater 

than). 

The results of the statistical analysis strongly indicated that there are significant 

differences between the growths of both B. bassiana and R. mucilaginosa on unspiked 

media, and in the presence of varying concentrations of either Zn or Pb. However, some 

of these differences vary markedly from what may have been expected. It is important 

therefore to use as much data as possible to fully interpret the results of each 

experiment. For example, the results of the statistical analysis on the hyphae of B. 

bassiana strongly indicate that hyphae growing on a medium spiked with 1800JlgZnlg 

are significantly wider than hyphae growing on a medium spiked with 800JlgZnlg. This 

suggests that the higher concentration of Zn stimulates growth of the isolate. However, 

the results of the minimum inhibition concentration experiment (Section 5.4) showed 

that at this concentration hardly any growth occurs. Therefore the greater hyphal width 

may be due to some form of strain selection, whereby certain cells are better able to 

tolerate elevated concentrations, rather than a stimulatory effect on growth for the entire 

population. These results emphasise the importance of using all the available data to 

enable a full interpretation. 

5.8 Examination of B. bassiana using Transmission Electron Microscopy and 
Energy Dispersive X-ray Spectrometry 

The results described in Sections 5.4 and 5.6 indicated that. of the two strains studied, B. 

bassiana had a greater tolerance of Pb and Zn, and a much greater capacity to 

accumulate Pb (Section 5.5). To examine B. bassiana further, the growths of the isolate 

on Zn spiked, Pb spiked and unspiked media were examined using Transmission 

Electron Microscopy (TEM) and Energy Dispersive X-ray Spectrometry (EDX). 
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5.8.1 Results of Transmission Electron Microscopy 

Figures 5.12 - 5.15 show the micrographs of B bassiana on a 'k d d' . n unspl e me lUm 

(Figure 5.12), on a medium spiked with 800llgPb/g (Figures 5.13 and 5 14) d . ,an on a 

medium spiked with 800llgZnJg (Figure 5 15) Figure 5 12 h . . " . sows a cross-sectlOn 

through hyphae growing on an unspiked medium. The magnification was xl 0 000 and 

the hyphae diameter was estimated to be approximately 2.84Ilm. Fungal cell walls are 

clearly apparent, as are various internal structures such as nuclei, mitochondria, 

vacuoles and lipid droplets. The empty-looking cell in the centre of the picture is likely 

to be an older, dead cell. However, it is interesting to note that the cell wall is still intact. 

-

Figure 5. 12 Cross-section of hyphae of B. bassiana grown on a unspiked medium 

(xl0 000) 

Figures 5.13 and 5.14 show cross-sections of the hyphae grown on a medium spiked 

with 800 l-lgPb/g and taken at magnifications of 10 000 and 19 000 times respectivel y. 

The hyphae are approximately 1.441lm in diameter. Again, the cell walls and some 

internal structures are apparent. However, the pictures in Figures 5.13 and 5.14 indicate 

the presence of a number of electron dense areas, associated with the cell all, inside 

the cell itself, and in the medium SUITOlmding the cells. These electron dense areas \ ere 

not present on any of the control samples, and are thought to be a Pb salt pr cipitated 

both intracellularly and extracellularly with respect to B. bassiana . The cell ont nt 



appeared to be much lighter in colour and some cells were completely empty suggesting 

that these cells are struggling to survive at this Pb concentration. This supports the 

results of the MIC experiment, where inhibition of growth was found to be between 

800-10001lgPb/g (Section 5.4). 
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Figure 5. 13 Cross-section of hyphae of B. bassialla grown on a medium spiked 
with 800J,lgPb/g (x10 000) 

.. 

f B b · rown on a medium spiked Figure 5. 14 Cross-section of a hypha 0 . aSSlQIla g 

with 800J,lgPb/g (x19 000) 

. f h hae crrown on a mediW1l pik d with Figw"e 5.15 shows cross-sectwns 0 yp 0 

. F' 5 13 d 5 14 cells in Ficrur .1 app ar t 8001lgZnJg. In companson to Igures . an . , 0 



much healthier, with cell contents appearing to be darker and internal structures clearly 

visible. Electron dense areas were not observed on any of the Zn spiked plates and were 

not expected as the results of the metal uptake experiments indicated that B. bassiana 

did not have a great capacity to bind Zn (Section 5.5.2) . In addition, Zn has a lower 

density than Pb (7 .130g/cmJ compared to 11.360g/cmJ , respectively) and is therefore 

less easy to detect by transmission electron microscopy. The healthier appearance of 

cells at 800~gZnlg in comparison to the appearance of cells grown at the same 

concentration of Pb again supports the results of the MIC experiment, which found that 

Zn was less toxic to the isolate (MIC of 1800-2000!lgZnlg). 

Figure 5. 15 Cross-section of hypha of B. bassiana grown on a medium spiked with 
800,..,gZn/g (xlO 000) 

5.8.2 Results of Energy Dispersive X-ray Spectrometry 

To determine if the electron dense areas observed in Figures 5.13 and 5.14 were due to 

the presence of Pb, samples were analysed using Energy Dispersive X-ray Spectrometry 

(EDX) which enables the identification of all of the elements present in the sample. The 

area analysed is shown in Figure 5.16, which shows a cross-section of hyphae gro n on 

. 'k d 'th 800 11 apb/a The imaae is slightly blurred due to the high a medlWTI SpI e WI ro o · 0 

'fi t' (50 000) The hyphae are approximately 1.44!lm in diamet r. The magm Ica IOn x . 

. d h Pb s pres nt in the sampl . and th ar a spectrum of the initial analysis indIcate t at wa 
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was then mapped to determine its location . figure 5 17 '. hi ' . IS t c e cmcntal map ot th ~aIll 

area shown in Figure 5.16. 

Figure 5. 1 Cross-section of hyphae of B. bassialla grO\·, n on a medium spiked" ith 
800JlgPb/g (x50 000) 

Figure 5. 2 Elemental map of a cross-section of hyphae of B. bassiana gro" n on a 
medium spiked with 800JlgPb/g (x50 000) 

The 'hot spots' of Pb are clearly \'isible (highly coloured area~). and their locatIon 

closely corresponds to the main electron dense areas seen in Figure 5.16 conlinning 

their identity as Pb. These results also contillll the ability or B. hm.\iollu to accumulate 



and precipitate Pb intracellularly (red/yellow areas in the middle and middle ri oht of 
.:;, 

Figure 5.17). In addition, sorption of Pb to the cell wall and subsequent precipitation 

(red/yellow area upper middle of Figure. 5.17) is also demonstrated. The precipitation of 

Pb in the surrounding medium occurs which could possibly be due to the release of 

metabolites by the isolate (blue/white areas bottom left and top left of Figure 5.17). The 

colour brightness increases with the increasing number of counts recorded, which, in 

tum, increases with increasing Pb density. The two biggest areas of Pb precipitation in 

the medium (bottom left and top left) appear to be brighter than the areas within the 

hyphae and those associated with the cell walls, which may suggest that the 

precipitation ofPb extracellularly is a more important and signifi cant process. 

To examine the distribution of Pb in more detail , EDX spot analyses were carried out on 

several electron dense areas both inside and outside hyphae grown on a medium spiked 

with 800llgPb/g. Areas of the medium where electron dense areas were not visible were 

also scanned for comparison. Figure 5.18 shows the location of 9 spot analyses which 

were carried out, and the results are shown in the spectra labelled as Figures 5.19 - 5.27 . 

It 

Figure 5. 18 Cross-section of hyphae of B. bassian a grown.on a medium spi ked 
w ith 800JlgPb/g (x20 000). The numbers indicate th e locatIOns of spot analyse. 
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Figure 5.19 EDX spectrum obtained at location 1 (see Figure 5.18) 
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Figure 5.20 EDX spectrum obtained at location 2 (see Figure 5.18) 
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Figure 5. 21 EDX spectnllll obtained at location 3 (see Figure 5.18) 
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Figure 5. 22 EDX spectrum obtained at location 4 (see Figure 5.18) 
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Figure 5. 23 EDX spectrum obtained at location 5 (see Figure 5.18) 
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Figure 5. 24 EDX spectrulll obtained at location 6 (see Figure 5.18) 
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Figure 5. 25 EDX spech"um obtained at location 7 (see Figure 5.18) 
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Figure 5. 26 EDX spectrum obtained at location 8 (see Figure 5.18) 
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Figure 5. 27 EDX spectrum obtained at location 9 (see Figure 5.18) 

Each spectrum gives the identity of all the elements present under the 'spot', which has a 

diameter of a few nanometers. S pot analyses carried out on locations 1-4 (Figs 5. 19-

5.22),7 and 8 (Figs 5.25-5.26) were electron dense areas associated with the cell wall 

and inside the hyphae, whereas location 6 (Fig. 5.24) was inside a hyphae, but electron 

dense areas were not visible. In all of these spectra Pb peaks were apparent, with peak 

height appearing to decrease with decreasing crystal density. Spot analysis carried out on 

locations 5 (Fig. 5.23) and 9 (Fig. 5.27) were on areas of the media outside the hyphae 

where electron dense areas were not visible. On both these spectra, Pb peaks are not 

apparent, confirming the results of elemental mapping which identified electron dense 

areas as being due to the presence of Pb. 

The peak heights of Pb in the spectra decrease in Size 111 the order of location 

8>3>7>2> 1 >4>6>9=5. This order closely reflects the decrease in crystal density For 

example, the very dense precipitate associated with the cell wall at location 8 in 

comparison to the speckled appearance of the precipitate within the hyphae at location 1. 

At location 6, although electron dense areas are not visible on the photomicrograph, 

small Pb peaks were visible on the spectrum (Fig. 5 24). The amount of Pb accumulated 



small Pb peaks were visible on the spectrum (Fig 5 24) The am t f Pb 1 ". oun 0 accumu ated 

and precipitated at location 6 may be too small to be VI'SU 11 d t d h' aye ecte at t IS 

magnification (x20 000) but present in sufficient quantity to be detected using EDX 

(detectability of approximately 0.1-0.5%). This accumulation may have been the result 

of either metabolic dependent accumulation, a process suggested by the localisation of 

precipitates within hyphae (e.g. at location 7), or as a result of passive accumulation 

following increasing cell permeability and/or cell death. 

The other peaks present in the EDX spectra are due to Cu, CL P and Si. Although this 

technique is capable of identifying which elements are present, it is not capable of 

determining in what form they occur. For example, CI may be present as chloride, 

chlorite or chlorate. The Cu peaks are present at approximately the same height in all the 

spectra, and are thought to be due to the fact that the grid used to support the samples 

was made of Cu. The CI and Si peaks vary in height between spectra but they do not 

vary in a similar way to the Pb peaks. For example, although the greatest peak height for 

all of the elements was recorded at location 8 (Figure 5.26), the second highest Si peak 

was recorded at location 9 where no Pb was detected (Figure 5.27), and the second 

highest CI peak was recorded at location 4 which was the 6th highest peak for Pb 

(Figure 5.22). As the CI and Si peak heights do not vary in a similar way to the Pb peak 

heights, it is assumed that Cl and Si are not directly associated with the Pb precipitates. 

Following discussions with the manufacturers of the agar, it is thought that their 

presence may be due to chloride and silicon ions within the seaweed used to make the 

agar. However, the peak heights of P appear to vary in size in approximately the same 

way as the Pb peaks, decreasing in size in the order of location 8>3>2>7> 1>4>6=9=5, 

in comparison to the Pb peaks which decrease in the order 8>3>7>2>1>4>6>9=5. 

Although it is not possible to determine the exact form of P, the similar trends in peak 

height strongly suggest that P is involved in the precipitation of Pb. Pb could be binding 

to the phosphate groups present in many cell constituents. Gadd (1993) suggested that. 

although there are many potential sites capable of binding metals, such as amines, 

hydroxyls and sulphydryls, primary metal-cell wall interactions probably invoh'e the 

binding of metals to both phosphate and carboxyl groups. Phosphates are present in 

large amounts as part of galactans which are polymers present in both cell walls and 

exocellular polysaccharides (Holan and Volesky, 1995) and in the abundant metabolite 

1" 



glucose-6-phosphate which is converted to uridine diph h N . 
osp ate -acetylglucosamme 

which is a precursor of chitin (Carlile and Watkinson 1994) Ph h 
, . osp ates are also 

present in nucleic acids where they form part of th h h 
e sugar-p osp ate backbone. 

However, due to the complex nature of the cell wall co 't' d . . mposl IOn an structure It IS 
unlikely that all the insoluble Pb is present as insoluble Pb phosphate. 

Chitin and chitosan are important components of fungal cell walls and both have been 

shown to sequester metal ions (Tsezos and Volesky, 1982, Zhang et at., 1998). Pb 

uptake by Rhizopus nigricans was reported to be primarily due to the binding of Pb to 

the amine-N of chitin, which then acted as a nucleation site for the further deposition of 

Pb (Zhang et al., 1998). Almost all filamentous fungi contain chitin in their cell walls , 

and such a mechanism may therefore have also been involved in the accumulation of Pb 

by B. bassiana. The presence of precipitated Pb in the medium surrounding hyphae may 

indicate that the release of metabolites by the isolate is also resulting in the precipitation 

ofPb. 

5.9 Potential application of results 

B. bassiana is an insect pathogen and is known to produce citric and oxalic acids, which 

are thought to reduce protein bonding in the insect cuticle thereby enabling the 

penetration of hyphae (Bidochka and Khachatourians, 1991). In a study on Aspergillus 

niger, which also produces oxalic and citric acids, Sayer and Gadd (1997) demonstrated 

that the isolate was capable of solubilising insoluble Zn and Ca phosphate and Zn oxide 

which was subsequently precipitated as oxalate crystals in the medium under and around 

the colony. Therefore, the release of oxalic acid by B. bassiana may be responsible for 

the precipitation of Pb in the medium surrounding the hyphae. The precipitation of 

metals as oxalate crystals is highly desirable as insoluble metal oxalates are resistant to 

further solubilisation, with only a few bacteria and fungi being known that are able to 

readily degrade them (Sayer and Gadd, 1997). The precipitation of metals as insoluble 

metal-oxalate crystals by oxalic acid producing fungi such as B. bassiana would be an 

important mechanism in urban runoff treatment wetlands, for the removal of metals 

from urban runoff and as a long-term storage 'sink' within wetland substrates. 
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Although the importance o~ micro-organisms in many wetland treatment processes has 

been recognised, there have been few studies of the ability of wetland micro-organisms 

to accumulate metals. This study has demonstrated that micro-organisms isolated from 

urban runoff wetland systems are capable of tolerating Zn and Pb at concentrations 

typical of sites receiving urban runoff, and also showed that selected strains were 

capable of accumulating these metals. In treatment wetland systems receiving urban 

runoff, or other metal contaminated wastewater, the understanding and enhancement of 

such processes would clearly be of considerable value. Samples for microbial analyses 

were collected during winter (November 1997), indicating that such processes may 

occur throughout the year. In addition, many of the samples (including B. bassiana) 

were isolated from sites that were less than two years old at the time of sampling. The 

results indicate that metal tolerant micro-organisms either quickly become established at 

sites receiving metal contaminated wastewaters, or that they form a natural component 

of the plant and substrate microbial popUlation. The microbial populations of urban 

runoff treatment wetlands have great potential in terms of year round metal 

accumulation, and it is strongly recommended that further research is carried out in this 

area. Such results may also suggest new approaches to urban runoff treatment wetland 

design, whereby wetland plants and substrates are selected on the basis of the microbial 

populations they can support. 

5.10 Summary of results 

The results of this study have demonstrated that a range of micro-organisms isolated 

from the rhizosphere of Typha latifolia and Phragmites australis (collected from the 

Dagenham and Brentwood wetlands) were able to tolerate Zn and Pb, with the numbers 

of tolerant isolates decreasing with increasing metal concentration. Subsequent 

experiments focused on the ability of two isolates, which were identified as Beauveria 

bassiana (filamentous ascomycete fungus) and Rhodotorula mucilaginosa 

(basidomycete yeast) to tolerate and accumulate Zn and Pb. Of the two strains, B. 

bassiana demonstrated a much greater tolerance to both metals, and could tolerate levels 

of almost twice the maximum Zn and Pb concentrations recorded at both wetland sites. 

Both species could accumulate Zn and Pb, with the accumulation of Pb by B. bassiana 

being particularly efficient. The colony growths of B. bassiana on Zn and Pb-spiked 
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media compared well with the growth of the isolates on unspiked media at 30°C and at 

4°C. The colony growth of R. mucilaginosa was poor at 30°C and negligible at 4°C on 

both metal-spiked and unspiked media. Examination of the isolates using Scanning 

Electron Microscopy indicated that the presence of Zn and Pb resulted in a significant 

reduction in the hyphal width of B. bassiana but resulted in a significant increase in the 

cell size of R. mucilaginosa. B. bassiana was also examined using Transmission 

Electron Microscopy. Examination of the isolate grown on Pb-spiked medium indicated 

the presence of electron dense areas associated with cell walls, within the cells and in 

the medium surrounding the cells. These electron dense areas were not present on any of 

the control or Zn-spiked samples. Elemental mapping and Energy Dispersive X-ray 

analysis were carried out, and confirmed that these electron dense areas were due to the 

presence of Pb. The application of these results to urban runoff treatment wetlands is 

also discussed, with regards to the potential of microbial accumulation and precipitation 

of metals as treatment processes which may occur throughout the year. 
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CHAPTER 6 CONCLUSIONS AND RECOMMENDATIONS 

6.1 Treatment performance and design of constructed wetlands receiving urban 
runoff 

Two full-scale experimental treatment wetlands were monitored for a wide range of 

parameters, including heavy metals, BOD, suspended solids and nutrients, over a two 

year period to determine their ability to treat urban runoff. The results of the monitoring 

programme indicate that both wetlands were capable of reducing the pollutant loads, 

demonstrating that the use of this technology to treat urban runoff is appropriate. This 

study also shows that it is possible to locate and successfully establish treatment 

wetlands within urban areas, and the use of wetland systems at other urban sites to 

improve and protect the water quality of receiving waters is supported. The results will 

be used by the Environment Agency in the development of guidelines for the use of 

urban runoff treatment wetlands in England and Wales. 

The two wetland systems monitored are of different designs and surface areas. Although 

removal efficiencies were variable, both systems demonstrated positive removal 

efficiencies during specific storm events for a range of parameters. Of the two systems, 

the mean removal efficiencies were higher at the Dagenham wetland during storm 

events, which is thought to be associated with several factors. The Dagenham wetland 

has a greater surface area than the Brentwood wetland, and inlet loadings at the 

Dagenham site were generally higher. The construction of the Dagenham wetland 

involved widening an existing watercourse which was then planted with Typha latifalia 

and Phragmites australis, and the results of this study support the use of this 'retro

fitted wetland' design approach for future systems. 

As a result of this study, several recommendations have been made with regards to the 

design, management and maintenance of these wetland treatment systems. These 

include the installation of a stilling structure at the inlet to the settlement tank at the 

Brentwood wetland to reduce the velocity of the incoming flow, and the use of baffles in 

the constructed wetland to reduce hydraulic short-circuiting in this component. At the 

Dagenham wetland, the construction of a fence will enable the re-establishment and 
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recovery of damaged plants, increasing plant density and hence improving the retention 

time of the whole system. 

Both wetland systems flooded during storm events, but as the Dagenham wetland was 

constructed on a flood plain and the Brentwood wetland in a flood basin this was not 

found to be a problem. However, this factor must be considered in the design of future 

systems, and where flooding is not acceptable then it is recommended that a by-pass 

channel is included as part of the design to cope with elevated flows. This would also 

help reduce sediment remobilisation during high flow conditions, which was reported at 

both wetland sites during storm events. 

The treatment performance of both wetland systems has been adversely affected by 

several management and maintenance issues which could not be resolved immediately 

due to the delays in the establishment of a management and maintenance plan. The 

management and maintenance requirements of the systems following their construction 

were not considered during the initial wetland design process. Since there was no plan 

in operation and no funding available, there were considerable delays before 

recommendations, such as the emptying of the settlement tank, could be implemented. 

A management and maintenance plan should clearly identify who has responsibility for 

the various operational issues which may arise, and ensure that adequate funding will be 

available to enable prompt responses to such issues. It is considered essential that a 

management and maintenance plan is included in the initial design and co stings of 

future constructed wetland treatment systems to enable treatment wetland systems to 

perform optimally. 

An important and common factor in determining the location of the treatment wetlands 

is the availability of land. However, the results of the monitoring programme showed 

that, in addition to land availability, who access to the site and use of the surrounding 

land should also be considered. This aspect was not investigated at the Dagenham site, 

where the system was located on a flood plain which was also an area of common land 

used for grazing and the illegal dumping of solid waste. Such considerations at an initial 

stage would have enabled suitable precautionary measures, such as the construction of a 

fence to prevent horses grazing the plants, to have been incorporated into the wetland 

design. 
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To summarise, based on the results of this study, the following recommendations for the 

design of urban runoff treatment wetlands are made: 

• location - when deciding where to locate an urban runoff treatment wetland it is , 

important to consider who has access to the land and surrounding area, with regards 

to preventing damage and/or conflict of use over the land area. 

• pre- and post-treatment - the results of this study indicate that the settlement tanks 

at both sites resulted in the removal of metals from the water column, and they are 

therefore considered to be an essential component of urban runoff treatment 

wetlands. However, their design should ensure that inlet flows do not result in the 

resuspension of already settled sediment, that they are emptied regularly as required, 

and that great care is taken during this process to prevent contaminated sediments 

from being transported through the system. 

• wetland design - of the two wetland systems studied, the retro-fitted wetland 

appeared to result in the greater treatment efficiency, and this design could readily 

be incorporated into streams in other urban areas. However, the further monitoring 

of both systems during storm events of different magnitudes, following the 

implementation of the recommendations made earlier in this section, should be 

carried out to enable a fuller evaluation of the performance of each system. 

• surface area - the quality of urban runoff entering the monitored wetland systems, 

although very variable, differed between the catchment areas in that pollutant 

concentrations and loadings tended to be higher at Dagenham than Brentwood 

during both dry weather and storm events. This was thought to reflect the fact that 

the Dagenham catchment area (440ha) was larger and contained both industrial and 

residential areas, whereas the Brentwood catchment is smaller (l50ha) and is 

residential only. This emphasises the importance of incorporating local catchment 

characteristics into the sizing of urban runoff wetland systems, and that the approach 

of sizing wetland systems based on a percentage of the catchment area may be 

modified to reflect local pollutant characteristics. The necessary information could 

be ascertained by background water quality analysis. 
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• wetland vegetation - plant metal tissue concentrations III Typha latifolia and 

Phragmites australis were found to vary both seasonally and between the species 

themselves. This may reflect differences in the onset and duration of the growing 

season of each plant species and therefore it is recommended that a mix of plant 

species is included to maximise potential metal bioaccumulation. A mix of plant 

species will also increase the aesthetic appeal and wildlife value of the wetland 

system. 

• management and maintenance plan - as already emphasised earlier in this section, 

the inclusion of a management and maintenance plan as part of the initial wetland 

design and budgeting process is essential to enable systems to perform optimally. 

6.2 Ability of micro-organisms, isolated from urban wetlands, to accumulate heavy 
metals 

The results of this study demonstrate that a range of micro-organisms isolated from the 

rhizospheres of Typha latifolia and Phragmites australis, collected at the Dagenham and 

Brentwood wetland sites, are capable of tolerating Zn and Pb at concentrations typical 

of sites receiving urban runoff. In addition, results showed that two selected strains 

(identified as Beauveria bassiana and Rhodotorula mucilaginosa) were also capable of 

accumulating both metals. In particular, B. bassiana, demonstrated a high capacity to 

bind Pb. Results of this study also showed that the colony growths of B. bassiana on Zn 

and Pb-spiked media incubated at 4°C compared well with the growths recorded on Zn 

and Pb-spiked media incubated at 30°C. This may indicate that processes ofbiosorption 

and bioaccumulation can potentially occur year round, with the results of the uptake 

experiments suggesting that both living and dead cells may accumulate metals. 

Although the experimental conditions are undoubtedly much simpler than conditions in 

the field, it is felt that the results of the laboratory experiments clearly suggest the 

potential importance of microbial biosorption and bioaccumulation as processes of 

heavy metal removal in wetlands receiving urban runoff. 

Within wetland treatment systems, sediments are considered to be the most important 

long-term 'sink' for heavy metals. The roots, rhizomes and leaves of many wetland 

plant species are also known to bioaccumulate metals, although, as the roots only fonn a 
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small fraction of the total plant biomass, and the leaves die-back in winter, only the 

rhizomes are considered to be of importance in tenns of long-tenn metal storage. The 

potential of micro-organisms to both remove metals from the water column and act as 

metal 'sinks' within wetland treatment systems has yet to be quantified in the field. 

However, it is suggested that the microbial popUlation should be considered as a 

biomass component capable of binding metals and hence should be included in models 

of metal removal and dynamics within wetland systems. The question of whether the 

removal of metals by micro-organisms acts as a long tenn or short tenn 'sink' would 

require further investigation. 

A companson of the amount of metal removed by each of the examined wetland 

components, in tenns of the amount of metal accumulated per gram, shows that, for 

example, Pb concentrations decrease in the order of B. bassiana> R. mucilaginosa> 

sediment> plants. However, if the data were examined in tenns of loadings then this 

trend would be reversed as sediment and plants represent a much greater proportion of 

the total mass of the system than the two isolates studied. To fully evaluate the ability of 

these, and other isolates, to remove metals would clearly require much further research. 

However, the results of this study strongly suggest that such work is warranted. 

6.3 Recommendations for further research 

The results of the monitoring programme show the ability of two constructed wetland 

systems to treat urban runoff during their first three years of development. It would be 

useful to continue the monitoring programme at both sites to examine whether removal 

perfonnances change with the maturation of the wetland systems. This is particularly 

important with respect to detennining the operationalhfe span of urban runoff treatment 

wetlands. Several recommendations were also made to improve the treatment 

performance at both sites, and further monitoring would be necessary to determine the 

effectiveness of these measures. Further storm events of different magnitudes should 

also be monitored, to improve the understanding of pollutant behaviour and removal 

during storm events, and to determine the treatment efficiencies during storm events of 

various magnitudes and intensities at both systems. Although automatic sampling and 

flow monitoring equipment could not be left on-site at the Dagenham and Brentwood 
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wetlands due to vandalism, it is strongly recommended that automatic equipment is used 

at other urban runoff treatment wetland sites wherever possible, to enable sampling to 

begin as rainfall commences and to allow the collection of the maximum number of 

samples. 

The development and assessment of further constructed wetland systems for the 

treatment of urban runoff is recommended. A Decision Support System (DSS) could 

then be produced which would incorporate the criteria for selecting, designing and 

monitoring these systems. This study has shown that information on catchment size 

alone is insufficient to determine the area of a constructed wetland system. Catchment 

and pollutant characteristics are required at the design stage and a model could be used 

to evaluate the area of the constructed wetland from catchment and water quality data. 

Best Management Practice (BMP) guidelines for urban runoff wetland treatment 

systems could also be developed for future use by Environment Agency staff. 

The results of the microbiological experiments show that a range of micro-organisms 

isolated from urban runoff treatment wetlands are tolerant to high concentrations of Zn 

and Pb, and that selected isolates are capable of accumulating both metals. This work 

should be extended to test the ability of the identified isolates to tolerate and accumulate 

other heavy metals, both in single and multi-metal solutions, in an attempt to further 

evaluate and quantify the relevant processes, and to elucidate methods of microbial 

metal accumulation. 

Although it would be interesting to screen other individual wetland microbial strains for 

metal tolerance and to determine their ability to accumulate a range of metals, it is 

suggested that it would be more valuable to determine the ability of a consortium of 

micro-organisms isolated' from one of the monitored sites to tolerate and accumulate 

metals in continuous culture. This would have several advantages over the single strain, 

batch culture experiments used in the research so far. The use of a microbial consortium 

isolated from an urban wetland site would have the advantage that it is closer to the 

actual conditions in the field where a wide range of bacteria, fungi and actinomycetes 

would be competing with each other, and the responses of microbes within a consortium 

to the presence of heavy metals may be different from those of a single strain in 

isolation. 
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In batch culture experiments exponential growth only lasts for a few generations as 

nutrients are depleted and/or toxic waste products build-up. In continuous culture 

techniques, cultures can be maintained in the exponential phase through the continual 

provision of nutrients and the removal of wastes. This would enable experiments to be 

run over a much longer period of time, and would help to answer the question of 

whether microbial metal accumulation is potentially a long-term or short-term metal 

sink. Growth parameters, such as temperature, pH, oxygen concentration and nutrient 

levels, can be precisely controlled, and varied one parameter at a time. This would 

enable the optimal conditions for growth and metal accumulation to be identified, and to 

determine the effects of altering any or all of these parameters. Such optimal conditions 

could then be compared to the actual values of these parameters reported for wetland 

systems, and any differences in performance under these conditions evaluated. 

These experiments could be taken a step further, using column experiments to provide a 

closer representation of a wetland environment. This would involve the collection of 

substrate from the Dagenham or Brentwood wetlands, which would then be sterilised 

using gamma radiation. The sterile substrate would then be placed in a series of columns 

and planted with surface-sterilised Typha and Phragmites seeds, also collected from the 

monitored sites. Selected columns could then be inoculated with the microbial 

consortium evaluated in the continuous culture experiment described above. The ability 

of these columns to remove metals from a metal-spiked solution could then be 

compared with the ability of columns containing the same composition of sterile 

substrate and wetland plants, but which had not been inoculated with the microbial 

consortium. 
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Appendix I 

The following Tables give the aqueous, sediment and plant tissue concentrations of all 

of the monitored determinands at each of the identified sampling points at the 

Dagenham and Brentwood wetland systems. In the determination of metal 

concentrations, duplicate samples were analysed. In order to appreciate variability 

between replicate samples, the standard deviations associated with the mean values are 

given in the Table immediately following the Table of mean values. The following key 

applies for all of the Tables: 

ND = not detected 

NS = sample not collected 

* = only one sample 

Table J- 1 pH values recorded at identified sampling points at the Dagenham and Brentwood 
wetlands during dry weather. 

SI!e lB711J71995 1070171996 0670371996 0170771996 1170971996 0571171996 2170171997 O<l7Liil71997 2<17LiS71997 2B7OB71997 
Dl NS 7.9 8.1 SA 7.3 7.5 7.'1 7.5 7.1 72 
02 7.0 7.9 8.3 6.3 7.1 7.8 7.4 7.4 6.8 7.2 
03 7.0 7.7 8.3 7.4 7.2 7.5 7.5 7.4 6.9 7.2 
04 6.9 7.6 8.1 7.7 7.5 7.4 7.4 7.5 6.8 7.0 
05 6.7 7.5 7.6 7.4 7.9 7.5 7.5 7.6 7.0 7.0 
B1 6.9 7.6 6.1 7.7 7.6 7.9 8.0 7.7 7.7 7.4 
B2 7.0 6.3 8.4 7.4 7.6 8.1 7.8 7.0 7.3 7.4 
B3 7.0 7.6 8.5 7.6 7.6 8.0 7.8 6.9 7.3 7.4 
B4 7.0 7.6 8.2 7.6 7.2 7.5 7.4 7.4 7.2 7.2 
B5 6.9 7.3 8.2 7.6 7.5 7.7 7.8 7.6 7.1 7.2 
B6 7.6 7.8 8.0 7.6 7.8 8.1 7.8 7.5 7.4 7.4 
B7 7.3 7.7 6.1 7.6 7.6 8.2 7.9 7.5 8.0 7.5 

3071071997 
7.5 
7.8 
7.7 
7.9 
6.8 
7.2 
7.0 
7.1 
7.4 
7.5 
7.5 
7.7 

Table J- 2 Dissolved oxygen concentrations (mg/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

SI!e 1871071995 1070171996 0670371996 0170771996 n70971996 0571171996 2170171997 0~70'I71 997 22170671997 2870871997 30mJ71997 
D1 NS NO 7.80 3.66 3.60 7.20 9.10 7210 5.80 3.721 5.80 
02 5.23 NO 7.90 4.06 4.40 6.65 8.98 7.10 6.45 3.55 7.64 
03 3.75 NO 7.20 2.24 2.93 3.80 7.22 6.39 4.83 3.90 7.74 
04 8.52 NO 7.90 6.45 6.40 2.12 7.07 8.30 8.26 4.00 5.80 
05 12.10 7.80 8.80 9.85 NO 4.44 8.30 11.16 10.44 3.81 5.55 

B1 10.81 11.44 10.60 5.91 NO 5.19 10.19 5.56 5.55 8.79 7.20 

B2 8.99 11.49 10.70 4.52 7.57 5.48 12.45 5.77 5.70 9.50 5.77 

B3 8.67 11.50 10.60 4.55 NO 5.44 11.94 5.74 5.60 9.62 11AO 

B4 10.67 11.45 10.40 2.95 NO 3.47 1.92 1.92 8.50 6.66 5A9 

B5 9.84 10.34 10.40 3.85 NO 4.76 7.71 5.50 6.33 6.40 7.15 

B6 9.10 10.85 10.60 6.50 5.02 9.30 11.25 4.87 7.80 6.31 4.80 

B7 8.96 11.15 10.80 5.85 6.90 9.55 11.83 5.92 5.05 7.82 5.45 

Table J- 3 Temperatures cae) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

2870871997 307~~7~gg7 1170971996 0571171996 2170171997 0470471997 2670671997 1070171996 0670371996 0170771996 
19.00 11.tiO 

SI!e 1871 071 995 
18.10 17.20 11.90 5.30 13.40 18.20 D1 NS NO 8.50 

12.40 5.30 13.00 18.20 19.00 12.00 8.30 19.30 17.70 
18.20 1210 02 15.00 NO 

12.60 5.10 13.60 18.20 15.60 NO 8.40 16.60 18.50 
12.70 17.40 18.20 12.30 03 

16.30 18.80 12.60 4.70 04 13.90 NO 7.10 
13.00 5.10 15.50 19.20 17 80 1190 

16.60 10.00 8.60 16.30 21.10 
8.40 16.80 21.00 12.00 05 

13.00 15.20 24.90 6.90 8.10 6.70 
16.00 16.90 11.20 B1 12.10 

14.30 18.00 24.50 5.50 11.60 13.00 8.70 7.90 
12.10 1490 17.30 1070 B2 

14.50 15.30 25.10 5.60 B3 13.00 7.80 7.70 
19.80 5.40 10AO 14.20 17.20 10.00 8.30 14.70 15.10 

14.20 1700 9.30 B4 12.60 8.10 
14.70 14.90 24.90 5.60 11.20 7.90 7.90 

1~40 1740 9.00 B5 14.20 
1580 14.10 24.80 5.80 10.10 

14.40 8.10 8.10 
12.10 14.50 18.~:' 920 B6 

15.80 14.10 24.90 640 
B7 14.60 8.20 8.50 
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Table 1- 4 BODs concentrations (mg/I) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

~I!e 18/1~995 10/~17!996 06/OJ!;996 01/~~1996 11/O~71996 05/11/1996 21701/1997 04/04/1997 
01 NS 14.M 6.0 lOA 4.0 204 4.0 5.2 

24/06/1997 28/0871997 30/10/1997 

02 17.6 14.8 7.6 8.8 2.4 2.4 6.8 4.0 
03 16.4 19.2 8.4 27.2 1.3 2.8 1.2 7.6 
04 15.2 18.4 6.4 6.0 1.2 3.2 7.6 6.4 
05 17.6 17.6 8.4 13.2 1.6 0.4 4.0 4.4 
B I 16.4 19.2 8.0 5.6 2.0 6.0 5.2 11.2 
B2 18.4 18.8 13.2 9.2 2.0 8.0 2.4 7.2 
B3 28.0 16.0 12.4 11.2 1.6 7.6 8.8 9.2 
B4 15.6 15.2 13.2 7.6 2.4 5.2 2.0 10.0 
B5 21.6 14.8 12.8 6.4 6.0 6.4 2.4 12.4 
B6 
B7 

16.4 
18.8 

14.8 
16.8 

7.6 
2.4 

9.2 
8.4 

3.2 
3.6 

6.4 
8.0 

4.8 
3.6 

12.0 
13.2 

NO 
NO 
1\0 
NO 
NO 
3.6 
4.0 
3.6 
2.0 
1.2 

1.6 
2.0 

2.8 14.0 
4.0 5.6 
2.8 5.6 
4.0 6.4 

5.6 5.6 
3.2 7.6 
2.0 8.0 
5.6 6.4 
4.8 4.0 
4.0 4.0 
4.8 5.2 
3.2 6.4 

Table 1- 5 Suspended solids concentrations (mg/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

Site 
01 

18/10/1995 10701/1996 06/03/1996 01/07/1996 11/09/1996 05/11/1996 21/0171997 04/04/1997 24/06/1997 28/08/1997 30710/1997 

02 
03 
04 
05 
Bl 

B2 
B3 
B4 
B5 
B6 
B7 

NS 
66.8 
75.0 
73.8 
75.0 
76.6 
67.6 
65.0 
61.8 
61.2 
75.8 
71.8 

32.0 
53.0 
53.2 
68.4 
36.0 
35.6 
52.0 
50.0 
22.4 
55.4 
45.0 
26.6 

NO 
4.8 
3.2 
5.4 
10.8 
11.2 
NO 
0.4 
6.8 
28.6 
5.6 
NO 

30.6 
23.0 
38.6 
nd 

10.6 
23.8 
45.0 
58.1 
36.8 
57.6 
65.4 
3.0 

53.2 
89.2 
NO 
47.0 
45.0 
11.0 
18.4 
NO 
NO 
NO 
NO 
NO 

NO 
NO 
NO 
NO 
NO 
NO 
NO 
NO 
NO 
NO 
NO 
NO 

NO 
11.2 
NO 
NO 
12.9 
0.8 
NO 
NO 
12.4 
6.9 
2.7 
5.1 

350.1 
130.6 
22.8 
76.8 
14.6 
65.0 
28.4 
28.0 
30.2 
29.0 
26.4 
44.2 

74.6 
160.4 
51.6 
3.4 

24.4 
11.0 

146.8 
46.2 
45.4 
56.2 
71.4 
80.2 

40.8 24.6 
11.6 26.8 
8.0 23.2 
9.6 39.8 
29.4 22.6 
31.6 11.0 
33.4 46.0 
62.0 20.8 
1.2 16.6 

10.2 83.4 
4.2 4.U 

30.8 26.2 

Table 1- 6 Mean total aqueous cadmium concentrations (J.lg/I) recorded at identified sampling 
points at the Dagenham and Brentwood wetlands during dry weather. 

Site 
DI 
02 
03 

04 

05 

BI 
B2 
B3 

B4 

B5 

B6 

B7 

I O/Oll! 996 
NO 
NO 
NO 
0.29 
0.33 

NO 
0.22 
0.29 

0.28 

NO 
3.81 
NO 

0610371996 
NO 
2.99 

NO 
NO 
0.64 

0.67 

NO 
0.32 

0.65 
NO 
0.25 
NO 

01/0771996 
2.37 
1.41 
1.18 

0.68 
1.15 
0.47 

1.63 
0.52 
0.71 

0.39 
3.18 

1.79 

11/0911996 
6.58 
9.26 

4.79 

9.24 
NO 
6.19 
5.99 
1.07 

0.86 

1.34 
5.59 
0.23 

0571 171 996 2170111997 
0.98 ND 
1.81 NO 
0.65 NO 
2.11 0.29 

1.31 NO 
1.49 
1.43 

0.92 
1.69 
1.17 
1.08 

1.49 

NO 
1.95 
1.74 
5.87 

1.87 
5.22 

1.76 

04/04/1997 
0.60 
1.25 
0.95 
0.85 
0.90 

0.55 
0.24 
0.19 

0.19 
NO 
0.75 

0.30 

2670671997 
O. 75 
0.85 
0.65 
0.70 
1.35 
0.49 

NO 
NO 
NO 
0.24 
NO 
1.80 

2870871997 
0.65 
1.45 
1.90 

2.30 
0.44 
1.25 
0.24 
0.45 

3.45 
1.15 
2.05 

NO 

30/1071997 
0.25 
0.30 
1.15 
0.65 
NO 
NO 
0.29 
0.24 

0.30 
0.40 
0.25 

NO 

Table 1- 7 Standard deviations associated with mean total aqueous cadmium concentrations (J.lg/I) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 

weather. 

01 
02 

03 

04 

05 

B1 

B2 
B3 

B4 

B5 

B6 

B7 

1010111996 
NO 
NO 
NO 
0.03 
0.21 

NO 
0.06 

0.15 

0.14 

NO 
0.24 

NO 

0670311996 
NO 
0.16 

NO 
NO 
0.65 

0.41 

0.01 

0.20 

0.66 

NO 
0.10 

NO 

0110711996 
0.41 
0.76 

0.29 

0.01 

0.13 
0.40 

1.34 
0.48 

0.74 

0.23 

0.04 

0.32 

1lI0911996 0571 111996 2110171997 
0.76 0.11 NO 
0.08 0.16 NO 
2.52 0.00 NO 
0.05 0.91 0.15 

0.00 0.04 NO 
0.00 0.81 NO 
0.20 0.98 1.35 
0.28 0.1 I 0.20 

0.46 0.08 0.90 
0.07 0.42 0.08 

0.13 0.01 0.10 

0.07 0.52 0.75 

0470471997 
0.14 
0.07 
0.35 
0.07 

0.14 
0.07 

0.08 
0.01 

0.01 
NO 
0.21 
0.14 

2670671997 
0.07 
0.49 

0.07 
0.42 

1.20 
0.44 
NO 
NO 
NO 
0.08 
NO 
0.28 

0.07 
0.42 

0.42 

0.37 
0.92 
0.08 
0.21 
0.07 
0.21 
0.07 
NO 

0.00 
0.64 

0.49 
NO 
:-;0 

0.16 
0.08 
0.14 
0.28 
0.07 
NO 
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Table 1- 8 Mean total aqueous chromium concentrations (J.lglI) recorded at identified sampling 
points at the Dagenham and Brentwood wetlands during dry weather. 

02 
03 
04 
05 
BI 
B2 

B3 
B4 
B5 
B6 
B7 

2.27 
1.56 
2.77 
1.65 
0.28 
NO 
NO 
0.56 
NO 
NO 
NO 

1.26 

0.61 
NO 
NO 
0.32 
0.30 
NO 
NO 
NO 
NO 
NO 
NO 

2.05 
NO 
NO 
NO 
NO 
0.50 
NO 
NO 
NO 
0.34 
NO 

11l~9~1996 os/] lli996 2110171997 
3.92 3.88 1.92* 
2.83 6.23 1.17 
1.0 I 4.58 0.85 
2.22 13.03 1.61 
2.10 5.03 0.83 
NO 2.63 1.31 
NO 3.79 0.84 
NO 3.82 l.ll 
NO 3.65 0.89 
NO 3.68 1.69 
1.35 2.50 0.88 
NO 4.13 1.80 

047041199 
2.05 
9.80 
3.20 
1.40 
3.45 
1.65 
0.35 
NO 
0.44 
NO 
0.35 
0.95 

2~ 1)611)<) 

5.35 
3.65 
1.45 
1.35 
0.44 
1\0 
0.60 
NO 
0.29 
NO 
2.50 

23 @1997 
1.65 
1.30 
2.35 
1.80 
1.05 
0.95 
1.65 
1.05 
1.05 
1.10 
0.85 
0.40 

30J1u 1 ,,~ 
2.15 
2.95 
3. "0 

1.00 
0.70 
(i SU 

1.30 
NO 
NO 
0.34 
0.70 
0.65 

Table 1- 9 Standard deviations associated with mean total aqueous chromium concentrations (J.lg/l) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 
weather. 

Sne 10101/1996 061031I996 OliO7/] 996 I ]/0911996 OSI1IiJ996 2110111997 0410411997 2670611997 2810871997 30;1071997 
01 
02 
03 
04 
05 
BI 
B2 
B3 
B4 
B5 
B6 
B7 

0.89 
0.53 
1.82 
0.32 
0.55 
0.01 
NO 
NO 
0.41 
NO 
NO 
NO 

0.11 
0.21 
NO 
NO 
0.07 
0.04 
NO 
NO 
NO 
NO 
NO 
NO 

0.16 
0.58 
NO 
NO 
NO 
NO 
0.18 
NO 
NO 
j\;0 

0.10 
NO 

0.87 
1.96 
0.23 
1.71 
0.52 
NO 
NO 
NO 
NO 
NO 
0.85 
NO 

0.33 • 
1.00 0.52 
0.86 0.19 
1.28 0.65 
1.20 0.28 
0.41 0.42 
0.90 0.20 
0.64 
0.84 
1.12 
1.13 
0.69 

0.13 
0.12 
0.04 
0.01 
0.04 

0.64 
0.57 
0.42 
0.28 
0.49 
0.07 
0.07 
NO 
0.23 
NO 
0.07 
0.49 

0.28 
1.63 
0.07 
0.49 
0.49 
0.23 
NO 
0.42 
NO 
0.02 
NO 
0.71 

1.06 
0.14 
0.78 
0.28 
0.49 
0.35 
0.21 
0.07 
0.78 
0.00 
0.35 
0.00 

0.64 
1.91 
0.28 
0.28 
0.14 
() 4': 

0.85 
NO 
NO 
0.09 
0.00 
0.49 

Table 1- 10 Mean total aqueous copper concentrations (J.lg/I) recorded at identified sampling points 
at the Dagenham and Brentwood wetlands during dry weather. 

I 010 III 996 0610311996 0]/0711996 11109II996 osiI 111996 21701/1997 0410411997 2610611997 2810811997 3071011997 

01 
02 
D3 
04 
05 
BI 
B2 
B3 
B4 
B5 
B6 
B7 

5.09 
5.08 
10.72 
5.46 
6.51 
4.10 
4.96 
10.48 
4.06 
1.81 
4.52 
2.05 

3.74 
5.23 
2.57 
2.01 
5.58 
3.08 
2.65 
1.50 
2.71 
2.52 
1.98 
3.67 

3.84 
8.79 
3.70 
3.35 
6.28 
3.38* 
4.89 
3.18* 
3.53 
3.26 
5.21 
3.67 

6.00 23.12 5.92 
27.61 31.76 12.41 
11.00 15.12 7.18 
15.83 16.3* 12.17 
46.84 32.88 9.77 
NO 16.94 11.46 

12.44 45.16 14.00 
31.24 23.78 7.80 
12.21 27.10 16.86 
2.82 32.43 7.46 
NO 21.94 10.62 
NO 34.50 10.65 

20.10 
29.70 
18.70 
17.55 
27.75 
20.35 
10.45 
0.25 
0.45 
3.80 
13.20 
18.15 

14.35 
13.15 
14.05 
13.85 
29.20 
4.15 
5.30 
4.70 
3.35 
8.80 
4:55 
6.60 

7.25 
19.95 
31.30 
29.45 
15.55 
1445 
18.40 
19.75 
17.95 
17.35 
17.60 
16.65 

5.80 
7.85 
16.20 
7.80 
4.90 
10.05 
11.60 
210 
7.75 
5.15 
5.05 
5.25 

Table 1- 11 Standard deviations associated with mean total aqueous copper concentrations (J.lg/I) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 

weather. 

SIte 
01 
02 
D3 
04 
05 
B1 
B2 
B3 
B4 
B5 
B6 
B7 

1010111996 
1.77 
1.41 
2.19 
0.36 
3.77 
0.51 
0.18 
7.22 
3.59 
0.36 
0.21 
0.21 

0610311996 
1.92 
0.81 
0.60 
0.55 
0.91 
1.12 
2.49 
0.01 

3.36 
2.28 
0.89 
3.55 

0110711996 
0.38 
2.67 
0.22 
0.32 

5.40 

* 
1.64 

0.36 
0.47 
0.10 
1.14 

11 10911996 0511111996 2170]/ 1997 0410411997 
1.70 2.53 2.61 4.10 
4.24 3.97 4.67 10.75 
1.81 1.68 0.86 2.40 
3.99 6.97 2.05 
0.24 9.71 1.22 3.89 
NO 3.10 0.66 7.57 
0.42 0.07 7.30 1.63 
0.91 6.90 0.32 0.07 
4.02 3.66 3.99 1.34 
0.67 2.14 \.09 3.96 
NO \.61 0.30 3.96 
NO 4.08 1.36 5.30 

26/061]997 
3.04 
1.77 
0.07 
7.14 
9.33 
0.49 
0.85 
0.99 
1.34 
0.85 
2.90 
I 41 

28108~1997 
4.31 
3.89 
4.38 
4.88 
2.19 
0.07 
3.54 
0.92 
\.77 

2.90 

4.10 

4.88 

0.49 
2.83 
2.69 
3.39 
6.01 
5.94 
0.14 
431 
2.05 

3.89 

1-III 



Table 1- 12 Mean total aqueous nickel concentrations (Jlg/l) recorded at identified sampling points 
at the Dagenham and Brentwood wetlands during dry weather. 

SIte 101OJ1l996 06lq3!~996 01lO7!l996 i 110911996 os/) IM96 21/01/1997 04/04/1997 
DI 2"9.8"7 m.O) 64.3" 5J.W 23.61 16.32 27.45 

26/06/1997 28/087199, 30/lo!199, 

02 31.12 111.28 60.35 28.49 37.68 17.48 46.30 
03 13.34* 39.50 28.50 22.05 32.99 19.22 54.85 
04 16.43 52.99 20.40 22.89 43.32 25.36 33.70 
05 12.93 33.65 13.25 19.05 46.88 12.30 35.15 
BI 14.59 9.79 12.75 5.22 20.69 9.13 21.80 
B2 13.44 5.35 10.15 6.04 15.65 6.03 16.00 
B3 
B4 
B5 
B6 
B7 

8.41 
7.15 
6.21 
7.01 
6.95 

5.64 
1l.35 
9.61 
11.79 
11.08 

9.35 

11.55 
8.65 
5.90 
6.65 

5.74 
6.03* 
5.67 

6.34 
4.15 

24.73 
17.64 
16.20 
11.25 
8.19 

6.07 
6.12* 
6.48 
6.68 
9.25 

12.55 
16.00 
9.45 
11.95 
12.70 

65.40 
18.95 
8.95 
8.75 
9.30 
2.43 
3.70 
3.40 
0.53 
0.18 
NO 
NO 

29.45 
29.00 
11.55 
~.90 

3.50 
4.35 
2.25 
1.70 
3.80 
2.85 
1.50 
1.00 

19.8) 
23.90 
21.10 

11.50 
11.75 
5.85 
2.55 
1.35 

1.80 
240 
1.30 
2.20 

Table 1- 13 Standard deviations associated with mean total aqueous nickel concentrations (Jlg/l) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 
weather. 

Site 

Dl 
02 
D3 
04 
05 
BI 
B2 
B3 
B4 
B5 
B6 
B7 

1070111996 
0.80 
0.59 

06/031J996 
12.94 
7.92 

0.52 
0.01 
5.76 
2.02 
0.89 
0.69 
0.62 
0.03 

0.08 
0.88 

0]/07/1996 11/09/1996 05/11fJ996 2110111997 04104/1997 2670671997 28/08/1997 30710/1997 

* 
0.12 
0.35 

3.04 
0.36 
0.64 
0.94 
0.08 
0.88 
0.51 

* 
2.05 
2.12 
2.40 
0.21 
0.92 
2.05 
0.07 
2.62 
1.48 
0.14 
1.20 

0.64 
0.85 
1.01 
3.18 
0.01 
1.05 

0.09 
1.19 

0.36 
0.37 

0.08 

0.98 
5.37 
0.81 
6.95 
6.03 
7.97 
0.96 
2.55 
1.14 
1.36 
2.52 

0.79 

0.92 
0.72 
0.28 

1.20 
0.91 
3.14 

0.44 
0.68 

* 
1.70 
1.68 
1.81 

2.05 
0.14 
0.64 
1.56 
1.20 
1.27 
3.68 
2.19 
1.70 
0.07 
0.49 
3.54 

5.94 
1.34 
0.07 
1.48 
0.14 
3.22 
1.13 
0.85 
0.53 
0.04 

NO 
NO 

0.64 
1.98 
0.92 

0.99 
2.97 
1.91 
0.35 
1.56 
IJ 42 
0.35 
0.28 
0.00 

2.47 
0.57 
1.13 
0.57 
1.20 
3.75 
0.64 
0.35 
04':-

0.71 

0.14 
0.71 

Table 1- 14 Mean total aqueous lead concentrations (Jlg/I) recorded at identified sampling points at 
the Dagenham and Brentwood wetlands during dry weather. 

SIte 10/0111996 06/0311 996 0110711996 11109/1996 0511111996 2170111997 04/04/1997 26/0611997 28708/1997 30/1011997 
Dl 
02 
D3 

04 
05 
BI 
B2 
B3 
B4 
B5 
B6 
B7 

ND 
0.73 
0.87 
1.2' 
8.24 
NO 
0.64 
4.62-
6.59 
NO 
2.37 
2.62 

2.76 8.93 
3.76 6.04 
4.32 4.25 
4.48 3.74 
2.06 4.89 
2.42 5.13 
2.38 1.46 
1.37 0.56 
4.69 1.07 
0.7* 1.05 

1.91 0.57 
0.63 1.97 

I 1.42 4.34 1.48 
20.29 3.96 5.68-
12.07 6.11 NO 
14.77 5.21 0.73 
31.14 2.86 1.!3 
14.52 6.11 1.60 
7.54 9.14 1.03 
1.53 5.14 NO 
1.74 6.46 1.5 I 
1.56 7.34 NO 
1.41 3.36 2.37 
0.59 7.61 8.48 

0.93 
43.50 
2.40 
3.30 
5.70 
5.45 
7.10 
NO 
NO 
NO 
NO 
0.78 

2.20 
3.75 
7.05 
0.88 
1.73 
NO 
NO 
NO 
NO 
NO 
NO 
3.95 

ND 1.55 
8.85 1.58 
11.85 14.05 
8.85 1.83 
4.85 NO 
11.60 4.65 
15.65 6.50 
10.75 0.58 
11.30 0.93 
14.80 NO 
9.55 NO 
8.70 NO 

Table 1- 15 Standard deviations associated with mean total aqueous lead concentrations (Jlg/l) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 
weather. 

Site 1070111996 06/0371996 Olf07ll996 I If 097 I 996 057111 1996 21/0111 997 0410471997 2670671997 2808 11)97 30110/1997 

DI 
02 
D3 
04 
05 

Bl 

B2 
B3 

B4 
B5 
B6 
B7 

ND 
0.40 

0.59 

* 
0.21 
NO 
0.26 

* 
2.47 
NO 
0.54 
1.65 

2.19 
1.53 

1.75 
1.71 
1.58 
0.16 
1.07 
0.66 
2.47 

* 
2.06 
0.25 

1.72 
1.90 

1.22 
0.67 
0.36 
1.11 

0.78 
0.16 
0.87 
0.57 
0.17 

0.08 

2. 74 0.39 
6.62 0.42 
2.79 0.85 
2.93 0.35 
8.02 0.99 
8.32 0.71 
0.67 0.74 
0.42 0.53 
0.74 2.62 
0.25 0.39 
0.27 0.78 
0.19 0.71 

1.45 
* 

NO 
0.39 
0.95 
0.02 
0.82 
NO 
0.42 
NO 
1.62 
0.66 

0.67 
0.85 
0.57 
0.99 
0.57 
1.77 
0.14 
NO 
NO 
NO 
NO 
0.46 

1.13 
0.35 
0.07 
0.60 
1.80 
NO 
]\;0 

:-.!O 
NO 
NO 
NO 
0.21 

f":D 
2.47 
1.77 
0.64 
2.33 
1.4 I 
2.05 
1.06 
..\ 95 

1.98 
0.07 
J.27 

1.48 
1.59 
4. "4 

1.94 
NO 
5.16 
0.00 
0.18 
0.67 
NO 
NO 
'0 
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Table J- 16 Mean total aqueous zinc concentrations (J.lg/l) recorded at identified sampling points at 
the Dagenham and Brentwood wetlands during dry weather. 

Site 
DI 
02 
03 
D4 
D5 

81 

82 
83 
84 
85 
86 
87 

1070111996 
14.0 
16.0 
39* 
20.0 
73.0 
ND 
47.0 
97.0 
ND 
ND 
55.0 
NO 

0670311996 
1&.0 
320.5 
47.0 
21.5 
16.5 
55.5 
17.5 
ND 
ND 
ND 
~O 

NO 

0110711996 
41.5 
58.0 
13.0 
ND 
32.5 
15.5 

36.0 
12.5 
NO 
NO 
22.0 
ND 

I J7~~I:96 
16/.5 

89.5 
17.0 
30.0 
37.0 
NO 
24.0 
NO 
17.0 
ND 

309.5 
13.0 

b.o 
20.0 
48.0 
17.0 

21.0* 
NO 
ND 
ND 
27.5 
ND 
ND 
NO 

'\D 
17.0 
ND 
15.5 
12.5 
24.0 
ND 
ND 
25.0 
ND 
32.5 
ND 

041047199, 
66.0 
161.0 
121.0 
52.0 
49.5 
20.0 

234.0 
15.5 
14.5 
ND 
27.5 
ND 

~6061997 
31.0 
53.5 
2 ".5 
30.5 
20.0* 
ND 
55.0 
ND 
NO 
ND 
NO 

62.0* 

28~; ~97 
42 5 
83.5 
99.5 
2l.0 
49.0 
43.5 
38.5 
133.5 
58.0 
62.0 
32.0 

625 
63.0 
41.5 
31.0 
15.0 
47.5 
12.5 
+l.5 
26.(1 

16.0 
20.0 

Table J- 17 Standard deviations associated with mean total aqueous zinc concentrations (J.lg/I) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during dry 
weather. 

~te 
vI 
D2 
D3 
D4 
D5 

81 
82 
83 
84 
85 
86 
87 

I 0ioIfl996 
2.8 
1.4 

0.0 
9.9 

ND 
11.3 
18.4 
ND 
ND 
14.1 

ND 

0670;11996 
5.7 

55.9 
9.9 
7.8 
6.4 
7.8 
6.4 
NO 
NO 
NO 
ND 
ND 

4.9 

1.4 
1.4 
ND 
3.5 
4.9 
2.8 
0.7 
NO 
ND 
4.2 
NO 

J I109i1996 
3.5 
13.4 
7.1 
1.4 
8.5 
ND 
5.7 

ND 
0.0 
ND 
29.0 
1.4 

0571 iii 996 2110 I11997 
4.2 No 
7.1 4.2 
9.9 0.0 
7.1 4.9 

* 0.7 
ND 1.4 
ND NO 
NO NO 
3.5 NO 
NO NO 
NO 7.8 
NO NO 

0410471997 
5.7 
12.7 
29.7 
1.4 
9.2 
5.7 
8.5 
4.9 
3.5 
ND 
6.4 
ND 

~606 19<)7 
J 4 
3.5 
2.1 
64 

4.2 

9.9 
NO 
NO 
NO 
NO 

2810871')<)7 
14.1 
0.7 
7.8 
10.6 
8.5 
14 

64 
64 

4.9 
4.2 
J..j 

5.7 

7.8 
9.2 
14 

120 
2.8 
42 

3.5 

0.7 
2.1 
4.2 

5.7 
42 

Table J- 18 Mean total cadmium concentrations (J.lg/g) in sediment from identified sampling points 
at the Dagenham and Brentwood wetlands. 

Dl 
02 
03 
04 
05 
B1 
B3 
B4 
B7 

1811071995 
Ns 
2.6 
6.5 
7.3 
3.0 
4.8 
NS 
NS 
4.8 

10/0111996 
5.5" 
13.5 
4.7 
9.6 
2.3' 
4.2 
5.2 
6.9 
7.4 

06/0311996 
5.3 
6.3 
6.6 
6.7 
3.7 
5.1 
4.8 
5.2 
5.3 

01/0511996 01107/1996 11/09/1996 
4.0 9.0 5.2 
5.9 8~ 6~ 

5.1 4.6 5.0 
4.3 7.4 5.2 
3.0 5.3 4.8 
3.3 6.1 NS 
3.5 7.0 7.1 
4.1 7.8 7.7 
NS 3~ 6~ 

0511111996 2110111997 
6.4 5.9 
7.3 9.0 
4.6 7.3 
5.7 5.7 
6.0 3.1 
4.2 3.6 
6.3 4.4 
3.7 8.2 
8.7 4.4 

26/0671997 
5.2 
6.0 
6.6 

. 7.2 
10.0 
4.5 
6.5 
7.0 
4.4 

2870871997 
2.9 
7.5 
3.4 
5.6 
3.1 
4.4 
5.7' 
5.6 
4.0 

3011011997 
7.2 
8.7 
5.2 
6.7 
3.5 
4.2 
5.8 
7.3 
4.1 

Table 1- 19 Standard deviations associated with mean total cadmium concentrations (J.lg/g) in 
sediment from identified sampling points at the Dagenham and Brentwood wetlands. 

Dl 
02 
03 
04 
05 
B1 
B3 
B4 
B7 

18/1071995 1010171996 
Ns 
0.1 3.3 
0.3 0.0 
0.6 1.7 
0.0 
0.1 0.7 
NS 1.0 
NS 0.6 
0.1 0.1 

0670371996 
0.1 
0.1 
0.4 
0.7 
0.6 
0.4 
0.5 
0.1 
0.5 

0170671996 
0.3 
1.9 
0.2 
0.0 
0.1 
0.4 
0.4 
0.3 
NS 

0170771996 
0.2 
1.4 
0.5 
1.5 
0.4 
0.4 
0.0 
2.1 
0.2 

1170971996 
0.7 
0.3 
0.3 
0.3 
0.1 
NS 
0.6 
0.5 
0.1 

0671171996 2170111991 2610671997 
0.4 1.2 0.8 
0.1 0.6 0.5 
0.1 0.1 0.5 
0.4 0.7 2.5 
0.1 0.2 3.3 
0.2 O~ 0.4 
0.8 0.1 1.2 
0.1 0.2 1~ 

0.4 O~ 0.1 

2870871997 
0.2 
0.2 
0.2 
0.1 
0.0 
0.7 

0.1 
1.0 

3071071997 
0.1 
0.0 
0.7 
0.3 
0.2 
0.5 
0.2 
0.4 
0.0 

Table 1- 20 Mean total lead concentrations (J.lg/g) in sediment from identified sampling points at the 
Dagenham and Brentwood wetlands. 

D1 
02 
03 
04 
05 
B1 
B3 
B4 
B7 

1871071995 
Ns 

44.5 
106.1 
108.7 
49.6 
59.5 
NS 
NS 

350.5 

1070171996 
87.5' 
309.2 
55.5 
119.6 
22.9' 
40.7 
60.9 

219.2 
124.4 

0670371996 
124.0 
233.2 
131.1 
83.9 
38.0 
59.7 

234.5 
216.6 
151.9 

0110671996 
117.8 
208.2 
132.3 
108.9 
87.2 
48.4 

201.1 
193.4 

NS 

0170771996 
190.4 
281.2 
41.0 
93.6 
140.8 
76.8 

235.7 
195.9 
120.4 

1170971996 0671171996 
148.0 196.7 
331.6 291.8 
52.0 39.5 
89.2 137.8 
149.6 224.2 

NS 70.6 
281.1 209.5 
260.7 126.6 
109.3 286.2 

2170111997 
169.6 
330.0 
66.8 
114.2 
56.7 
58.5 
163.7 
317.4 
82.8 

2670611997 
7B.3 
125.5 
122.9 
123.2 
2697 
58.8 

225.5 
2049 
681 

2810811997 
533 
133.2 
32.9 
1014 
58.4 
82.0 

3918' 
2031 
1147 

30710 '0;". 
1496 
199.7 
865 
93.9 
739 
667 
180 4 
2207 
681 
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Table 1- 21 Standard deviations associated with mean total lead con t f .. .. .. cen ra Ions (/lg/g) m sediment 
from Identified samplmg pomts at the Dagenham and Brentwood wetlands. 

D1 
1S71~995 10701Z199S OS7~~99S 017~~99S 017~~~96 111097199S 05711/H19S 2170171!Rl7 2Ml6J1997 2Bi0811 !Rl7 3011011997 NS 0.0 1.3 10.7 15.9 4.9 S.5 15.5 

02 1.3 87.4 14.5 13.0 35.8 4.5 
0.9 0.6 

1.2 13.9 3.0 15.0 
03 3.2 6.4 4.4 2.0 3.9 

13.7 
10.3 0.4 2.3 3.0 1.0 

04 6.7 21.4 8.8 0.6 10.7 0.5 
19.7 

6.6 8.5 30.9 
05 2.9 1.4 3.6 15.6 3.0 

2.3 2.3 
12.0 4.2 44.5 

81 1.3 6.7 2.4 6.1 0.5 NS 
9.1 0.6 

1.4 6.4 6.9 
83 NS 10.0 65.7 3.3 1.6 14.8 27.4 

18.2 10.0 

84 NS 22.6 4.0 35.9 
2.7 4.8 1.8 

22.8 22.1 0.2 
87 23.2 9.4 11.1 NS 

1.8 29.3 8.2 0.1 
0.1 5.8 6.1 3.8 8.0 13.6 3.0 

Table 1- 22 Mean total chromium concentrations (/lg/g) in sediment from identified sampling points 
at the Dagenham and Brentwood wetlands. 

1!lIHl7H19S 1(701)1996 OS70371996 011057199S 0170771996 117097199S 0571171996 2170171997 2610571997 2870871997 3071071997 
D1 Ns 27.9' 31.2 23.2 39.0 lS.6 49.7 38.3 25.8 lS.3 43.4 
02 21.2 84.2 35.0 65.1 167.2 106.5 65.2 72.8 32.2 27.1 65.6 
03 46.7 26.3 37.3 39.6 52.1 3.0 14.4 22.8 35.3 16.9 28.5 
04 70.3 50.7 39.2 33.3 45.1 9.2 40.2 33.8 36.5 30.6 29.8 
05 24.2 10.8' 16.7 16.7 42.4 42.9 17.6 18.3 62.8 18.9 19.0 
B1 13.7 11.7 10.3 NO 10.5 NS 6.2 7.1 6.0 9.7 7.1 
B3 NS 8.5 19.6 9.9 24.4 26.1 50.0 14.0 16.1 21.3' 15.5 
84 NS 18.4 19.2 NO 20.0 25.3 9.1 39.9 16.8 19.4 20.5 
B7 31.7 16.7 16.8 NO 11.7 38.3 18.0 10.4 8.8 14.1 8.8 

Table 1- 23 Standard deviations associated with mean total chromium concentrations (/lg/g) in 
sediment from identified sampling points at the Dagenham and Brentwood wetlands. 

11371071995 107017199S OS7Li37199S 0170571996 0170771995 117097199S 0571111996 2170171997 2570571997 2S70871997 ::m71071997 
D1 Ns • 1.13 1.7 7.2 S.4 0.8 3.1 S.4 0.9 0.0 
02 1.2 23.6 1.1 13.8 5.3 4.2 7.1 5.1 1.9 5.9 7.1 
03 0.0 0.3 1.4 6.4 2.5 1.3 0.5 1.0 0.8 1.2 45 

04 2.6 7.0 1.2 1.7 13.1 3.6 4.7 5.0 13.2 1.6 1.0 
05 3.5 1.2 0.4 6.6 3.7 0.5 1.5 20.2 1.0 0.2 

B1 1.3 5.6 0.6 NO 0.2 NS 0.6 0.8 0.4 1.6 OJ 
B3 NS 0.2 3.0 3.9 1.2 11.4 8.0 0.5 0.0 1.2 

84 NS 0.7 2.5 NO 1.6 3.4 0.0 0.7 3.9 0.8 0.1 

B7 0.4 0.5 1.1 NS 0.0 17.8 0.2 0.7 0.4 2.3 0.0 

Table 1- 24 Mean total zinc concentrations (/lg/g) in sediment from identified sampling points at the 
Dagenham and Brentwood wetlands. 

11371071995 107017199S 0670371995 0170571996 0110771995 1170971996 0571171996 2170171997 2670671997 2870871997 3l?2!~71997 

D1 Ns M.O· 65.9 58.0 4S1.3 2S4.1 361.9 301.9 298.9 141.2 372.0 

02 21.3 165.7 132.5 108.2 699.1 760.9 675.6 829.5 279.0 694.6 604.3 

03 54.5 50.7 92.4 82.0 132.0 164.5 89.9 133.3 372.6 127.6 252.3 

04 85.0 86.6 59.2 68.7 236.4 277.7 382.5 278.8 382.1 314.9 236.0 

05 32.8 41.8' 23.0 44.1 468.0 565.1 305.5 133.1 1034.9 141.1 201.9 

B1 39.3 45.8 45.8 37.5 243.1 NS 172.7 139.0 161.6 260.6 164.6 

B3 NS 34.2 76.6 58.4 348.5 463.3 655.8 223.7 336.5 515.5· 209.4 

B4 NS 73.3 80.7 79.1 347.7 504.6 158.1 674.7 493.2 447.1 342.4 

B7 114.6 52.7 62.7 NS 172.0 328.6 501.4 150.7 294.4 216.8 117.2 

Table 1- 25 Standard deviations associated with mean total zinc concentrations (/lg/g) in sediment 
from identified sampling points at the Dagenham and Brentwood wetlands. 

11371071995 107017199S 067037199S 017057199S 017077199S 1170971996 057~7199S 21~;71997 26~997 2S7~~1997 307~%199' 

Dl Ns U 2.8 1.3 22.8 7.3 11.f 49.8 

02 0.3 22.6 1.5 23.9 72.8 9.4 24.5 0.2 14.5 12.3 131 

03 1.3 3.1 0.4 6.1 13.2 1.2 2.0 4.0 41.9 2.3 37.2 

04 0.2 11.3 6.3 0.4 33.2 6.4 18.1 23.6 75.6 21.7 13.8 

05 0.6 0.0 1.4 52.3 31.0 14.7 10.8 248.9 18.2 4.2 

B1 1.7 14.4 1.6 3.7 5.1 NS 5.6 18.5 16.4 4.8 22.0 

NS 6.0 1.9 2.8 16.7 18.8 78.5 0.6 24.7 3.8 
B3 

0.9 5.4 9.0 40.5 36.3 0.6 21.6 13.6 10.7 1.1 
B4 NS 

2.2 2.4 NS 0.6 17.4 20.3 7.7 16.0 9.0 0.2 
B7 3.6 

Table 1- 26 Mean total nickel concentrations (/lg/g) in sediment from identified sampling points at 

the Dagenham and Brentwood wetlands. 
017~71996 n~~996 05~~~9g; 21~~~99, 2"~"~19S :8 1)8:~:!::! --~ 

113710;995 1~~~;96 OS70371996 0170571996 ~--

313.5 53.S S5.1 75.9 65.0 51.0 'Jt..., 
D1 N 187.2 489 102.5 1086 

02 5.4 118.3 73.8 63.8 74.4 127.1 165.7 
60.0 32.0 62.4 

64.1 66.1 23.4 35.4 273 30.1 
03 57.2 120.1 101.1 77.8 71.6 67.7 553 

04 93.8 140.0 49.6 104.8 46.5 94.3 
238 34.1 100.8 271 3~ 9 

05 99.8 124.5' 48.8 89.0 58.2 141.1 

51.4 53.0 NS 40.4 30.4 33.4 58.9 404 

Bl 95.2 146.7 36.9 17.4 24.3 34.4· 16.1 
62.3 28.9 33.1 122.0 

B3 NS 118.4 21.3 19.4 89.7 29.3 31 3 272 
30.7 85.9 40.5 37.9 

B4 NS 123.1 34.3 44.3 319.4 47.2 32.0 

87 87.0 140.1 1044 NS 22.3 56.3 

1-VI 



Table 1- 27 Standard deviations associated with mean total nickel conce tr ti ( I)' . f " ., n a ons Ilg· g III sediment 
rom IdentIfied samplIng pomts at the Dagenham and Brentwood wetlands. 

H171~Hjg5 Hl70171 gg6 06~;lgg6 011~;1g!lO 017~mgg6 1 ~ v~ ';t;'J ~5~11~;'J 
b1 

217!l1 1l:;S7 L.'J:'5~~S· La 58)19S'" 30/': ';;:; NS 2.0 2.9 3.1 e.g 2.7 :; .; ..!.1 02 0.5 5.7 1.0 9.1 11.2 17 
,j 6 

03 1.3 0.8 12.7 
6.9 0.6 1.2 4_2 i.3 

~ 1.0 2.3 0.1 
D4 0.5 2.9 3.0 

0.7 0.9 6.7 0.4 9.3 39.3 2.4 0.4 6.5 6.4 3.9 
05 5.8 5.9 33.3 7.0 12.1 

02 2': 
0.3 3.8 2.6 

61 11.4 11.0 0.6 12.4 0.7 NS 
0.8 0.6 

1.0 3.1 2.6 
63 NS 19.0 0.8 4.0 

2.4 5.8 
1.1 0.2 12.2 

B4 NS 1.9 1.2 2.8 
0.1 1.0 0.7 

3.9 2.1 0.3 
67 0.9 4.5 6.0 NS 

8.4 0.1 0.4 0.2 
0.0 2.5 0.3 1.6 23.6 1.9 0.3 

Table 1- 28 Mean total copper concentrations (Ilg/g) in sediment from identified sampling points at 
the Dagenham and Brentwood wetlands. 

Site 1 87l1JM!l5 lIJI01M% 1J671J371 gg6 01705M!lO 01J1J7M!lO 117MM% 057nM!lO 217017lgg7 2070071g!>. L5 d~ 1':1~" 
m NS 43.5' 50.1 45.9 

"·_l_·~c 
75.3 54.0 85.1 7g.3 48.5 .&8 a 

02 21.7 121.0 81.5 94.8 131.8 147.2 138.7 177.7 63.0 91.6 1132 
03 49.7 37.1 63.8 64.8 21.5 29.0 31.0 68.5 74.7 16.9 46.5 
04 52.7 67.8 50.1 51.9 43.0 48.2 73.5 59.2 75.5 45.9 48.6 
05 19.2 9.8' 17.3 32.1 76.3 71.6 72.7 29.2 178.1 24.4 35.1 
61 36.7 24.9 38.5 28.3 52.2 NS 40.0 29.7 38.1 52.0 42.0 
63 NS 30.7 65.1 48.5 69.4 85.1 101.3 53.8 94.8 91.4' 70.5 
B4 NS 59.7 62.9 43.8 51.6 74.5 30.7 121.7 75.9 60.6 68.6 
67 76.6 33.3 50.4 NS 32.1 40.0 874 25.4 37.5 32.2 21.0 

Table 1- 29 Standard deviations associated with mean total copper concentrations (Ilg/g) in 
sediment from identified sampling points at the Dagenham and Brentwood wetlands. 

1871071995 107D171996 1J670371 g!lO 017Cb 1995 0170771996 117M71996 05;1171995 :mom997 25.u5,1997 28JOIl7Hl97 3071071997 
OJ Ns 2.3 1.0 3.3 12 n 1.4 13.g 1.1 1 . ., 
02 0.5 31.2 3.7 29.7 12.2 9.2 6.1 6.5 3.3 1.0 3.2 
03 0.5 0.4 1.2 3.0 3.3 3.7 0.7 3.5 2.6 1.6 7.3 
04 0.5 11.5 3.8 1.0 0.7 0.7 6.2 5.3 28.1 2.6 1.5 
05 0.9 1.3 1.4 9.0 4.0 4.1 1.9 57.7 49 0.9 
61 1.3 12.3 0.7 3.8 1.5 NS 1.4 3.8 5.4 8.7 6.9 
63 NS 11.7 1.8 1.1 3.3 6.5 14.6 1.2 17.4 2.5 

B4 NS 3.9 2.6 11.9 6.5 5.7 1.0 4.2 12.3 0.7 2.1 

67 1.1 0.5 2.0 NS 1.6 4.0 2.8 1.8 33 3.4 0.8 

Table 1- 30 Mean total metal tissue concentrations (Ilg!g) in Typha faitfolia (Dagenham wetland) 
and Phragmites australis (Brentwood wetland) collected in spring, 1997. 

Chromium Zinc Cadmium Lead Nickel Copper 

7 ypha leaves 1.6 32.3 1.1 7.7 7.0 5A 
Typhii rhizomes 4.3 299.7 5.6 31.5 29.2 12.6 

Typha roots 17.6 239.1 24.5 114.5 40.6 75.8 

Phragmilcs leaves 0.7 47.4 1.0 3.2 NS 11.0 

Phragmilcs rhizomes 2.1 46.6 0.8 2.1 NS 45.8 

Phragmiles roots 4.4 252.8 4.5 47.2 NS 68.8 

Table 1- 31 Standard deviations associated with mean total metal tissue concentrations (Ilg/g) in 
Typha laitfolia (Dagenham wetland) and Phragmites australis (Brentwood wetland) collected in 

spring, 1997. 
CliromlUm Zmc CiidiTilUm [ean NICKel LOPper 

lypha leaves 00 7.0 0.1 1-13 1) \J 

Typha rhizomes 0.0 1.9 OA : ~ 0.1 0.1 

Typha roots 2.2 0.2 0.0 S S 13.2 1.6 

Phragmilcs leaves 0.1 4, 0.1 0.6 0.3 I 5 

Phragmilcs rhizomes 0.0 0.: 0.3 3~ L7 0.4 

Phragmilcs roots 

Table 1- 32 Mean total metal tissue concentrations (Ilg!g) in Typha laitfolia (Dagenham wetland) 
and Phragmites australis (Brentwood wetland) collected in summer. 1997. 

rFiromlum Zmc LaamlUm [Cia I'lICKel LOPper 

lyphn leaves 16 448 03 II 0 8.3 5 I 

Typha rhizomes 0.7 602 ' . 9~ 11.1 5.6 - " 

Typha roots 502 670 -I 187 204 2 79.4 1:3 8 

31 5 O~ 
, " 4.9 , 4 

Phragmiles leaves 06 - , 

Phragmitcs rhizomes I 3 -IS 6 0, 11 5 11 106 

Phragmllcs roots 9.6 324.6 9.2 93.3 69.5 90.6 
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Table 1- ~3 S.tandard deviations associated with ~ean total metal tissue concentrations (/lg/g) in 
Typha laltfolla (Dagenham wetland) and Phragmltes australis (Brentwood wetland) collected in 
summer, 1997. 

(hromlUm ZInC CaomlUm [eao filicKel Copper 

lyp/1Il leaves 0.0 7.0 0.1 oj 24 IJ 
Typha rhizomes 00 1.9 OA IA 0.1 0.1 
Typha roots 2.2 02 0.0 5.8 13.2 1.6 
Phragmiles leaves 0.1 4.8 0.1 0.6 0.3 1.5 
Phragmites rhizomes 0.0 0.7 0.3 3.4 1.7 OA 
Phragmiles roots 

Table 1- 34 Mean total metal tissue concentrations (/lg/g) in Typha laitfoUa (Dagenham wetland) 
and Phragmites australis (Brentwood wetland) collected in autumn, 1997. 

(hromlUm ZinC CaomlUm [eao tilickel Copper 

1 ypha leaves 23 34.3 0.8 4.3 13.5 3.8 
Typha rhizomes 1.0 17.3 1.3 1.9 6.6 2.5 
Typha roots 3.5 99.1 6.9 26.5 42A 165 
Phmgmites leaves 0.2 99.4 0.8 6.1 17 A 5.6 
Phragmites rhizomes 0.6 27.4 0.9 4.5 12.2 4.2 
Phmgmites roots 1.5 38.8 2.7 25.3 45.3 13.9 

Table 1- 35 Standard deviations associated with mean total metal tissue concentrations (/lg/g) in 
Typha laitfolia (Dagenham wetland) and Phragmites australis (Brentwood wetland) collected in 
autumn, 1997. 

L~romlum ZInC LaomlUm [eao tillckel Copper 

lypha leaves 0.7 1.4 0.1 1.9 2.7 0.0 
Typha rhizomes 0.1 2.1 0.8 0.1 0.7 0.3 
Typha roots 
Phmgmites leaves 0.0 IA 0.1 IA 3A OA 
Phragmites rh izomes 0.1 4.0 0.2 0.1 1.8 0.2 

Phragmites roots 

Table 1- 36 Mean total metal tissue concentrations (/lg/g) in Typha laitfolia (Dagen ham wetland) 
and Phragmites australis (Brentwood wetland) collected in winter, 1998. 

CliromlUm ZInC Caomlum [eao tillckel Copper 

lypha leaves 0.8 38.2 0.6 3.~ 10 6.6 

Typha rhizomes 2 I 23A IA 4.9 231 7.2 

Typha roots 8A 106.0 10.8 57.6 67.2 65.6 

Phragmites leaves 0.4 37.1 OA 2.8 55.8 1.6 

Phrngmites rhizomes 1.6 55.8 0.9 7.3 30.3 8.3 

Phragmites roots 2.2 226 7.35 96.1 56.53 66.33 

Table 1- 37 Standard deviations associated with mean total metal tissue concentrations (/lg/g) in 
Typha laitfolia (Dagenham wetland) and Phragmites australis (Brentwood wetland) collected in 

winter, 1998. 
rhromlum Zmc Caom,um [eao tillckel ( opper 

lypha leaves 0.7 1.4 0.1 1.9 2.7 0.0 

Typha rhizomes 0.1 2.1 0.8 0.1 0.7 0.3 

* Typha roots 
Phrngmiles leaves 0.0 IA 0.1 1.4 3.4 04 

Phragmites rhizomes 0.1 4.0 02 0.1 1 8 02 

Phragmites roots 

Table 1- 38 Chloride concentrations (mg/I) recorded at identified sampling points at the Dagenham 

and Brentwood wetlands during dry weather. 

Site 1871~~995 10~71996 0610371996 0170771996 1170~~996 057~~~~96 21~~1~7 04;~~~97 24;~67~8 ~8 Z;'g97 30;~I~i 
106.00 67.69 89.77 94.36 13240 11 r.9~ 101\.1 

D1 3.80 5476 106.61 
100.62 67.05 96.59 95.65 113.11 113.60 11728 

D2 84.06 61.41 
107.87 124.80 12686 31 84 108.62 

84.31 107.61 68.21 87.56 84.64 
D3 85.39 11958 

97.96 83.18 159.96 116.26 IDol 41 17.28 
60.41 105.52 63.99 D4 82.15 111.77 116.78 27 L~ 11100 

78.57 61.97 124.11 75.40 101.89 85.26 147.50 
D5 115.76 80.26 14389 892q 

288.50 100.75 260.00 257.81 
61 147.25 75.59 90.77 83.70 8548 5962 14Fi 12 

60.62 103.50 85.35 110.39 
62 114.34 72.34 95.99 

115.48 8408 8976 65.33 125 53 
84.58 86.34 58.82 110.52 70.18 

63 120.59 31.70 93.90 8985 73 49 82 i 1 

110.49 78.27 94.28 55.09 100.17 73.79 
64 193.28 82.32 88.01 62.68 ", 13 

93.35 64.25 105.10 76.70 
65 128.95 74.01 164.30 83.31 8571 65.,4 764tl 

88.92 60.69 106.87 75.44 
66 129.67 72.38 109.22 90 31 6:' ::~ Stl ~4 

103.97 64.08 143.54 88.64 118.67 
B7 269.94 79.18 

I-VIII 



Table 1- 39 Nitrate concentrations (mgll) recorded at identified sampll"n "t h D " g pOlO S at t e agenham 
and Brentwood wetlands durmg dry weather. 

1)1 N1) 37.4~ 36.18 22.53 2~./o 
02 
D3 

04 
05 
81 
82 
83 
84 
85 
86 
87 

27.87 
32.64 
27.98 
31.35 
29.68 
21.88 
27.91 
22.02 
26.67 
25.71 
36.54 

30.95 
45.15 
31.44 
34.14 
25.01 
18.28 
21.88 
20.27 
21.76 
21.56 
29.43 

64.37 
41.29 
34.80 
50.45 
29.26 
25.33 
31.76 
26.63 
24.69 
23.01 
24.53 

19.84 
24.83 
18.22 
20.47 
14.80 
19.84 
17.02 
12.07 
14.34 
14.69 
14.61 

66.86 
32.64 
39.41 
37.27 
24.74 
32.05 
20.54 
14.93 
130.05 
17.87 
16.25 

0511111996 21!01i1991 
55.35 27.01 
31.51 25.41 
21.39 22.66 
36.38 45.05 
20.48 33.46 
36.72 17.05 
20.54 19.23 
14.35 19.14 
15.16 26.29 
15.97 33.30 
16.45 30.09 
23.52 21.29 

04104/1997 
57.53 
44.63 
36.21 
50.76 
31.43 
23.78 
22.34 
23.79 
15.81 
21.90 
21.70 
22.30 

2410611997 
m.D 
117.28 
30.31 
25.89 
27.04 

18.86 
19.18 
16.08 
17.46 
14.51 
15.96 
17.21 

28108-1991 
18.60 
19.91 
1294 
9.03 
10.44 
22.69 
16.94 
22.24 

23.87 
19.54 
17.73 
15.11 

30/1 o!\ 997 
20.08 
26.63 
::!3.25 
22.56 
22.53 
12.61 
18.17 
17.30 
10.99 
11.95 
10.94 
1242 

Table 1- 40 Phosphate concentrations (mg/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

Site 1si10i199S 10i01i1996 06103/1996 0110711996 11iQ9i1996 OSi11i1996 21i01i1991 0470411991 
01 NO 1.10 1.52 1.60 3.52 2.20 2.07 2.24 
02 1.93 0.57 178 1.72 2.42 2.35 2.85 1.47 
D3 1.73 0.83 1.69 2.21 1.95 2.32 1.80 2.92 
04 1.33 0.91 1.65 1.67 2.44 246 179 3.05 
05 12.5 0.92 1.55 1.64 1.83 2.34 175 3.00 
81 NO 0.18 NO NO NO NO NO NO 

82 NO NO NO 0.60 NO NO NO NO 

83 NO 0.19 NO 0.67 NO NO NO NO 

84 NO 0.15 NO NO NO NO NO NO 

85 NO 0.29 NO NO NO NO NO NO 

86 NO NO NO NO 0.19 NO NO NO 

87 NO NO NO NO 0.24 NO NO NO 

2470611998 
NO 
NO 

1.11 
0.79 
135 
NO 

NO 

1.40 
NO 

NO 

NO 

NO 

2810811997 3011011991 
0.81 320 
0.36 1.96 
0.66 I 95 
04'1 I 92 
NO 192 
NO NO 

NO NO 

NO NO 

NO NO 

NO NO 

NO 0.72 
NO NO 

Table 1- 41 Sulphate concentrations (mg/I) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during dry weather. 

01 
D2 

03 
04 
05 
81 
82 
83 
84 
85 
86 
87 

1si10i199S 10101i1996 06103/1996 0110711996 11iQ9i1996 0511111996 21101i1991 
NO 

120.05 
128.12 
121.33 
137.03 
326.25 
286.40 
302.80 
274.77 
352.96 
323.88 
360.95 

140.94 
74.65 
146.77 
78.67 
75.01 
102.54 
109.79 
200.13 
109.15 
106.41 
110.89 
124.09 

105.30 
98.04 
103.53 
98.66 
111.53 
149.17 
140.90 
138.87 
144.52 
130.99 
136.66 
148.87 

63.98 
62.50 
59.56 
59.77 
60.66 
85.12 
88.45 
89.22 
79.04 
96.79 
90.05 
96.02 

94.34 
105.04 
86.64 
94.25 
98.99 
132.20 
138.84 
145.66 
133.33 
144.02 
146.85 
143.54 

81.63 
91.03 
84.97 
82.00 
78.99 
296.69 
131.56 
106.77 
122.93 
121.68 
121.66 
125.83 

87.32 
238.43 
79.39 
119.93 
117.32 
27843 
132.65 
142.80 
285.94 
257.64 
227.43 
159.44 

0410411991 
100.90 
104.14 
102.39 
99.31 
109.98 
150.25 
179.10 
161.00 
151.53 
149.59 
147.40 
149.40 

2410671997 
97.79 
100.55 
89.99 
71.91 
82.76 
98.03 
133.74 
138.97 
138.86 
130.48 
131.68 
135.68 

28)0811997 
64.90 
58.67 
33.05 
18.17 
23.36 
127.80 
97.02 
108.43 
118.90 
100.79 
98.32 
86.33 

3011011997 
64.33 
66.95 
69.00 
71.87 
67.34 
99.02 
149.68 
153.47 
112.31 
110.14 
101.51 
11 \.69 

Table 1- 42 Total trihalomethane concentrations (J.lg/I) recorded at identified sampling points at the 
Dagenham wetland during dry weather" 

Site 
D1 
D2 

D3 
D4 
D5 

1170971996 0571171996 2170171997 0470471997 
20.60 47.10 7\.80 46.70 
18.80 48.\0 75.10 28.60 

22.70 
31.00 
21.00 

30.70 
58.40 
13.60 

69.70 
62.80 
82.90 

38.80 
33.40 
32.40 

2410771997 2870871997 
52.80 60.50 
46.00 55.30 

42.00 
36.50 
36.20 

31.00 
17.80 
13.80 

3071071998 
33.60 
18.40 
12.30 
13.30 
9.60 

Table 1- 43 Total ammonia concentrations (mgN/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

01 
02 

D3 

04 
05 
81 
82 
83 
84 
85 
86 
87 

18i1bi1995 10io1i1996 o6i03i1996 
NO 0.333 0.467 

0.600 0.333 0.534 

0.667 
0.600 
0.534 
0.133 
0.200 
0.400 
0.167 
0.133 
0.167 
0.133 

0.333 
0.267 
0.100 
1.084 
0.167 
0.200 

0.167 
0.200 
0.200 
0.434 

1.084 
0.800 
0.734 
0.133 
0.434 
0.300 
0.333 
0.267 
0.267 
0.300 

01iOli96 l1iQ9i1996 
0.083 0.300 
0.100 0.367 
0.167 0.133 
0.100 0.117 
0.117 0.133 
0.117 0.083 
0.100 1.167 
0.117 \.868 
0.800 0.867 
0.117 1.868 
0.100 3.000 
0.117 0.534 

0.800 0.100 0.117 0.400 
0.534 0.100 0.100 0.367 
0.133 0.083 0.434 0.400 
2.334 0.117 0.117 0.333 
0.600 0.117 0.1 17 0.333 
0.133 0.083 0.083 0.167 

0.117 
0.333 
0.117 
0.200 
0.167 
0.600 

0.117 
0.100 
0.117 
0.083 
0.667 
0.100 

0.100 
0.083 
0.083 
0.100 
0.083 
0.117 

0.534 
0.133 
0.200 
0.133 
0.167 
0.167 

0.083 . 1.668 

0.083 0.234 
0.083 0.333 
0.083 0.267 
0.117 0.167 
0.083 0.100 
0.083 0.167 
0.100 0.117 
0.100 0.167 
0.100 0.100 
0.08J 0 100 
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Table 1- 44 Unionised ammonia concentrations (JlgN/l) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

~I{e ~B7~~~~Hl5 HI70~~Hms OS7~~99S 0~7~~99S mogmgs 0571 VHms :1~70mgg7 0~70~7~9!l7 :1~70S7HI!l7 ~8/ll8 Ei97 3ll'1ll Hl!l7 
lJl NlJ ~.H4 7.02 0.07 1.89 5.38 0.33 0.88 1.72 U :-:-; :"I 2t-
02 1.61 4.84 8.60 0.07 1.51 7.39 0.33 0.58 0.79 04:-1 22.t0 
D3 1.87 3.07 17.58 1.27 0.73 0.94 0.34 2.64 1.09 045 2.52 
04 1.18 1.96 11.79 1.47 1.31 13.14 0.37 0.83 0.68 0.28 5 "'4 
05 0.81 0.58 4.86 0.87 4.35 4.38 0.47 1.29 1.22 0.28 0.36 
BI 0.23 6.91 0.02 1.35 0.89 5.71 1.20 0.68 2.54 1.23 0.57 
B2 0.46 0.06 6.79 0.64 15.46 6.08 0.97 0.21 3.08 0.65 0.20 
B3 0.93 1.25 4.62 1.20 20.31 18.04 0.84 0.14 0.71 0.66 0.41 
B4 0.38 1.06 5.36 8.31 3.72 1041 0.39 0.40 0.80 0.50 (I 5..l 
B5 0.27 0.63 4.18 1.22 15.69 5.51 0.69 0.80 042 0.49 0.93 
B6 1.70 2.01 4.23 1.12 47.01 8.87 5.67 0049 1.08 0.25 0.87 
B7 0.69 3.51 0.06 1.32 5.31 32.09 1.11 0.80 4.23 0.90 0.57 

Table 1- 45 BODs concentrations (mg/I) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during storm events. 

o 17057199(j 2570871997 0871071997 2871171997 2(i70571 1J1J8 
D1 In 5.2 6.4 
D5 16.8 6.4 3.2 
B2 1.6 8.8 2.8 24.0 
B6 0.8 9.6 2.0 20.8 

Table 1- 46 Suspended solids concentrations (mg/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during storm events. 

1')17057!9% 2570B7I997 1')B711')71997 287!l7! 997 L671')571tl98 
01 4.0 12.6 89.4 
D5 14.0 25.4 86.0 
B2 25.8 67.3 149.2 160.2 
B6 18.4 123.9 128.6 115.2 

Table 1- 47 Mean total aqueous zinc concentrations (Jlg/I) recorded at identified sampling points at 
the Dagenham and Brentwood wetlands during storm events. 

iJ l7iJ57191J6 2571')871997 iJ87 1iJ71 991) LB7I 171997 L67li:571999 

DI 632.0 116.iJ 89.:5 
D5 NO 102.0 51.5 
82 51.5 185.0· 71.0 221.0· 

86 126.0 71.0* 84.0 107.0* 

Table 1- 48 Standard deviations associated with mean total aqueous zinc concentrations (J.lg/I) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during storm 

events. 
1') l7iJ57!996 L:s7iJ8711)97 iJ871iJ7J1J99 LS71171997 267li57 I 999 

DI 
05 
82 
86 

34.:5 
NO 

8.5 
9.9 

3.5 
14.1 

iJ.7 
3.5 
0.0 
8.5 • 

Table 1- 49 Mean total aqueous cadmium concentrations (J.lg/I) recorded at identified sampling 
points at the Dagenham and Brentwood wetlands during storm events. 

iJl7iJ:571996 257iJ871997 1')871iJ7 1 999 2871171997 Lb7li571999 

DI 9.59 b.45 0.30 

05 ND 5.40 NO 

82 4.60 3.0· 0.65 1.1" 

86 4.85 3.6* NO 1.1* 

J-\: 



Table 1- 50 Standard deviations associated with mean total aqueous cadmium concentrations (J.1gll) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during storm 
events. 

0110571996 25/0871997 08/1071999 2871 I11997 26/0571999 
01 3.27 0.64 0.00 
05 NO 0.57 NO 
82 0.57 0.21 • 
86 0.64 NO • 

Table 1- 51 Mean total aqueous lead concentrations (J.1g/l) recorded at identified sampling points at 
the Dagenham and Brentwood wetlands during storm events. 

01/05/191)6 25/08/1997 08/10/1999 28/1171997 2i>/0571999 
01 31.85 29.3 16.6 
05 7.07 19.95 10.25 
82 19.8 109.8· 32.2 65.5* 
86 15.45 48.0· 20.85 65.4* 

Table 1- 52 Standard deviations associated with mean total aqueous lead concentrations (J.1g/l) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands during storm 
events. 

01/05/1996 25/08/1997 08/10/1999 28/11/1997 267(5/191)9 
OJ 3.38 4.53 0.85 
05 1.24 3.18 2.19 
B2 0.85 * 2.69 • 
B6 2.62 2.33 , 

Table 1- 53 Mean total aqueous chromium concentrations (J.1g/l) recorded at identified sampling 
points at the Dagenham and Brentwood wetlands during storm events. 

01705/19% 25/0871997 08/1li/191)9 2871171997 20/05/1999 
OJ 6.69 13.55 1.40 

05 0.41 7.25 1.00 

B2 2.85 15.6· 5.55 7.8· 

B6 2.50 6.8* 3.50 6.4* 

Table 1- 54 Standard deviations associated with mean total aqueous chromium concentrations 
(J.1g/l) recorded at identified sampling points at the Dagenham and Brentwood wetlands during 
storm events. 

OJ 
05 
82 
B6 

0110571996 25/0871997 oslj()11999 28/1171997 26/0571999 
0.69 
0.19 

1.48 
1.34 
0.07 
0.85 * 

0.14 
0.14 
0.78 
0.42 * 

Table 1- 55 Mean total aqueous nickel concentrations (J.1gll) recorded at identified sampling points 
at the Dagenham and Brentwood wetlands during storm events. 

01/05/1996 257(87191) 7 08IlLi/19'51) 28111/1997 26/05/11)9'5 

01 31.23 58.45 9.45 

05 28.11 49.15 4.35 

82 18.80 15.2' 2.00 9.4' 

B6 22.70 4.1 * 0.60 7.4* 

Table 1- 56 Standard deviations associated with mean total aqueous nickel concentrat~ons (J.1gll) 
recorded at identified sampling points at the Dagenham and Brentwood wetlands durmg storm events. 

01/05!199() 25/08/1997 08/10/191)9 28/1111997 2iJI05/11)99 

01 1.76 1.34 0.35 

05 3.16 1.20 0.35 

B2 1.56 0.42 

B6 3.54 0.28 



Table 1- 57 Mean total aqueous copper concentrations (Jlgll) recorded at identified sampling points 
at the Dagenham and Brentwood wetlands during storm events. 

t'l17t'l571 ~9() 257t'l1l71 ~~7 t'lS71 t'l71 999 2S71171997 2ti7t'l,7! 1}1j1j 
01 35.02 39.M w.5t'l 
05 3.06 40.10 9.50 
82 14.45 42.3' 26.25 30.9* 
86 16.35 7.4* 16.40 37.4* 

Table 1- 58 Standard deviations associated with mean total aqueous copper concentrations (Jlg/l) recorded 
at identified sampling points at the Dagenham and Brentwood wetlands during storm events. 

t'lIM/]1)1J6 257t'l8711}1)7 t'lS7I t'l7l91}9 28711/]1)97 267t'l,71991j 
01 12.6 7.8 t'l.1 
D5 0.2 4.S 1.1 

82 
86 

0.2 
2.2 * 

1.8 
2.4 * 

Table 1- 59 Chloride concentrations (mg/I) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during storm events. 

t'l 1 7t'l571 996 257M711j1j7 t'lg71('l/]1)97 2ll71!?1997 2:67t'l57199S 
Dl 93.33 19.69 78.61 
OS 64.41 25.10 80.68 
82 42.67 28.97 185.29 21.15 
86 25.77 35.07 107.73 19.35 

Table 1- 60 Nitrate concentrations (rug/I) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during storm events. 

o IM71996 257@1997 M7I 071 91j7 2871171997 267t'l57191j8 
01 33.02 15.78 20.84 
DS 18.26 17.07 15.95 
82 16.32 5.44 20.88 6.63 
86 11.30 8.60 25.24 6.59 

Table 1- 61 Phosphate concentrations (mg/I) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during storm events. 

01105/1996 2570811997 08/1071997 2811171997 2610571998 
D1 1.41 0.18 1.32 
05 1.50 0.38 0.73 

82 0.22 NO NO NO 
86 0.11 NO NO 0.33 

Table 1- 62 Sulphate concentrations (mg/I) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during storm events. 

0110511996 2570811997 08710/1997 2871111997 26105!l998 

D1 70.38 25.83 70.74 
05 60.50 29.83 44.68 

82 35.43 44.59 79.55 30.65 

86 36.96 59.15 102.14 30.48 

Table 1- 63 Total ammonia concentrations (mgNIl) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during storm events. 

Dl 
D5 
B2 
B6 

0170571996 2570811997 0871011997 2871 171997 267057 \lJ98 
0.600 0.333 0.800 
0.167 0.534 0.167 

0.167 0.117 0.267 
0.200 0.400 0.200 

0.133 
0.133 



Appendix II 

The following Tables give the loadings calculated for each of the parameters at each of 

the identified sampling points at the Dagenham and Brentwood wetlands. The following 

key applies for all of the Tables: 

ND = not defined 

NS = sample not collected 

- = parameter not determined 

Table 11- 1 Flow volume (lis) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

Ig71071993~ 107(1719111)" (1)7037199(;~ 0170771911(; 117097199(; 057117199(; 2170171997- 0470471997 ~4!0(i71 997 ~g70g7199 7 
01 34 34 34 No 30 45 34 33 34 No 
02 32 32 32 35 29 NO 32 35 32 ND 
D3 37 37 37 42 23 51 37 34 37 NO 
04 33 33 33 33 22 46 33 35 33 -;D 
D5 35 35 35 41 30 49 35 30 35 NO 
B2 14 14 14 6 8 14 17 26 25 
B5 9 9 9 NO 2 4 9 9 18 16 
B6 15 15 15 4 5 4 15 15 38 33 

* = mean flow values used as flow not measured or fault with flow meter 

Table 11- 2 Flow volume (lis) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

0110571 996 25108/1997 08/1 011 997 2811 ill 997 26/05/1 998 
Di 60 452 
D5 46 292 
82 117 92 135 282 

86 122 79 126 412 

JO III I QQ" 

:'0 
2q 

301 
31 
25 
7 

Table 11- 3 BODs loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

18/1071995 1070171996 0670371996 0170771996 1170971996 0511171996 2170171997 0470471997 24/O~~997 2870~~997 307~~j;97 Site 
IOS.o m.o 182.0 NO NO 1601.0 

503.2 204.0 No 120.0 DI NS 
NO NO I h2 4 

473.6 243.2 308.0 69.6 NO 217.6 140.0 
D2 563.2 

NO 'JD 190.4 
310.8 1142.4 29.9 142.8 44.4 258.4 

03 606.8 710.4 
NO NO 198.4 

198.0 26.4 147.2 253.8 224.0 
04 507.7 614.6 213.8 

132.0 'JD NO 140.0 
616.0 294.0 541.2 48.0 19.6 140.0 

05 616.0 
64.0 33.3 122.4 104.0 50.0 56.0 

182.9 73.6 12.0 B2 255.0 260.5 
111.6 21.6 64.0 20.0 

NO 12.0 25.6 21.6 
B5 194.4 133.2 115.2 

60.8 158.4 41.6 
116.2 36.8 16.0 25.6 73.1 180.0 

B6 250.7 226.2 

Table 11- 4 Suspended solids 'loadings (mg/s) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

0;;;;~~97 2~1997 287:199;- 30 111 1997 

sl:e 1811ZQ995 1070111996 0670371996 0170711996 11~~~~1296 057~~996 2110:~997 ~) 'tt, (, 2536.4 
No No 15'J6.U NU Nu 

IOS8.0 45" 1.0 5132.8 -;0 -0 
2586.8 NO 358.4 

153.6 805.0 788.8 D2 2137.6 1696.0 
NO 775.2 1909.2 s[) 

1621.2 NO NO 
D3 2775.0 1968.4 118.4 

NO 2688.0 113.6 I'\D 1233 ;. 
180.4 NO 1034.0 NO 

so 565.0 04 2464.9 2284.6 451.5 438.0 :-::\~ (\ 

378.0 434.6 1350.0 NO 
835.0 321.0 05 2625.0 1260.0 -;0 4828 3816.8 

NO 360.0 110.4 NO 
163 2 ~ [".0 B2 936.7 720.6 62.5 261.0 1011.6 

257.4 NO NO NO 
138.6 355.2 B5 550.8 498.6 41.3 396.0 2713.~ 

85.6 261.6 NO NO 
B6 1158.7 687.9 
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Table 11- 5 Total copper loadings (J.lg/s) recorded at identified sampling points at the Da enham 
and Brentwood wetlands during dry weather. g 

02 
D3 

04 
05 
82 
85 
86 

162.40 
396.64 
182.20 
227.68 
68.66 
16.25 
69.09 

167.36 
94.91 
67.\3 
195.30 
36.72 
22.64 
30.27 

307.65 
155.19 
110.39 
257.28 
39.12 
NO 

20.84 

800.55 
253.00 
348.26 
1405.20 
74.64 
5.63 
1.05 

1040.40 201.1 I lOBO on 91.1 :'\D 
NO 396.96 1039.50 ~20Slj ~O 

770.87 
749.80 
1610.88 
361.28 
129.72 
87.74 

265.48 
406.31 
341.78 
194.00 
67.14 
162.26 

635.80 
614.25 
832.50 
177.65 
34.20 
198.00 

519.85 
462.59 
1022.00 
137.80 
158.40 
172.90 

-lbO_I'll) 

2~~.60 

580.80 

150.s1l 
~2 - .65 

550.80 
:~ 1.80 
122.50 
81.20 
2575 

Table 11- 6 Total cadmium loadings (J.lg/s) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during dry weather. 

Site 
Dl 
02 
03 
04 
05 
82 
85 
B6 

10/011\996 
6.12 
5.76 
6.66 
9.69 
11.38 
3.05 
1.62 

58.24 

06/03!J996 
6.12 

95.68 
6.66 
6.01 

22.40 
2.56 
2.25 
3.82 

OIl0771996 
ND 

49.18 
49.35 
22.28 
46.95 
13.04 
NO 

12.72 

11/09/1996 
197.25 
268.40 
110.06 
203.17 

5.40 
35.94 
2.68 
27.95 

05/] III996 21/0171997 
43.88 6.12 

NO 5.76 
33.15 6.66 
97.06 9.52 
64.19 6.30 
11.40 26.95 
4.68 16.83 
4.30 79.79 

04/04/1991 
21.00 
43.75 
32.30 
29.75 
27.00 
4.08 
1.62 
1l.25 

26/0611991 
25.50 
27.20 
24.05 
23.38 
47.25 
4.68 
43:' 

6.84 

23 os 19C) 
"ID 
'JO 

NO 
'JO 

'JO 

6.00 
18.40 
6765 

30110/1997 
6.:>0 
8.70 
39 10 
2015 
4.50 
:: 0.' 
2.00 
2.00 

Table 11- 7 Total chromium loadings (J.lg/s) recorded at identified sampling points at the Dagenham 
and Brentwood wetlands during dry weather. 

SIte 
DI 
02 
03 
04 
05 
82 
85 
86 

1010171996 
77.18 
72.48 
57.54 
92.35 
57.75 
3.74 
2.43 
4.13 

06/03!J 996 
42.67 
19.36 
9.99 
9.02 
11.20 
3.74 
2.43 
4.13 

OIl0771996 
No 

71.75 
11.34 
8.91 
11.07 
3.96 
NO 

1.36 

11I09!J 996 
117.45 
81.93 
23.12 
48.84 
62.85 
1.62 
0.54 
6.75 

05/] I iI996 2 IIo III 997 
174.38 65.28 

NO 37.28 
233.33 31.27 
599.15 53.77 
246.23 29.05 
30.28 11.64 
14.70 15.17 
10.00 13.45 

04104!l997 
71.75 

343.00 
108.80 
49.00 
103.50 
5.95 
2.43 

5.25 

2610611997 
329.80 
171.20 
135.05 
4843 

47.25 
7.02 
5.13 
10.26 

2810811997 
ND 
NO 
NO 
NO 
NO 

41.25 
17.60 
28.05 

30110/1997 
55.90 
85.55 
125.80 
31.00 
17.50 
9.10 
1.68 
5.60 

Table 11- 8 Total nickel loadings (J.lg/s) recorded at identified sampling point s at the Dagenham and 
Brentwood wetlands during dry weather. 

SIte 

DI 
02 
03 

04 
05 
82 
B5 
86 

I 0101/1996 
1015.41 
995.84 
515.78 
548.60 
452.38 
186.17 
55.85 
107.15 

06/0371996 
5883.02 
3560.96 
1461.32 
1769.70 
1177.75 
74.14 
86.49 
180.14 

oIl07l1996 
ND 

2112.25 
1197.00 
673.20 
543.25 
81.20 
NO 

23.60 

11/09/1996 0571 1!I996 2JI017l997 
1593.00 1062.45 554.88 
826.21 NO 559.36 
507.04 1682.24 710.96 
503.58 1992.49 846.86 
571.50 2296.88 430.50 
36.21 125.20 83.56 
11.33 64.80 58.28 
31.70 44.98 102.11 

0410471997 
960. 15 
1620.50 
1864.90 
1179.50 
1054.50 
272.00 
85.05 
179.25 

26/06/1997 
222360 
606.40 
331.15 
292.25 
325.50 
96.20 
3.15 
5.70 

2810811997 
ND 
NO 
NO 
NO 
NO 

56.25 
45.60 
49.50 

30!lOIl~97 
516. tu 
693.10 
717411 
356.50 
293.75 
17.85 
12.00 
IIJ 411 

Table 11- 9 Total lead loadings (J.lg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during dry weather. 

SIte 
DI 
02 
D3 
04 
D5 

82 
85 
86 

j 010111996 
15.30 
23.36 
32.01 
93.19 

288.23 
8.80 
4.05 
36.15 

06/0371996 
93.84 
120.16 
159.84 
149.63 
72.10 
32.98 
20.61 
29.12 

OIl0771 996 
ND 

211.23 
178.50 
123.26 
200.29 
11.64 
NO 

2.28 

1110971996 
342.45 
588.41 
277.50 
32494 

934.20 
45.21 
3.11 
7.05 

195.08 50.15 
NO 252.16 

31 1.61 16.65 
239.66 24 22 
140.14 39.38 
73.08 I ~.27 

29.34 ~.05 

13.44 36.15 

1522.50 
~1.60 

115.50 
171.00 
120.70 
4.05 
6.75 

16/oM997 
'74.80 
120.00 
260.85 
29.23 
60.38 
II 70 

8.10 
17.10 

28~ :'W 
ND 
'-:0 
:--:0 
:--:0 
'JO 

39125 
236.80 
315.15 

4.'" h""; 

4~~ ~o 

56.58 
Il.2S 
4'.50 
~ 15 

34.40 

ll-II 



Table 11- 10 Total zinc lo~dings (J.lgls) recorded at identified sampling points at the Da enham and 
Brentwood wetlands durmg dry weather. g 

SIte 10/0111996 0610}~996 01/071:996 1 110911996 os/] 11996 21 01 199') 0410411997 26 FJD 199 
Dl 47o 1292 1'315 5025 61) ~ux 2310 1')S~ 23 C~~qQ 
02 512 10256 2030 2596 ND 54-1 5635 1712 "0 
03 1443 1739 546 391 2448 444 -1114 1018 "0 
04 668 718 396 660 782 518 1820 1019 :-':0 

05 2555 578 1333 1110 1029 438 1485 700 "0 
82 651 243 288 144 96 166 3978 1-130 lilS~ 

108 108 NO 85 
86 841 183 88 

24 
1548 

48 
48 

108 
497 

108 
-113 

216 928 

jdiJO j1jo 

21-12 
128~ 

333 

130 
12S 

Table 11- 11 Chloride loadings (mg/s) recorded at identified sampling point s at the Dagenham and 
Brentwood wetlands during dry weather. 

i8i10i1995 10101i1996 06103i1996 0110771996 11109i1996 05i11i1996 21701/1997 04104i1997 2'l,061998 28108-199 30,10199, 
01 NS 
02 2689.95 

03 3159.43 
04 2743.91 
05 2749.88 
B2 1584.40 
B5 1160.56 

B6 1982.04 

2169.20 
1965.12 
3119.47 
2017.69 
2168.78 

1002.36 
666.09 
1106.30 

3604.00 
3219.84 
3981.57 
3524.37 
4343.85 
1330.15 
840.15 
1359.21 

NO 
2346.75 
2864.82 
2111.67 
3091.40 
484.96 

NO 
242.76 

2693.10 
2801.11 
2013.88 
2155.12 
3056.70 
621.00 
210.20 
534.35 

4246.20 
NO 

4316.64 
3826.28 
4177.74 
682.80 
306.80 
301.76 

4503.30 
3619.52 
3991.19 
5342.66 
5162.50 
1529.69 
1739.52 
2511.44 

4144.35 
3976.00 
-12-13.20 
4069.10 
3353.10 
1-122.90 
7-10.88 
1249.65 

3840.30 
3752.96 
4693.82 
3-187.29 
-1087.30 
2222.48 
1584.18 
3256.98 

NO 
NO 
NO 
NO 
NO 

1490.50 
1002.88 
2172,72 

278511 
3091.63 
3693.08 
3706.86 
2775.08 
1036.83 
430.66 
611.66 

Table 11- 12 Nitrate loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

01 
02 
03 
04 
05 
B2 
B5 
B6 

1Si10i1995 10101i1996 
NS 

891.68 
1207.72 
934.57 
1097.32 
303.24 
240.03 
392.95 

1273.30 
990.24 
1670.37 
1049.93 
1194.73 
253.31 
195.84 
329.56 

06103i1996 0110711996 11109i1996 
1230.12 
2059.84 
1527.73 
1162.32 
1765.75 
351.00 
222.21 
351.72 

NO 
694.40 
1042.86 
601.26 
839.27 
158.72 

NO 
58.76 

862.80 
1938.94 
750.72 
867.02 
1118.10 
192.30 
260.10 
89.35 

0511171996 21101i1997 
2490.75 

NO 
1090.89 
1673.48 
1003.52 
164.32 
63.88 
65.80 

918.34 
813.12 
838.42 
1504.67 
1171.10 
266.47 
299.70 
459.95 

0470471997 
2013.55 
1562.05 
1231.14 
1776.60 
9-12.90 
379.78 
197.10 
325.50 

24/0611997 
3846.42 
3752.96 
1121.-17 
864.73 
946.40 
498.68 
261.18 
606.48 

~8 AS It)Q 
:-;[) 
",,[1 

I'D 
NO 
NO 

-121.50 
312.64 
585.09 

111 III It)q 

<\~ II 
772.2-1 
790.-13 
699.33 
563.30 
127.20 
59.75 
87.49 

Table 11- 13 Phosphate loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during dry weather. 

D1 
02 
03 
04 
05 
B2 
65 
66 

18i1011995 1010111996 06i0311996 0110711996 11i09i1996 0571171996 21101/1997 
NS 37.47 51.68 105.60 98./8 7050 

61.76 18.34 56.96 60.20 70.18 9124 
63.97 30.86 6253 92.82 44.85 11822 6649 
44.29 30.36 55.11 5511 53.68 112.98 59.83 

43.79 32.13 

2.61 

54.25 67.24 
4.80 

54.90 114.51 61.39 

0.95 

7R 411 

51 45 
99.28 
106.75 
90.00 

2:;,06;]998 

41.07 
2639 
~7 25 

5670 
6637 
59.52 
4800 

575 

Table 11- 14 Sulphate loadings (mg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during dry weather. 

D1 
02 
03 
04 
05 
B2 
B5 
B6 

18i1011995 10101i1996 06i03i1996 0110711996 11iMi1996 
NO 4792.03 3580.20 NO 2830.20 

3841.47 2388.80 3137.28 2187.50 3046.16 

4740.26 
4052.39 
4796.09 
3968.73 
3176.62 
4950.80 

5430.56 
2627.41 

2625.18 
1521.38 
957.65 

1694.96 

3830.61 
3295.24 
3903.55 
1952.47 
1178.91 
2088.95 

2501.52 
1972.41 
2487.06 
707.60 

NO 
360.20 

1992.72 
2073.50 
2969.70 
833.04 
288.04 
734.25 

NO 
4333.47 
3772.00 
3870.51 
1052.48 
486.72 
486.64 

7629.78 
2937.28 
4005.58 
4106.26 
1838.20 
2318.77 
3~7646 

3644.90 
3481.26 
347 5.85 

3299.40 
3044.70 
1346.31 
2211.00 

321 '7.60 

3329.63 
2401.79 
2896.60 
-,.n~ 2-1 

c.1-1S 6-1 
50038-1 

NO 
NO 
>-:D 
ND 

c425.50 
161204 
32-14 56 

Table 11- 15 Trihalomethane loadings (J.lg/s) recorded at identified sampling points at the 

Dagenham wetland during dry weather. 

Site 11 70971996 0571171996 21 10171997 047?:£1~7 241~ ~~1 ~;7 28/0~'[~ 997 301,,1 ~li)~98 
) I-'45U []<}::-20 D1 618.00 2119.50 244I.2U VJ . 

02 545.20 NO 2403.20 )001.00 
03 522.10 1565.70 2578.90 1319.20 
04 682.00 2686.40 20975~ ))69.00 
05 630.00 666.40 290 1.50 972.00 

1472.00 
ISS·tOO 
1219.10 
1267.00 

)\D 
)\D 

ND 

53360 
41 S 2() 

412.30 

1941.58 
23~5.97 

2227.91 
1683.40 
104' 73 
550.72 
81206 

I I -I II 



Table 11- 16 Total ammonia loadings (mgN/s) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

18712~995 10/?,1:~96 06~~!~96 01:9:/96 11/~9/1996 05111/96 21/01/1997 04104/1997 24/0611997 28.'08/1997 30110 199 DI Nt) n.322 J5:871l Nt) 9.000 36.000 3.400 4.095 13.6u0 ,\D 10. ~l'\.~ 
02 19.200 10.656 17.088 3.500 10.643 #VALUE! 3.200 3.500 II. -.:..; '0 -18_' -: 
D3 24.679 12.321 40.108 7.014 3.059 6.783 3.071 14.756 1~ sor, '0 - 956 
04 20.040 8.918 26.720 3.300 2.574 107.364 3.908 4.095 11.122 '0 10.3:3 
05 18.690 3.500 25.690 4.797 3.990 29.400 4.095 3.510 11.655 '10 6.675 
B2 2.771 2.314 6.014 0.800 7.002 0.936 1.621 1.700 13.884 ::! 0- 5 0.700 
B5 1.197 1.800 2.403 NO 3.736 0.800 0.747 0.900 :394 1.600 0.835 
B6 2.553 3.057 4.081 0.400 15.000 0.668 10.196 1.245 6.346 3.300 0,1>( 

Table 11- 17 Unionised ammonia loadings (J.lgN/s) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during dry weather. 

SI[e 18/1071995 11:5101/1996 06/03/1996 0110711996 11109J1~jg6 0511111996 21101n997 04/0411997 24)QIl)Wj7 2B,LiB7H197 3071071997 
OJ ND 164.56 259.08 ND 56.10 242.10 11.22 30.80 5US SO 136. 76 
02 51.52 154.88 275.20 2.45 43.79 NO 10.56 20.30 25.28 ''0 649.60 
03 69.19 113.59 650.46 53.34 16.79 4794 12.58 89.76 40.33 '0 85.68 
04 39.41 65.46 393.79 48.51 28.82 604.44 12.36 29.05 22.71 NO 1 ~7.9-1 
05 28.35 20.30 170.10 35.67 130.50 214.62 16.45 38.70 42.70 'D 9.00 
B2 6.37 0.83 94.09 5.12 92.76 48.64 13.44 3.57 80.08 16.:5 1.40 
B5 2.43 5.67 37.62 ND 31.38 22.04 6.21 7.:0 7.56 784 4.65 
B6 25.99 30.72 64.66 4.48 235.05 35.48 86.67 7.35 -11.04 S.25 6.96 

Table 11- 18 BODs loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

0110571996 2510871997 0871071997 2871 \11997 2610571998 
DI 1056.0 2350.4 
D5 772.8 1868.8 
82 187.2 809.6 378.0 6768.0 

86 97.6 758.4 252.0 8569.6 

Table 11- 19 Suspended solids loadings (mg/s) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during storm events. 

!J 1 7!J57 1 99ti 257!J871997 !J871 !J71997 SE 28711797 2ti7057 I 998 

DI 24!J.!J 5ti95.2 
D5 644.0 7416.8 

82 3018.6 6191.6 20142.0 45167.9 

B6 2244.8 9788.1 16203.6 47470.h 

Table 11- 20 Zinc loadings (J.lg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during storm events. 

!J 17!J57199ti 257!J87 I 997 (iS7H)) 1 997 287I171997 2ti7057199S 

D1 3792!J 52432 
D5 552 29784 

B2 6025.5 18584 9585 62322 

B6 15372 8374 10395 44084 

Table 11- 21 Cadmium loadings (J.lg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during storm events. 

0170571990 2570871997 !J87W71997 2871171997 2ti7!J57 I 998 

D1 575.4!J 2892.8!J 

D5 8.28 1576.80 
310.00 

538.20 276.00 87.75 
B2 

22.68 453.00 
86 591.70 284.40 

Table 11- 22 Lead loadings (J.lg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during storm events. 

DI 
D5 
82 
86 

0170571996 
1911.00 
325.22 

25108/1997 
13243.60 
5825.40 
2316.60 
1884.90 

0871011997 2811 ]CW 

10101.60 
3792.00 

4347.00 
2627.10 

2(,)(b 1lJl)S 

1-'-1'.00 
26<)..)" 0\) 

11-1\' 



Table 11- 23 Chromium loadings (Jlg/s) recorded at identified sampl.·ng p . t t h D . om sat e agenham and 
Brentwood wetlands durmg storm events. 

DI 
D5 
82 
86 

0110571996 
322.20 
12.42 

2570871997 
6237.60 
2090.72 
322.92 
294.02 

08710l19iJ7 2871171997 2670571998 

1435.20 
537.20 

749.25 
441.00 

2200.00 
2637.00 

Table 11- 24 Nickel loadings (Jlg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

0110571996 2510871997 0871 071997 2871111997 26}0571998 
DI 1873.50 26419.40 
D5 1292.83 16527.20 
82 1895.40 1398.40 270.00 2651.00 
86 2769.40 323.90 75.60 3049.00 

Table 11- 25 Copper loadings (Jlg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

0170571996 2570811997 08IJ on 997 281! 1 n 997 2670511998 
Dl 2100.90 19345.60 
D5 140.76 11709.20 

82 
86 

1690.65 
1994.70 

3896.10 
584.60 

3543.75 
2066.40 

8714.00 
15409.00 

Table 11- 26 Chloride loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

01/05/96 25/08/97 0811 0197 28/11197 26/5/98 
D1 5599.80 8899.88 
D5 2962.86 7329.20 
82 4992.39 2665.24 25014.15 5964.30 
86 3143.94 2770.53 13573.98 7972.20 

Table 11- 27 Nitrate loadings (mg/s) recorded at identified sampling points at the Dagenham and 
Brentwood wetlands during storm events. 

01105/96 25108/97 08110197 ~8i11/97 26598 

Dl 1981.20 713256 
D5 839.96 4984.44 
82 1909.44 500.48 2818.80 1869.10 

86 1378.60 679.40 3180.24 2715.08 

Table 11- 28 Phosphate loadings (mg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during storm events. 

01/05/96 25/08/97 0811 0/97 ~8i1197 26598 

Dl 84.60 81.36 

D5 69.00 110.96 

82 25.74 ND ND ND 

86 13.42 ND ND 135.96 

Table 11- 29 Sulphate loadings (mg/s) recorded at identified sampling points at the Dagenham and 

Brentwood wetlands during storm events. 

01/05/96 25/08/97 081097 ~8 119- '6 5 9~ 

D1 4222.8 1167516 

D5 2783.00 8710.36 
864:-.86 

82 4145.31 4102.28 10739.25 

4509.1:2 4672.85 1286964 12557 7 (1 

86 

11- \' 



Table 11- 30 Total ammonia loadings (mgN/s) recorded at identified sampling points at the 
Dagenham and Brentwood wetlands during storm events. 

0170511996 
D1 36.0 
05 7.7 

82 
86 

2570871997 
150.5 
155.9 
19.5 

24.4 

0871 01\997 281\ \11997 2670511998 

10.8 
31.6 

36.0 
25.2 

37.5 
54 S 
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